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I T IS our hope that you are all acquainted with “DooR-Ways." 
“DooR-Wavs" is our house organ, a little magazine published 
every month, in two editions. The dealers' edition, 16,000, is 
mailed to our dealer customers, the architects’ edition. 10,000, to 
architects and contractors. The reading matter in each edition is 
different, giving information desired by the dealer or the architect 
and contractor. 

"DooR-W.ws" tells the story of the R-W line in its own silent 
way, in illustration and selling talk. We try and keep the story 
interesting and helpful. 

The best sellers and the new additions to the R-W Line arc 
interestingly presented, and their strong features and best selling- 
talk points forcibly brought out. 

It has always been our endeavor to have something interesting 
to say along the line of sales and advertising helps, and pointers 
for the clerk and house salesman. Stories of successful dealers who 
made their start as junior clerks and worked their way into the 
owners’ chair—inspiring stories which should halt the faltering and 
urge on the leaders. 

With each copy of “DooR-Ways" is included our monthly 
calendar, a daily reminder, which is as valued for its attractiveness 
as its usefulness. 

Write us requesting that your name be placed on our mailing list. 





Announcement 

I N PRESENTING this, our No. 12 General Catalog, we feel that 
we are offering the best and most complete book of the kind ever 
issued. It is complete in detail, concise, so arranged and classified 
as to cover in the most brief and comprehensive manner the various lines 
we manufacture and sell. 

This catalog supersedes all previous catalogs. On account of 
changes in catalog numbers and also list prices, all old issues should be 
destroyed. Discount sheets will be furnished upon application. 

Jn arranging our records and collecting the necessary data, we have 
carefully considered the product and have selected such articles as in our 
judgment, are best suited to serve the purpose for which they were 
designed. 

The descriptions have been prepared with the utmost care to cover 
the essential points clearly and concisely to represent the goods exactly as 
they arc. All lists and tables have been revised up to the date of going 
to press and have been so arranged and tabulated as to make them, we 
believe, quickly and easily understood. 

No labor or expense has been spared to make the illustrations as 
nearly as possible, exact reproductions of the goods themselves. Extra 
care has been used in compiling the index, to make it complete for ready 
reference and in assembling the entire book, we have endeavored to 
classify each different line of goods in the most appropriate manner. 

Quality and thoroughness in conduct of every phase of this business 
will be constantly emphasized in such manner and degree as shall insure 
satisfaction to the trade. We are truly grateful to those who have so 
generously favored us with their patronage in the past and we arc prepared 
with largely increased facilities to execute all orders with care and 
promptness. 

Our branch houses are equipped to render efficient service on orders 
requiring quick action. 

We solicit your orders and inquiries. Our factory is at your disposal 
and we are ready to extend every courtesy known in trade. 

\ cry truly yours, 

Richards*Wilcox Mfg. Co. 




RICHARDS-WILCOX MFC. CO.. AURORA, ILLINOIS, U. S A. 



Notes of Importance 

Request —On account of change in catalog numbers and price lists, destroy all old 
issues upon receipt of this, our No. 12 General Catalog. 

Freight Rates —Freight rates from Aurora, are practically the same as from Chi¬ 
cago, III., excepting points west and south, where rates are slightly lower than 
Chicago. No charge for cartage or packing except in foreign shipments. 

Shipping Facilities —Aurora is thirtv-right miles west of Chicago, located on the 
main line of the C. B. & Q. Ry. Co., (Hill System); C. & N. W.: E. J. & E. 
(known as the Outer Belt Line) ; and C. M. & G. Ry. Co. These lines assure us 
unsurpassed shipping facilities to all points. 

Prices —Prices subject to change without notice. Discount sheets furnished on 
application. Estimates furnished on special work. 

Terms —Unless otherwise specified or agreed upon, all bills are payable within 
sixty day's net, or 2% in ten days from date of invoice, in funds current in New York 
or Chicago. Do not send us personal checks, as hanks charge us exchange on same. 
For accounts not paid at maturity, we will draw at sight after giving notice of our 
intention. 

Deliveries —All deliveries are subject to delay due to strikes, fire, or other causes 
beyond our control. The prices are always to be understood to be F. O. B. cars at 
Aurora. III., except where otherwise specified or agreed upon. When prices are quoted, 
delivered, it refers to the freight charges only and not the safe delivery of the goods. 
Our responsibility as shipper ends with the delivery of goods at the railroad station 
or wharf, after proper shipping receipts have been issued to us. Parcel post packages 
sent at purchaser’s risk, unless we are requested to insure. 

Guarantee —We will replace, free of charge, any piece of goods sold by us, found 
defective on account of workmanship or material, but we will not be responsible for 
any goods, unless used according to directions. 

Returnee! Goods —Do not return goods to us unless you have our permission to do 
so. We insist on express or freight bill of lading, on all return shipments. When 
writing, mention our invoice number and date on which goods were billed to you. Upon 
arrival of returned goods in good condition, transportation charges prepaid, we will 
render credit for the full value of such material, less 10%, which is to cover the expense 
of handling, dravage, inspection, refinishing, etc. When goods are special, their return 
cannot be authorized. All goods returned without authority from us will be refused. 

Claims —Claims for errors and omissions, must be made within five days after 
receipt of goods. Errors are made by the best of us and we stand ready to correct at 
any time, errors on our part, and expect our customers to accept liability for their own 
mistakes. 

If'eights —Weights given are only approximate and are in no case guaranteed, 
owing to variation in stock from which goods are manufactured. 

Ordering —Be sure in ordering to use the Catalog Number, also class and size of 
goods to avoid errors. State how you want the goods sent, by freight, express or 
parcel post. Under no circumstances, do we allow express charges or parcel postage. 

Engineering Department —We gladly offer the services of our Engineering Depart¬ 
ment, to those of our customers who have special requirements to meet. Blue prints 
showing the special goods in detail, also erection of same, furnished when required. 
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No. 3 

R-W Improved House Door Hanger 


(Wilcox No. 101) 



Clcarnncr required 
above top of 
door, 7* 2 indie*. 

From top of 
door to top 
of track, 
inchri. 

Minimum width 
of Mali pocket. 

1 iiKlve* 


1 rack, hard maple; full sets for 7-foot double: half sets for 4-foot single opening. Wheels, 
grey iron, lathe turned, 4 inches diameter. Packed complete with screws, overhead center 
stop, and floor guido. Weight, full set: hangers, 22 pounds; track, 12 pounds. 

PRICE LIST 


Full set including track.$6.00 

Half set including track.. . . j.DO 


Discount . 

No. 8 

R-W Seal Single-Track Steel House Door Hanger 

( Wilcox No. 113) 



ClrnriiiKt required 
above Inp i»f door, 

7 \ 2 indie*. 

From top of door 
to top of t rack, 

3 J 4 indies. 

Minimum w iJi It 
of wall pocket, 

3 mebrt. 


Track, 11 x -jVinch steel, No. 6.? type; full sets for 7-foot double; half sets for 4-foot single 

opening. Wheels, steel, 3* inches diameter with vulcanized fibre centers. Bearings, anti-fric¬ 
tion. Finish, blue lacquer. Packed complete with screws, overhead center stop, and floor guides 
Weight, full set; hangers, 13} pounds; track, 14 pounds. 

PRICE LIST 


Full set including track (14 ft. . .$6.00 

Half set including track (8 ft.). .5,00 

Extra track, No, 6J, per foot .OS 


[<] 


Discount 














RICHARDS-WILCOX MFG. CO,, AURORA, ILLINOIS, U S A 


No. 12 

R-W Model Roller-Hearing Steel Single 
House Door Hanger 

(Wilcox No. 117) 


Clearance rc*|uiml 
alw* c lop of iloor, 
7 ' i iiw ho*. 

From t«ip of Joor 
to top of track, 

3 * y iiK'lu-v 

Minimum «i«lc It 
of u«)l pocket, 


Track. 1$ x -j^-inch steel, No. t>3 type; full sets for 7-foot double; half sets for -Moot single 
opening. Wheels, steel, 3iJ inches diameter with vulcanized fibre centers. Bearings, steel rollers. 
Finish, blue lacquer. Packed complete with screws, overhead center stop, and floor guides. 
Weight, full set: hangers, 10 pounds; track, 14 pounds. 

PRICE LIST 

Full set including track (14 ft.)... . . . ....$6.0° 

Half set including track (I ft) . J.00 

Extra track, No. 63, per foot.US 


No. 13 

R-W Champion Ball-Hearing Single-Track Steel 
House Door Hanger 

(Wilcox No. 115) 


Clearance rerpjirrd 
above top «f iltttir. 
7\ i inebn. 

From top of d»N»r 
to top of tr.uk. 
i] 4 inches. 

Minimum u ultli 
of wall pocket. 

3 incites 


el, No. 63 type: full sets for 7-foot double; half sets for 4-foot single 
inches diameter with vulcanized fibre centers. Bearings, steel balls, 
ed complete with screw's, overhead center stop, and floor guides. 
10J pounds; track, 14 pounds. 

PRICE LIST 


Full set including track (14 ft,) 
Half set including track (S ft.). 
Extra track. No. 63, per foot.... 


Discount 















RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U. S. A 


No. 9 

R-W Rambler Hall-Bearing House Door Hanger 


Clearance required 
above top of door. 
7ji inche*. 

From top of door 
to top of track, 

3 '4 imho 

Minimum v» idth 
of wall pocket. 

3 inche*. 


Track, hard maple and steel, No. 9 type; fit] sets for 7-foot double; half >ets for 4-foot single 
opening. Wheels, grey iron, lathe turned, i inches diameter. Bearings, steel balls. Finish, blue 
lacquer. Packed complete with screws, overhead center stop, and floor guides. Weight, full set: 
hangers, 10j} pounds: track, 10 pounds. 

PRICE LIST 

Full s*t including track (14 ft. 1. ...$6.00 

Half 'ct including; track (8 ft. > . 3.00 

E«tra track, No. 9, per foot .08 

Discount .... 

No. 11 

R-W XXX Brass Bushed Bearing House Door Hanger 


Clearance required 
abov e top of door. 

7 inche*. 

From top of door, 
to top of tradt. 

3*4 mclics. 


Minimum w 
of wall pock 
3 inches. 


Track, hard maple and steel, No. 9 type; full sets for 7-foot double: half sets for 4-foot single 
opening. Wheels, steel, 21 inches diameter with vulcanized fibre centers, noiseless. Bearings, brass 
bushed. Finish, blue lacquer. Packed complete with screws, overhead center stop, and floor guides. 
Weight, full set: hangers, 9 pounds; track. 8iJ pounds. 

PRICE LIST 

Full set including track (14 ft.).J6.00 

Half set including track (8 ft.l. 3.00 

Extra track. No. 9, per foot.. 

DhtouHt.... __ _ 

Note—N o. 9 rrack is provided with cut-off slot one foot from each end, to allow for variation 
in size of opening. 
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No. 6 

R-W Rex Brass Bushed Bearing House Door Hanger 



Distance lop of 
tlnor to bottom 
head i ne timber. 
S' » inches. 

Minimum «idth 
of mu 11 pocket. 

2* ,$ inches. 

Trock can be 
ea*»l> remoN ed 
without injury 
to plattercd m all* 


Track, hard maple runway, reinforced by heavy steel angle. No. 6 type, furnished with wood 
header, adjustable as illustrated. Wheels, steel, 21 inches diameter, with vulcanized fibre cen¬ 
ters, noiseless. Bearings, brass bushed. Finish, blue lacquer. Packed complete with screws, over¬ 
head center stop, and floor guides. Weight, full set: hangers. 91 pounds; track, per foot, 2] pounds. 

PRICE LIST OF HANGERS AND TRACK 



DOUBLE DOCKS 



SINGLE DOORS 


Number 

Widlh Qd Opening 

Litf 

Sum bet 

Wiitlfc n» Opening 

List 

6-24 

4 feet. . . . . 

$6.00 

6-12} 

21 feet. 

$3.00 

6-241 

41 feet. 

6.00 

6-13 

3 feet . 

3.00 

6-25 

5 feet.. . 

6.<M> 

6-131 

3£ feet . 

. . . 3.25 

6-251 

51 feet. 

6.00 

6 14 

4 feet . 

. . . 3.50 

6-26 

6 feet. 

6,00 

6 14! 

4} feet . . . 

. . . 3.75 

6-261 

6$ feet.. 

6.25 

6-15 

5 feet . . . ... 

4.00 

6-r 

7 feet. .... 

6 SO 

6-155 

5! icet . . . 

. , 4 50 

6-271 

7lfeet. 

6.75 

6-16 

6 feet . 

. . . 4 75 

6-28 

8 feet. 

7.00 

6-161 

feet . . 

5.00 

6-29 

9 feet . 

7.50 

617 

7 feet . 

5.25 

6-210 

10 feet. 

8.00 

6-17} 

t. 18 

7! feel. 

8 feet . 

. . . 5.50 
. . . 5.75 


Hangers, for double doors, without track . ...$3.00 

Hangers, for single doors, without track. 1.50 


Dixcount ...„-- 

Note —When ordering track without hangers, the list price is found by deducting the list price 
of hangers without track from list prices given for various lengths. Order by number. 

For erecting plans, see page 15. 


[*] 
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No. 16 

R-W Twin Trolley Ball-Bearing House Door Hanger 


(Wilcox No. 121) 



A PomAR TtsiitM “Troiuv" ran Wide Hovsx Doo** 


Pittance (op of 
door (o bottom 
of heading timber. 
i inche*. 

Minimum width 
of wall pocket, 

2 ! 4 inches. 

Track can be 
easily removed 
without injury 
to plastered walii. 


Track, No. 16 gauge steel. No. 19 type, furnished with wood header, adjustable as illustrated. 
Wheels, vulcanized fibre, 2J inches diameter. Bearings, steel balls. Finish, blue lacquer. Backed 
complete with screws, overhead center stop, and floor guides. Weight, full set: hangers, 7 pounds; 
track, per foot, 2\ pounds. 


PRICE LIST OF HANGERS AND TRACK 



DOUBLE DOORS 



SINGLE DOORS 


Number 

Wirtlk uf l>|ieimi|f 

List 

Kumbri 

Widlk of 0|H>ttimc 

i i 

16-24 

4 Icet. 

$7.00 

16-121 

2} feet. 

$3.50 

16-241 

4! leer . . . 

7.00 

16-13 

3 feet. 

3.50 

16-25 

5 licet. 

7.00 

16-131 

3} feet . 

3.75 

16-25* 

5f feet. 

7.00 

16 14 

4 feet. . 

4.00 

16-20 

6 feet . 

7.00 

16-14} 

4 ) feet. 

4.25 

16-261 

6l feet . 

7.25 

16-15 

5 feet. 

4.50 

16-27 

7 feet . 

7.50 

16 151 

51 feet. 

5.00 

16-271 

7} feet . 

7.75 1 

16^16 

6 feet. 

5.25 

16-28 

8 feet . 

8.00 

16-161 

6} feet.. 

5.50 

16-20 

6 feet. 

8.50 

16-17 

7 leet . 

5.75 

16-210 

10 feet. 

9.00 

16-17} 

16-18 

7} feet . 

8 feet .. 

6.00 

6.25 


Hangers only, double doors.$4.00 

Hangers only, single doors. >00 


Discount ... 

Note—W hen ordering track without hangers, the list price is found by deducting the list price 
of hangers without track from the list prices given for various lengths. Order by number. 

For erecting plans, sec page 15. 





























RICHARDS-WILCOX MFG. CO.. AURORA, ILLINOIS, I'.S.A 


No. 19 

R-W Hero Trolley Ball-Bearing House Door Hanger 

(Wilcox No. 119) 


T rack can be 
ca»»l> removed 
without injury 
In plastered walls. 


Distance top ut 
door to iMiiiMin 
bi-.idmc timber. 

6 ' * i ik lie v 


Minimum nidili 

»f vs all pocket, 
- r a indies.. 


For doors wider 
than live feet 
we recommend 
No. 16 hangers. 


Track, No. 16 gauge steel, No. 19 type, furnished with 
wood header, adjustable as illustrated. Wheels, vulcanized 
fibre, 2J inches diameter. Bearings, steel balls. Finish, blue 
lacquer. Packed complete with screws, overhead center stop, 
and floor guides. Weight, full set: hangers, 5i pounds; 
track, per foot, 2] pounds. 


PRICE LIST OF HANGERS AND TRACK 


Hangers only, double doors 
Hangers only, single doors. 


Diuount 


Note —When ordering track without hangers, the list price is found by deducting the list price of 
hangers without track from list prices given for various lengths. Order by number. 

For erecting plans, see page 15. [11] 



DOUBLE DOORS 



SINGLE DOORS 


Number 

Width «>l Opening 

List 

Numbri 

Width n( Opening 

L 

1924 

4 feet . 

$6.00 

19-12J 

2} feet. 

. . . 53.00 

19 241 

4} feet. .... 

6.09 

19-15 

3 feet. 

. . . 3.00 

19-25 

5 feet . . .... 

6.00 

19.13} 

3} feet. 

3.25 

19-25* 

5} feet. 

6.09 1 

19-H 

4 feet. 

. . 3.50 

19-26 

6 feet.. . 

6.09 

19-14} 

4!- feet. 

. . . 3.75 

19-26.* 

6] feet . 

6.25 

19-15 

5 feet. 

. . . 4.00 

19-27 

7 feet . 

6.59 

19-15} 

5* feet. 

. . . 4.50 

19-27} 

7} leet. 

6.75 

19-16 

b feet ... 

4.75 

19-28 

8 feet . 

7.00 

19-16} 

6} feet . 

. . . 5.00 

19-29 

9 feet . 

7.50 

19-17 

| 7 feet ... . 

. . . 5.25 

19-210 

10 feet. . 

8.00 

19 171 

1 7| feet. 

. . . 5.50 




19-18 

8 feet. 

. . . 5.75 




























RICH ARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U.S.A. 


No. R-122 

R-VV Royal Ball-Bearing Trolley House Door Hanger 


(Wilcox No. 222 ) 



Distance top of 
door to bottom 
of heading timber. 

7U ittchw. 

Minimum u idth 
of wall pocket. 

2‘ .1 inches 

Track can he 
easily rensoved 
without injury 
to plastered walls. 


Track, No. lb gauge steel and hard maple lined, No. R-122 type, furnished with wood header, 
adjustable as illustrated. Wheels, grey iron, lathe turned, 2| inches diameter. Beatings, steel balls. 
Finish, blue lacquer. Packed complete with screws, overhead center stop, and door guides. 
Weight, full set: hangers, 9] pounds; track, per foot. 3 pounds. 


PRICE LIST OF HANGERS AND TRACK 



DOUBLE DOORS 



SINGLE DOORS 

- - 

Number 

Width ul Opening 

Lift 

Nuitihrl 

Width ol Ope*'r«c 

Lilt 

K122-24 

4 feel . 

. . $8.00 

RI22-12S 

2} feet.. 

$4.00 

K122-241 

■IS feet. 

. . 8.00 

KI22 13 

3 feet . 

4 00 

RI22 25 

5 feet . 

. . 8.00 

It 122 1?'. 

3$ feet .. 

4.40 

l< 122-25 i 

51 feel. 

8.00 

R122-14 

4 feet . 

4 75 

R122-26 

<> feel. 

. . 8.00 

RI22-I4J 

4 4 feet. 

5.15 

R122-2ft} 

f»i feet. 

. . 8.40 

K122-I5 

5 feet ......... 

5.50 

k 122-27 

7 feet . 

8.75 

K122-151 

51 feet. 

3.00 

kl 22-27 f 

7* feet. 

. . 0.15 

K122-16 

6 feet . 

6.25 

K122-28 

8 feet . . 

. . 0.50 

R122 lb; 

6} feet. 

6.65 

l< 122-251 

o feet . . 

10.25 

RI22-I7 

7 feet .. 

7.00 

K122 210 

10 feel. 

11.00 

R122 17' 

7$ feet.. 

7.40 




R122-18 

8 feet. 

. 7.75 


Hangers only, double doors.$1.50 

Hangers only, single doors..... 1.75 


Hangers only, double doors.$1.50 

Hangers only, single doors..... 1.75 


OinauHt _ 

Note —When ordering track without hangers, the I i'.t price is found by deducting the list price 
of hangers without track from list prices given for various lengths. Order by number. 

For erecting plans, see page 15. 
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No. YV-122 

R-W Le Roy Rail-Bearing House Door Hanger 



Diitancc top of 
door to huttoui 
•»f lif-jiiling timber, 
X incl»ci- 

M itiimum H'id ill 
•►I wall pocket* 

2* 2 indie*. 

Track can lx 
easily removed 
w ithout injury 
to plastered w alls. 


PtUNttH 


Track, hard maple runway, reinforced by heavy steel angle. No. W-122 type, furnished with 
wood header, adjustable as illustrated. Wheels, grey iron, lathe turned, 2 [ incites diameter. Bear¬ 
ings, steel balls. Finish, blue lacquer. Packed complete with screws, overhead center stop, and 
floor guides. Weight, full set: hangers, 9J pounds; track, per foot, 2j pounds. 

PRICE LIST OF HANGERS AND TRACK 


DOUBLE DOORS 


Number 1 

Width of Open in* 

List 

VV122-24 

4 feet . 

. . $7.00 

VV 122-241 

4J feet. 

7.00 

W122-25 

5 feet . 

. . 7.01) 

W122-254 

51 feet. 

7.00 

W122-26 

6 feet . 

7.00 

W122-264 

6 ‘ feet . 

7.40 

VV 122-27 

7 feet . 

7.70 

VV 122 271 

7 J feet . 

8 00 

W122-28 

6 feet . 

. . 8.30 

VV 122-20 

0 feet . 

. . 8 90 

W122-210 

10 feet . 

. . 0.50 


SINGLE DOORS 


Numb*! Width ol Oi*e•>»*■•* lie! 

VVI22-125 21 feel. *3.50 

W122-1? 3 feet. . . 3.50 

W122-IV, 31 feel. 3.85 

VV122-14 * feel. 4.15 

VV122-14! 4{f«t. -1.45 

VV122-15 5 feet. 4.75 

WI22-I55 5S feet. 5.05 

W122-16 6 feet. 5.35 

VVI22-lf>} 6j feet. 5.65 

W122-I7 7 feet. 5.**5 

VV 122-1*' 74 feet. 6.25 

W122-18 8 fret. 6.55 


Hangers only, double doors 
Hangers only, single doors. 


$}.$0 

1.7$ 


Din aunt 


jsj OTE _VVIten ordering track without hangers, the list price is found by deducting the list price of 

hangers without track from the list prices given for various lengths. Order by number. 

For erecting plans, see page 15. 





























R 1C H ARI>$-\VILCOX MFC.. CO., AURORA, ILLINOIS, U. S. A, 


No. 221 

R-W Advance Ball-Bearing Trolley House Door Hanger 


Distance lap of 
door to bottom 
of heading timber, 
6 ' 4 inchri. 


Minimum width 
of w all pocket, 
2?4 inches. 


Track can be 
easily removed 
vn ithout injury 
to plastered walls 


Track, No. 16 gauge steel and Hard maple lined, No. 221 clincher type, furnished with wood 
header, adjustable as illustrated. Wheels, grey iron, lathe turned, 1J inches diameter. Steel frames 
and hardened bearings. Finish, blue lacquer. Packed complete with screws, overhead center stop, 
and floor guides. Weight, full set: hangers, 8J pounds; track, per foot, 2J pounds. 

PRICE LIST OF HANGERS AND TRACK 


Hangers only, double doors...$}.50 

Hangers only, single doors .. |.75 

Duron Of ____ 

\rtTE —When ordering track without hangers, the list price is found by deducting the list price 
of hangers without track front the list prices given for various lengths. Order by number. 

For erecting plans, see opposite page. 



DOUBLE DOORS 



SINGLE DOORS 


Ktiinh#* 

Wf4lli ol Opt«l*| 

List 

K«imbe< 

Widih ot Openi*c 

Utl 

221 24 

4 feet. ... 

$8.0(1 

221-121 

feet. 

$4.00 

221 241 

4| feet. 

8.00 

221-13 

3 feet . 

4.00 

221 25 

5 feet. 

8.00 

221-13'. 

3|feet . . 

4.40 

221.251 

5} feet. 

8.00 

221-14 

4 feet . 

4.75 

221 -26 

6 feet ... 

8.00 

221-141 

4i feet. 

5.15 

221-20 

6$ feet. 

8.40 

221-15 

5 feet . . . 

5.50 

221-27 

7 feet . 

8.75 

221-151 

5} feel. 

5.40 

221-271 

7J feel. 

9.15 

221-16 

6 feet. 

6.25 

221-2* 

8 feet . 

. 9.50 

221-161 

6J feet. 

6.65 

221-24 

9 feet. 

10.25 

221 17 

7 feet . 

7.00 

221-210 

10 feet. 

11.00 

221-171 

221-18 

7| feet . 

8 feet 

7.40 

7.75 




























RICHARDS-W1LCOX MFC,. CO.. ACROKA, II 


Above cut is a vertical cross section of No. 221 house door hanger and except as to measure¬ 
ments, also illustrates host our other styles of adjustable tracks and hangers are applied. 

TABLE SHOWING DISTANCE TOP OF DOOR TO BOTTOM OF HEADING TIMBER 


Niimbvt 

Nv»e 

RI22 
| WI22 
221 

R W Royal 

R-W Le Rov 

R-W Advance 
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No. 4 

R-W Trojan Trolley Ball-Bearing Door Hanger 

Designed for Extremely Heavy- Doors, and Especially Adapted 
fur Post Office and Other Government Work 



Distance top of 
door to bottom 
of heading timber, 
8 !■ j inches. 

Minimum width 
of wall pocket, 

3J4 inchei. 

Track can be 
easily remov ed 
witbout injury 
to plastered walls. 


Track, No. 14 gauge steel. No. 4 type, furnished with wood header, adjustable as illustrated. 
Wheels, vulcanized fibre. 3 inches diameter, for indoor service; metal, 3 inches diameter, for out¬ 
door service. Fibre wheels furnished regular. Bearings, steel balls. One-piece drop forged steel 
frame. Finish, blue lacquer. Packed complete with screws, overhead center stop, and floor guides. 
Wright: hangers, per pair, 4 pounds; track, per foot, 4 pounds. 

PRICE LIST 


Hangers, fibre or metal wheel, pet pair. ... .$6.00 

Track, No. 4, per f«K.-.60 


Discount _ 

Note —Unless otherwise specified, we will furnish fibre wheels for inside doors. 

For erecting plans, see page 15. 
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No. 140 

R-W Reliable Roller-Bearing Trolley Door Hanger 

(Wilcox Nd. 12S1 

Made in Two Sizes: No I for No. 51 Track, No. 2 for No. 55 Track 


So. I hanger for lioori 



I 1 _• to 2*4 inches thick. 

[Mate. 1 ‘ ilKllta. 

D»*tar»ce top of door to 
bottom of track: Min.. 

I I ] mdses ; Max.. 

2| i i ik lies. 


No. 2 hanger for doors 
2' a to 3 inches thick. 
Plate, I -j^xlO inches. 

Distance top of door 
to bottom of track: 

•Mi*» . 1 1 j inches ; 

Mux., J inches. 


Especially designed for parallel doors uhen it is desirahlc to attach hanger to top of door. 
Specify fibre wheel for inside work, metal wheel for outside work. For lull size cross section of 
trolley track, see page 52. Track, for No. 1, No. 16 gauge steel. No. 31 type; for No. 2, No. 13 
gauge steel. No. 33 type. Wheels, No. 1, vulcanized fibre, 2[ inches diameter, can furnish metal 
wheel if ordered; No. 2, vulcanized libre, 3 inches diameter, can furnish metal wheel if ordered. 
Roller bearing. Adjustment, vertical only. Packed in bulk. Weight: hangers, per pair, No. 1, 
pounds; No. 2, 11 pounds; track, per foot. No. 31, 1$ pounds: No. 33, 4 pounds. 

PRICE LIST 

Hangers, No. I, for No. 31 track, (fibre or metal wheel), per pair. S-j 

Hangers. No. 2, for No. 33 track, (libre or metal wheel), per pair. . 

Track, No. 31, black, per foot. 

Track, No. 33, black, per foot.. . . 

Brackets: For list prices and type desired see pages 50, St. 

Discount .. 

>Jote _Unless otherwise specified, we will furnish fibre wheels for inside doors. 

[ 17 ] 









R-W Sliding Accordion Folding Door Hangers 



Note—H angers are illustrated on pages 21, 22, 2J. Also price lists. Customers are 
requested to note following information before ordering. 

NUMBER OF HANGERS REQUIRED 

Four-wheel hangers are preferable anti when usrd one hanger is applied to each alternate door 
beginning w'ith the door farthest from half-door. Our No, 135 or No. 335 hangers are suitable 
for this purpose, and will be found absolutely reliable and satisfactory. If it Is desirable to install 



a hanger on each door a two-wheel hanger is. of course, necessary, and we can highly recommend 
our No. 137 hanger for this purpose. Figs. 1 and 2 apply to four-wheel hangers only . 

Figure 1 shows two full width doors and one half-width door. One hanger only is required 
for this number of doors, and is to be applied to door farthest from half-door. 

bigurc 2 shows three full width doors and one half-width door. Two hangers arc required 
for this number of doors, hangers to be applied to every alternate door beginning with door far¬ 
thest from half-door. 

Figure 1 shows that a piece of seven-foot track is needed. At side of opening farthest from 
hinge iamb an eight-inch space should he left between end of track and jamh. Below this point 

[ 1*1 
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R-W Sliding Accordion Folding Door Hangers 

INFORMATION, CONTINUED 

fit a removable section of soffit to enable the carpenter to remove or replace banger. Figure 1 
refers to a seven-foot opening only. 

Note —When doors are folded to both sides, two pieces of track are needed. In the center 
of opening an eight-inch space should be left between ends of track, and below this point fit a 
removable section of soffit to enable the carpenter to replace or remove hanger. 

Note —For full size cross section of trolley tracks, see page 52. 

TRACK BRACKETS 

Track brackets should be spaced 2-foot to 2A-foot centers, according to weight of doors, hirst 
three brackets over half-door should be spaced 1-foot to 11-foot centers. 

FULL SIZED DOORS 

The width of full size doors and half doors depend upon the size, style and location of 
butts, thickness of doors and size of hanger used. Below we give rules which may be followed in 
determining size of doors. 

All full size doors must be exactly the same w idth, with edges perfectly parallel and at right 
angles to top and bottom of door. Doors should not exceed 3 feet in width. To determine 



Fig. I 


width of full size doors, add dimension "15 (from table, Figure 3) to clear width of opening 
(i. e., actual space to be filled by the doors) and divide this sum by the number of full size doors 
plus i. 

Example: Clear width of opening = 24 feet: thickness of doors — 1* inches: number of full 
size doors =* 8; "B" for tight pin butts (from table) = 1 inch: 24 feet plus 1 inch 289 inches; 
289 -r- 84 — 34 inches, width of full size doors. 

HALF DOOR 

Width of half door = 4 width of full size d<ior, less "15 from table. 

In the above example, 3 4 ! 2 =17 inches^^ width of full size door. 1/ B =1/ 1*=16 

inches. Width of half door. 



=-: 

Slxeot 

1- nt i> 

Dtsuncr Irom <»m« «f hm|* 1 
pin |i» rdn« ol door 

Dijtjfcr* Irnfit rife <*l tial’ -loot 
lo < enter line ot hangrt li*tk 

Spaa- between doois « hen 
lol4«d 

Hunger 

Thick nr» 
of Ooort 
lnch« 

"A” 

~B'' 

w c- 

Mombfi 

Ifttfces | 

Loow Pi« Bulls 

1 in hfi 

Tight Fin Bulti 

In (So 

Loose Pm Btltti , 
UcW* 

Tight Pm Butl-- 
Inches 

Loose P»n Hull. 

Inches 

Tight P-n Hull* 

1 tic hex 

135 0 

lit 

3 x3 

4 

4 

U 

li 

4 

4 

\ 

4 

1 

1 

T 

a 

135-01 

1} 

3Jx3| 

4 

Jk 

1! 

i 

135-1 

2 

4 x4 

4 

4 

li 

14 

135-1 

21 

4 xl 

4 


11 

11 

■ 

1352 

335 

335 

2 1 . 

11 

11 

5 x5 

3 x3 
31x34 

■* 

X 

i 

4 

i 

1 

’I" 

13 

in 

li 

i) 

11 

13 

11 

1! 

IA 

‘ 

4 

1 

4 

137-0 

11 

3 x3 

1 

1 

13 

\ 

4 

1 

137-1 

If 

3|x3i 

4 

\ 

14 

i 

137-2 

•> 

4 x4 

4 

4 

14 

i 

137-2 

2i 

4 x4 

1 

1 A 

11 

♦ 



[It] 


Fic. 3 




RICHARDS-WILCOX MFC. CO., AURORA, ILLINOIS. U.S.A. 


R-W Sliding Accordion Folding Door Hangers 

INFORMATION, CONCLUDED 
, HINGES 

Care should be used to set hinges on same door exactly in line, observing dimension "A" in 
table (Figure 3). Loose pin butts are preferable, but tight pin butts may be used when it is 
desirable to fold doors as compactly as possible. 

Note —We do not furnish these hinges. 

HANGERS 

Lise one No. 133 or No. 335 hanger on every second door beginning with door farthest from 
half-door (Figures 1 and 2), For No. 137 hangers, use one hanger on each full size door. Half 
doors do not require hangers. To set hangers, hinge doors together, fold them and strike a center 

line across top of all doors. Attach hangers on this line 

;-j so that pendant is on the exact center of door, consid- 

' [II ~] 1,1 ering both width and thickness. 

I AM The table (Figure 3) has been prepared with 

the view of reducing the space between the doors 
P ^'1 % when folded (as given in column “C”) to the mini- 

y«jn—mar mim which the langers and butts will allow. 

y jHHg » OVERHEAD CONSTRUCTION DETAILS 

§ |[ Figure 4 details a vertical cross section show¬ 

ing typical overhead construction arrangement. 

Header to which track brackets are attached should 
be placed between studding at height "F," above soffit 
*-*t*yj ** per table (see Figure 5) below. 

Note —“2\4” header answers for all track except 
No. 33, for which a “2x6” header is required. 2x2 
pieces are spiked to bo tom end of studs. Furring 
H ’ y strips Jx 11 inches are nailed to studs, distance "G" 

FIT-m, T? >■ above soffit, as per table (see Figure 5) below. 

t 't ffijni ^ JP Head Casing should be attached with screws to per- 

BQ ntit convenient removal, thus giving access to track 

bracket bolts so track can be removed in case of neccs- 
F,c. 4 VtmicsL Chou Sfcios >ity w .; thout Ji„ U rbing partition. 

Head Casing for No. 301, No. 31 and No. 526 tracks should not be less than six inches wide. 

For No. 33 track, it should be eight inches wide. This leaves an open space between top of 2 x 2 
piece and bottom of J x 1 (-inch Furring Strip through which screw driver may be inserted. 

Distance “F” in table, from top of door to top of soffit should be J inch more than thickness of 
soffit, to allow proper clearance for top of door. 


Fic. 4'— VtHMCAL Chou Seciion 


Hjatfi 

WHetk 

Bl-Jli OR* 

Trick 

KuHhrr 

Thickiru ol 
Uoon 

IftiWri 

"£’■ DitUttc Iron 
top of «>Al to bottom 
ol limlrr 
|ntV» 

rF"-l>iiU»ce (torn iod o4 duoi 

lo lop •>! Mirtil. las lie • 

I-III. So Hit ll-in. Soffit 

i*tc Irom 

lit* ol jiinb lo fexiiuiin 
u4 luiring »itip 
MN 

133-0 

Metal 

Hall 

.31)1 

H 

31 

11 

13 

31 

135-01 

Metal 

Ball 

31 

H 

31 

11 

11 

31 

135-1 

Filne 

Roller 

31 

2 A- 21 

SI 

u 

13 

31 

133-2 

Fibre 

Roller 

.33 

n 

51 

it 

13 

43 

333 

Gray Iron 

Ball 

32h 

H A U 

3i 

ii 

13 

?1 

137-0 


Ball 

30| 

13 

31 

u 

13 

31 

137-1 

Fibre 

Ball 

31 

1 1 
* 4 

31 

n 

II 

31 

137-2 

Gray Iron 

Ball 

31 

2 A 21 

31 

u 

13 

31 


Further information contained in working blue prints and special literature which will be sent 
on request. 
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No. 135 

R-W Sliding Accordion Folding Door Hanger 

(Wilcox No. 191) 

Made in I our Sizes 



For folding-sliding partition doors. Fitted with vertical screw adjustment and ball bearing 
swivel pendant. Frame: No. 0 and No. 01, drop forged; No. 1 and No. 2. malleable iron. 


PRICE LIST 


- 

Kot Trick 


U'lltllS 


I liicknrsj of I>oOli 

Weight Cash 

Last PliaC 

Number 

Nuin l»rt 

Diaimtft, 

Is. I Regular 

Bearing* 

Inchr* 

Pou *4. 

Each 

135-0 

135-01 

135-1 

135-2 

30! 

31 

31 

33 

u 

is 

21 

3 

Metal 

Met.tl 

Fibre 

Fibre 

Ball 

Ball 

Roller 

Roller 

li 

U 

2 and 2‘. 

2! 

it 

2 

If 

5 

$3.00 

3.50 

3.50 

5.00 


Discount 


TRACK AND BRACKETS 


No. 301 track, black. 

No. 31 track, black.• • 

No. 33 track, black. 

No 301 x 3 split brackets for 30! track 
No. 31 x 3 split brackets for 31 track 
No. 33 x 3 split bracket* for 33 track 


Wright 

Puanslt 

Unit 

PtikV 

it 

per ft. 

$.16 

li 

per fr. 

.19 

4 

per ft. 

.44 


each 

.25 

ii 

each 

.30 

31 

each 

.70 


Distouul .... 


Directions far Ordering —Always specify by number, the hangers, track and brackets desired. 
Track should be as long as opening is wide, less eight inches. 

Brackets should be placed 2 to 2,} feet apart. l>oors should not exceed 3 feet in width 
In ordering state number of full size doors and half doors, width ol opening and the thickness 

Note— One No. 135 hanger used on ever)' other door, beginning with door farthest from half 
door. Nos. 1 and 2 size furnished with metal wheels if desired. 



For erecting plans, see pages 18, 19. 20. 

For full size cross section of trolley tracks, see page 52. 


[-’1] 
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No. 137 

R-W Sliding Accordion Folding Door Hanger 

(Wilcox No. 221) 

Made in Three Sizes 



For folding-sliding partition doors. Fitted with vertical screw adjustment and ball bearing 
swivel drop forged pendant. 

PRICE LIST 


H .I'!*** 

rot r 

Whim.ii 


Ttikfcnrsf of L»uo»s 

W»i*M Bach 


N um bet 

S nut hr t 

DIjnkIi'I, U. 

Rec tilar 

J 

Pounds 

Each 

137-0 

30i 

If 

Metal 

Ball 

n 

i 

$2.50 

137-1 

31 

21 

Fibre 

Ball 

1 * 

li 

3.00 

137-2 

31 

24 

Metal 

Ball 

2 and 24 

24 

3.20 


TRACK AND BRACKETS 


Discount .. 


No. 30V track, black. 

No. 31 track, black. 

No. 301 x 3 split brackets lor 30) track 
No. 31 x 3 split brackets for 31 track 


Wcichl 

Pounds 

Unit 

Price 

H 

per ft. 

$.16 

li 

per ft 

.19 

4 

each 

.25 

li 

each 

.30 


Discount _......_ 

Directions for Ont, ring —Always specify by number, the hangers, track and brackets desired. 
Track should he as long as opening is wide, less eight inches. 

Brackets should be placed 2 to 2', feet apart. Doors should not exceed 3 feet in width. 

In ordering state number of full size doors and half doors, width of opening and the thick¬ 
ness of doors, 


Note- —One No. 137 hanger should be attached to each full size door. 
For erecting plans, see pages 18, 19, 20. 

For full size cross section of trolley tracks, see page 52. 


[--] 
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No. 335 

R-W Sliding Accordion Folding Door Hanger 

(Nonet. kw) 



For folding-sliding partition doors, bitted with vertical screw adjustment and ball bearing 
swivel drop forged pendant. Track. No. It. gauge steel and liard maple lined. No. 526 clincher 
type. Wheels, grey iron, lathe turned. 1| inches diameter. Bearings, steel balls. Suitable for 
doors lg inches to 2J inches thick. Weight: hangers, per pair, 21 pounds; track, per foot, 1 j 
pounds; brackets, each, 11 pounds. 


PRICK LIST 


No. 5J5 Hangers, each. 

No. 526 T rack, per foot 
No. 31 x 5 Split Brackets, each 


Directions for Ordering—Always specify by number, the hangers, track and brackets desired. 
Track should be as long as opening is wide, less eight inches. 

Brackets should be placed 2 to 2} feet apart. Doors should not exceed 3 feet in width. 

In ordering state number of full size doors and half doors, width of opening and the thick¬ 
ness of doors. 

Note _One No. 335 hanger used on every other door, beginning with door farthest from halt 

door. _ 


—Plan— 





For erecting plans, see pages 18, 19, 20. 

For full size cross section of track, see page 38. 
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R-W Flush Door Hangers 

Designed for Sliding Partition Doors in Public Schools, Libraries and Churches 
Approved bv Boards of Education in All Leading Cities 



Note —Hangers are illustrated on pages 28, 29. Cus¬ 
tomers are requested to note following information before 
ordering. 


For closing large openings between rooms in public buildings, the flush door method is the 
best. The doors are entirely out of the way when open and form a real partition between rooms 
when closed. This is accomplished by special arrangement of tracks. 

Figure 1 shows Flush Doors sliding back into a pocket when open. When withdrawn, doors 
stand in one continuous line. A small door hinged to pocket casing is used to close up pocket 
opening when doors are withdrawn. This hinged door is provided with a lock which locks 



Fic. 1 

it to door No. 1. This door is also used to cover face of doors when they are in pocket. Door No. 
1 runs on straight track. Each of the other doors has its own rrack, and each track requires a 
compound curve. Each door should also have flush bolt set into bottom of door on side farthest 



Fic. 2 


from pocket. Meeting stiles of doors should be astragals, and on large work metal astragals are 
generally used. Each door should also lie provided with a flush pull. 

Figure 2 shows the use of stationary panel, which is similar in size and design to the 
sliding door*, except that it has a small wicket door cut in it to provide easy communication 
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R-W Flush Door Hangers 

INFORMATION, CONTINUED 

between adjoining rooms when the large doors arc dosed. When the stationary panel is used the 
doors when opened arc pushed back alongside of it. 

Figure 3 show's door opening toward both sides of room, and either of the arrangements shown 
in Figs. 1 and 2 may be used. The door equipment is the same. 

INSTALLATION DETAILS 

Flush doors should be hung on either No. 443, No. 444-1, or No. 444 2 hangers. 

No. 443 or No. 444-1 hangers will accommodate doors weighing tip to five hundred pounds. 
No. 443 operates in No. 164 track. No. 444-1 in No. 75 track, as illustrated on pages 28, 29. 



Fic. 3 


If heavier doors are to lie hung, they should be equipped with No. 444-2 hangers. This hanger 
is the same style and design as our No. 444-1 but operates in the larger track, our No. 164, the 
same track as No. 443 hanger requires. 



Fio. 4 

No. 443 hanger requires 5 1-16 inches from the top of door to the header, as shown in 
vertical cross-section, Figure 4. 

When the No. 443 hanger is used, the center of pendant holt should he 84 inches from edge 
of door. When the No. 444-1 hanger is used, the minimum distance should he 114 inches; No. 

[2S] 
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R.-W Flush Door Hangers 

INFORMATION, CONTINUED 

-144-2 should be 121 inches. Aprons and side plates of hangers are so made that they unite and 
help tie together the stile and top rail of door. Stiles of doors should be at least 7 inches wide. 
Hangers arc furnished regularly for doors 21 indies thick, but we can make them up for doors 
of any thickness, if necessary. 



Fig- S 

No. 444-1 Hanger Requires 4 Inches, as Shown in Verucal Cross 
Section Figure No. 5 

No. 444-; Hanger Requires 5A Inches as Shown in Vertical Cross 
Section Figure No. 4 os Pace -5 



Fig. 6 
TRACK 


Fnr full size cross section* of track, *ee pages »8, JV 

Tracks should he spaced three-inch centers, and should be enclosed with steel casings and 
soffits which are attached direct to brackets with small machine screws. Soffits cover entire bot¬ 
tom of tracks excepting slots wide enough for hanger pendants to travel through. ( Sec Figure 6.) 

BRACKETS 

Brackets may he bolted either to wood beams or steel plates, and it is well to arrange headers 
so that through holts can lie used rather than lag screws, especially on the extra heavy doors. 
Brackets are malleable iron and are tapped to receive screws used in attaching the casing and 
soffits. End brackets have a stop lug against which the door-stop strikes. This prevents doors 
accidentally running out of track. 

Note —Further information contained in working blue prints, which will be sent on request. 

r-’«i 
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R-W Flush Door Hangers 

IN FORMATION, CONCLU DEI) 

DIRECTIONS FOR ORDERING 

In ordering state number of doors, width of opening between linished jambs and thickness 
of doors. 

Width of each door, approximate weight of doors, if all slide toward one side or if one-half of 
doors slide toward each side, when open. 

State whether doors slide back into pockets or along side of a stationary panel when open. 
State depth of pocket or width of stationary panel. When doors close into a pocket, always 
allow' three inches pocket w idth for each door. State distance first and last doors lap the jambs or 
stationary panels when doors are closed. 

Describe style and thickness of header to which brackets are attached. Always specify if bolts 
are desired to attach brackets to heading timber or plate. 

State if steel soffit plates and casings are required. 

Always send sketch showing layout of track and dimensions so we can determine whether 
curves are right or left hand. 



SOFFIT No.1 


SOFFIT No.2 



Note—C ompound curves and soffit plates increase in size according to number of doors in 
opening. Soffits are trimmed to approximate shape, but screw holes in soffits and casings must 
be punched by contractor on the job. 

For description, see pages 28, 29. 


[-’71 
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No. 443—R-W Flush Door Hanger 

(Wilcox No. S 443) 

Approved by Boards of Education in All Leading Cities 



Track, No. 14 gauge steel, No. 164 type. Wheels, grey iron, lathe turned, 2J inches diameter. 
Bearings, high duty steel balls. Frame, drop forged, knuckle joint. Finish: hanger, black enamel; 
apron, solid brass, polished. Adjustment, vertical. Apron, 64 inches wide, 6 inches long. Screws 
furnished for attaching hanger to door. Hangers made regular for doors 24 inches thick, other 
sizes furnished if required. Aprons on special sizes arc made of steel, brass plated. Distance from 
top of door to heading timber or plate, 5 1-16 inches. 


DESCRIPTIVE LIST 

HsNCtR, Track, Curves, Brackets, SorriT Plates and Casino 


Hanger . 

Track. No. 1*1 gauge steel . . 

Compound curve. No. 1, No. 14-gauge steel 
Compound curve. No. 2, No. 14-gauge Steel 
Compound curve. No. 3, No. 14-gauge steel 
Compound curve. No 4, No 14-gauge steel 
Compound curve, No. 5, No. 14-gauge steel 
Compound curve. No. 6, No. 14-gauge steel 
Compound curve. No. 7. No. 14-gauge steel 

Cenrer bracket (malleable iron) . 

End bracket (malleable iron). 

Soffit plate. No. 1, No. 14 gauge steel 

Soffit plate. No. 2, No. 14 gauge steel 

Soffit plate. No. 3, No. 14-gauge steel . . 

Soffit plate. No. 4, No. 14-gauge steel . . 

Soffit plate. No. 5, No. 14-gauge steel . . 

Suffit plate. No. f>. No. 14-gauge steel . . 

Soffit plate. No 7, No. 14-gauge steel . . 

Casing (with screws) No. 14 gauge steel 


Each , . 
Each . . 
Each . . 

Each . . 
Each 
Each . . 
Each . . 
Each . . 
Each . . 
Per vi|. ft. 
Per sq. ft 
Per sq. ft 
Per sq. ft 
Per sq. ft. 
Per sq. ft. 
Per sq. ft. 
Per foot 


. 20 lbs. 
. 22 lbs. 
. 4 lbs. 
. 5} lbs 
. 7 lbs. 
. X\ lbs. 

101 lbs, 
. 12 lbs. 
. 14 lbs 
. 3 lbs. 
. 31 lbs. 
3i lbs. 
31 lbs. 
. 3Jibs. 

31 lbs. 
, 31 lbs. 
, 31 lbs. 
31 lbs. 
11 lbs 


Prices quoted on application. 

Note —Machine holts or lag screws furnished at reasonable price when specified. When ordering 
these, state type and thickness of heading timber or plate. 





















RtCHARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U. S. A. 


No. 444—R-W Flush Door Hanger 

Made in Two Sizes: No. 1 roR No. 75 Track. No. 2 for No. 164 Track 
Approved by Boards op Education in All Leading Cities 



Full ante cross 
section. No. 14 
gauge. Furnished 
in any Irngili to 10 
feet. Weight, per 
foot, 2 pounds. 


Track, No. 14 jrauge steel, No. 1 operates in No. 75, No. 2 in No. 164 type. Wheels, grey 
iron, lathe turned. No. 1, 2^ inches. No. 2, 2; inches diameter. Bearings, high duty steel balls. 
Frames, drop forged, knuckle joint. Finish, hanger and side plates, dull black enamel. Side plates 
have beveled edges. Size: No. 1, 4 inches wide, 13 inches tong: No. 2, 6 inches wide, 14 inches 
long. Screws furnished for attaching hangers to doors. Hangers made regular tor doors 2A 
inches thick, other sizes furnished if required. Use No. 444-1 hanger for doors weighing up to 
500 lbs. 

Distance from top of door to heading timber or plate: No. 1,4 inches: No. 2, 5 1-16 inches. 

DESCRIPTIVE LIST 

Hascer, Track, Curves, Brackets, SoFfir Plates and Casino 
No. +44-1 


Hanger . .... 

Track, No. 14-gauge steel . 

Compound curve, No. 1, No. 1-4-gauge steel . 

Compound curve, No. 2, No. 14 gauge steel 

Compound curve, No. 3, No. 14-gauge steel . . 

Compound curve. No 4. No 14-gauge steel . . 

Compound curve. No. 5, No 14-gauge '•tecl . . 

Compound curve, No. 6, No. 14-gauge steel 

Compound curve, No. 7, No. 14-gauge steel ... 

Center bracket (malleable iron! ... ... 

End bracket (malleable iron) . 

Door stop (malleable iron) . .. 

Soffit Plates are same as used on No. 443 See opposite page. 
Casing, No 14-gauge tteel ... 

No. 444-2 


Hanger .. .. 

Track 

Compound curves | 

Center bracket | are same as used on No. 443. S< 
End bracket 
Soffit plates J 

Door stop is same aB used on No. 444-1 See above. 
No 14 gauge steel .... 


Sec opposite page. 


Per pair 

, 27 lbs. 

Per foot . 

. 2 lbs. 

Each . . 

3 lbs. 

Each . . 

41 lbs. 

Each . . 

V. lbs. 

Each . . 

6g bs 

Eac h . . 

. K lbs. 

Each . . 

. 9!lbs 

Each . . 

a lbs 

Each . . 

. 21 lbs 
. 21 lba. 
If lb* 

Eac h . . 

j Each . « 

Per font 

. 1 , lbs 


Per pair 

40 lbs. 


Prices quoted on application. 

>j OTE _Machine bolts or lag scrctvs furnished at reasonable price when specified. When ordering 

these, state type and thickness of heading timber or plate. ^ 


































RICH ARDS-W1LCOX MFG. CO., AURORA, ILLINOIS, C. $. A. 


No. 277 

R-W Receding Telephone Booth Door Fixture 


Designed to Mfft a General Demand for Something Neat and Inexpensive Where 
Receding Type of Flush Door for Sound Proof Booths is Desired 


This type of receding 
door fixture has proven 
very popular in small toll 
stations, on account of 
saving in floor space. 
Takes up no space to al¬ 
low for swinging of door, 
as with the general type 
of telephone booth doors. 
Receding space is only 
the thickness of door, 
which slides to side of 
booth when opening. Op¬ 
erates very easily and 
hooth is always open 
when not in use. Can be 
kept closed if desired. 

This fixture is also 
useil to a great extent on 
scale houses, fire hose 
and sprinkler valve sta- 


A 
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RICHARDS-WILCOX MFC. CO. t AURORA, ILLINOIS, If. S- A 


No. 277 

R-W Receding Telephone Rooth Door Fixture 




GUIDE PIN 


UPPER,LOWER 
AND ANGLE BRASS 
CHANNEL 


HANGER 


PIN PLATE 


Track for hanger, No. 16 gauge steel. No. 301 type, channel for guide pins, upper and lower, 
hard brass. Wheels, metal, 1J inches diameter. Hearings, steel balls, both in hanger and swivel 
pendant. Suitable for doors ljj to 2^ inches thick. Adjustment, vertical. Weight, per set. 12 
pounds. 

PRICE LIST 

Fixtures, complete, ready to erect, per set. $16.00 

Oiieount .. 

A set of fixtures consists of following: 

1 No. 277 hanger. 

1 No. 277 pin plate. 

2 No. 277 guide pins. 

1 No. 277 upper brass channel. 

1 No. 277 lower side brass channel. 

1 No. 277 angle brass channel. 

1 piece No. 301 track (for full size cross section, see page 52.) 

2 No. 301 x 5 cross ear ceiling brackets. 

1 bow handle. 

Directions for Ordering —State width of door, thickness, and if wood or metal. When door 
is open, state if front edge is flush with opening, or set back into booth or projects outside and 
how much. 

Always send sketch showing to which side the door slides and give all dimensions asked above 

[31] 






RICHARDS-WILC'UX MFG. CO., AURORA, ILLINOIS, U.S.A. 


No. 727-1 

R-W Ideal Elevator Door Fixtures 

For Single Doors 



For Dooms Weighing irr i» lull Pinr.\in 

Ideal Hangers —Length of hanger is equal to the width of door and one-half the length of 
track, providing a long bearing, evenly distributing weight of door over a long section of track, 
insuring to a certainty smooth, steady motion, and easy running. The weight of the door is carried 
on two rows of 4-inch high duty steel balls, kept an equal distance apart by a retainer. Limit 
rollers provided to prevent doors from jumping or raising. 

Ideal Track —Track is a rectangular shaped tube made of very heavy gauge steel, and is 
drawn to form two parallel runways for steel balls upon which hanger rolls (see cross section). 
Length of track equals entire width of opening or run of doors. Is dust and dirt proof. 



Cross Sr cii ok 
Vltw 


Doors up lo 24 inches, pet ?et. 
Poors up rn 50 inches, per srt. 
Doors up to 16 inches, per set. 
Poors up to 42 inches, per «ct 
Doors up to 45 inches, per set. 
Doors up to 54 inches, per set. 
Doors up to 60 inches, per set. 


Track has lateral adjustment, hanger has 
vertical adjustment. 

Finish, flat black. Packed with screws for 

attaching to doors. 

In ordering state: 

First —Width of sliding door. 

Second —Width of door opening. 

Third —Thickness of door. 

Fourth —Whether attached to metal or wood. 

Fifth- Whether metal or wood doors. 

PRICE LIST 


$10.’5 

11.00 

11.90 

u.so 

11.70 

14.60 

15.50 


U-I 


Discount 














RICH ARUS-WILCOX MFC. CO., AURORA, ILLINOIS, U. S.A. 



No. 728-1 

R-W Ideal Elevator Door Hangers 

For Two-Speed Doors 



For Doors Weighing ur »o 200 Pounds 


Made with rack and pinion attachment for operating two doors 
in the same direction, one door moving at twice the speed of the 
other. Furnished with a wall plate to which the complete fixture is 
attached. Special pendants required for doors less than inches 
thick. 

Finish, flat black, regular; other finishes furnished on application. 
Packed with screws for attaching to doors. 

In ordering state; 

First —Width of each sliding door. 

Second ■—Lap of the sliding door over stationary door. 

Third —Lap of sliding door over jamh, if any. 

Fourth —Width of door opening. 

Fifth —Thickness of doors. 

Sixth —Whether attached to metal or wood. 

Seventh —Right hand (as in cut) or left hand. 

Eighth —Whether metal or wood doors. 

Cross Section View 

PRICE LIST 


Doors up to 12 inches, per set.$35.00 

Doors up to 18 inches, per set. 40.00 

Doors up to 24 inches, per set. 45.50 

Doors up to 30 inches, per set. .. . . . 51.00 

Doors up to 36 inches, per set. 56.50 

Doors up to 42 inches, per set. 62.00 

Doors up to 48 inches, per set. 68.00 



Din aunt 


[33] 
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RICHARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U S A 


No. 730 

R-W Ideal Elevator Door Hangers 

Ft* Doom in Pants 



Poh Dooms \Vr ic,minc i-r to 301) Pounds 



Made with rack and pinion attachment for simultaneously operating 
both doors in opposite directions. Furnished with wall plate to which 
complete fixture is attached. 

Finish, flat black, regular; other finishes furnished on application. 
Packed with screws for attaching to doors. 

In ordering state: 

First —Width of each sliding door. 

Second —Width of door opening. 

Third —Thickness of doors. 

Fourth —Whether attached to metal or wood. 

Fifth —Whether metal or wood doors. 


PRICE LIST 


Doors up to 18 inches, per set.$35.50 

Doors up to 24 inches, per set .40.00 

Doors up to 30 inches per set. 40.00 

Doors up to 36 inches, per set. 52.50 

Doors up to 42 inches, per set. 60.00 

Doors up to 48 inchrs, per set ... 68.00 


Discount 
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RICH ARDS-WILCOX MFG. CO M AURORA, ILLINOIS, U.S.A 


For Door* Weighing vp to 300 Pounds 

a- ~ T Used when stationary door is hinged, and it is desirable to sw ing both 

I doors open so as to use the full width of elevator opening, yet not 

-- ^ \ | practical to swing the transom bar to which track is attached. It is 

fgMfiiajfll usually more satisfactory to arrange to sw ing the transom bar if possible. 
\y.' IvyuiKI) Fixtures are reversible and can be used on right or left hand doors. Two 

' SWuSSj methods of controlling the bottom of the sliding door while swinging 

‘Mjftf 1 open with the hinged door are shown. The method shown in circle 
Y//^ < (™J illustration requires a roller and bracket and an angle guide to hold 

((Yu's ' ! bottom of door in place. The other method shows the use of an ordinary 

I flush bolt with round pin, which is lowered into a hole in the iron saddle 

4O-J -* to serve as a pivot for the bottom of the door to sw ing on. For doors 
\ where the flush bolt can be used it is probably the most satisfactory 

method, but care must be taken to locate the center of the flush bolt 
exactly below and in line with the pivot in the top fixture. A guide shoe 
' for the front end of door is regularly furnished, but neither the flush 

bolt nor the roller angle arc included in a set of fixtures. Finish, flat 
black, regular; other finishes furnished on application. Packed with 
screws for attaching to doors. In ordering state: 

First Width of sliding door. Fourth —Whether attached to metal or wood. 

Second —Width of door opening. Fifth— Whether metal or wood doors. 

Third —Exact thickness of sliding door. 

PRICE LIST 

Doors up to 30 inches, per set.... I’so 

Doors up to 36 inches, per set. j' 

Doors up to 42 inches, per set.. ‘ 

Doors up to +8 inches, per set. 

Doors up to 54 inches, per set. . 

Doors up to 60 inches, per set... -i su 


Cross Section Vtiw 


Discount 














RICHARDS-WILCOX MFG. CO., AURORA. ILLINOIS, U.S.A. 


No, 725-1 (Fig. 1) furnished with D handle and is suitable for narrow doors or in places 
where a bar handle across the entire door would he objectionable. 

No. 725-2 (Fig. 2) furnished with bar handle reaching across the door, enabling the operator 
to open the door without leaving his position. Suitable for all kinds of elevator doors. Made 
only in solid brass. Furnished right or left hand to suit requirements. Illustration shows a Tight 
hand door. Wlu-n required can be furnished with key so that door can be locked from loft 
side. Latch bar can be furnished any length required. Regularly furnished of such length that 
handle bar will be about 39 inches from floor. Finish, polished and lacquered. Screws furnished 
for attaching to door. In ordering state: 

First —Width of door. 

Sic/)ml —Whether metal or wood doors. 

Third —Right hand (as in cut) or left hand. 

Fourth —If key is required. 

PRICE LIST 

No. 7g5-l clc\at»r tlnor lock, each.$9.00 

No. 7i5-2 elevator door lock, earli . ........9.00 

Discount ... 













































RICHARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U.S. A. 


No. 724 

R-W Invincible Elevator Door Hangers 

Fob Combination Swing and Slide Doors 



m 

lim 


mm 

C*o*$ SlCTIOPf Virw 

In ordering state: 

First —Width of sliding 
Second —Width of door 


Doors up to 
Doors up to 
Doors up to 
Doors up to 
Doors up to 
Doors up to 
Doors up to 


24 inches, per set. 
30 inches, per set. 
36 inches, per set. 
42 inches, per set. 
4X inches, per set. 
54 inches, per set 
60 inches, per set. 


Ko» Doors Wriohino ue ro 3<I0 Pounds 
Used when stationary door is hinged, and it is desirable to swing 
both doors open so as to use the full width of elevator opening, yet 
not practical to swing the transom bar to which track is attached. 
It is usually more satisfactory to arrange to swing the transom bar if 
possible. Fixtures are reversible and can be used on right or left hand 
doors. Two methods of controlling the bottom of the sliding door 
while swinging open with the hinged door are shown. The method 
shown in circle illustration requires a roller and bracket and an angle 
guide to hold bottom of door in place. The other method shows the 
use of an ordinary flush bolt with round pin, which is lowered into 
a hole in the iron saddle to serve as a pivot for the bottom of the door 
to swing on. For doors where the flush bolt can be used it is prob¬ 
ably the most satisfactory method, but care must be taken to locate 
the center of the flush bolt exactly below and in line with the pivot 
in the top fixture. A guide shoe for the front end of door is regularly 
furnished, but neither the flush bolt nor the roller angle are included 
in a set of fixtures. Finish, black enamel. Packed with screws for 
attaching to doors. For cut of hanger carriage and full cross section 
of track, see page 39. 

Third —Exact thickness of sliding door, 
door. Fourth —Whether attached to metal or wood, 

opening Fifth —Whether metal or wood doors. 

PRICE LIST 

.$11.75 


Discount -- 















RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U. S.A. 



No. 526 

R-VV Invincible Ball-Bearing Elevator Door Hanger 

Fo« Doors Wbichinc up to 300 Pounds 



Cross Section View 
No. 526 Hanolk 


Distance top of door 
to bottom of track: 
Minimum 1 inch: 
Maximum. 2*$ inches. 


D O 

Full Siae Cross Section or No. 526 
Wood Lined Trollet Track 


PERFECTLY NotiLt.tS* ANI> ElSY RuNNINC 


Track, No. 16 gauge steel and hard maple lined. No. 526 clincher type. Wheels, grey iron, 
lathe turned, 1J inches diameter. Steel frames and hardened hearings. Finish, black enamel. 
Adjustment, lateral and vertical. Apron. 4 inches long, 31 inches wide inch thick. For 
doors 1$ inches or more in thickness. Weight: hangers, per pair, 5J pounds; track, per foot, 1J 
pounds. 


PRICE LIST 

No. S26 hangers, less brackets, per pair.$}.50 

No. 526 track, per foot.... . .^ 

Brackets to suit requirements. For prices, etc., see pages 50, 51. 

Diiiount . 

Note—A lways specify brackets by number and give thickness of door. 















K1CHARDS-W1LCOX MFC. Co.. AURORA. ILLINOIS, U. S. A. 



No. 626 

R-W Invincible Ball- Bearing Elevator Door Hanger 

For Doors Weighing up to 500 Pounds 



Distance top of door 
to bottom of track: 
Minimum, 1 inch; 
Maximum, 2 Y\ inrbri 

PtarECTLV NotftlLtfcs and East Running 


Full Sue Cross Section or No. 526 
Wood Lined Trolley Track 


Track, No. 16 gauge steel and hard maple lined. No. 526 clincher type. Wheels, grey iron, 
lathe turned, 1J inches diameter. Steel frames and hardened bearings. Finish, black enamel. 
Adjustment, vertical only. Plate, regular, 5 inches long, 18 inches wide, for doors 1§ inches or 
more in thickness; for thinner doors, specify plate 3J inches long, 1 inch wide. Weight: hangers, 
per pair, 4 pounds; track, per foot, 13 pounds. I 


PRICE LIST 

No. 626 hanger*, les* bracket*, per pair.$3.SO 

No. S26 track, per foot...SO 

Brackets to suit requirements. For prices, etc., see page* 50, SI. 

Diicouat _ 

Note —Always specify brackets by number and give thickness of doors. 




RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U. S.A. 


No. 326 

R-W Ball-Bearing Trolley Door Hanger 

For Doors Weighing up to 250 Pounds 



Distance top of door 
to bottom of tra<k: 
Minimum \ x /j, inches; 
Maximum, inches.. 


Used for metal or wire duors and gates in bank, office, or other public buildings. Especially 
adapted to use with incline track for gravity closing doors, pendant being pivotally hung. Track, 
No. 16 gauge steel and hard maple lined, No. 526 clincher type. \Vheels,"grey iron, lathe turned, 
,nc "C* diameter. .Steel frames and hardened bearings. Finish, black enamel. Adjustment, ver¬ 
tical only. Pendant extrnds 3J inches below track. Plate, 31 inches long, 1 inch wide. Weight: 
hangers, per pair, 3j pounds; track, per foot, Impounds. 

PRICE LIST 


No. 3IS hangers less brackets, per pair. 

No. 526 track, per foot. 

Brackets to suit requirements. For prices, etc., see pages 50, 51. 


$3.00 

-SO 


Note —Always specify brackets by number and give thickness of doors. 
[40] 


Discount 








RICHARPS-W1LCOX MFC,. Cl>„ AURORA, ILLINOIS, U.S.A. 



No. 426 

R-W Ball-Bearing Elevator Door Hanger 

For Poors WEIGHING IT to 300 Pounds 



Especially adapted for use in basements, subways and similar places subject to dampness and 
moisture, as track will not retain water. 

Track, No. 14 gauge steel, No. 35 type. Wheels, grey iron, lathe turned, 2] inches diameter. 
Steel frames and hardened bearings. Finish, black enamel, Adjustment, vertical only. Plate, 
regular, 5 inches long, lj} inches wide, for doors ljj inches or more in thickness; for thinner 
doors specify plate 31 inches long, 1 inch wide. Weight: hangers, per pair, 5 pounds; track, per 
foot, 2| pounds. 


PRICE LIST Bt.icic o.u.v. 

No. 426 hangers, less brackets, per pair.$3.50 . 

No. 35 track, black, per foot. .19 $ .22 


Brackets to suit requirements. For prices, etc., see pages 50, 51. 

Discount 


Note —Always specify brackets by number and give thickness of doors. 


[41] 
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RICHARDS-WILCOX MFG. CO., ACRORA, ILLINOIS, D. S.A. 



No. 26 

R-W Ball-Bearing Bilevator Door Hanger 

For Doors Weighing ui* to 300 Pounds 



Full Si/r Cross Section or No. 31 
Trolley Track 


Dui.iikc top of door 
Co Ixtrtom of track: 
Minimum, 1 inch; 
Maximum, 2f4 inche*. 



I rack, No. 16 gauge steel. No. 31 type. Wheels, grey iron, lathe turned, inches diameter. 
Steel frames and hardened bearings. Finish, black enamel. Adjustment, lateral and vertical. 
Apron, 4 inches long, 3i inches wide, inch thick. For doors 1} inches or more in thickness. 
Weight: hangers, per pair, 6 pounds; track, per foot, 1 jj pounds. 


PRICE LIST 

No. 26 hanger*, lev* brackets, per pair..$2.50 

No. 31 track, black, per foot.. 

Brackets to suit requirements. For prices, etr., see page' 50, 51. 

Disi'ounf. .. 

Note —Always specify brackets by number and g c thic-mcss of doors. 







RICHARDS-WILCOX MIC Co., AURORA, ILLINOIS, 0. S. A. 



No. 226 

R-W Ball-Bearing Elevator Door Hanger 

For Doors Wiigiiinc up to 300 Rounds 



Track, No. 16 gauge steel. No. 31 type. Wheels, gTey iron, lathe turned, 2\ inches diameter. 
Steel frames and hardened bearings. Finish, black enamel. Adjustment, vertical only. I late, 
regular, 5 inches long, 1 J inches wide, for doors 1 J inches or more in thickness; tor thinner 
doors, specify plate 34 inches long, 1 inch wide. Weight: hangers, per pair, 4! pounds; track, per 
foot, I 3 pounds. 

PRICE LIST 

No. 226 hangers less brackets, per pair. 

No. 31 track, black, per foot..;. ••••• . 

Brackets to suit requirements. For prices, etc., see pages >u, >t- 

Discount .... 

Note _Always specify brackets by number and give thickness of doors. 

[43] 
















RICH.ARPS-WILCOX MFU. CO.. AURORA, ILLINOIS, U. S. A. 


No. 126 

R-W Ball-Bearing Trolley Door Hanger 


Fo« Doors Weighing up to 200 Pounds 


DittjfKr top of 4oor tn bottom of track 
Minimum, 1*4 inches; Minimum. 

214 i»che«. 


Fun S«*r C*o«* Section or 
No. 30*/a Ttou tr Track 


Croi$ Section 
View 


Track, No. 16 gauge steel, No. 301 type. Wheels, steel, 1J inches diameter. Steel frames and 
hardened bearings. Finish, black enamel. Adjustment, vertical only. Plate, 31 inches long, 
1 inch wide. Weight: hangers, per pair, 3 pounds; track, per foot, 11 pounds. 


PRICE LIST 

No. I2A hangers, less brackets, per pair. 

No. 50* track, black, per loot... 

Brackets to suit requirements. For prices, etc., see pages St), 51 


Diuount 


Note —Always specify brackets by number. 
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RICH ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U.S. A. 



No. 222 

R-W Ball-Bearing Door Hanger 

(Wilcox No. 122}) 



Clearance required 
•il Nive tup of door, 

4 *4 iodic*. 

I Jivi;incr top of door 
to lM>ttom of track, 

' v mill. 


For wardrobe doors in school buildings and doors on large display cases. 

Track, hard maple runway, reinforced by steel angle, No. 222 type. Made in 5, 6 and 
7-foot lengths. Wheels, grey iron, lathe turned, 2 j inches diameter. Bearings, steel balls. Finish, 
black enamel. Plate, 4 inches long, 1 inch wide. Weight: hangers, per pair, 3J pounds; track, per 
foot, 1.1 pounds. Track is screwed or bolted to frame; no brackets required. 


PRICE LIST 

No. 222 hangers, per pair..$2.40 

No. 222 track, per loot. . 

Dit count -- 



Clearance required above lop of door, 
6 iiK-hea. 

Diittnce top of door to top of track, 
3 inches. 


No. 432 

R-VV Standard Roller-Bearing Elevator 
Door Hanger 

(Wilcox No. 152) 

For Donas 1} Inches o« More in Thickness 

Track, steel bar: No. 1, 2 x { inches, nr No. 2, 2 x i\ 
inches. No. 432 type. Made up to 12-foot in length. Wheels, 
grey iron, lathe turned, 31 inches diameter. Bearings, steel 
rollers. Finish, black enamel. Weight, hangers, per pair, 
6.1 pounds; track, per foot: No. 1, 1, pounds; No. 2, 2 
pounds. Track is screwed or bolted to frame; no brackets 
required. 

PRICE LIST 

No. 432 hangers, per pair.WJO 

No. 432-1 track, per foot.j® 

No. 432-2 track, per foot. 


Discount 










Full Si*t Cn<m SccriON or No. 31 
Trollkt Track 


Track, No. 16 gauge steel. No. 31 type. Wheels, vulcanized fibre, 2£ inches diameter. Bear¬ 
ings, steel balls. Finish, natural steel. Plate, 3 inches long, 1 inch wide. Weight: hangers, per 
pair, 1 j pounds: track, per foot, lij pounds. 


PRICE LIST 

No. 220 hangers, less brackets, per pair... 

No. 31 track, black, per foot... 

Brackets to suit requirements. For prices, etc-, see pages 50, 51. 

DiicouHt 

No. 214 

R-W Ball-Bearing l'rollcy Door Hanger 

(Wilcox No. Z-114) 

Fcmi Ikon and Wire Gate Work, Sliding Vault Doora and Metal Enclosures 


Distance lop of door 
tom of Irack: 
Minimum, \\ inch > 
Maximum, 1 inch. 


Track, No. 16 gauge, No. 31 type. Wheels, metal, regular, 2| inches diameter; vulcanized 
fibre, if ordered. Bearings: metal wheels, roller bearing; fibre wheels, ball bearing. Plate, 5 
inches long, 12 inches wide. Finish, natural steel. Weight: hangers, per pair, metal wheels, 41 
pounds; fibre wheels, 21 pounds; track, per foot, 1$ pounds. 


PRICE LIST 

No. 214 hangers, less brackets per pair.$2.00 

No. 31 track, black, per foot.' “ 

Brackets to suit requirements. For prices, etc., sec pages 50, 51. 

Note—A lways specify brackets by number. Disitmnt 

[46] 



$ 2.00 

.19 












No. 030 

R-W Ball-Bearing Display Rack Hanger 

Made in Two Sizes 

No. I ro« No. 30 Track; No. 2 ran No. 30] Track 



Distance end of prinl-inl to bottom of track. 336 inches 



Designed especially for display racks, 
showing rugs, curtains, mattresses, screen and 
paneled doors, etc. 

Track, No. 18 gauge steel. No. 30 type, 
for No. 1 ; No. 16 gauge steel. No. 30A type 
for No. 2. Wheels, metal, for No. 1, 13 
inches. No. 2 1} inches diameter. Bearings, 
steel balls. Finish, natural steel. Adjustment, 
vertical. Weight, hangers, per pair: No. 1, 1 
pound: No. 2, 1J pounds. Track, per foot: 
No. 30, 1 pound; No. 30$, H pounds. 


PRICE LIST 


No. 030-1 hangers, less brackets, per pair- 

No. 030-2 hangers, less brackets, per pair- 

No. 30 track, black, per foot . 

No. 305 track, black, per foot . 

Brackets to suit requirements. For prices, etc. 
see pages 50, SI. 


Diuouitl 


Note—A lways specify brackets by number, 


DtsrL/tY R*ck Usimc 









RICHARDS-WILCOX MFC. CO. t Al'RORA. ILLINOIS, U. S. A. 




No. 30 

R-W Bantam Ball-Bearing Trolley Hanger 

(Wilcox No. 120*) 

For Sliding Partitions, Wall Case Doors, Cupboards, Bakery 
and Milk Wagon Doors 

Suitable for Licht Doors 8 to 11 Inches Thick 



Distance lop of door lo bottom of track, 1 inch 



Full Sick Cross Sccrtov or No. 30 
Trolley Track 


Track, No. 18 gauge steel, No. 30 type. Wheels, vulcanized fibre, H inches diameter, regular; 
metal, if ordered. Bearings, steel balls. Finish, black enamel. Adjustment, lateral and vertical. 
Weight: hangers, per pair, fibre wheels, 1 pound; metal wheels, It pounds; track, per foot, 1 
pound. 

PRICE LIST 


No. 30 hangers, less brackets, per pair.$1.70 

No. 30 track, per foot.......IS 


Brackets to suit requirements- For prices, etc., see pages 50, 51. 

Discount 



Distance lop of door to bottom of 
track, 1 inch. 


No. 420 

R-W Bantam Ball-Bearing 
Trolley Hanger 

(Wilcox No. 420) 

Suitable fob Light Doors ll to ll Inches Thick 

Track. No. IS gauge steel, No. 30 type. Wheels, vul¬ 
canized fibre, 14 inches diameter, regular: metal, if ordered. 
Bearings, steel balls. Finish, black enamel. Adjustment, 
lateral and vertical. Apron, 4 inches long, 3 inches wide, 
l',T inch thick. Weight, hangers, per pair; Fibre wheels, 3 
pounds; metal wheels, 3.', pounds; track, per foot, 1 pound. 
Note —Always specify brackets by number. 

PRICE LIST 


No. 420 hangers, less brackets, per pair.$2.30 

No. 30 track, per foot.. ... ..15 


Brackets to suit requirements. For prices, etc, see pages 50, 51. 
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No. 0030 

R-W Bantam Ball-Bearing Trolley Hanger 

(Wilcox No. 120) 

For Licht Sliding Partitions, Wall Cam Doors, Cupboards, Bakery 
and Milk Wagon Poors 

Surr.ABi i: lor Doors 1 to 11 I soils Thick 



Track, No. 18 gauge steel, No. 30 type. 
Wheels, vulcanized fibre, IA inches diam¬ 
eter. regular; steel, if ordered. Bearings, 
steel balls. Finish, black enamel. Adjust¬ 
ment, lateral only. Weight: hangers, per 
pair, fibre wheel, 4 pound; metal wheel, 1 
pound; track, per foot, 1 pound. 

Note—A lways specify brackets by number. 

PRICE LIST 

No. 0050 hangers, less brackets, per pair...$1.60 

No. 50 track, per foot.. .15 

Brackets to suit requirements. For prices, 
etc., see pages 50, 51. 

Discount ... 


Distance top of door to bottom of track, 54 inch. 


No. 34 



R-W Junior Steel Door Hanger 

(Wilcox No. 154) 


Suitable for light doors of any description. 
Locker, china closet and cupboard doors. Made 
in two styles 1 No. 1, offset pendant; No. 2, 
straight pendant. 

Track: for No. 34-1, 5-inch V-shaped 
wrought brass, No. 34-1 type; for No. 34-2, 
{-inch half round wrought brass, No. 34-2 type. 
Wheels, grey iron, 1 { inches diameter. Pendant, 
steel, 7 inches long, 1{ inches wide, i inch thick. 
Finish, bronze plated and flat black. Packed one 
dozen pairs in a hox. Weight: per dozen pairs, 
12 pounds; track. No. I or No. 2, per 100 feet, 

10 pounds. 

PRICE LIST 


No. 54-1 or 2 hanger*, btonze plated, per dozen^ ^ 

No^if-I or 2 hangers, flat black, per dozen pairs 12.00 
Nn. 54-1 or 2 brass track, per foot.15 


Discount 


34-1 
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RICHARDS-WILCOX MFG. CO.. AURORA, ILLINOIS, U. S. A 


R.-W Trolley Track Brackets 

Illustrated on Preceding Page 

Numbers, Description and List Ptucfs, Cover Brackets in Black Enamel Finish 

Important —Always specify catalog number of track for which brackets are desired and 
finish. Example: A No. 1 style bracket for No. 30 track is wanted. Show as follows: 1 x 30 
bracket; if for No. 33 track, show 1 x 33 bracket, etc. 


For Track N umbel — Piice EmN 


Bracket 

Ntr. 

DetcrtpOon 

30 

301 

31.75 
. >r 526 

32 

33 

35 

232 

1 

Side Center Bracket .. 

$.15 

$.16 

$.16 

$.28 

$ 44 

$.16 

$.34 

2 

Side Right or l eft End Bracket 

.15 

.16 

.16 

.28 

.44 

.16 

.34 

3 

Split Bracket . 

.24 

.25 

.30 

•I* 

.70 

X 

.60 

4 

Side Special End Biacket. 

X 

X 

.20 

X 1 

X 

X 

X 

5 

Crow Ear Ceiling Center Bracket. 

.15 

.16 

.16 

.28 

.44 

X 

.34 

6 

Crow Ear Ceiling Right or I.elt End Bracket . . . 

IS 

.16 

.lb 

.28 

.44 

X 

.34 

7 

Parallel Ear Ceiling Center Bracket ... 

15 

.16 

.16 

.28 

.44 

X 

.34 

8 

Parallel Ear Ceiling Right or Left End Bracket . . 

.15 

.16 

.16 

.28 

.44 

x 1 

.34 

9 

Cross Ear Ceiling Center Stop Bracket .... 

X 

X 

.50 

.70 

1.00 

X 

.80 

id 

Parallel Ear Ceiling Center Stop Bracket . . 

X 

X 

.50 

.70 

1 uu 

X 

.aHO 

n 

Plain Ceiling Center Stop Bracket . 

X 

X 

.50 

.70 

1 .00 

X | 

.80 

12 

Side Center Stop Bracket ... . 

X 

.51) 

.50 

.70 

1 M0 

.50 

.80 

13 

Side Double Half Center Stop Bracket. 

X 

.80 

1.00 

1.40 

2. on 

l .00 

1 .60 

14 

Parallel Ear Ceiling Double Center Bracket 

X 

x 

.50 

.71) 

1.00 

X 

SO 

15 

Parallel Ear Ceding Double Right or Left End Bracket 

X 

X 1 

.50 

| .70 

1 ,<M> 

X 

so 

16 

Parallel Ear Ceiling Triple Center Bracket . . . 

X 

X 

1.00 

1.30 

1 80 

X 

1.50 

17 

Parallel Ear Ceiling Triple Right or Left End Bracket 

X 

X 

1.00 

1.30 

1.80 

X 

1.50 

18 

Plain Ceiling Center Bracket . .. 

.15 

. lb 

.16 

.28 

.44 

X 

.34 

19 

20 

Plain Ceiling Right or Left End Bracket. 

.15 

- - . 

.16 

.16 

.28 

.44 

X 

.34 

21 

22 

Side Double Center Bracket . 

.50 

' .50 


‘ . 70 

1.00 

.50 

.90 

23 

Side Double Right or Left End Bracket .... 

.50 

.50 

.50 

.70 

1 .00 

.50 

.90 

24 

Inverted Ear Center Side Biacket ...... 

1 x 

* 

. 16 

X 

X 

X 

X 

25 

Insetted Ear Right or Left End Side Bracket . . . 

1 x 

X 

. 16 

X 

X 

X 

X 

26 

Light Inverted Ear Side Center Biacket 

X 

X 

.16 

X 

X 

X 

* 

27 

28 

Light Inverted Ear Side Right ot Left End Bracket 

X 

X 

. 16 

X 

X 

. . . 

X 

X 


Side Triple Center Bracket 


Side Single Bracket Support (malleable iron) . . . 
Side Double Bracket Support (malleable iron) 

Side Single Bracket with Malleable Iron Support 
Side Single Bracket with Inverted Malleable Iron 

Support. 

Side Double Bracket with Malleable Iron Support . 

I Beam Center Bracket.. • I 

I Beam End Bracket with Bolt ... 

Cross Ear Celling Right or Left End Bracket with Bolt 
Parallel Ear Ceiling Right or Left End Bracket with 

Bolt .. 

Plain Ceiling Right or Left End Bracket with Bolt 


47 I Beam Joint Bracket with Wedge ........ x x x x ■ 

48 Cross Ear Ceiling loint Bracket with Wedge ... x * 

49 Parallel Ear Ceiling Joint Bracket with Wedge . . x x x x ■ " * x 

50 l Plain Ceiling Joint Brack et w ith Wedge x x ' 1. I 

Note—X indicates "Not manufactuted for this type of track.” Diuount 

When ordering I-Beam Brackets, always specify size and weight per foot of I-beam. 

For galvanized brackets, add 15% to above list prices on Nos. 30, SO}, 31, 32, 35, 7S and 526 track, and 20% 
on No*. 33 and 232 track. 



X 

.80 

1 no 

1.50 

. 81 ) 

1.30 

X 

x 

.80 

l.oo 

1 50 

.80 

1.30 

X 

X 

.30 

X 

X 

X 

X 

X 

X 

40 

X 

X 

X 

X 

X 

X 

50 

X 

X 

X 

X 

X 

X 

.50 

X 

1 x 

X 

X 

X 

X 

.90 

X 

X 

X 

X 


X 

.40 

X 

.60 

X 

X 

X 

X 

.40 

X 

.60 

X 

x 

X 

X 

.40 

X 

.(>0 

1 X 

X 

X 

X 

.40 

I x 

.60 

X 

X 

X 

X 

.40 

X 

.60 

X 

X 

X 

X 

X 

X 

1 80 

X 

X 

X 

X 

X 

X 

1.80 

X 

X 

X 

X 

x 

X 

1 .80 

X 

X 

X 

X 

1 X 

1 x 

1.50 

1 x 

X 

1 ) mount ..- 
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R-W Standard Size Trolley Tracks 


No. 35 Tkoi ifv Tu.cr. 
14 GatfOE 


No. 30* j Trolley 
Track, 16 



No. 33 Troiliv Track. 13 Gauge 
(Wilcox No. 133) 


PRICE LIST 


Track 

No. 

WrUflll 

I'OMIl.ll 

i Volt 

Black 

Calf an* 
ized 

30 

1 

Per ft. 

5.15 

$.17 

30 i 

n 

Per ft. 

.16 

.18 

31 

u 

Per ft. 

.19 

.22 

32 

2 

Per ft 

.28 

.32 

33 


Per ft. 

.44 

.56 

35 

21 

Per ft. 

.19 

.22 

75 

2 

Per ft. 

.20 

.23 

232 

3 

Per ft. 

.34 

.45 


These tracks furnished in 
black enamel or galvanized 
a* desired. 




No. 23? Trolley Trick, 14 Gaucb 


No. 32 Tkiuiit Track 

14 Gauge 


No. 30 Trolley Track 
18 G*vgf 
(Wilcox No. 120) 








RICHARDS-WILCOX MIG. CO., AURORA, ILLINOIS, U.S.A. 


Dimensions of R-W Standard Trolley Track Brackets 
for Nos. 30 and 31 Track 



7&8X30 


58.6X30 18&19X30 


78.8X31 


168.17X31 


^ W 

22&23X30 


18.2X30 


148.15X31 


36X31 


37X31 


40X31 


248.25X31 


58.6X31 


38X31 


18.2X31 


39X31 


268.27X31 . 


188.19X31 


10X31 


228.23X31 


33834X31 


13X31 


45X31 


44X31 


42X31 


41X31 


43X31 
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9X232 


33&34X232 


I4&15X32 ,4 


I&2X232 


5&6X32 


33&34X32 


13X32 


33&34X35 


I6&17X32 
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No. 20 

R-VV Gem Trolley Roller-Bearing Door Hanger 

(Wilcox No. 12$) 

For Doors WEIGHING APPROXIMATELY $00 POUNDS 



Wheels, gTcy iron, lathe turned, 2\ indies diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Adjustment, lateral only. Apron, 6 inches long, 31 inches wide, i inch 
thick, punched for yV—inch bolts. For doors If to 21 inches thick. Packed one pair of hangers 
with carriage and stove bolts, one center and two end brackets with 7-16 x 21-inch lag screws 
in metal edge box. Weight: hangers, per pair, 10 pounds; track, per foot, 1 § pounds; brackets, 
each, 3 pound. 

PRICE LIST 

No. 20 hangers, tvith 2 end and 1 center bracket, per pair. 

No. 20 hangers only, per pair.... 

No. 31 track, 4, 6, S and 10-foot lengths (8 pieces to bundle), per foot 
Extra, No. 1x31 brackets, with lag screws, each. 

Discount __ 

“Exposed parts of hangers only are galvanized. 

Note —Specify on order if extra brackets are desired. For other types of brackets, sec pages 50, 51. 
Brackets should be spaced not to exceed 30-inch centers. 
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Buck •'G.m.v. 
..$2.30 $2.40 
.. 1.83 2.05 

.. .19 .22 

.. .14 .19 














RICHARDS-WILCOX MFC. CO., 


AURORA, ILLINOIS, U. S. 


A. 



No. 20i B 

R-W Stayrite Trolley Ball-Bearing Door Hanger 

For Doors Weighing Approximately 300 Pounds 



Wheels, grey iron, lathe turned, 2} inches diameter. Steel frames and hardened bearings. 
Finish, black enamel or galvanized. Adjustment, lateral and vertical. Apron 6 inches long, ih 
inches wide, i inch thick, punched for -ft-inch bolts. For doors 1J to 2J inches thick. lacked 
one pair of hangers with carriage and stove bolts, one center and two end brackets with 
7-16 x 2i-inch lag screws in metal edge box. Weight: hangers, per pair, 11 pounds; track, per 
foot, 1 pounds; brackets, each, J pound. 


PRICE LIST 

No. 20} B hangers, with 2 end and I center bracket, per pair 

No. 20} B hangers only, per pair.. • ■ . 

No. 31 track, 4, 6, S and 10-foot lengths (8 pieces to bundle), per loot 
Extra, No. 1x31 brackets, with lag screws, each. 


Black *Galv. 

.$2.70 $3.00 

. 2.25 2.45 

... .19 .22 

.It .19 

Discount ...— 


•Exposed parts of hangers only are galvanized. 

Note _Specify on order if extra brackets are desired. For other types of brackets, see pages - , • 

Brackets should be spaced not to exceed 30-inch centers. 
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No. 021 

R-W Du Flex Trolley Roller-Bearing Door Hanger 

For Licht Door* a mo Gates 
Weighing Approximately 100 Pounds 



Fvti Sixr Cioss Sfcriox or No. 51 
Tiouiv Track 


Distance top of 
door to bottom 
of track, 
lfi inches. 

Bottom of track 
to center of hole 
in hrackct, 
3)4 inches. 



Wheels, grey iron, lathe turned, 2$ inches diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Flexible joint. Apron, hinged, 5 inches long, 2j inches wide, 1-16 inch thick, 
punched for -ft-inch bolts. For doors lj to 2 inches thick. Packed one pair of hangers with 
carriage bolts, one center and two end brackets with -ft x 24-inch lag screws in metal edge box. 
Weight: hangers, per pair, 6 pounds; track, per foot, 1 3 pounds; brackets, each J pound. 


PR1CE LIST Bract *Galv. 

No. 021 hangers, with 2 end and 1 center bracket, per pair.$1,70 $1.90 

No. 021 hangers only, per pair. 1.25 1,55 

No. 51 track, 4, 6 , 8 and 10-foot length., (K piece, to bundle), per foot. . .19 .22 

Extra, No. 1x31 brackets with lag screws, each. 14 ,19 


DiliouHt ......___ 

‘Exposed parts of hangers only are galvanized. 

Note —Specify on order if extra brackets are desired. For other types of brackets, see pages 50, 51. 
Brackets should be spaced not to exceed 30-inch centers. 
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No. 21 

R-W Flcxo Trolley Roller-Bearing Door Hanger 

(Wilcox No. 323) 

For Doors Weighing Approximately 300 Pounds 



Pittance top of 
door to bottom 
of track. 
1 ' i inches. 

Bottom of track 
to center of 
hole in Bracket. 

inches. 


Patent to Fra- 25, 1902 


Full Si zt Cnoas Section or No. 31 
Trolut Tmck 


Wheels, grey iron, lathe turned, 2J inches diameter. Bearings, steel rollers Finish, black 
enamel or galvanized. Flexible joint. Apron, hinged, 5 inches long 2} inches wide ,A inch thick 
punched for Winch bolts. For doors 1J to 2 inches thick. Packed one pair of hangers with 
carriage bolts, one center and two end brackets with *x2*-inch lag screws in metal edge box. 
Weight: hangers, per pair, 81 pounds; track, per foot, 1§ pounds; brackets, each, } pound. 


PRICE LIST Black *Galv. 

No. 21 hangers, with 2 end and 1 center bracket, per pair. 

No. 21 hangers only, per pair...-• ••••••. .. -y :., .. 

No. 31 track, +, 6, S and 10-foot lengths (S pieces to bundle), per toot .}' 

Extra, No. 1x31 brackets, with lag screws, each. 10 


Discount .e... 


♦Exposed parts of hangers only are galvanized. 

Note— Specify on order if extra brackets are desired. For other types of brackets, see pages 50, 51. 
Brackets should be spaced not to exceed 30-inch centers. 
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No. 24 

R-W Superior Trolley Roller-Bearing Door Hanger 

(Wilcox No. 124-124*) 

Made in Two Sizes 

For Doors Weighing Approximately 400 Pounds 



Distance top of 
door to bottom 
of track. 

1! i inchci. 

Bottom of track 
to center of 
hole in bracket. 

3 fa iiKhe*. 


Wheels, prey iron, lathe turned, 2i inches diameter. Hearings, steel rollers. Finish, black 
enamel or galvanized. Adjustment, lateral only. Apron, 9 inches long, 4 inches wide, -ff inch 
thick, punched for -^-inch bolts. No. 1 for doors lj to 2 inches; No. 2 for doors 2J to 2} 
inches thick. Packed one pair of hangers with carriage and stove bolts, one center and two end 
brackets with -ft x 24-inch lag screws in metal edge box. Weight: hangers, per pair, 14 pounds; 
track, per foot, 1£ pounds; brackets, each, j pound. 


PRICE LIST Black ♦Galt. 

No. 24-1 or 2 hangers, with 2 end and I renter bracket, per pair. $2.60 $3.00 

No. 24-1 or 2 hangers only, per pair ... . 2.15 2-45 

No. 31 track, 4, 6, s and 10-foot lengths <8 pieces to bundle), per foot.19 .22 

Extra, No. 1x31 brackets with lag screws, each .16 .19 


Discount ......___ 

‘Exposed parts of hangers only are galvanized. 

Note —Specify on order if extra brackets arc desired. For other types of brackets, see pages 50, 51. 
Brackets should lx spared not to exceed 30-inch centers. 

m 
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No. 25 

R-W Peerless Trolley Roller-Bearing Door Hanger 

(Wilcox No. 224-224}) 

Made in Two Sizes 

For Doors Weighing Approximately 400 Pounds 



u u 

Full Sizr Cross Section or No. 31 
Trollry Track 


Disuivce top of 
door to bottom 
of track: 

Minimum, 1 X A inchei; 
Maximum, 2% inches. 


Bottom of track 
to center of ln»le 
in bracket, 

3 }4 inches. 


Wheels, grey iron, lathe turned, 2J incites diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Adjustment, lateral and vertical Apron, 9 inches long, 4 inches wide, W 
inch thick, punched for -ft-inch bolts. No. 1 for doors 1 J to 2 inches; No. 2 for doors 2\ to 
2J inches thick. Packed one pair of hangers with carriage and stove bolts, one center and two 
end brackets with -,’7 x 2}-inch lag screws in metal edge box. Weight: hangers, per pair, 14 
pounds; track, per foot, I 3 pounds; brackets, each, $ pound. 


PRICE LIST 

No. 25-1 or 2 hangers, with 2 end and 1 center bracket, per pair... . 

No. 25-1 or 2 hangers only, per pair... . -- 

No. 31 track. 4. 6, 8 and 10-foot lengths (8 pieces to bundle), per tool 
Extra, No. 1x51 brackets, with lag screws, each. 

Discount ...— 

* Exposed parts of hangers only are galvanized. 

JSJ 0TE _Specify on order if extra brackets are desired. For other types of brackets, see pages 50, 51. 

Brackets should he spaced not to exceed 30-ineli centers. 
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Black *G.ur. 
..$2.70 $3.10 
.. 2.25 2.55 

.. .19 .22 

.. .16 .19 
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No. 27i B 

R-W Expansion Trolley Ball-Bearing Door Hanger 

Made in Two Sizes 

For Doors Weighing Approximately 400 Pounds 


Distance top of door 
to bottom of track— 
minimum. * * inch; 
maximum. iiicbe*; 
bottom of track to center 
of hole in bracket, 

3*4 inches. 


Wheels, gray iron, lathe turned, inches diameter. Steel frames and hardened bearings. 
Finish, black enamel or galvanized. Adjustment, lateral and vertical. Apron, 9 inches long, 4 
inches wide, -,’ij inch thick, punched for rVinch bolts. No. 1 for doors 15 to 2 inches thick. 
No. 2 for doors 2\ to 2J inches thick. Packed one pair of hangers with carriage and stove bolts, 
one center and two end brackets with tv x -i -inch lag screws in metal edge box. Weight hangers, 
per pair, 15 pounds; track, per foot, 1 j pounds; brackets, each, J pound. 


PRICE LIST Black *Calt. 

No. 27} B-I or 2 Hangers with two end and one center bracket, per pair.$5.70 $4.00 

No. 27} B-l or 2 Hangers only, per pair. 5,25 5.45 

No. 27f B-I or 2 Knuckle-joint Hangers onlv (for curved track), per pair. 4.70 5.00 

No. 51 Track, 4, 6, S and 10-foot lengths (8 pieces to bundle), per foot.19 .22 

Extra, No. 1x51 brackets, with lag screws, each.16 .19 



‘Exposed parts of hangers only arc galvanized. Discount ----—— 

Note —Specify on order if extra brackets are desired. For other types of brackets, see pages 
50 and 51. 

Brackett should be spaced not to exceed JO- inch centers. 
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No. 321 

R-YY 1 ip 1 op 1 rolley Roller-Bearing Door Hanger 

For Doors Wkichixc Approximately 300 Pounds 


P.trxa<T 
Pr\niv<> 



Full Sift Cross Section of No. 31 
Troll tv Track 



Distance (op of 
door to bottom of 
track 2 incbei. 

Bottom «f track 
to center of liole 
in bracket, 

3^4 inches. 


Wheels, grey iron, lathe turned, 2i inches diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Adjustment, lateral only. Flexible joint. Apron, 6 inches long, 3} 
inches wide, i inch thick, punched for T Vinch bolts. For doors 1 ] to 2i inches thick. Packed 
one pair of hangers with carriage and stove bolts, one center and two end brackets with T 7 ff x 2b 
inch lag screws in metal edge box. Weight: hangers, per pair, 10 pounds; track, per foot, If 
pounds; brackets, each, J pound. 


PRICE LIST Blacx *Galt. 

No. 321 hangers, with 2 end and 1 center bracket, per pair. $2.30 $2 60 

No. 321 hangers only, per pair. 1.85 2.05 

No. 31 track, 4, 6, 8 and 10-foot lengths (8 pieces to bundle), per foot.19 .22 

Extra, No. 1x31 brackets, with lag screws, each.. 16 .19 


Discount. __ 

’Exposed parts of hangers only are galvanized. 

Note—S pecify on order if extra brackets arc desired. For other types of brackets, see pages 50, 51. 
Brackets should be spaced not to exceed 30-inch centers. 


[ 63 ] 







RICHARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U. S.A. 



No. 621 

R-W Justallex Trolley Roller-Bearing Door Hanger 

For Doors Weighing Approximately 300 Pounds 



Full Size Cross Sr mop# or No. 31 
Trolley Track 


DUuikc Cop of 
door lo bottom 
of track: 

Minimum, inches; 
Maximum, 3 inches. 

Bottom of track 
to center of hole 
in bracket, 

3 Y* inches. 


Patented, Junk, 1913 


Wheels, grey iron, lathe turned, 2$ inches diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Adjustment, lateral and vertical. Flexible joint. Apron, 6 inches long, 
3i inches wide, J inch thick punched for /a-inch bolts. For doors 1J to 2j inches thick. 
Packed one pair of hangers with carriage and stove bolts, one adjusting wrench, one center and 
two end brackets with x 21-inch lag screws in metal edge box. Weight: hangers, per pair, 
Hi pounds; track, per foot 1§ pounds; brackets, each 3 pound. 


PRICE LIST m AC « *0«r. 

No, <21 hangrrs, with 2 end and 1 center bracket, per pair. $2.40 $270 

No. <21 hangers only, per pair. 1.95 2.15 

No. 31 track, 4, 6 , 8 and 10-foot lengths (S pieces to bundle), per foot. 19 .22 

Extra, No. 1x31 brackets with lag screws, each. 1 < .19 


Diicounl ....._ 

•Exposed parts of hangers only arc galvanized. 

Note - Specify on order if extra brackets are desired. For other types of brackets, sec pages SO, 51. 
Brackets should be spaced not to exceed 30-inch centers. 
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RICH ARDS-WILCOX MFC. C(J„ AURORA, ILLINOIS, U. S.A. 



No. 821 

R-V\ Red Jacket 1 rolley Roller-Bearing Door Hanger 

Fo« Doors Weighing Approximvihy 500 Pounds 



«4MI 


Pittance top of 
door (o bottom 
of track: 
Minimum. 

I } 4 inches ; 
Maximum, 
3 inches. 

Bottom of track 
to center of hole 
in bracket, 
}} 4 inche*. 


I’tUNTIII M-AIcCW. 1^11 


Fuli Si/e C«o *5 Sm iio* or No. 31 
TooLLtr Tmck 


Wheels, grey iron, lathe turned, 2; inches diameter. Bearings, steel rollers. Finish, black and 
red enamel or galvanized. Adjustment, lateral and vertical. Flexible joint. Apron, hinged, 5 
inches long, 2{ inches wide, $ inch thick, punched for -,'i-inch bolts. For doors IJ to 2 inches 
thick. Packed one pair of hangers with carriage bolts, one adjusting wrench, one center and 
two end brackets with ^ x 21-inch lag screws in metal edge box. Weight: hangers, per pair, 9 
pounds; track, per foot, 1 § pounds; brackets, each, ] pound. 


PRIL E LIS I Black 4 Galt. 

No. 821 hangers, with 2 end and 1 center bracket, per pair. $2.40 $2 70 

No. 821 hangers only, per pair... 1.9$ 2.1S 

No. 31 track, 4, 6, 8 and 10-foot lengths. (8 pieces to bundle), per foot .19 .22 

Extra, No. lx SI brackets, with lag screws, each. ..16 .19 


Diuounl _ 

^Exposed parts of hangers only are galvanized. 

Note —Specify on order if extra brackets arc desired. For other types of brackets, see pages 50, 51. 
Brackets should be spaced not to exceed 30-inch centers. 
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RICH ARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U.S.A. 


No. 0521 

R-W Spartan Trolley Roller-Bearing Door Hanger 

For Light Doors and Gates Weighing Approximately 100 Pounds 



Distance top of 
to bottom of track, 
lH inches. 

Bottom of track 
to center of hole 
in bracket, 

3 14 inche*. 



Full Size Cross Section or No. 35 
TooLtz-r Track 


Wheels, grey iron, lathe turned, 2} inches diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Flexible joint. Apron, hinged, 5 inches long, 2f inches wide, 1-16 inch 
thick, punched for yVinch bolts. For doors If to 2 inchrs thick. Packed one pair of hangers 
with carriage bolts, one center and two end brackets with •j'j x 2^-inch lag screws in metal edge 
box. Weight: hangers, per pair, 6 pounds; track, per font, 2j pounds; brackets, each, f pound. 


PRICE LIST Black «Galt. 

No. 0521 hangers, with 2 end and 1 center bracket, per pair. $1.70 $1.90 

No. 0S21 hangers only, per pair . 1.25 1.35 

No. 35 track, 4, 6, S and 10-foot lengths (S pieces to bundle), per foot.19 .22 

Extra, No. 1x35 brackets, with lag screwrs, each.16 .19 


Discount ... 

*Exposed parts of hangers only are galvanized. 

Note —Specify on order if extra brackets are desired. For other types of brackets, see pages 50, 51. 
Brackets should he spared not to exceed 30-inch centers. 
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RICHARDS-VVILCOX MFC. CO., AURORA, ILLINOIS, U.S.A. 




No. 421 

R-W Corn Belt Trolley Roller-Bearing Door Hanger 

For Dorms Weighing ApptoxnnmY 400 Pounds 



Patixt Pindino 


Wheels, grey iron, lathe turned. 2} inches diameter. Bearings, steel rollers. Finish, Mack 
enamel or galvanized. Adjustment, lateral only. Flexible joint. Apronhmgcd, 

31 inches wide, * inch thick, punched for ft-inch bolts, tor doors 1J.to -1 inches thick. Packed 
one pair of hangers with carriage and stove bolts, one center and two end brackets With 
fe x 2}-inch lag screws in metal edge box. Weight: hangers, per pair, 11 pounds; track, per 
foot, 2| pounds; brackets, each, $ pound. 


PRICE LIST 

No. 421 hanger*, with 2 end and 1 center bracket, per pair. 

No. 421 hangers only, per pair... ., . 

No. 55 track, 4, 6, 8 and 10-foot length* (8 pieces to bundle), per fool 
Extra, No. 1x55 brackets, with lag screw*, each. 

Pi f count ---.— 

♦Exposed parts of hangers only are galvanized. 

Xote _Specify on order if extra brackets are desired. For other types of brackets, see pages V . 

Brackets should be spaced not to exceed 30-inch centers. 


1!l*ck sG.»i.v. 
. .$2.50 $2.60 

.. 1.85 2.05 

. . AO .22 

. .16 .19 
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RICHAKDS-WILCOX MFC.. CO., AURORA, ILLINOIS, C.S.A 




No. 521 

R-W Run-Free Trolley Roller-Bearing Door^Hanger 

For Doors Weighing Approximately 300 Pounds 


Distance lop nf 
door (•» bottom of 
Irack. 1 J % inches. 

1'iMiiim of (rack 
(o center of 
Hole in hrarket, 
.1 ’4 inches. 




Full Sirr C*ou Section or No. 35 
Tnor. ley Track 


Wheels, grey iron, lathe turned, 2j inches diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Flexible joint. Apron, hinged, 5 inches long, 2} inches wide, * inch thick, 
punched for ,vinch bolts. For doors ljj to 2 inches thick. Packed one pair of hangers with 
carriage bolts, one center and two end brackets with yj, x 2 j-inch lag screws in metal edge box. 
Weight: hangers, per pair, 81 pounds; track, per foot. 2\ pounds; brackets, each, J pound. 

PRICE I.IST 

No. S21 hangers, with 2 end and I center bracket, per pair. 

No. 521 hangers only, per pair. 

No. 55 track, 4, 6, $ and 10-fnnt lengths (S pieces to bundle), per font 
Extra, No. I x 35 brackets, with lag screws, each. .. 

Discount __—— 

’Fvposed parts of hangers only arc galvanized. 

Note —Specify on order if extra brackets are desired. For other types of brackets, see pages 50, 51. 
Brackets should he spaced not to exceed 30-inch centers. 
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Black ‘Galt. 
..$2.30 $2-60 
.. 1.85 2.05 

.. .19 .22 

.. .16 .19 
















RICH ARDS-WILCOX MFC. CO.. AURORA, ILLINOIS, USA 



No. 721 

R-W Flexajust Trolley Roller-Bearing Door 1 longer 

For Doors Weighing Approximately 4op Pounds 



Patfxted 

J . 1913 


L>iManet lor of 
door to bottom 
of track: 
Minimum. 
2 ; t inche*: 
Maximum. 
3 ! j iiKhtv 

Ilottom of track 
to center of 
hole in bracket, 

3*4 ioche*. 


Full Si*i Cko$* Srrriox or No. 35 
Tm>»tiv Tback 


Wheels, grey iron, lathe turned, 2} inches diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Adjustment, lateral and vertical. Flexible joint. Apron, hinged, 6 
inches long, 31 inches wide, | inch thick, punched for yVinch bolts. For doors 1J to 21 inches 
thick. Packed" one pair of hangers with carriage and stove holts, one adjusting wrench, one 
center and two end brackets with x 21-inch lag screws in metal edge box. Weight: hangers, 
per pair, 111 pounds; track, per foot, 2} pounds; brackets, each, J pound. 


PRICE LIST Black *G.slv. 

So. 721 hangers, with 2 end and 1 center bracket, per pair. $2.40 $2.70 

No. 721 hangers only, per pair. L95 2.15 

No. 35 track, 4, 6, S and 10-foot lengths (S pieces to bundle), per foot, .10 .22 

Extra, No. 1x35 brackets, with lag screws, each . .. .16 .19 


Diicount ....-- 

"Exposed parts of hangers only are galvanized. 

Note _Specify on order if extra brackets are desired. For other types of brackets, see pages 50, 51. 

Brackets should he spaced not to exceed 30-inch centers. 













m 



RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U.S.A. 

ft 

u 

35J 


U/Saj 


No. 921 

R-W Adjustrite Trolley Roller-Bearing Door Hanger 

Foa Dooss Weighing Approximately 300 Pounds 



Patsmtid 
March. 1914 



Fun Size Cross Skction of No. 35 
Trolley Track 


Wheels, grey iron, lathe turned, 2\ inches diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Adjustment, lateral and vertical. Flexible joint. Apron, hinged, 5 
inches long. 2{ inches wide, £ inch thick, punched for /^-inch bolts. For doors 1$ to 2 inches 
thick. Packed one pair of hangers with carriage bolts, one adjusting wrench, one center and 
two end brackets with x 21-inch lag screws in metal edge box. Weight: hangers, per pair, 9$ 
pounds; track, per foot, 2] pounds; brackets, each, J pound. 


PRICE LIST Blacx , Galv . 

No. 921 hangers, with 2 end and 1 center bracket, per pair.$2.40 $2.70 

No. 921 hanger, only, per pair. 1.95 2.15 

No. 35 track, 4. 6 , 8 and 10-foot lengths (8 pieces to bundle), per foot . 19 .22 

Extra, No. 1x35 brackets, with lag screws, each.16 .19 


Discount. __ 

•Exposed parts of hangers only arc galvanized. 

Note Specify on order if extra brackets are desired. For other types of brackets, see pages 50, 51. 
Brackets sh'iuld be spaced not to exceed 30-inch centers. 
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RICH ARDS- WILCOX MFG. CO., AIJROKA. ILLINOIS, U.S.A. 



No. 28 L 

R-VV Acme I rollev Roller-Bearing Door Hanger 

(Old Number R 2S-1) 

Made In Two Sizes 


For Doors Weichinc Approxim vm v 500 Pounds 



Fuel Size Cross Stcnox or No. 32 
Teoliey Track 


Distance top of 
door to bottom of 
track. 1*4 ilKhe*. 

bottom of track 
to center of 
hole in bracket, 
4*4 inches. 


Wheels, grey iron, lathe turned, 2| inches diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Adjustment, lateral only. Apron, 9 inches long, 4 inches wide, T yinch 
thick, punched for -jVinch bolts. No. 1 for doors 1 j to 2 inches, No. 2 for doors 2\ to 2J inches 
thick. Packed one pair of hangers with carriage and stove bolts in metal edge box. Weight: 
hangers, per pair, 114 pounds; track, per foot, 21 pounds; brackets, each, 1J pounds. 


PRICE LIST 

No. 28 L-l or 2 hangers, less brackets per pair. 

No. 32 track, 4, 6, S and 10-foot lengihs (6 pieces to bundle), per foot 

No. 1 x 32 center brackets, less lag screws, each. 

No. 2x32 end brackets, less lag screws, each. 


Black *G.uv. 
..$3.00 $3.40 
.. .28 .32 

. . .28 .32 

.. .28 .32 


Discount _... 

* Exposed parts of hangers only are galvanized. 

Note _Always specify brackets by number. For other types of brackets, see pages 50, 51. 

For heavy doors, brackets should be spaced not to exceed 24-inch centers. 
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RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U. S. A. 


No. 28 V 

R-W Premium Trolley Roller-Bearing Door Hanger 


(Old Number R 28-2) 

Made In Two Sizes 

For Doors Weighing Approximately 500 Pounds 



Distance top of 
door to bottom 
of track: 
Minimum, 

1 ; K inches; 
Maximum, 
inches. 

Bottom of track 
to center of hole 
in bracket, 

4*4 incite*. 


Full Sizr. Cross Section or No. 32 
Trolley Track 

Wheels, grey iron, lathe turned, 2J inches diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Adjustment, lateral and vertical. Apron. 9 inches long, 4 inches wide, 
A inch thick, punched for yVinch holts. No. 1 tor doors 1J to 2 inches. No. 2 for doors 2J to 
25 inches thick. Packed onr pair of hangers with carriage and stove bolts in metal edge box. 
Weight: hangers, per pair, 12 pounds; track, per foot, 2h pounds: brackets, each, 1$ pounds. 


PRICE LIST n „ 

Black •Galt. 

No. IS V-l nr I hangers, less brackets, per pair.... .$3.10 $3.60 

No. 32 track, 4, 6 , 8 and 10-foot lengths (6 pieces to bundle), per foot.28 .32 

No. 1x32 center brackets, less lag screws, each. 28 31 

No. 2x32 end brackets, less lag screws, each. 25 32 

♦Exposed parts of hangers only are galvanized. Discount _ 


Note —Always specify brackets by number. For other types of brackets, sec pages 50, 51. 
For heavy doors, brackets should be spaced not to exceed 24-incli centers. 
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RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U. S. A 




No. 28i B 

R-W Supreme Trolley Ball-Bearing Door Hanger 

Made In Two Sizes 

For Doors Weichinc Approximaei.y 5oo Pounds 



IJoUIKH top Of 
JiMir to bottom 
of track: 
Minimum, 

* g inch; 
Maximum, 

2 inc!ie». 

Bottom of track 
to center of hole 
in bracket, 

4}J inche*. 


Full Sue CltOff Section or No. 32 
Tjiolley Track 


Wheels, grey iron, lathe turned, 21 inches diameter. Frames, drop forged. Bearings, steel 
halls. Finish, black enamel or galvanized. Adjustment, lateral and vertical. Apron, 9 inches 
long, 4 inches wide, i* B inch thick, punched for -j^-inch bolts. No. 1 for doors 1, to 2 inches, 
No. 2 for doors 2 j to 2} inches thick. Packed one pair of hangers with carriage and stove bolts 
in metal edge box. Weight: hangers, per pair, Id pounds; track, per foot, 2} pounds; brackets, 
each, 1J pounds. 


PRICE LIST 


Black ‘•Galt. 


No. 281 B-l or 2 hangers, less brackets, pet pair.. . $4.00 

No. 2Si B-l or 2 knuckle-joint hangers, less brackets (for curved Hack). per pair .. 6.00 

No. 32 track. 4, 6, S and 10-foot lengths (6 pieces to bundle), per foot. .2* 

No. I x 32 center brackets, less lag screws, each. ... .2* 

No. 2x32 end brackets, less lag screws, each.... . ,. .2* 


$4.40 

6.50 

.32 

.32 

.32 


hiununt - 

‘Exposed parts of hangers only arc galvanized. 

Note—A lways specify brackets by number. For other types of brackets, see pages SO, 51. 
For heavy doors, brackets should be spaced not to exceed 24-inch centers. 
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RICHARDS-W1LCOX MFG. CO., AURORA. ILLINOIS, U. S. A. 


No. 29 L 

Hercules Trolley Roller-Bearing Door Hanger 

(Old Number R29-1) 

Made In Two Sizes 

For Doors WEIGHING Approximately 600 Pounds 


Distance top of 
door to bottom of 
track. 1 \\ inches. 

Bottom of track 
to center of hole 
in bracket, 

4 11-16 inches. 


No. 252 Trolley Track. No. 14 Caver 
Full Star Cross Srrrtox 

Wheels, grey iron, lathe turned, 3 inches diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Adjustment, lateral only. Apron. 9 inches long, 4 inches wide, -fV inch 
thick, punched for fj-inch bolts. No. 1 for doors l j to 2 inches, No. 2 for doors 2J to 2jj inches 
thick. Packed one pair of hangers with carriage and stove holts in metal edge box. Weight: 
hangers, per pair, 16 pounds; track, per foot, 3 pounds; brackets, each, 2 pounds. 

PRICE LIST 

No. 29 L-1 or 2 hangers, less brackets, per pair.. 

No. 252 track, 4, 6, S and 10-foot lengths (4 pieces to bundle), per foot 

No. 1 x252 center brackets, less lag screws, each........ 

No. 2 X 252 end brackets, less lag screws, each.. 

’Exposed parts of hangers only arc galvanized. 

Note —Always specify brackets by number. For other types of brackets, sec pages 50, 5t 
/'or heary doors, brackets should be spaced not t t exceed 24-inch centert. 


Black *C5alv. 
. .$5.50 $4.00 

.. .54 .45 

.. .34 .40 

.. .34 .40 










RICH ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U. S. A 


No. 29 V 

R-W Economy I rolley Roller-Bearing Door Hanger 

(Ou> Numbs* R 29-2) 

Made In Two Sizes 

Fo* Doons Weighing Approximately 600 Pounds 



Dot ante lop of 
door to bottom 
of tr.idc: 
Minimum, 

1 1 4 inclK- 9 ; 

M .i v. mum. 
inches. 

Bottom of track 
to center of hole 
in bracket, 

4 11-16 inches. 


No. 232 Txollet Tmck, No. 14 Gauge 
Full Size Cxo»* Section 

Wheels, grey iron, lathe turned. 3 inches diameter. Bearings, steel rollers. I'inisli, black 
enamel or galvanized. Adjustment, lateral and vertical. Apron, 9 inches long, 4 intlics wide, 
inch thick, punched for -j^-inch bolts. No. 1 for doors T] to 2 inches, No. 2 for doors -J to 
2} inches thick. Packed one pair of hangers with carriage and stove bolts in metal edge box. 
Weight: hangers, per pair, 174 pounds; track, per foot, 3 pounds; brackets, each, - pounds. 

PRICE LIST 

Nol 29 V-l or 2 hangers, less brackets per pair. 

No. 232 track, 4, 6, S and 10-foot lengths (4 pieces to bundle!, per foot 

No. 1 x232 center brackets. lc«s lag screws, each. 

No. 2x232 end brackets, less lag screws, each. 

* Exposed parts of hangers only arc galvanized. Discount 

Note —Always specify brackets by number. For other types of brackets, see pastes 50, 51. 

For heavy doors, brackets should be spaced not to exceed 24-incli centers. 


Black •Guv. 
. $3.60 $4.10 
.. .34 .45 

.14 .40 

.. .34 .40 









RICHARDS-WILCOX MFC. CO., AURORA. ILLINOIS, U.S.A. 


No. 29 i B 



R-W Nofault Trolley Ball-Bearing Door Hanger 

Made In Two Sizes 


For Doors Weighing Approximately 600 Pounds 



No. 23* Trolley T«ack, No. 14 G.u*cr 
Fuil Si*t Cross St cm ox 


DifttJIKC 0 >p of 
door lo bottom 
of track: 
Minimum, 
r i inch; 
Maximum, 

1 Y\ inches. 

(bottom of (rack 
to center of l>olc 
in bracket. 

4 11-16 inches. 


Wheels, grey iron, lathe turned, 5 inches diameter. Frames, drop forged. Bearings, steel 
balls. Finish, black enamel or galvanized. Adjustment, lateral and vertical. Apron, 9 inches 
long, 4 inches wide, 1 ',. inch thick, punche<l for T Vinch bolts. No. 1 for doors l j' to 2 inches, 
No. 2 for doors 2[ to 2 j inches thick. Packed one pair of hangers w ith carriage and stove bolts in 
metal edge box. Weight: hangers, per pair, 14\ pounds; track, per foot, 3 pounds; brackets. 


each, 2 pounds. 

PRICE LIST Black *Gor. 

No. 29 1 B-l or 2 hangers, less brackets, per pair.$4.60 $5.10 

No. 29! B-l or 2 knuckle-joint hangers less brackets (for curved track), per pair_ 6.60 7.10 

No. 232 track. +, 6, S and IO-foor lengths (4 pieces to bundle), per foot.34 .45 

No. 1 x 232 center brackets less lag screws, each.34 .*0 

No. 2 X 232 end brackets, less lag screws, each.34 .40 


’Exposed parts of hangers only arc galvanized. Discount 

Note —Always specify brackets by number. For other types of brackets, sec pages 50, 51. 
For heavy doors. brackets should be speieeel not to exceed 24-ineh centers. 














(Wilcox No. IJ5) 

Made Is Two Sues 

For Doors WfighisC Approximately SHO Pouniw 

















RICHARDS-W1LCOX MFG. CO, AURORA, ILLINOIS, U.S.A. 



No. 121 

R-W Samson Trolley Roller-Bearing Door Hanger 

(Wilcox No. 1254) 

Made In Two Sues 

Fo* l>oo*s Weighing Approximately 800 Pounds 



Wheels, grey iron, lathe turned, 3 inches diameter. Bearings, steel rollers. Finish, black 
enamel or galvanized. Adjustment, lateral and vertical. Apron, 12 inches long, 41 inches wide, 
4 inch thick, punched for 2-inch bolts. No. 1 for doors 1$ to 2 inches, No. 2 for doors 2} to 3 
inches thick. Packed one pair of hangers with carriage and stove bolts in wood box. Weight: 
hangers, per pair, 25 pounds; track, per foot, 4 pounds; brackets, each 21 pounds. 


PRICE LIST Black , CllT . 

No. 121-1 or 2 hangers, less bracken, per pair.$5.00 $5.80 

No. 55 track, 4, 6, 8 and 10-foot lengths (4 pieces (o bundle), per foot . .44 .S6 

No. 1x35 center brackets, less lag screws, each... .44 .52 

No. 2x33 end brackets, less lag screws, each.44 .52 


Discount . 

* Exposed parts of hangers only are galvanized. 

Note —Always specify brackets by number. For other types of brackets, see pages 50, 51, 
l or heavy doors, brackets should he spared not to exceed 24-inch centers. 
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Wheels, grey iron, lathe turned, 3 inches diameter. Frames, drop forged. Beatings, steel 
balls. Finish, black enamel or galvanized. Adjustment, lateral and vertical. Apron. 1- inches 
long, 43 inches wide, ) inch thick, punched for jj-inch bolts. No. I for doors 13 to _ inches. 
No. 2 for doors 2} to 3 inches thick. Packed one pair of hangers with carriage and stove bolts 
in wood box. Weight: hangers, per pair, 25 pounds; track, per foot, 4 pounds; brackets, each, 
23 pounds. 

PRICE I.IST 

No. 123} B-l or 2 hangers lrss brackets per pair. . . . 

No. 123} B knuckle-joim hangers, less btackcis (for curved truck), per pair 
No. 33 track, 4, 6, 8 and 10-foot lengths (4 pieces to bundle), per foul. 

No! 1 *33 center brackets, less lag screws, each. 

No. 2x33 end brackets, less lag screws, each. 

Discount --— 

*Exposed parts of hangers only arc galvanized. 

N ote _Always specify brackets by number. For other types of brackets, see pages 50, 51. 

For heavy doors, brackets should be spaced not to exceed 24-inch centers. 


It LACK *Gaiv. 
, $6.20 $7.00 

. . 8.20 9.00 

.. .44 .56 

.. .44 .52 

.. .44 .52 
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R1CHARDS-WILCOX MEG. CO.. AURORA. ILLINOIS, U S. A 


No. 150i B 

R-W Overall Trolley Ball-Bearing Door Hangers 

NUde In* Two Sizes 

Fo« Donts Weighing Approximately 1,000 Pounds 



Distance top of 
door to bottom 
of track: 
Minimum, 

1 J g iixhc*; 
Maximum, 

3 iikches. 

Bottom of track 
to center of hole 
in bracket, 

5 inches. 


FtrtL Sixt C*o*t Section off 


Wheels grey iron, lathe turned, 3 inches diameter. Frames, drop forced. Bearings, steel 
balls. Finish, black enamel or galvanized. Adjustment, lateral and vertical Apron, 12 inches 
lon<*. 4 inches wide, ^ inch thick, punched for g-inch bolts. No. 1 for doors 1, to - inches, No. _ 
for doors 2! to 34 inches thick. Packed one pair of hangers with stove bolts m wood box. 
Weight: hangers, per pair, 26 pounds; track, per foot, 4 pounds; brackets, each, pounds. 

PRICE LIST 

No. ISO! B-I or 2 hangers, less brackets per pair........ . 

No- 33 track, 4, 6, i and 10-fool lengths (4 pieces to bundle), per loot 

No. 1x33 center brackets, less lag screws each. 

No. 2x33 end brackets, less lag screws, each. 

Disiounl .......-— 

* Exposed parts of hangers only are galvanized. 

Note _Always specify brackets by number. For other types of brackets, see pages 50, 51. 

For heavy doors, brackets should be spaced not to exceed 24-inch centers. 


Black *Gaie, 
..$6.40 $7.20 
.. .44 .56 

.. .44 .52 

.. .44 .52 
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RICH ARDS-WILCOX MFG. CO., AURORA, ILLINOIS. U.S.A. 


No. 155 

R-W Roller-Bearing and 
No. 155* B 

R-W Ball-Bearing Double Trolley Swivel Door Hanger 

(Wilcox Nos. 155-240) 

Fo« Y t ery Heavy Doors, 1,000 to 2,000 Pounds 



Bottom of track 
to center of bole 
in bracket on 
either, 5 inches. 


Distance top of 
door to bottont of 
track: No. 155, 
minimum, 5? i 
inches; maximum, 
7 inches; 

No. 155* a -B. 
minimum, 5 
inches; maximum, 
6}a inches. 


Track, No. 13 gauge steel, No. 33 type. Wheels, grey iron, lathe turned, 3 inches diameter. 
Frames, No. 135, malleable iron; No. 1551 B, drop forged. Bearings, No. 155, steel rollers; No. 
1554 B, steel balls. Finish, black enamel or galvanized. Adjustment, lateral and vertical. Apron, 
9 inches long, 41 inches wide, { inch thick, punched for g-inch bolts. For doors 2} to 34 inches 
thick. Packed in bulk. Weight: hangers, per pair, 42 pounds; track, per foot, 4 pounds. 


PRICE LIST Black •Calt. 

No. 155 hangers, roller-bearing, less brackets and bolts, per pair. $ 8.00 $ 9.00 

No. I55{ B bangers, ball-bearing, less brackets and bolts, per pair. 11.00 12.00 

No. 33 track, 4, 6, 8 and 10-foot lengths (4 pieces to bundle), per foot.44 .52 

Brackets to suit requirements. For prices, etc., see pages 50, 51. 


Discount 

^Exposed parts of hangers only are galvanized. 

Note—A lways specify brackets by number. 

for heavy doors, brackets should he spaced not to exceed 18-inch centers. 













RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, US A. 



R-VV Trolley Trucks 

Rollek-Beamkc, BAu.-BEA«i>iG and Knuckle-Joint Fi>« Nos. 31, 32, 33 
and 232 Tkou.ey Tracks 



Reccea* 


Ron t > Be uiso 

RtCEILAA 


Ball-Bearing 

KmrCKLL-JolNT 




PRICE LIST—FuR No. 31 TRACK 

No. 25 truck* only, roller-bearing, fa» illustrated I, per pair. 

No. 27} B trucks only, ball-bearing, (as illustrated), per pair . 

Description of No. 25 and No. 27} B on pages 61, 62. 

FOR No. 32 TRACK 

No. 28 V trucks only, roller-bearing, (as illustrated), per pair. 

No. 28} B trucks only, ball-bearing, (as illustrated), per pair. 

Description of No. 28 V and No. 28} B on pages 72, 73. 

FOR No. 33 TRACK 

No. 121 trucks only, roller-bearing, (as illustrated), per pair. 

No. 123} B trucks only, ball-bearing, (as illustrated), per pair 
Description of No. 121 and No. 123} B nit pages 78, 79. 


FOR No. 232 TRACK 

No. 29 V' trucks only, roller-bearing, (as illustrated), per pair 

No. 29} B trucks only, ball-bearing, las illustrated), per pair- 

Description of No. 29 V and No. 29} B on pages 75, 76. 


Kncckle- 
Rugclar Joint 

..$1.80 . 

.. 2.60 $4.10 


$2.40 . 

3.20 $4.40 


$3.80 . 

5.00 $7.00 


$3-20 . 

4.00 $6.00 


Piitount ... 


\J 0 -|-p_Always specify by number trucks desired. Regular type sent unless otherwise specified. 

Distance end of pendant to bottom of track: No. 25, 2J inches; No. 271 B, 3 inches; No. 28 V , 
2J inches: No. 281 B, 2g inches; No. 29 V, 4 inches; No. 291 B, 2f inches; No. 121, 4 inches; 
No. 1231 B, 3f inches. 
















RICH ARDS-WILCOX MFC. CO., AURORA. ILLINOIS. U.S.A. 


No. 99 

R-YV YYatrtite Trolley Roller-Bearing Door Hanger 

For Doo»5 Weighing Approximately 300 Pounds 
Distance From Top of Door to Center of Hole in Bracket, S Inches 



Track, No. 14 gauge sLeel, No. 95 type, furnished in 4, 6, 8 and 10-foot lengths. Track 
fits tight against the building (see sectional view of hanger). The outside of track extends 
below top of door, making same weather and bird-proof. Top of track is inclined away from build¬ 
ing, allowing it to shed water. 

Hanger, wheels, grey iron. lathe turned, 2[ inches diameter. Bearings, steel rollers. Finish, 
black enamel or galvanized. Flexible joint. Apron, hinged, 5 inches long, 2\ inches wide, i 
inch thick, punched for ft-inch bolts. For doors ljf to 2 inches thick. Packed one pair of 
hangers with carriage bolts, three brackets with , 7 , : x 2J-inch lag screws, joint cap and 2 track 
stops in metal edge box. Weight: hangers, per pair, 71 pounds; track, per foot, 2} pounds; 
brackets, each, 1 pound. 


PR't’E LIST Black *Galv. 

No. 99 hangers, with 3 brackets, per pair.$2.30 $2.60 

No. 99 hangers only, per pair. 1.85 2.05 

No. 95 track, with joint caps per foot.19 .22 

Extra, No. 1x95 brackeis, with lag screws, each IE ,19 


DijiouHt 

* Exposed parts of hangers only are galvanized. 

Note—S pecify on order if extra brackets are desired. 

Bracket! should he spaced not to exceed 30-incli centers. 













c 
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RICH ARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U.S.A. 



L?-vJ 


□ 


No. 199 

R-VV Richcox Trolley Roller-Bearing Door Hanger 

For L>oo«s Weighing Approximately 500 Pounds 
Distance From Top of Door to Cfntir of Houb in Bracket, 5 Inches 



Hanger, wheels, grey iron, lathe turned, inches diameter. Bearings, steel rollers. Finish, 
black enamel or galvanized. Adjustment, lateral only. Flexible joint. Apron, hinged, 6 inches 
long, 3 V inches wide, * inch thick, punched lor A-inch bolts, hor doors 1J to - inches thick. 
Packed one pair of hangers with carriage and stove bolts, three brackets with y n x ..-men lag 
screws, joint cap and 2 track stops in metal edge box. Weight: hangers, per pair, 95 pounds; 
track, per foot, 2\ pounds; brackets, each, } pound. 


PRICE LIST 

Black 

♦Galt. 


.$2.30 

$.’.60 

No- 199 hangars, with 5 brackets prr pair . 


2.05 

No. 199 hangers only, per pair. . . .^ • ^ . 



No. 95 track, with joint caps, p« loot -. 

.16 

.19 

Extra, No. 1 x 95 brackets, with lag screws, each. 

Discount 



♦Exposed parts of hangers only are galvanized. 

j^Jote _Specify on order if extra brackets are desired. 

Brackets should be spaced not to exceed 30-inch centers. 
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RICH ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U. S.A. 



No. 299 

R-W Ridge-Way Trolley Roller-Bearing Door Hanger 




Ct0*6 SlCTION OF ThAC* 
AN I' Hoe SI NO 


Patent Pending 


Track, No. 14 gauge steel, No. 295 type, furnished in 4, 6, 8 and 10-foot lengths. Track 
attaches directly to side of building, no brackets required. Finish, black enamel or galvanized. 
Coupling furnished for each track joint. 

Housing, No. 20 gauge steel, No. 296 type, completely covers track and extends below top of 
door, making same weather and bird-proof. Top of housing is inclined away from building, 
allowing it to shed water. Finish, galvanized only. Cap furnished for each joint. 

Hanger, wheels, grey iron, lathe turned, 2jj-inch diameter. Bearings, steel rollers. Finish, 
black enamel or galvanized. Adjustment, lateral only. Flexible joint. Apron, 6 inches long. 34 
inches wide, J inch thick, punched for yV.-inch bolts. For doors 1 ] to 24 inches thick. Packed 
one pair of hangers with carriage and stove bolts, screws for track, track coupling, joint cap, one 
right and one left blind for housing in metal edge box. Weight: hangers, per pair, 8 pounds; 
track, per foot, 1 pound; housing, per foot, 1 pound. 


PRICE LIST Bcacic 'C«i, 

No. 299 hangers, per pair...$2.00 $2.30 

No. 295 track, per fool.. .12 .14 

No. 296 housing, per foot.12 


Diuannt ... 

' Exposed parts of hangers only are galvanized. 

Note —Top of door to holt hole in track, 34 inches. Top of door to top of shield, 6 inches. 

[ 86 ] 
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RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U.S. A. 



No. 399 

R-W King Bee Trolley Roller-Bearing Door Hanger 



Track, No. 395 type, furnished in 4. 6. 8, 10 and 12-foot lengths in one piece. Attached 
directly to side of building, no loose brackets required. 

Track proper or run-way is two steel angles supported by brackets on 2-foot centers; housing 
galvanized steel riveted to track proper and completely covers same. Also extends below top of 
door, making same weather and bird-proof. Top of housing .s inclined away from bu.ldmg, 
allowing it to shed water. Cap furnished for each joint. 

Hangers, wheels, grey iron, lathe turned, 2\ inches diameter Bearings, steel rollers. Finish 
galvanized. Adjustment, lateral only. Flexible joint. Apron 6 inches long, 3J inches wide, * 
inch thick, punched for A-inch bolts. For doors 1J to 24 inches thick Packed one pair o 
hangers with carriage and stove bolts, screw, for track, joint cap, one right and one left blind 
for housing in metal edge box. Weights: hangers, per pair, / pounds; track, per foot, including 

housing, 23 pounds. 

PRICE LIST 

.$’.00 

No. 399 hangers, per pair.... .. ; ,, 

No. 39S track, including housing and screws for attaching, per loot. 

Discount..-... 

NoT e— 'Top of door to bolt hole in track. 51 inches. Top of door to top of shield, 61 inches. 

[87] 

















RICH ARDS-WILCOX MFG. CO., AURORA. ILLINOIS, U. S.A. 


No. 278 

R-W Double Sliding Gable Door Fixture 



Fixture lictigned 
especially to meet 
the demand for 
easy operating 
gable doors. 


Illustration shows the manner in which 
our No. 20 Gem Roller-Bearing Trolley 
Hangers (page 56), using No. 31 track 
(page 52) with No. 1x31 and No. 2x31 
brackets (pages 50 and 51), 
operates double sliding doors in 
the gable of barns used for hay 
lofts, etc. 

Track is mounted parallel 
with roof and the hangers arc 
attached in the same manner as 
on any barn door. Each door is 
counterbalanced by weights at¬ 
tached to a steel cable, which 
passes over two cable pulleys 
located above each door. Doors 
can be lowered or raised easily, 
permitting the use of the entire 
or part of the opening .as de¬ 
sired. 

Steel guide holds bottom of 
doors against building when 
closed and also acts as guide 
and stop when open. 

Counterbalance weights can 
he made of any convenient ma¬ 
terial. We recommend con¬ 
crete weights as these can al¬ 
ways be made on the job. Con¬ 
crete weighs 137 pounds to the cubic foot. Where 2 x 6-inch studding is used, weights should 
be 8 inches wide, 5 inches thick and height according to weight of door. 


PRICE LIST 

No. 27* fixtures only, less hangers, track and track brackets, per set 


$6. IS 


CARTS RETIRED FOR «PENI60S OF FOLLOWING WIDTHS PRICE LIST OF PARTS 


5 Foot 

A Foot 

7 Foot 

9 Fo t 

♦ Foot 

10 Foot 

De$crlptlo« 

Frier 

2 Pr 

2 Pi. 

2 Pr 

2 Pr 

2 Pr 

2 Pr. 

No. 20 hangers only, with bolts, per pair . . 

$1.85 

12 Ft. 

14 Ft 

16 Ft. 

18 Ft. 

20 Ft. 

22 Ft. 

No. 31 track, per foot. 

.19 

2 

4 

4 

4 

6 

6 

No. 1x31 center bracket, with tag screw, each 

.16 

4 

4 

4 

4 

4 

4 

No. 2x31 end bracket, with lag screw, each 

.16 

4 

4 

4 

4 

4 

4 

No 278- A cable pulley, 4 in. diain., with screws, each 

.30 

11 Ft. 

13 Ft. 

15 Ft. 

17 Ft. 

10 Ft. 

21 Ft. 

No. 278-B round steel guide, per foot. 

.10 

25 Ft. 

28 Ft. 

31 Ft. 

34 Ft 

37 Ft 

40 Ft. 

No. 278-CA steel cable, per fcFot . . 

.06 

1 

1 

1 

1 

1 

1 

No. 278-Dcentet bracket, with screws (for guide), each 

.25 

2 

2 

2 

2 

2 

0 

—-— 

No. 278-E end bracket, with screws (for guide) each 

.25 


Complete Per Sit <Liss Weights) 


$11.80 $12.75 $13.25 $13.85 I $14.75 $15.50 || Dinount ___ 


Note —Unless otherwise specified, fixtures complete will he sent. Always specify by number and 
state size of opening. 

Prices on galvanized fixtures quoted on application. 

Brackets should be spared not to exceed 30-inch centers. 










K1CI1 ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U. $. A. 


No. 279 

R-W Vertical Sliding Gable Door Fixture 



This fixture designed to meet the demand for a cheaper outfit than illustrated on opposite 
page and is only used with vertical sliding door as shown above. 

The guides operate in a steel track with brackets attached on 24-inch centers. This track 
completely covers the guides and protects them from the weather. To determine length of track, 
add the height of door at side to the height at center. Track is made in 6, 8 and 10-foot lengths. 

Door is counterbalanced by weights attached to a steel cable which passes over two cable 
pulleys, located above door. Door can be lowered or raised easily, permitting the use of the 
entire or part of the opening as desired. 

Counterbalance weights can be made of any convenient material. We recommend concrete 
weights, as they can always be made on the job. Concrete weighs 137 pounds to the cubic foot. 
Where 2 x 6-inch studding is used, weights should be 8 inches wide, 5 inches thick and height 
according to weight of door. 


PRICE LIST 

No. 279 fixtures only, less track, per set. $5.Sfl 

No. 278-CA steel cable (40 feet per set), per foot. .0* 

No. 279-TK track (with brackets attached 1 with screws (2 run* according to height of 

door), per foot... 

No. 279-A cable pulley, 8 inches diameter, with bolts (2 per *eO, each... . I.W 

No. 279-B guides with bolts (4 per set|, each.so 


Oijtftu nt 


Note —Unless otherwise specified, fixtures complete will be sent. Always specify by numlier and 
state height of door at side and also at center. 

Prices on galvanized fixtures quoted on application. 


[89] 





















RICHARDS-W1LC0X MFG. CO., AURORA. ILLINOIS, U.S.A. 


Floor Plans Showing Arrangement of Sliding Garage Doors 


F»c. 1 —Single Right Angle Sliding Door Fig. 2 —Double Right Angle Si ioing Doors 

Above Two Plan* Rfquire No. 235 Hanger* Illuftrated and Described On OrrostTB Page 


T/fAC« 


Fig. 4—Parallel Sliding Doors 


_. HAHtens -^ 

Fig. 7—Hinged Sliding Door* 


Fio. 5—Parallel Sliding Doors 


Fig. S—Sliding Folding Doors 


Nor*—Wicket door shown on right end door 


Plan in Fig. 3 is a single track outfit. Fig. 4, 5 and 6 require parallel track as illustrated and 
described on pages 94, 95. Fig. 7 requires curved track and the No. 235-1, 2, 5 and 6 Knuckle- 
Jointed Hangers. Fig. 8 requires hangers and track illustrated and described on page 92. 



Fig. 9 Parallel Sliding Door*, Rfquirino For One Door 
Knuckle-Joint Hangers and Comtolnd Curvr 


Fij:. 9 requires compound curve and parallel track as illustrated and described on pa^e 94. 
Note—A lways send sketch showing floor plan, when ordering. 

[90] 
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KICHARDS-W1LCOX MFG. Co., AURORA, ILLINOIS, U. S. A. 


No. 235 






Designed to use where, for lack of room, right angle doors arc necessary. As shown above, 
track on side wall is set over track above the opening. This requires that the outer end hanger 
have an extra long pendant. Track over opening must be slotted part way through at point 
where pendant of rear hanger on door comes, when door is in closed position. Blue print showing 
erection details furnished with each order. 

For use on double doors, specify for each door, one four-wheel hanger for outer end and one 
two-wheel hanger for inner end (where doors meet at center of opening). 

For doors 1} to 2 inches thick use No. 31 trolley track; doors 2\ to 3 inches thick, use No. 33 
trolley track. 

Hanger wheels are grey iron, lathe turned. Vertical adjustment. Ball-hearing swivel pendant. 


R-V\ 1 rolley Right Angle Door Hangers 

Made In Two Sizes and Five Styles 


Four-Wheel Hanger 
Short Pendant 
No. 235-1 
No. 235-2 


Four-Wheel Hanger 
I.ong Pendant 
No. 235-11 
No. 235-12 


This hanger utej 
over center of 
lunged doors as 
shown on Fig. 7 
Four Wheel Hanger 
No. 235-5 
No. 235-6 







PRICE 

LIST 






llrctr 

No. 

foe Track 

No. 

Diameter 

Wheel* 

Inch** 

Bearing* 

In 

Hanger 

Pwndjnl 

Top of Dixie to 
Bottom t>1 Float 
Track 

Cletnnce tisiiiiied 
above Bottom of 
Feont Track 

Weight 

Kadi 

Pounds 

PeU 

* lift 

Minimum 

Inches 

Maximum 

lnche> 

Side Wall 
Bracket 
Jnihe. 

Ceiling 

Biarket 

locket 

Refill at 
Each 

KntKkle 

Joint 

Ei.ti 

235-1 

31 

2* 

Roller 

Shorr 

1 

li 

7 

6 

3 

$2.50 

*3.50 

235-11 

31 

24 

Roller 

Long 



7 

6 

34 

2.50 


235-2 

33 

3 

Roller 

Short 

14 ' 

24 

-*4 

84 

6 

4.00 

5.00 

235-12 

33 

3 

Roller 

Long 



94 

84 

64 

4.00 

| « 

235-3 

31 

2* 

Ball 

Short 

1 

’ If' 

7 

6 

2 

2.50 

' . . . . 

235-4 

33 

3 

Roller 

Short 

14 

:: 

94 

8) 

3} 

4.00 

.... 

235-5 

31 

21 

Ball 

Short 

l 

If 

44 

34 

3 

, , , , 

3.50 

235-6 

33 

3* 

Ball 

Short 

14 

24 

6 

45 

6 

.... 

5.00 


Discount ... 

Note —Tracks and brackets illustrated, described, and priced on pages 50, 51 and 52; door bolt, 
see page 100; stops and guides, see page 99. 

Knuckle-jointed hangers are used with doors illustrated in Fig. 7 and 9. 

Directions for Ordering —State following: First —Size of opening. Second —Distance between 
jamb and side wall (Fig. 7 requires 24 inches for curve). Third —Are doors single or double. 
Fourth —If double, do the)' slide right and left (as Fig. 2) or both one way (as Fig. 7). Fifth — 
Distance door laps on jamb. Sixth —Always send sketch of floor plan with above dimensions 
inserted. 

Note —Always specify by number the hangers, track and brackets desired. 

Brackets should be spaced not to exceed 30-incli centers. [ 91 ] 






RICHARDS-WILCOX MFC. CO.. AURORA, ILLINOIS, V. S. A. 


No. 435 

R-W Sliding Folding Garage Door Roller-Bearing Hanger 

Meets the demand for a 

fixture that will allow hinge ■>,____ -'--ft 

doors to fold and swing in- IS" S'" ... 

side of building requiring I _ = "”-“|y —' 

***** —> onf ^ ir |J | ^ I H e 

width of wall space adjoin- j I T— 

ing the opening (see floor- j I j jlj, jy If/ji 

plan, page 90). Blue print Mj 9 ■_M_ 

thick, No.' ^ 

3 inches thick. Center 
brackets are swivelled to per¬ 
mit track to be set at angle suitable to thickness of doors. Hangers support and guide the end of 
the doors. Wheels are grey iron, lathe turned. Vertical adjustment. Ball-bearing swivel pendants. 

No. 517 top and bottom bolts are required to lock tile doors in place (see illustration above, 
description and price on opposite page) ; No. 271 floor guides are required in the center of open¬ 
ing, and two No. 301-72 bumper shoes are attached to lower corner of first door to prevent 
chafing by guide. 

PRICE LIST 

No. 435 hanger, each....,.$5.JO 

No. 435-C center bracket, each.JO 

No. 435-E end bracket, No. 1 or No. 2 size, each. . j.nn 

No. 415-1 intermediate bracket. No. 1 nr No. 2 size, each. .70 

No. 31, 16 gauge track, (Page 52), per foot. 19 

No. 271 adjustable floor center door guide (Page 99), each.$n 

No. 301-72 steel bumper shoes, each.. 

Discount ... 

Directions for Ordering —State width and height of opening, also thickness of doors. 

Note—A lways specify by number. Unless otherwise specified, fixtures complete with top and 
bottom bolt will be sent. H e do not furnish the hinges that are required. 


DETAIL OF PARTS 



d 




No. 435 
Hanoi * 


No. 435 C Ctnter 
Bracket 


\o. 43 5-E E.vn Brack i t 


No. 435 1 Ixt i- r• 
m f mat i Bracket 


N«». 271 Fioow (Ji ir»r 
With No. Jul 72 
BuMrm Shoe 











RICHARDS-WILCOX MFC. CO.. AURORA. ILLINOIS. ll.S.A. 


No. 517 

R-W Top and Bottom Bolt for (Jarage Doors 

Made Is Tiiatr. Sizts 





££c 


Locks doors at both top and bottom with one move¬ 
ment of lever handle. 

So constructed that when bolted or unbolted the ends 
of connecting rods, where attached to the lever handle are 
off center so that bolt maintains its position by gravity and 
cannot be changed except by moving the lever handle. 

Made in three sizes and adjustable for .doors of various 
heights. No. 1 for doors from 7 to 8 feet high, No. 2 for 
doors 8 to 9 feet high. No. 3 for doors 9 to 10 feet high. 
Furnished for other height doors if required. Adjustment 
is positive and is securely locked. Suitable for use on 
inside of building. 

Packed regularly with screws, sill and lintel plates for 
hinged doors swinging out. Finish, black enamel. Weight: 
No. 517-1. 10 pounds; No. 517-2, lOf pounds: No. 517-3, 
114 pounds. 

Special adjustable top keepers shown in Figs. 1 to 5 
furnished when required, suitable for the following instal¬ 
lations. 

Fig. 1—Hinged flush door swinging in and also is 
used with No. 435 fixtures. 

Fig. 2—LJ-inch to If-inch lap hinged doors swinging 
in; for right angle door using No. 31 track or sliding 
doors using Nos. 31, 32 or 232 track. 

Fig. 3—2-inch to 2}-inch lap hinged doors swinging 
in; right angle or sliding doors, any track. 

Fig. 4—21-inch to 2J-inch lap hinged doors swinging 
in: right angle or sliding doors using Nos. 31, 32 or 
232 track. 

Fig. 5—3-inch to 3f-inch lap hinged doors swinging 
in; right angle or sliding doors using any track. 

Note— Extra charge is made for keepers shown in 
Figs. 2, 3, 4 and 5. 

PRICE LIST 


No. 517-1 lop and bottom bolt (for doors 7 to X feet high I. each. 

No. 517-1 top and bottom bolt, with special keepers. Fig. 7, 3, 4 and S..._ . 

No. 517-7 lop and bottom holt (for doors S feet 1 inch to 9 feet high), each 

No. 517-7 top and bottom bolt, with special keepers. Fig. 7, 3, * and S .... 

No. 517-3 top and bottom bolt (for doors 9 feet I inch to 10 feet high), each 

No. 517-3 top and bottom bolt, with special keepers. Figs. 7, 3, 4 and S. 

Discount 


$5.00 

5.50 

5.50 
6.00 
<.00 

6.50 



Fio. 1 Fic. 2 Fig. 3 Fig. 4 

Directions for Ordering— State the following: First —State height of door Sccoml- 
or swing door. Third— If swing door, does same overlap jamb or set in flush. Fourth 


swing in or out. 
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RICHARDS-WILCOX MFG. C0-, AURORA. IU.INOIS. U.S.A. 


R-W 

Parallel Door 
Equipment 


For Garaces, 
Stabees and 
Lumber Sheds 


Illustration shows the ap¬ 
plication of R-W Ball-Bear¬ 
ing Garage Door Hangers 
to parallel sliding doors. 
Double side brackets arc 
bolted through wall or se¬ 
cured with expansion bolts. 
Where triple brackets arc 
used for three parallel doors, 
ceiling brackets are prefer¬ 
able. We can make special 
brackets, extension rods, etc., 
to suit your requirements. 
For head room required 
above top of door, see 
bracket dimensions on pages 
53, 54, 55. On heavy doors, 
brackets should be spaced not 
to exceed 24-inch centers. 


Parallel Track With Dovbu Side Bracket* 


WHAT TO SPECIFY AND PRICE LIST 


Black Black 
Straight Corvid 
...$.19 $1.20 

... .28 1.60 


TRACK 

No. 31 track, 16 gauge, per loot. 

No. 32 track, 14 gauge, per foo*.. 

No. 33 track. 13 gauge, per foot. 

No. 232 track, 14 gauge, per foot. 

For full size cross sections, see page 52. 

No. 172 adjustable parallel door floor guide (Page 99), each. 

Brackets furnished to suit requirements. For prices, etc., see pages 50, 51 

Note —Always send sketch showing floor plan, when ordering. 

Always specify by number and if any hangers are to operate on curved track, add the word 
“knuckle-joint” to number in your specification. (See floor plans, page 90, Fig. 9.) 

Further information contained in working blue prints on request. 


Nanc^' 

N«- 

Uetcnptiofl on 

Pk<« 

For Track 

No. 

For Doors 
Weigkin* 
Pounds 

Tfcickoew of 

DOOI 

Inchcf 

Regular, Per 
Fair 

Uit Pr s« 

Knuckle Joint 

Per Pair 

20* B 

57 

31 

300 

U to 2* 

*2.25 


27* 11 1 

62 

31 

401) 

1! to 2 

3.25 

54.70 

27* It-2 

62 

31 

400 

2* to 21 

3.25 

4.70 

28* B 1 

73 

32 

500 

11 to 2 

4.01) 

6.00 

28* B 2 

73 

32 

500 

2* to 21 

4.00 

6.00 

29* B 1 

76 

232 

600 

lj to 2 

4.60 

6.60 

29* B 2 

76 

232 

600 

2* to 3 

4.60 

6.60 

123* B 1 

79 

33 

700 

11 to 2 

6.20 

8.20 

123* B-2 

79 

33 

700 

21 to 3 

6.20 

8.20 

















RICHARDS WILCOX MFC. CQ., AURORA, ILI.INOIS, 


tl. S. A. 



Nos. 256, 257, 258 and 259 
R-W Parallel Door Equipment 

Track Assembled With Weather Strip 
Made in Four Sizes or Track 



Track as shown above is assembled complete in sections to accommodate different size openings. 
Cross section details shown on page 103. 

Weather strip extends below top of door which makes equipment absolutely storm-proof. 
The efficiency and durability of this equipment has been demonstrated by its successful use on 
garages in different parts of the country. 

Hangers for above equipment are same described on opposite page. 

PRICE LIST 


No. 256 parallel track, No. SI sire, with weather strip, per foot. . .$ .SO 

No. 257 parallel track. No. 32 size, with weather strip, per foot.. 1.10 

No. 258 parallel track, No. 33 sire, with weather strip, per fnnt. 1.70 

No. 259 parallel track, No. 212 size, with weather *>trip. per foot . .. 140 

No. 172 adjustable parallel door floor guide, (page 99), each. 1.00 


Discount 

Note —Brackets arc assembled to track and above price includes same. 

Always tend sketch showing floor plan , tv hen ordering, and specify by number . 
Further information contained in working blue prints on request. 
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Nos. 251 and 253 
R-W Parallel Door Equipment 

Trolley Track Ttpe 

Designed Especially for Freight Houses, Warehouses, 
Lumber Sheds and Pier Doors 



Hangers Have Roth Vr.imcAL and Lateral An.ivsTMrNT 


Richards-Wilcox parallel door equipment insures successful operation of continuous parallel 
doors, and has been especially developed for use on warehouse and freight station doors. Permits 
an opening at any place desired, eliminating necessity of spotting cars at any particular point. 

I rack as shown above is assembled complete in sections to accommodate different size open¬ 
ings. It is suitable for attaching to any construction. Cross section details shown on page 103. 

Weather strip extends below top of door which makes equipment absolutely storm-proof. The 
efficiency and durability of this equipment has been demonstrated by its successful use on large 
constructions in different parts of the country. 

PRICE LIST 


No. 251 parallel track, No. S3 &ize, with weather strip, per foot. .$1.60 

No. 25S parallel track. No. JJ size, with weather strip, (page 103), per foot. |,$o 

No. 15QVB-1 or 2 Overall hanger {s»ee page 81), per pair. . .... 6.40 

No. 70-2 flush pull (see page 102), each. .25 

No. 519 door bolt (see page 1021, each. ... . .. 1.50 

No. 738 guide plate (see page 98J, each..... . .50 


Discount 

Note—B rackets arc assembled to track and above price includes same. 

•Always send sketch shott ing floor plan, when ordering, and specify by number . 
Further information contained in working blue prints on request. 
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No. 255 

R-W Parallel Door Equipment 

Round Track Tvpe 

Used Extensively by Railroads for Freight House and Pier Doors 



Hakoehs Have Both Vertical and Lateral Aojoitment 


The above round track parallel door equipment operates in same manner as trolley track 
illustrated on opposite page. This type has proven very popular with railroads and its dura¬ 
bility has been demonstrated by its successful use on large freight houses in different parts of 
the country. Views of these will be sent on request. 

This equipment permits an opening at any place desired, eliminating necessity of spotting cars 
at any particular point. 

Track as shown above is assembled complete in sections to accommodate different size open¬ 
ings. It is suitable for attaching to any construction. Cross section details shown on page 103. 

Weather strip extends below top of door which makes equipment absolutely storm proof. 

PRICE LIST 


No. 2SS Parallel track. No. 542-C size, with weather strip, per foot.$1.60 

No. 642-5 Hanger (see page 104), per pair. 7-SO 

No. 70-2 Flush Pull (see page 102), each.25 

No. 519 Door boll (9ec page 102), each. 1.50 

No. 73S Guide plate (see page 98), each.SO 

DiuouHt . 


Mote— Brackets arc assembled to track and ahove price includes same. 

Always send floor flan when ordering, and specify by number. 

Further information contained in working blue prints on request. 

[97] 










































RICH ARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U. S. A. 


No. 736 

R-W Door Guide and Weather Strip 

Kffps the Garage Warm 



With this construction, door can be hung to clear 
floor, and the steel strip completely covers and pro¬ 
tects the opening, also prevents doors from warping. 
Opening in lower guide allows water to drain. 
Especially desirable for parallel doors; prevents 
their chafing. Made of heavy steel and can be set 
into concrete or wood floor. Steel door strip is 
4 x -jAj inches; floor strips, 34 x § inches. Bolts are 
spaced on 24-inch centers. Weight: door strip, per 
100 feet, 250 pounds: floor guide, 900 pounds. 
Note —When ordering state: Thickness and width 
of door, if singlr, double or triple parallel and 
width of opening. Always send floor plan. 

PRICE LIST 

No. 736 Door guide and floor strip (assembled), 
per foot .$1.00 

Dijrount ...... 


No. 737 

R-W Door Guide and Weather Strip 

This is the same as above but of lighter construction. Door 
strip, 34 inches by 10 gauge; floor strips, 34 x W inches. 
Weight: door strip, per 100 feet, 150 pounds; floor guide, 
450 pounds. 

PRICE LIST 

No. 737 Door guide and floor strip (assembled), per foot.$ .60 

Discount _____ 

See above note when ordering. 


No. 738 

R-W Guide Plate 

Used on parallel doors. See illustration on pages 96, 97, 
Prevents doors from swinging and chafing. Made of steel 
6 inches wide, | inch thick, 11 inches long. Finish, black 
enamel. Packed in bulk. Weight, each, 4 pounds. 

PRICE LIST 

No. 738 Guide plate, each .$ .50 

DijtounL ...- 
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R-W Floor Door Stops anil Guides 



No. 172—R-W Adjustable Parallel 
Door Floor Guide 


No. 171 — R-W Cast Floor Center Stop 

(Wilcox No. 193) 

Made in Three Sizes 

Floor stop for use with pairs of doors. Can lx* 
fastened to floor or imbedded in concrete. Made 
of grey iron. 

PRICE LIST 

No. 171 • I For doors 2 inches thick* weight 44 lbs., 

per dozen.$6.00 

No. 171-2 For doors 2* inches thick, weight 4Ji lbs., 

per dozen..... 7.50 

No. 171-3 For doors 3 inches thick, weight 54 lbs., 

per dozen...-. 9.00 

Din ourst .. 


For use with parallel sliding doors. Guides the 
bottom of the doors and prevents chafing. 

Suitable for use with concrete or wood floors. 
Adjustable for doors 1} to 3 inches thick. 

Weight, 5 pounds. 

PRICE LIST 

No. 172 Adjustable parallel door floor guide, vrieli 
.crews, each.$1-50 

Ditcount . 

No. 271—R-W Adjustable Floor 
Center Door Guide 




For use with pairs of sliding garage doors. Guides the 
bottom of doors and holds same in place when closed. 
Suitable for use with concrete or wood floors. 
Adjustable for doors 1 j to 3 inches thick. 

Weight, 4 pounds. 

PRICE LIST 

No. 271 Adjustable floor center door guide, with screws, 


each .... $ -80 

No. 301*72 Steel bumper shoe, each .10 


Discount .. 

Note—T wo bumper shoes are used on each end of door. 
Specify on order if same are desired. 


No. 272—R-W Adjustable Floor End 
Door Guide 

For use with sliding right-angle garage doors. Holds 
the bottom of doors in position when either opened or 
closed. 

Suitable for use with concrete or wood floors. 
Adjustable for doors lj| to 3 inches thick. 

Weight, 3 pounds. 

PRICE LIST 

No. 272 Adjustable floor end door guide, with screws, each $ .60 

No. 301-72 Sreel bumper shoe, each...10 

Dijiount .*... 

Note _Two bumper shoes are used on each end of door. 

Specify on order if same are required. 
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No. 516 

R-W Parallel Door Bolt and Lock 



Moit Satisfactory Locking Device For Parailel Garage ano Barn Doors 


Designed especially for garage doors operating on parallel track, but may be used on single 
doors by inserting keeper casting in the jamb on side wall. 

This bolt can be used with No. 235 Single Garage Doors. (See page 91.) 

Made of malleable iron and steel. 

Suitable for doors 1} to 3 inches thick. 

Lock is inserted in the stile of door, the key or bolt passing entirely through the stile of 
door oil the inside track and into the keeper in the stile of the outside door. When used with 
single doors, this bolt passes into the keeper inserted in the jamb. 

13y turning the handle, doors are drawn together and held in that position by a stop lug rest¬ 
ing in a notched section on the lock plate. This prevents turning of bolt or same being removed 
or doors opened. 

When used on the outside of building, a padlock can be attached, thus providing a combined 
bolt and lock. 

Doors should lap each other or jamb at least 2 inches. 

Finish, regular black enamel; other finishes furnished on application. Packed, one in metal 
edge box, complete with bolts and screws. 

Weight, each, 3 pounds. 


PRICE LIST 

No. 516 Parallel garage door bolt, regular finish, each. 


$1.50 
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Discount . 









□ 


«K2S* 

ijSj 


RICHARDS-WILCOX MFG- CO., AURORA. ILLINOIS, U S A. 



No. 518 

R-W Parallel Door Bolt 

For Heavy Freight or Warehouse Parallel Doors 



Most Satisfactory Lockiko Drticr For Parallel Freight or Warehouse Doors 


Designed especially for doors operating on parallel track, but may be used on single 
doors by inserting keeper casting in the jamb on the side wall. 

Made of malleable iron and steel. 

Suitable for doors 24 to 3 inches thick. _ _ 

Lock is inserted in the stile of door, the key passing entirely through the stile of door on 
the inside of track and into the keeper in the stile of the outside door. \\ lien us*ed with single 
doors, this bolt passes into the keeper inserted in the iamb. 

By giving key quarter-turn to left, latch drops by gravity, holding the key to prevent it from 
turning or being removed. 

Doors should lap from to 6 inches for this bolt. 

Finish, black enamel. Packed, one in metal edge box, complete with bolts and screws. 
Weight, each, 5 pounds. 

PRICE LIST 

No. SIS Parallel warehouse door bolt, each...$1.50 

Discount. -- 


[ 101 ] 











For Hfa at Funciir o« Wauhwk Parallel Poors 
A j IlLl’SFRArFP OS Paces "»<•. 97 



Locks Docks Avtcaiaiicaiiv, Fksm Ismpk Oxiv 


Bolt made of malleable iron anti mounted on steel plate. 

As shown in illustration above, bolt drops by gravity through slot in guide strip and 
automatically locked in place. 

Length of bolt on door, 15 inches, 1" inches over all, when in locked position. 

Finish, black enamel. Packed in bulk with bolts and screws. 

Weight, each, 31 pounds. 


PRICE LIST 

No. $19 P.ir.il Icl door jcriwity boll, each . 


....$1.50 



Dijutunt 


No. 70-2 

R-W Steel Flush Pull 


These pulls are used with the parallel freight and warehouse 
doors illustrated on pages %, 97. 

Made of strel anil linished black enamel. 

Packed in hulk. Weight, each, I pound. 


PRICE LIST 

No. 70- 2 Plush pull, each..., . 


$ 
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Discount 
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No. 642-5 

R-W Czar Round Track Adjustable Door Hanger 


Distinct top of 
door to center of 
Trick: Minimum, 
2 H inches: 
Maximum, 
5 inches. 

Center of trick 
to bolt bole, 
inches. 

Clearance above 
center of track, 
5 \\ inches. 



Adjustable Ttee 



Especially designed and constructed to meet the demand for an adjustable hanger to accom¬ 
modate and insure easy operation of heavy warehouse or freight station doors, fire doors and par¬ 
allel equipment. 

Wheel, malleable iron, lathe turned, 4£ inches diameter. Frame, malleable iron, extra 
heavy and ribbed back. Bearings, hardened steel rollers. Finish, black enamel. Limit roller 
eliminates binding of hanger on track and prevents derailment of door. Adjustment, lateral and 
vertical, with positive lock. For doors 1} to 3$ inches thick. Length: minimum, 21$ inches; 
maximum, 23 J inches; 7 inches wide. Packed 3 pairs in crate. Weight: hangers, per pair, 33 
pounds; track with brackets, per foot, 2\ pounds. 

PRICE LIST 


No. S42-5 Hangers, per pair.. 

No. 542-C Track (page 111) in 4, 6, 8 and 10-faoe lengths (10 pieces to bundle), with 
movable malleable brackets, per foot.... 


Discount. _ 

Note—W hen ordering state thickness of doors, width of opening, number of pieces and lengths 
of track desired. 

Brackets should be spaced not to exceed 24-inch centers. 
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Fuli Size Cno>5 Section or 
No. 542-A No. 1 Round 
T*ack Used With No. 
542-A Hangers. 
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No. f>44 

R-W Hup Round Track Barn Door Hanger 

(Wilcox No. 644) 



Wheel, grey iron, lathe turned, 2k inches diameter. Frame, malleable iron, ribbed back. 
Bearings, steel rollers. Finish, black enamel. Limit roller prevents binding or derailment of 
door. For doors 1} to 2 inches thick. Length over all, 11 inches; width, 5k inches. Packed one 
pair of hangers with carriage bolts, one center and two end brackets in metal edge box; one dozen 
pairs in crate. Track in bundles; extra brackets in bulk. Weight: hangers, per dozen pairs, 110 
pounds; track, with brackets, per 100 feet, 110 pounds. 


PRICE I-IST 


No. 644 Hangers, per do 2 en pair.....* 19 10 

No. 542-B Track (page 111) in 4, 6, S and 10-foot lengths (10 pieces to bundle) with 
movable malleable brackets, per 100 feet. 1+ -"" 


Dijcount 


Note—W hen ordering always state number of pieces and lengths of track desired. 
Brackets should be spaced not to exceed 24-inch centers. 
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No. 243 

R-W Sure-on Roller-Bearing 
Round Track Barn 
Door Hanger 


No. 343 

R-W Pony Roller-Bearing 
Round Track Barn 
Door Hanger 



(Wilcox No. 645) 


(Wilcox No. 543) 


Distance top of door 
to center of track, 
w. 243, 2 in dan j 
No. 343, 2 inches. 


Clearance above 
center of track, 4 
inches on either. 


243 No. I. 


Wheels, grey iron, lathe turned. Pendants, steel. Bearings, steel rollers. Finish, black enamel. 
Limit roller prevents binding or derailment of door. No. 243 for doors 1$ to 2 inches thick; No. 
343 for doors up to 1 j inches thick. Packed one pair of hangers with carriage bolts and one 
track connection in metal edge box; one dozen pairs in crate; track in bundles. Weight: track, 


Fun- Sizr Caoss Section 
No. 243-1 Tine* 


per 100 feet, with brackets, 120 pounds. 

PRICE LIST 


No. 

Dim«*Mun» ol Prndlbl 

Dlamcirr 

Wheels 

Weight pn dozen 
Pill 

List Price 

243 

13 x 21 x -r. 

24 inches 

120 pounds 

Per Dozen pair. 515 00 

343 

111 x2J x tV 

24 inches 

K5 pounds 

i’-'i l 1 ten pair, 13.00 

No. 245-1 Track (page 111) in 4, 6, 8 

and 10-foot lengths (10 pieces (o bundle), with 

riveted steel 

brackets, per 100 feet... 





Discount. 

Note —When ordering always state number of pieces and lengths of track. 
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Distance top of 

of track: No. 
462-1. inch; 
No. 462*2, 
1 inch. 

Clearance above 
center of track: 
No. 462-1. 

inches; No. 
462-2. 4 inshe*. 



Wheels, grey iron, lathe turned. Pendants, steel. Bearings, steel rollers. Finish, black 
enamel. Limit guide prevents binding or derailment of door. No. 462-1 for doors up to lj 
inches thick; No. 462-2 for doors IJ to 2 inches thick. Packed one pair of hangers with carriage 
bolts and one track connection in metal edge box; one dozen pairs in crate; track in bundles. 
Weight, track, per 100 feet, with brackets: No. 542-A-2, 80 lbs.; No. 243-2, 120 lbs. 


PRICE LIST 


Manaef Track Dimensions of Diiaru-t Wright pet Ooxen 

No, No Pe«4mt Wheels 1 Pait Ust Price 

462-1 A-2 91x3 x i 2Inches 

462-2 | 243-2 _ loj \ 90 pound* | 12 00 

No. 542*A No. 2 track (page 111) in 4, 6, 8 and 10-foot lengths (10 pieces to bundle), 

with riveted malleable brackets, per 100 feet.$10.00 

No. 24J-2 Track (page 111) in 4, 6, K and 10-foot lengths (10 pieces to bundle), with 
riveted malleable brackets, per 100 feet... 12.00 


Note—W hen ordering always state number of pieces and lengths of track. 
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No. 543 

R-W Red Runner Roller-Bearing Round Track 
Barn Door Hanger 

For Full Size Cross Section of Track, See Pace 109 


DitUiRe top of 
door in center of 
I ■ 

Clearance above 
center of track. 
3*4 ittche*. 




Wheel, grey iron, lathe turned, 24 inches diameter. Hood, malleable iron, protects wheel 
from weather. Bearings, steel rollers. Finish, black enamel with wheel finished in red. Adjust¬ 
ment, lateral only. Flexible joint. Apron, hinged, 6 inches long, 3$ indies wide, £ inch thick. 
For doors 1} to 24 inches thick. Packed one pair of hangers with carriage and stove bolts, and 
one track connection in metal edge box; one dozen pairs in crate; track in bundles. Weight: 
hangers, per dozen pairs, 115 pounds; track, per 100 feet, 120 pounds. 

PRICE LIST 

No. 543 Hangers, per dozen pairs.$17.50 

No. 243-1 Tiack (page 111) in 4, 6, 8 and lO-foot lengths (10 pieces co bundle), with 
riveted bracket*, per 100 feet....... 12.00 

Diifount ...... ___ 

Note— When ordering always state number of pieces and lengths of track. 
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N<»- 542-A N<» I Movabm 
Malm >1111 Bracket 
Ti ii'uh Track With No. 

512 • A Ce n »t * Brack11 anu 
N«i M2-A fc\ o Bracket 


No. 542-B Movable 
Maim ah t Bracket 
Tubular Track With 
N o. 542-B Cknti l 
Bracket ako No. 542 I 
End Bracket 


542C Movable Malleable Bracket Tubular Track 
With No. 542-C Center Bracket and 
N o. 542-C End BuACKrr 


Tuck No. 

Gauge Steel 

Ouuidt* Diameter 
Inches 

Sundai-1 LvtiKthi 

■ 

Pioivt III 

Bundle 

Wei flit 8 per 1110 ft 
uilli Bucket. 

foilfrAt 

fticr Lift per 
100 Ivvl 

243-1 

14 

1A 

4-6-8-10 

10 

120 

$12.00 

243 2 

14 

1A 

4-6-8-10 

10 

120 

12.00 

S42A-Nn. t 

14 


4-6-8-10 

to 

72 

11.00 

542A-No. 2 

14 


4-6 8-10 

10 

80 

10.00 

542B 

14 

lA 

4-6-8-10 

10 

110 

14.00 

54 2C 

10 

ItV 

4-6-8-10 

10 

225 

30.00 


BRACKETS 


No. 542-A No. I Center brackets, les* screws, each.$ .04 

No. 542-A No. 1 End brackets, less screws, each .04 

No. 542-B Center brackets, less screws, each..06 

No. 542-B End brackets less screws, each.06 

No, 542-C Center brackets, less bolts, each. .16 

No. 542-C End brackets, lens bolts, each.16 


U mount .... 

Note —When ordering state length and number of pieces required. No. 542-C track is always 
furnished for 2f-inch doors unless otherwise specified. 

Brackets should be spaced not to exceed 24-inch centers . [HI] 
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No. 37 

R-W Ajax Roller-Bearing Barn Door Hanger 

Made in Two Sizes 
For Doors If Inches Thick 


No. 1 Size. Track, 1 x yV inch. No. 61 type. Wheels, grey 
iron, 3 inches diameter. Bearings, steel rollers. Pendant, steel, 
3} x j inches, 104 inches long. 

No. 2 Size. Track, 1} x inch, No. 63 type. Wheels, grey 
iron, 4 inches diameter. Bearings, steel rollers. Pendant, steel, 
4xJ inches, 12 inches long. Finish, japan. Hangers packed one 
dozen pairs in crate; track, ten pieces in bundle. Weight: per 
dozen pairs. No. 1, 80 pounds; No. 2. 95 pounds; track, per 100 
feet, No. 61, 80 pounds; No. 63, 100 pounds. 

PRICE LIST 


No. 37-1 Mangers, per dozen pairs...$15.00 

No. 37-2 Hangers, per dozen pairs. 18.00 

No. 61 Track, (Page 122) per 100 feet. 5.00 

No. 63 Track, (Page 122) per 100 feet. .. 6.50 


Discount 




No. 43 

R-YV Kzy Roller-Bearing Barn Door Hanger 

(Wilcox No. 143) 

Made in Two Sizes: For Doors lj Inches Thick 


No. 1 size track, 1 x yV. inch. No. 61 type. Wheels, grey iron, 3} inches 
diameter. Bearings, steel rollers. Pendant, steel, Ux t \ inches, 12 inches long. 

No. 2 size track, lj x yV inches, No. 63 type. Wheels, grey iron, 3j inches 
diameter. Bearings, steel rollers. Pendant, steel, 2x inches, 15 inches long. 
Finish, japan. Hangers packed one dozen pairs in crate; track, ten pieces in 
bundle. Weight: per dozen pairs. No. 1. 50 pounds; No. 2, 75 pounds; track, 
per 1 (H) feet, No. 61, 80 pounds; No. 63, 100 pounds. 

PRICE LIST 

No. 43-1 Hangers, per dozen pairs... Jjj 

No. 43-2 Hangers, per dozen pairs. 14 

No. 61 Track (page 122), per 100 feet. 5 , 

No. 63 Track (page 122), per 100 feet. 6.50 
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Discount 
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No. 38 

R-W World Roller-Bearing Barn Door Hanger 

Made in Three Sizess For Doors 13 Inches Thick 



Adjustable limit stop permits use of track 1 to 1} inches wide and also prevents hanger 
from jumping off of track. Wheels in all sizes are grey iron. Bearings, steel rollers. Pendants, 
steel, with hood to protect wheel from weather. Finish, japan. Hangers packed one dozen pairs 
in crate; track, ten pieces in bundle. 


No. 

P»o4inta 

Ir.cbei 

Dufertcf Wheels 

Track 

Wll< 

iiir 

Inches 

No. 

Six* la. hua 

H jntfvr., 1 dag . pt. 

Trjilc, 10M F«*l 

38-1 

12x1 

3f 

61 

i x A 

85 lhs. 

80 lbs. 

38-2 

13x1 x i 

4 

63 

H * A 

no ihs. 

100 lbs. 

38-3 

14xlfx i 

5 

68 

1 i x i 

145 lbs. 

m ibs. 


PRICE LIST 


No. 38-1 Hangers, per dozen pairs.$15.00 

No. 38-2 Hangers, per dozen pairs. 18.00 

No. 38-3 Hangers, per dozen pairs. 22.00 

No. 61 Track (page 122), per 100 feet. 5.00 

No. 63 Track (page 122), per 100 feet. 6.50 

No. 68 Track (page 122), per 100 feet. S.OO 


Discount 
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No. 41 

R-W Universal Roller-Bearing Steel Barn Door Hanger 


(Wilcox No. 142) 
Made in Three Sizes 



For Doors If. Inches Thick 


Wheels, in all sizes, are grey iron. Bearings, steel rollers. Pendants, steel w ith hood to pro¬ 
tect wheel from weather. Finish, japan. Hangers packed one dozen pairs in crate; track, ten 
pieces in bundle. 


No. 

Pendants 

Ini Im*« 

Dumplrr Wt.ppls 

Track 

VP MONT 

IndiFi 

No. 

Sis* Incite* 

Hancpr*, 1 do*, pr 

Track, two le*i 

41-1 

12 x 1 x A 

31 

61 

1 

85 Ihs. 

80 lbs. 

41-2 

13x1 x \ 

4 

63 

lix A 

110 Ihs 

100 lbs. 

41-3 

14 x 11x 1 

5 

68 

1 \ x i 

145 lbs 

130 Ilia. 


PRICE LIST 


No. 41-1 Hanger*, per dozen pairs.$!S.OO 

No. 41-2 Hangers, per dozen pairs. 18.00 

No. 41-3 Hangers, per dozen pairs. 22.00 

No. 61 Track (page 122), per 100 feet. S.00 

No. 63 Track i page 122), per 100 feel . 6.50 

No. 68 Track (page 122), per IDO feet. 8,00 
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No. 42 

R-VV hrie Anti-Friction Barn Door Hanger with 
Traveling Wheel 

(Wilcox No. 136) 

Made in Foua Sizes 



For Doors I Va Inches Thick 


Wheels in all sizes are grey iron. Bearings, anti-friction, loose axle. Pendants, steel, with 
hood to protect wheel from weather. Finish, japan. Hangers packed one dozen pairs in crate, 
except No. 6, one-half dozen pairs in crate; track, ten pieces in bundle. 


No. 

PvnijfiU 

Inches 

Diametei Wheel* 
laches 

Track 


Wmr.tn 

So. 

Size laches 

Mangers, 1 do*. 

P»- 1 

Trick, ini t?et 

42-3 

llxl XA 

31 

61 

1 XlV 

110 lb*. 


80 lbs. 

42 4 

12x1 x i 

4 

63 

HxA 

140 ii*c 


100 lbs. 

42-5 

1-1 X 1 i X 4 

5 

68 

lix 1 

175 lbs. 


130 lbs. 

42-6 

17x1$ x ‘m 

6 

69 

11 X 1 

320 lbs. 


140 lbs. 


PRICE LIST 


No. 42-3 Hangers, per dozen pairs. $15.00 

No. 42-4 Hanger*, per dozen pair*. 18.00 

No. 42-5 Hangers, per dozen pairs. 25.00 

No. 42-6 Hangers, per dozen pairs. 36.00 

No. 61 Track (page 122), per 100 feet. 5 00 

No. 63 Track (page 122), per 100 feet. 6.50 

No. 68 Track (page 122), per 100 feel. 8-00 

No. 69 Track (page 122), per 100 feet. 8.50 


Diuuunt 
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H 
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No. 147 

R-W Flex Roller-Bearing Flexible Barn 
Door Hanger 



Track, H x/..-inch, No. 50 type. Wheels, grey iron, 3.1 inches diameter. Bearings, steel 
rollers. Finish, japan. Adjustment, lateral only. Flexible joint. Apron, hinged, 6 inches long, 
4 inches wide, J inch thick, punched for W.-inch bolts. For doors 1 '{ to 2 inches thick. Packed 
one pair hangers with carriage bolts in metal edge box, 12 pairs in crate; track, ten pieces in 
bundle. Weight: hangers, per dozen pairs, 110 pounds; track, per 100 feet, 110 pounds. 

PRICE LIST 


No. 147 Hangers, per dozen pairs...$16.00 

No. 50 Track (page 122), per 100 feet. 7-20 


Dijcount. _ 
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RICHARDS-WILCOX MFG. CO, AURORA, ILLINOIS, U.S. A. 



No. 247 

R-W Ever-on Roller-Bearing Adjustable Hinged 
Barn Door Hanger 



Track, H x ^-inch, No. 50 type. Wheels, grey iron, 31 inches diameter. Bearings steel 
rollers. Finish, japan. Adjustment, lateral only. Flexible joint. Apron, steel, 1 x finch, 6* 
inches long, punched for -ft-inch bolts. For doors 1J inches thick. Packed one pair hangers with 
carriage bolts in metal edge box, 12 pairs in crate; track, ten pieces in bundle. Weight: hangers, 
per dozen pairs, 110 pounds; track, per 100 feet, 110 pounds. 

PRICE LIST 

No. 247 Hangers, per dozen pairs. 

No. SO Track (page 122), per 100 feet. '~ u 


Discount 
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Ru U S On 


No. 843 

R-W Aurora, Jr. Roller-Bearing Flexible 
Barn Door Hanger 

( Wilcox No. 843) 



Track, 1] x T \-inch. N T o. 50 type. Wheels, grey iron, 3 inches diameter. Bearings, steel rollers. 
Hood, malleable iron. Protects wheel from weather. Finish, japan. Flexible joint. Apron, hinged, 
5 inches long, 2J inches wide, jj-inch thick, punched for ,Vinch bolts. For doors 1} to 2 inches 
thick. Packed one pair hangers with carriage bolts in metal edge box, 12 pairs in crate; track, 
ten pieces in bundle. Weight: hangers, per dozen pairs, 85 pounds; track, per 100 feet, 110 
pounds. 

PRICE LIST 

No. 843 Hangers, per dozen pairs...$16.00 

No. 50 Track (page 122), per 100 fee*. 7 20 

Dim aunt ... 

[ns] 
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No. 1143 

R-W Aurora Roller-Bearing Flexible Barn Door Hanger 

(WllCOJf No. 114J) 



Track, 1} x -[Vinch, No. 50 type. Wheels, grey iron, 3 inches diameter. Hearings, steel 
rollers. Hood, malleable iron. Protects wheel from weather. Finish, japan. Adjustment, lateral 
only. Flexible joint. Apron, hinged. 6 inches long. 3i inches wide, inch thick, punched for 
fij-inch bolts. For doors 1} to 2 inches thick. Packed one pair hangers with carriage bolts in 
metal edge box, 12 pairs in crate; track, ten pieces in bundle. Weight: hangers, per dozen 
pairs, 100 pounds; track, per 100 feet, 110 pounds. 

PRICE LIST 

No. 1143 Hangers, per dozen pairs. $l<nn 

No. 50 Track (page 122), per 100 feet. ' 


Dijfount. 


rm] 








No. 44 

R-W Tandem Roller-Bearing Barn and Warehouse 

Door Hanger 

(Wilcox No. 144) 

Mads in Foe* Sizes 



Nos. 1 and 2 size for lj-inch doors. Nos. 24 and 3 size, when using No. 65 track, for 2 to 
2^-inch doors. When using No. 101 track for 2 to 3-inch doors. 

Track, either Modern, Holdfast or Flat Bar type. Wheels, in all sizes are grey iron. Bear¬ 
ings, steel rollers. Pendants, steel with hood to protect wheel from weather. Finish, japan. 
Hangers packed Nos. 1 and 2 one dozen pairs in crate; Nos. 24 and 3 one-quarter dozen pairs 
in crate. 


No, 


PiMid.ini. Imhr* 

Diamtier Wfcevk 
Inches 

Track No. 

Weight Mingus. 1 4oz. pair 
Pound* 

44 1 


14 x 21 x A 

31 

61 or 65 

110 

44 2 


16x3{x ft 

4 

63 or 65 

190 

44-21. 


22 x 3} x 1 

45 

65 or 101 

300 

44-3 


22x3}xft 

41 

n5 or 101 

350 


PRICE LIST 


No. 44-1 Hangers, per dozen.$20.00 

No. 44-2 Hanger*, per dozen.. 30.00 

No. 44*25 Hangers, per dozen.... SO.00 

No. 44-3 Mangers, per dozen.. 70.00 


Track according to size specified. For prices, etc., see pages 122, 123. 
Note—W hen ordering always specify track by number. 
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RICH ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U.S.A. 


No. 101 

R-W Safety Warehouse and Pier Door Hanger 

(Wilcox Nos. 201-201J) 

Made in Three Sizes 



No. 101-2 No.. 101-1 and 3 

Designed E.rrctALiv ro. Heavy Warehouse Doors, Starec Doors and Gaiei 


Track, J-inch steel, in three widths, and furnished with grey iron cone brackets spaced 30 
inches apart. Wheels in all sizes are grey iron. Bearings, steel rollers. Pendants, steel and extra 
heavy. Finish, japan. Hangers, packed 3 pairs in crate. 


No. 

Pefidint. lMhei 

Diamrtrt Wheels 
Inch** 

Track No. 

Wright Hangers p*r pair 
Potindt 

101-1 

3{xJx20 

9 } 

101 as specified 

16 

101-2 

31x3x22 

61 

101 as specified 

30 

101-3 

31x3x22 

5 

101 as specified 

28 


PRICE LIST 

No. 101-1 Hangets, per pair. . $2 90 


No. 101-2 Hangers, per pair 


3.SO 


No. 101-3 Hangers, per pair 


3.SO 


No. 101 Track, 3x2} inches svith cone brackets (page 123), per font . .30 

No. 101 Track, jxS inches with cone brackets (page 123), per loot ...3+ 

No. 101 Track, 3 x 3f inches with cone brackets (page 123), per foot. 38 

Extra No. SS-1 cone brackets for 2-inch doors (page 121), each. 14 

Extra No. 85-2 cone brackets for 2i to 23-inch doors (page 123), each.16 

Extra No. 85-3 cone brackets for 3-inch doors (page 123), each.IS 


Discount ................. 

Note—W hen ordering state thickness of doors and width of track desired. Always specify by 
number. 
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No. 50 

R-VV Holdfast Steel Barn Door Rail 

(Wilcox No. 207) 



Track, steel, 1 { inches wide, inch thick. Furnished in 4, 6, S and 10-foot lengths. Finish, 
japan. This type of track is used with all styles of hinged hangers. Wired ten pieces in bundle. 
Weight, per 100 feet, 110 pounds. 

PRICE LIST 

No. 30 Track, per 100 feet.$7.20 

Oil count .— - 


Nos. 61, 62, 63, 64, 68 and 69 
R-W Modern Steel Barn Door Rail 

(Wilcox Nos. 166, 145, 209 and 211) 



Furnished in 4, 6, 8 and 10-foot lengths. No. 63 is also furnished in 7-foot lengths. Finish, 
japan. Wired ten pieces in bundle. 


PRICE LIST 



No. 61 

No. 62 

No. 63 

No. 64 

No. 68 

No. 69 

Weight pounds, per l<M)feet 

80 

90 

100 

120 

130 

140 

Dimensions in inches ... 

1 *A 

11* A 

II* A 

n*A 

1**1 

H*1 

Price, per 100 feet . . 

$5.00 

$5.60 

$6.50 

>7.00 

$8. (Ml 

$8.50 


Discount 
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R-W Li 

No. 65 

ght Cone Bracket 

Door Rail 


Made in Seven Sizes 

J 





























RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U.S.A. 


R-W Trolley Overhead Carrying Equipment 
and Labor-Saving Devices 






1■' — 1 - 

1 > 



.-.■'V v- - 1 

' * ", ■ 1 




Thu luifsuATiov RLnttstNrs a Section or mt R-W Tioiuv Equipment in a Large 
Waxehoude or the Consolidated Wagon and Machine Co., Ioaho Falls, Idaho 


Information Required —Always send sketch, giving correct dimensions and proposed layout of 
tracks. State weight and size of maximum load, if for constant or occasional use and if track will 
be used for storage purposes. Send detail of overhead construction, so proper brackets will be 
furnished. 

Erection —To insure proper erection we furnish blue prints in detail and mark all material to 
correspond. 
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Straight track 
furnished in 
lengths up to 
ten feet in 
one piece 
Curved track 
furnished for any 
radius 24 inches 
or larger and 
any degree 


FULL SIZE. CROSS SECTION 
No.275 TROLLEY TRACK 


Diicount. .....— 

Brackets furnished for these tracks to suit re¬ 
quirements. 

For prices, etc., see pages 128-129. 

Note—A lways have radius of curved track 
larger than 24 inches. 
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R1CHARDS-W1LCOX MFG. CO., AURORA, ILLINOIS, U. S. A. 


Plans of Timber Super-Structure for Carrier Systems 

4-ih "—*- 4-t 3 Y -— 



PLAN OF TIMBERS 
FOR 

4'RADIUS CURVE 


PLAN OFTIMBERS 
FOR 

3 WAY SWITCH [ 


-5 rad- 


FLAN OF TIMBERS 
FOR 

5'RADIUS CURVE 


Nort—To injure easy operation, always have radius of curved track as large as conditions will 
carriers will operate in a smaller radius than 24 inches. 

SAFE CONCENTRATED LOADS ON YELLOW PINE BEAMS 


permit. No 


Span in it 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 | 

17 

18 

19 

20 

Site Beam 
Inches 


Safe < 

concentrated load in pounds at 1000 pounds per si| in. maximum 
beams set with longest side vertical 

fibre stress, 


2* 6 

400 

35(1 

305 

275 

255 

225 

205 

190 

175 

160 

150 

135 

125 

115 

2* S 

740 

645 

570 

510 

461) 

420 

385 

355 

330 

300 

285 

265 

245 

230 

2x 10 

1185 

1030 

915 

815 

740 

675 

620 

570 

525 

490 

460 

430 

405 

375 

4 x 4 

365 

320 

280 

250 

220 

200 

185 

165 

150 

140 

125 

115 

105 

95 

4 x f> 

865 

775 

685 

610 

555 

500 

460 

420 

385 

360 

330 

310 

285 

270 

4 x ft 

164*> 

14111 

1270 

1135 

1010 

935 

855 

785 

730 

675 

625 

585 

550 

515 

6 x 6 

1385 

12<)5 

1065 

U45 

830 

775 

710 

650 

600 

550 

510 

475 

445 

415 

6x ft 

2561) 

2225 

1970 

1760 

1590 

1450 

1325 

1220 

1115 

1015 

975 

910 

850 

795 

6x10 

4085 

3560 

31.55 

2825 

2355 

2325 

2135 

1965 

1825 

1700 

1580 

1480 

1385 

1305 

8 x 8 

3465 

3015 

2675 

2385 

21b0 

I960 

1800 

1655 

1530 

1420 

1315 

1230 

1150 

1080 

8 x 10 

5540 

4830 

4275 

3830 

.3460 

3155 

2890 

2670 

2475 

2300 

2150 

2010 

1885 

1770 

8 x 12 


7065 

6255 

5610 

5080 

4635 

4255 

3930 

3640 

3390 

3170 

2970 

2790 

2630 















RICH ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, USA 




--1 





Above illustrations will meet almost all conditions. We will gladly make erecting blue prints 
covering both overhead carrying track and superstructures on application. Erecting blue prints of 
track and brackets always sent with material. 
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RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U.S.A. 


Dimensions of R-W Trolley Overhead Carrying 
Track Brackets 

18&I9X75 5&6X75 * ^T~r 44X75 . 43X75 iJk8 


7&8X75 


41X75 


42X75 


45X75 





49X175 


%'■ 


B 2i! * 

-H 




48X175^1 JX - 5&6X175 7&8XI75 



18&19XJ75 




43X175 


41X175 


a 


42X175 


. A3*s3i *■ 


'^mr rmw upp 

44X175 50X175 45X175 47X175 

TABLE SHOWING SPACING OF BRACKETS ACCORDING TO LOAD 


Load on Carrie* 


Size ok 
Carrier 

Track 

No. 

125 

lb*. 

250 

lbs. 

500 

lbs. 

750 

lbs. 

1000 

lbs. 

1250 

lbs. 

1500 

lbs. 

2000 

lbs. 

2500 

lbs. 

3000 

lbs. 

•1 Wheel 


75 

36" 

30' 




- • • 

... 




8 Wheel 


75 


36' 

24 


. . . 






16 Wheel 


75 



36* 

30* 

22* 








175 


36 1 

18’ 

12* 

. . . 






4 Wheel 


275 


42- 

21 * 

15* 

... 



* * * 




/ 

375 


M* 

30* 

18* 

. . . 

15' 



. . . 



r 

175 



27* 

21* 

17* 

12' 




8 Wheel 

1 

275 



32* 

24* 

20* 

17' 

15 




i 

■*75 



48' 

32 

24' 

21 

18 










30* 

27' 

21 

l.s 

15 

\2’ 

16 Wheel 

i 

1 

275 

375 




::: 

34* 

42* 

30' 

36' 

24' 

30' 

21 

24' 

_ 

i 

21 

15* 

18* 


















RICH ARDS-WII.Cu\ MFC. C'U, ACRORA. ILLINOIS, ISA 


WEDGE 



PRICE LIST 



fol Turk N.>—Ejih 


DascuinioN 175-275 

5 Cross ear ceiling center bracket . .. .... $.lb S.44 

7 Parallel ear ceiling center bracket . . .!!> -44 

IK Plain ceiling center bracket. .11* -44 

41 I Beam center bracket. -40 b0 

42 I Beam end bracket with bolt .... .40 b0 

43 Cross ear ceiling R or L end bracket with Ik>Ii . . 40 bO 

44 Parallel ear ceiling R or L end brai ket with bolt .... .40 bO 

45 Plain ceiling R or L end bracket with bolt .... .40 ,b0 

4b . . . . . . .. . . . 

47 I Beam joint bracket with wedge. * 1-KO 

48 Cross ear ceiling joint bracket with wedge. X 1.80 

40 Parallel ear ceiling joint bracket with wedge. . x 1 80 

50 Plain ceiling joint bracket with wedge ... .... x 1.50 


-- 

Numbers and Description. List Prices for black enamel finish. 

Important —Always specify catalog number of track for which brackets are desired and finish. 
Example—If a No. 5 bracket for No. 7s track is wanted, 'how as follows: >\7'; it tor No. 
175 Track, show 5x 175 bracket, etc. No. 275 and No. 575 brackets are same as No. 175. 
Note —X indicates “Not manufactured for this type of track. 

Joint brackets with wedge should be used on every track joint to insure proper results. 

For galvanized brackets add 15% to above List Prices on No. 75 1 rack, and JO', on No. 1/5- 
275-375 Track. 

When ordering I-Bcant Brackets, always specify sizes and weight per foot of I-Beam. Unless 
otherwise specified, brackets for Standard Light Sections will be sent. 

Prices on special brackets to meet any conditions furnished on request. 
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No. 100-1 to 6 

R-W Trolley Overhead Roller-Bearing Rigid Carriers 

Fob Straicht Track Only-—Made for Two Sizes of Track and Six Capacities 
For Foundries, Factories, Warehouses. Where Heavy 
Material is Transported 



No. 100-1 and 100 4 



No. 100-2 and 100 5 



No. 100-3 and 100-6 


Wheels in all above are gray iron, lathe turned. (For diameter, see table below.) Bearings, 
hardened steel rollers. Constructed of heavy steel frames and connecting bars. Eyebolt, drop 
forged and heat treated. Finish, japan. Packed in bulk. The capacity specified below is figured 
to allow a liberal factor of safety. 


1 


-j 


Diameter 

Lenctt over 

Bottom of 

I:JM Bull 



Number 

Wilcox 

Nunibrt 

Nov 

1_ 

Capacity »n 
Pt>uiidi 

VS bwll 
Inches 

all 

Itches 

Bill Inm i>! 
lie. Inches 

Dum.lvr 

Stein, l iWs 

Diameter 
Eye, Indict 

Pound* 

Pn E»ch Afl 

100-] 
100-2 
100 3 
100-1 
100-5 
100 6 

ail 

•toj 

3*i 

2H 

40 

1 3k 

75 

]\ 

175 

175 

175 

200 

500 

1000 

600 

1500 

3000 

->' 

3 

2} 

3 

3 

3 

5 

14 

30 

7 

20 

44 

3{ 

H 

of 

6* 

8 

X 

i 

■ 

X 

I 

i j 

1! 

ij 

ii 

2 

8 

21 

5 

15 

50 

51.50 

4.00 

8.00 

4.00 

6.40 

12.80 


No. 75 Track, 1* gauge, (page 125), per foot.$ .20 

No. 175 Track, 11 gauge, (page 125), per foot ....+* 

If heavier track i* desired specify Nn. 275 nr 375 instead of No. 175, 

No. 275 Track, (same size as No. 175), 12 gauge, (page 125), per fool. 52 

No. 375 Track, (same size as No. 175), 10 gauge, (page 125), per foot. 70 

Brackets to suit requirements. For prices, description, etc., see page 129. 


Disifnt fit 


Directions for Ordering —Always send sketch, giving correct dimensions and proposed lay¬ 
out of tracks. State weight and size of maximum load, if tor constant or occasional use and if 
track will be used for storage purposes. Send detail of Overhead construction so proper brackets 
will be furnished. Blue prints showing material and proper erection always furnished. 
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No. IDG-14 and 100-1 


Wheels in all above are gray iron, lathe turned. (For diameter sec table below.) Bear¬ 
ings, hardened steel rollers. Pendants, drop forged; each set, (two wheels and pendant), 
forms a complete unit which swivels independently, permitting carrier to operate in either 
straight or curved track. Frames and connecting bars of heavy steel construction. Eye bolt, 
drop-forged and heat-treated. Finish, japan. Packed in bulk. The capacity specified below is 
figured to allow a liberal factor of safety. 


N'umhtt 

Wilcox 
Nam her 

Foi Track 
No. 

Capadtr 

la 

founds 

tJiamete* 

WUoli 

Inches 

Length o»er 
all 

laches 

Bol mm of 
Track to 
Bottom ©» 
Ere 

1 IftCfcfS 

Eva 

Diametet 

Strut 

Inches 

BOl T 

Diameter 

Hr- 

| Inches 

Wright 

foundi 

Price List 

(• i i, 

1<M>-10 

37 

175 

3000 

3 

44 

131 

1 

U 

60 

*20.00 

100-11 

30 

175 

1500 

3 

21 

91 

i 

u 

20 

12.00 

100-12 

37* 

75 

1000 

21 

31 

10 


13 

2D 

12.00 

100-13 

391 

75 

500 

21 

14 

65 

5 

15 

10 

0.40 

100-14 

27* 

75 

250 

2i 

7 

4) 


1} 

4 

3.00 

100-15 

27 

175 

750 

3 

9 

55 

8 1 

11 

._« 

7 40 


No. 75 Track, 14 gauge, (Page 125), per fool ..$ .20 

No. 175 Track, 15 gauge, (Page 125), per fnor...4r» 

If heavier track is desired specify No 275 or 375 instead of No. 175. 

No. 275 Track, (same si/e as No. 175), 12 gauge, /Page 125), per foot..52 

No. 375 Track, (same size as No. 175), 10 gaugr, I Page 125), per font.. .. .70 

Brackets to suit requirements. For prices, description, etc., see page 1 29. 

Discount 

Directions for Ordering —State weight and size of maximum load, if for constant or oc¬ 
casional use. [Ul] 
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No. 100-25 to 30 

R-W Trolley Overhead Ball-Hearing Rigid Carriers 

For Straight Track Ost.v—Made tor Two Sites of Track and Six Capacities 
For Foundries, Factories. Warehouses, Where Heavy 
Material is Transported 



No. 1011-2/ an ft 1011-30 


Wheels in all alw>ve are j;ray iron, lathe turned. (For diameter see table below). Bear¬ 
ings. High Duty steel halls. Frames, drop-forged, uith heavy steel pendants. Connecting bars, 
malleable iron. Eye holt, drop-forged and heat-treated. Finish, japan. Packed in bulk. The 
capacity specified beloAV is figured to allosv a liher.il factor of safety. 


Nlllll hr t 

F«h Tt.n k 
No. 

CaiKii-iijr lt< 

P<m**s 

Dijiuetei 

Wheels 

lachvt 

Lentil) diet 
all 

1 Insliva 

Hoeii.an id Trask 
to llAjiium of 
i 

Ins hr-* 

Evt 

Duiue'ri Stem 

Inches 

Bolt 

Di.inicipt F.yr 

Inches 

Welch* 

Pounds 

pike Lilt 
E.11.I1 

100-25 

75 

254) 

21 

5 

21 

1 

n 

2 

$ 2.00 

100-20 

75 

500 

21 

12 

5) 

i 

i: 

6 

5.00 

100-2. 

75 

1000 

21 

27 

81 

1 

u 

15 

10.00 

100-28 

175 

000 

3 

7 

3 

l 

ii 

5 

5.00 

100-20 

175 

1250 

3 

16 

61 


11 

12 

8.00 

100-30 

175 

2500 

3 

34 

101 

l 

12 

36 

16.00 


No. 75 Track, 1+ gunge, (Page 125), per foot.....$ .20 

No, 175 Track, 11 gauge. (Page 1251, per fool.. . 46 

If heavier Hack is desired specify No, 275 nr 375 instead of No 175. 

No. 275 Track, I same si/e as No. 17S), 12 gauge, (Page 125), per foot.... , ,sg 


No. 375 Track, Isaine size as No, 175), 10 guage, (Page 125), per fool. . 70 

Brackets to suit requirements. For prices, description, etc, see page 129. 


Discount. 


Directions for Ordering —Alsvays send sketch, gis ing correct dimensions and proposed lay¬ 
out of tracks. State aa eight and si/e of maximum load, if for constant or occasional use and if 
track aa ill be aisci! for storage purposes. Send detail of Overhead construction so proper brackets 
aa ill be furnished. Blue prints showing material and proper erection always furnished. 
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No. 100-31 to 36 

R-W '1 relley Overhead HaII-Bearing Swivel Carriers 

For Curved Track—Made for Two Sizes op Track and Six Capacinfa 
For Foundries, Factories, Warehouses 


No. 100-55 AND ID0-J6 

Carriers AViee Nor Omni in Cr’Rvri Smaller This 24-Ineh Radies 

Wheels in all above are gray iron, lathe turned. (For diameter sec table below). Bear¬ 
ings, High Duty steel balls. Frames, drop-forged, knuckle-jointed with heavy steel pendants. 
Each set. (four wheels and pendant), forms a complete unit which swivels independently, per¬ 
mitting carrier to operate in either straight or curved track, Connecting bars, malleable iron. 
Eye bolt, drop-forged and heat-treated. Finish, japan. Packed in bulk, The capacity specified 
below is figured to allow a liberal factor of safety. 


No. 75 Track, 14 guagr, (Page 12S), per font. . .. $ .20 

No. 175 Track, 13 guage, I Page 125), per fool . 46 

If heavier Irack is tlesired specify No. 275 or 57S instead of No. 175. 

No. 275 Track, (same sire as No- 175), 12 gauge, (Page 125), per foo».52 

No. 375 Track, (same size as No. 1751, 10 gauge, (Page 125), per foot .70 

Brackets to suit requirement*. For prices, description, etc., see page 120. 

Discount .. 

Directions for Ordering —Always send sketch, giving correct dimensions and proposed lay¬ 
out of tracks. State weight and size of maximum load, if for constant or occasional use and if 
track will be used for storage purposes. Send detail of Overhead construction so proper brackets 
will be furnished. Blue prints showing material and proper erection always furnished. 


N'umbet 

Flit TfJuk 
No. 

lipfeilt in ^ 
Pounds 

i)id»tirr 

Wheel* 

Inches 

| Lrneth ©»er 
ill 

Inches 

HoMi.W) ol Turk 
fr> llollom ol 
Eyv 

Inches 

Em 

Diaitu*i#t Slum 
lodes 

Bolt 

Di-imrirr Ere 

Inches 

Weight 

Pounds 

| Price List 
Each 

100-31 

75 

250 

2 ; 

5 

21 

I 

i| 

2 

$ 3.50 

100-31 

75 

500 

2 : 

12 

5! 

9 

1: 

6 

7.40 

100-33 

43 

1000 

2 ; 

27 

St 

9 

ii 

15 

15.00 

100 34 

175 

600 

3 

7 

3 

J 

1 ; 

5 

9.00 

100-35 

175 

1250 

3 

16 

61 

i 

u 

12 

15.00 

100-36 

175 

2500 

3 

34 

10f 


1: 

M> 

24.00 










RIC11A RPS-WILCOX MFC. C0-, AURORA, ILLINOIS, U.S.A. 


Cuts above show section of straijrlit and curved track with two-way and three-way switch. 
Positive locking attachment. Finish, japan. Always specify on order if two or three-way is 
desired. 


For Price List see opposite page. If a heavier type of switch is required specify “For No. 
275 or No. 375 Track.” 


DETAIL OF PARTS 


No. 951 Two on Thnei Wav, ani» No. 953 Two oh Three Wav Switches 



931 OR935-15 931 OR933*12 93I0R933-10 931 OR 933*18 931 OR933-19 

Note—A lways specify by number and state if for two nr three-way switch. 

[IH] 
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No. 932 and No. 934 

R-W 1 rolley Overhead Sliding Stub Switches 

Made in Two Sizes of Track— Each Size Made Two on Three-Way 
No. 912 FOR 75 Track, No. 934 for 175 Track 



Especially designed for 
use where space does not 
permit the regular type as 
shown on opposite page. 
Positive locking attach¬ 
ment. Finish, japan. For 
Price List see table below. 


PRICE LIST 


Xitmbri 

Track No 

Length o>er 
*11 

Li ..... .it Spaie Th»ow R»- 

inrhM <iuire* ibovf bottom 

, "' :h '' 5 ot lr.ck. Inch.. 

Weight Each 
Pounds 

Priio Llsi Complete 
Each 

No. 931—2 way 

75 

4 It. 

31 

11 

53 

$13.00 

No. 931-3 way 

75 

4 fi. 

31 

11 

58 

20.00 

No. *>32—2 way 

75 

1 ft. 4 in. 

3} . . 


70 

20.00 

No. 932—3 way 

75 

] ft. 4 in. 

3) . . 


100 

30.00 

No. 933-2 way 

175 

4 ft. 

41 

11 

75 

16.0(1 

No. *>33—3 wav 

175 

4 ft. 

41 

11 

83 

24.00 

No. 934—2 wav 

175 

1 ft. 4 in. 

4} 


90 

24.00 

No. 934—3 way 

175 

1 ft. 4 in. 

4} 

.... 1 

120 

36.00 



PRICE 

LIST OF PARTS 





Dw«i tiption 


No. 

Price, Eat h j 

No. 

Puce, lijch 

Pivot Bracket . . . 



. . . 931 10 

31 .oo 

933 10 

$2.00 

Moving Bracket . . 



9.3111 

1 .00 

933-11 

2 00 

Center Bracket . . . 



931-12 

1.00 

933-12 

2 00 

2-Way Switch Center Support . 


931-13 

.60 

933-13 

1.00 

3-Wav Switch Center Support . 


931 14 

.80 

933-14 

1 50 

End Bracket 



931-15 

1.20 

933 15 

2.40 

2-Wav Switch Blind 



. . . 93119 

.60 

933-16 

1.00 

3-Wav Switch Blind 



. . 931-17 

.80 

933-17 

1.50 

2-Wav Head Biacket 



. . . 931-18 

2.00 

933-18 

3.00 

3-Way Head Biacket 



931-19 

3.00 

933-19 

4. OO 

Dowel Screw , . 





933-20 

.30 


Discount ____ 

Note —Always specify by number and state if two or three-way switch is desired. On No. 932 
and No. 934 two-way switches, state if right of left-hand (above cut shows a left-hand 
switch) is desired. 


[US] 




















The use of cross-over brackets is recommended as this is tile proper method for tracks to 
cross one another at right angles. A continuous run of track insures easy operation of carrier 
under load. Positive lock closes track not in use. Made of heavy gray iron. Finish, japan. 
Furnished complete with chain for turning device. 


PRICE LIST 


\ timber 

F«r Track 

Height. I«ilkt 

Weight. Pi.a ml. 

Price L* ;t Complete 

Each 

935 

036 

75 

175_ 

31 

4 } 

35 

65 

524.01) 

30.00 


Diuount 


Note —Track shown in above illustration is not included in price of cross-over. Only made for 
tracks crossing at right angles. 





RICHARDS-WILCGX MFG. CO., At'RuRA, ILLINOIS, I S A. 


No. 937 and No. 93tS 
R-W Trolley Overhead Turn-Table 

Made for Two Sizes oi Track and Three Hiisium 
No. *37 for 75 Track, No. 93s for 175 Track 




A Turn Table is one method of transferring from one track to another and can be used to 
adtantagc Avhere limited space Avill not permit using ssvitches. Positice lock holds table at any 
track desired. Finish, japan. Furnished complete, ready to erect. 


No. and Diameter 

Foi Tuck No. 

Haight ortr all. In. 

CntMiir, Pound- 

Wei4*1, Pound* 

Price List. Each 

*37-12' 

75 

8 

250 

125 

•*$ 70.00 

937-21 

75 

8 

500 

225 

4 80. (Ml 

937-38 

75 

8 

101)1) 

375 

■ J loo.oo 

938-15 

175 

9 

750 

175 

80.00 

938-27 

175 

9 

1500 

275 

90.00 

938-50 

175 

9 

3000 

450 

llu.oo 


Uiicounl --— 

+ Price list covers turn-tables Avith four openings for tsvo runs of track. 

Price on additional openings quoted on request. 

Note —When ordering specify diameter, length of carrier used, Aveight of load to be handled 
and hoAA' many runs of track are to be served. 


R-W Trolley Overhead Traveling Crane 



Especially designed for use Ashere a traAeling crane is desired in Conner 
carrying system and conditions do not permit trolley track being erected in 
Ashich must be reached. Loads can be transferred from either side and to 
Prices quoted on application. Ahvays send sketch shosving lay-out, stating 
mensions. 

















R-W Standard I Beam Overhead Carrying Equipment 

Desicsed Especially to Meet the Demand for an Overhead Carrying System to 
Handle Loads That are Too Heavy for the R-W Trolley System 


Ov mhi ti> I-Beam Carrying Stbtem Installed in the Jir Crane SirrRotTFn nv Trolley Track. Installed 
Monrcu Binder Board Factory. Avrora, III., m>r in the Sandwich M«j. Co.'e Factory. Sandwich. 

Handling Heavy Roil* o» Parer Machines. One III., tor Handling Heavy Pieces From One Ma- 

Man Can Now Do the Work of Half a Dozen ciiine to Another. This Jir Crane is Serving 

Min and in Oxi-Tenth the Time. Three Machines. 


Will handle loads with ease up to four tons. With our adjustable device for supporting the 
I-Beams, two-thirds of cost of erection is saved. No holes are drilled in the I-Beam for at¬ 
taching the brackets. Estimates for complete outfits furnished upon application. 

INFORMATION REQUIRED 

Always send sketch giving correct dimensions and proposed lay-out of tracks. State weight 
and size of maximum load, if for constant or occasional use and if track will be used for storage 
purposes. Send detail of overhead construction, so proper brackets will be furnished. 

Erection —Any ordinary mechanic can erect same as we furnish BLUE PRINTS for erec¬ 
tion and mark all material to correspond. 

[H*l 


RICHARDS-WILCOX MFC. CO., AURORA, ILLINOIS. U. S. A. 




































RICHARDS-WILCOX MFG. CO, AURORA, ILLINOIS, U.S.A. 


No. 900 

R-W Standard I Beam Overhead Carrying Track 

Mad* Regular in Six Sizes 


r* 



Standard, light I-Beams, 5 inches to 10 inches, and furnished in any length in one piece up 
to 48 feet. Each beam is carefully straightened and trued up, insuring a smooth surface for 
the trolleys to operate on. I-Beams are fitted for switches and painted. 


No. ifid S42* 01 

1 Beam 

Wright |i»r loot 

Pounds 

Capacity in 
Pounds 

Maxiaum Distance 

Pricb List 

Brlwrwn SiippiMk 

Peet 

Pike pn Foot 
Including Joints 

E\l«i lot Bendmu 
Curres 

wo- 5" 

91 

1000 

14 

si.oo 

$10.00 

100- 6' 

121 

2000 

13 

1.20 

12.00 

WO- V 

15 

3000 

13 

1.50 

14 00 

900- 8' 

18 

4000 

13 

1.80 

16.00 

900- 9’ 

21 

6000 

13 

2.20 

18.00 

900-10’ 

25 

8000 

13 

2.60 

20.00 


Note —See opposite page for directions for ordering. 


Ditcount 


No. 910 

R-W Universal Clamp 

Mad* Regular in Six Sizes 



The Universal Clamp is a new device for at¬ 
taching supporting brackets to I-Beams. With this 
clamp it is not necessary to drill holes in I-Beams. 
Can he attached at any point. 


No Size o* 

1 B«a* 

Pot Tistk 
Nulllbrl 

Wcltlit E-jcti 
Pounds 

Piter Lilt 
Esc* 

910 5 

900- 5’ 

4 

$1.20 

910- 6’ 

900- 6* 

5 

1.20 

9io- ;• 

900- 7* 

7 

1 50 

910- 8’ 

900- H’ 

9 

1.80 

910- 9’ 

900- 9* 

13 

2.20 

91010’ 

900-10* 

18 

2.60 


Discount . .. 

Note—A lways specify by number and state size and weight of I-Beams. Unless otherwise 
specified, Clamps for Standard Light Sections will be sent. 


II»] 
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hi 












NOTE—Universal clamp* shown in above illustrations arc no< included in price of brackets. 


Drop brackets furnished to meet all conditions. I-ength of drop, weight of load and dis¬ 
tance between brackets determines the size of stock used. 


DlAMKTBJt or Rot, | PttlCU LIST 


Bucket 
Niimhp» 

Sue 1 ileam 

Iat4«n 



Km 1 R»miii 



12 Dlu|i IM Irw It* I 

BeitlU 


Fo> *aii uHditional 12* *A4 to list 

5' 

6 

V 

8' 

9 

10 

s- 

6 | 

7 

’* 

8’ 

9' 

10 

5- 

6‘ 

T 8- 

9' 1 

10 

901 

5 6-7-8 9-10 

Y 

j* 

3 

if 

If 

If 

if 

8 .506 .60 

$ . 

95 

1.20 

1.65 

2.00 6 

.10$ 

16 

6 .25$ 

.35 

$ .40 

$ .50 

002 

,5-6-7X910 







2.85 

3.50 

4. 

50 

4.80 

ft. 10 

6.80 

.50 

70, 

1,05 1 

10 

1.35 

1.70 

903 

5-6-7-8.9-10 

r 

!*• 

if 

If 

If 

if 

.50 

.60 


96 

1.20 

1 .65 

2.00 

.10 

.16 

.25 

.35 

.40 

.50 

"Ot 

,5-6-7-8-9-10 

i 

T • 

9 

if 

ir 

If 

if 

2.60 

2.80 

i. 

80 

4 30 

5.60 

6.40 

.40 

.60 

.95 1 

.05 

1.30 

1 .60 

005 

54,-7-89-10 



, 




2.85 

3.50 

4 

.501 

4.80 

6.10 

6.80 

.50 

.70 

1.05 1 

.10 

1.35 

1.70 

00ft 

5-6-7.8-9.10 







2.85 

3.50 

4 

50 

4.80 

6.10 

6.80 

.50 

.70 

1.05 1 

.b,t 

1.35 

1.70 

007 

15-6-7-8-9-10 

r 

r 

if 

ir 

i* : 

if 

2.40 

2.80 

3. 

.80 

4.30 

5.60 

6.40 

.40 

.60 

.95 1 

.05 

1.30 

1.60 


Diameter of rods given above are for loads specified on opposite page. 

Diirount . 

Dinftiont for Ordering —Always specify by number, stating size and weight of I-Beam. 
Unless otherwise specified, brackets for Standard Light Sections will be sent. Send sketch 
showing dimensions of overhead structure and distance of drop required. Bolts or lag screws 
for attaching brackets are only furnished when specified. A moderate charge for same will 
be made. 


[HO] 










DiHCvro row StaivciH, hi'Minun ani» E«m Or Oimkmion 


Construction, extra heavy. Wheels, gray iron ami attached to independent axle, operating 
in two hall-bearings attached to frame. Load is evenly distributed on all four wheels. Finish, 
japan. The capacity specified below is figured to allow a liberal factor of safety. 


No. SiJtr Gl 

Capacity m 

Diametc-i of 
Wheels on 

Smallest Kjiiiu* 
ol Cunt* 
leches 

Diameter «l 
Ctnltt Pm 

Inches 

Di-stano* T.»a til 
Center Pin lt> 

Width 0«*» ill 

W«t(M 

Pnce LUi 

1 Beam 

founds 

Thread 

Inches 

But l.itn nf Brim 
Im tics 

Inches 

Ptxaiidl 

itch 

925- y 

1000 

31 

21 

\ 

if 

6} 

30 

525.00 

925- 6 

200(1 

41 

21 

i 

21 

7 f 

45 

32 00 

925- V 

3000 

M 

34 

u 

2! 

8i 

85 

40.00 

925- 8' 

4000 

61 

36 

ii 

2; 

91 

100 

As OH 

925- 9' 

6000 

’i 

42 


3 

101 

165 

64.00 

925-10’ 

8000 

8} 

48 

if 

31 

11 

205 

80.00 


Discount 


Directions for Ordering —Always specify bv number, stating size and weight of I-Beam. 

[141] 
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Cuts show sections of curved and straight track with switches. Switches arc equipped with 
positive safety stops to prevent trolley from running off open end of I-Beam track. Locking 
attachment holds switch in position at track desired. Operated by hand chains. Finish, japan. 


Nuakbvi a ini Size ol 

1 Beam 

Leatfli oief all 

Feel 

W&I4.UT 

Pmcb 

List 

T w • -W ,, 

Tknt-Wir 

Two-Way 

Tliicr Way 



Pound* 

Pnundi 

Koch 

Each 

911 S' 

6 

140 

150 

$ 59.00 

$ 65.00 

911 6 

6 

160 

170 

55.00 

75.00 

911- T 

<* 

1X0 

190 

60.00 

85.00 

911- S' 

6 

220 

230 

75.00 

105.00 

911- 9" 

6 

245 

255 

100.00 

135.00 

911-11) 

<• 

2X0 

290 

no.oo 

170.00 


D'ucaunt _____ 

Note —Always specify by number, stating size and weight of I-Beam. Unless otherwise speci- 
lield, switches for Standard Light Sections will be sent. State if two or three-way switch is 
desired. On two-way switches if right or left-hand, (cut above shows a left-hand switch). 

[ 142 ] 
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No. 912 

R-W Standard I Beam Overhead Carrying 
Track Turn-Tables 

M \or is Two Diameters 



Turn-Taliles are equipped with positive safety stops to prevent trolley from running off 
open ends of I-Beam tract. Locking attachment holds Turn-Table in position at track desired. 
Operated by hand chains. Finish, japan. 


Nmnbri and Si*# I B?am 


912- 5 in 
912- 6 in. 
912- 7 in. 
912- 8 in 
912- 9 in. 
912-10 in. 


24-inch Ihjm-vr ^2-inch Unmet** 


•$175.00 
* 21)0.00 
• 2JO.00 


Ptti, k List 


•J2HO.OO 

• 335.00 

• 390.00 


Diicount .... _ 

Note —Always specify by number, stating size and weight of I-Beam. Unless otherwise speci¬ 
fied, turn-tabies for Standard Light Sections will be sent. Also state maximum weight of load 
carried. 

•List price covers turn-tables with four openings for two runs of track. Price on additional 
opening, quoted on request. 

[ 141 ] 


















Discount 


RICH ARDS- WILCOX MFC*. CO-, AIRoRA, ILLINOIS, U. $. A. 


R-W Standard I Beam Overhead Traveling Cranes 

M»df to Meet Ail Conditions. We Will Gladly Submit Plans and Pkices 


When it is necessary ti> reach any part of a certain area the Traveling Crane meets all re¬ 
quirements. Can be operated independently or with an Overhead I-Beam Carrying System. 

The cross member of crane is a single I-Beam, supported at each end hy a truck frame of 
channel iron. Construction of truck permits load being evenly distributed on all four wheels, 
which are connected with two squaring shafts. This insures uniform travel of both trucks and 
eliminates all tendency of binding. Cranes can be equipped with hand operated traveling mechan¬ 
ism. I'his device is not included unless specified and costs extra. Prices quoted on application. 

Cronet are furnished to operate on channel tract. Special brackets furnished to meet all 
conditions. 


Sl*r 

Weight 

Ciwciiy 

in 

Di idflri 

Pic ic 

n List—I n $*B — anil Tmil*? Nyl ln<lud»*4l 

Six* 

M. . • V '"' ' 

1 per loot 

i—Trade 

1 Ik j» 

1 fi»im 

r tu<k 



Prl Span. 

in Iki 



Channel 


Cio*. *»r*» 

pel tool 

Pounds 

Wlifflf 








Pound* 


hfi, In. 

Pr»nndt 

T r.j.f, In , 

in I t. 

15 Ft. 

14 Ft. 

1 14 Fl. | 

i» ri. I 

J» Ft. 

Ixlict 

lift fooi 

5 

*»! 

500 

SJ 

5 96.00 5104.00 

$112.00 

$120.00 

M 3ft. 00 

SI52.00 

6 

8 55.20 

$ .80 

ft 

121 

loOu 

OS 

104.00 

112 uO 

120.00 

128.00 

144.001 

160.01) 

7 

9J 6.80 

.90 

< 

IS 

1500 

os 

100.00 

170.00 

1-12.00 

20* 00 

224.00 

240.00 

8 

111 7.60 

1.00 

8 

1 H 

200u 

;* 

184,00 

200. (Ml 

21ft, (Ml 

232.00 

248.00 

2ft4.00 

9 

131 8 Ml 

1 20 

8 

1» 

2500 

7* 

208.00 

224.00 

240.00 

25ft 00 

272.00 

288.00 

1(1 

15 9.60 

1.40 

•i 

21 

5000 

»■! 

250.00 

275.00 

300.00 

325 00 

, 350.01) 

375.00 

12 

20J 11.60 

1.90 


[14+1 


R-W Drop and Side Brackets 

FlJK OMNSEt. Tr\CK 


Discount 


Si/f C 111 1111*1 
lockw 

Phm 

Drop op Id 14 

* llOT 

Drop in io 25' 

Sid* Buck*! 

ft 

$ 9.00 

$12.00 

*4.50 

7 

10.00 

14.00 

5.00 

8 

12.(81 

17.00 

6.00 

9 

13.50 

18.50 

7.00 

10 

15.00 

20.00 

8.00 

12 

18.00 

24.00 

9.00 


.... ,, „ Directions tor Ordering — Stati* the following: First — Size and 

R'W U 0 , , ... , i tiff I .. , , I 

weight ot I-Hearn. second —Width ot span. / htrd —dize and weight 
■ d channel iron. Fourth — Maximum weight of load to he handled. Fifth — If side or drop brack¬ 
ets; Ion drop brackets state distance of drop). Sixth —Alums send sketch, showing all dimensions. 
No'i i-.— l nless otherwise specified, traveling cranes xs ill he furnished with Standard Light Sec¬ 
tion I-Beams. 
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R-W Standard I Beam Swinging Jib Cranes 



Designed for handling loads within a radius lip to 15 feet and 180 degrees. 

The Jib Crane is one of the most economical methods of handling all kinds of loads within 
a small area. 

Can hr furnished with rither Tie Rod, (as illustrated above), or a curved overhead trolley 
track support, (as illustrated on page 138). 

Prices for Jib Crane with curved overhead trollej track support quoted on application. 

PRICE LIST 


Jib Chases With Tie Roos Less Trolleys and Hoists 


C.it»jcm U 

$«*« 1 Brim 

Wright per Foot 

l>iin*T'jion* «>.er all in Ferf 

Wci**t 


P»en<ll 

tndivi 

Pou *4* 

Utcil 

Ho,-In 

Pounds 

Ifacli 

2000 

6 

12] 

12 

S II 

400 

$60.00 

2000 

7 

15 

14 

5 10 

440 

65.00 

2000 

7 

15 

16 

6 K' 

460 

70. OH 

2000 

7 

IS 

IK 

7 6‘ 

510 

75. uu 

4000 

8 

IK 

12 

5 O’ 

500 

65 uu 

4000 

8 

IK 

14 

5 1» 

575 

70.00 

4000 

9 

21 

16 

6 8’ 

700 

75.00 

400(1 

9 

21 

18 

7 6’ 

750 

85.0H 

6000 

9 

21 

12 

5 O’ 

<>oo 

70.00 

6000 

9 

21 

14 

5 10 

650 

75.00 

6000 

10 

25 

1 6 

6 .V 

775 

85.01) 






Discount 


Notf. —Above 

price list d«xs 

not cover the trolley shown 

iii illustration 

above. 

Trullets for 


above are shown on page 137. 
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R-W Vale Hoists 


YALE TRIPLEX BLOCK 
From Hook to Hook a Line or Steel 



Tmrirx Block 
Hoist 


This is the strongest, quickest, and easiest hoist, because: 

1. Parts are few and simple. 

2. Has the greatest overload capacity. 

3. The one-ton block will stand a one-ton load dropped into 

the bottom hook from a height of 25 inches without 
breaking. 

4. The working gears act as roller bearings. 

5. Top to bottom hook the load is supported on steel. 

6. It holds the load positively. 

7. The steel gears arc covered by a steel case. 

8. The gear pressures arc balanced. 

9. There arc no delicate bearings. 

10. The load is hung from the center of the block. 

11. Chain tested to three times its rated capacity. 

12. The gears center around the one main shaft and a man by 

pulling 82 pounds can lift 2,000 pounds. 

YALE DUPLEX BLOCK 

Where the higher speed of the Yale Triplex Block is not 
required, the Yale Duplex Block is the one we recommend. 
It is especially adapted for portable use, being light, powerful, 
durable, and requiring the least head-room. 

The Yale Duplex Block has an efficiency 25 per cent higher 
than ordinary screw hoists. 

With it, one man by pulling only 87 pounds, can lift 2,000 
pounds. 

The peculiar advantage of this block is light weight and 
compactness in head-room, especially adapting it for setting 
machinery. 


Capacity i» 
Poll It di 

KfCvl.ir 
HO««t irt 
Feet 

i Triplex 

CompUlr 

Phi<*« 

Du pi* * 
Complete 

List 

Extra Hoist* 

Triplrx ' Duplex 
pel Fool pri Foot 

Minlatum Dliiancr 
Bflu tf* Mooli 

Triple* Duplex 

IniWt 1 tubes 

lotto 

8 

$ 52.00 

$ 42.50 

$1.44 

$2.04 

15 

13 

2000 

8 

72.00 

51.00 

1.52 

2.55 

17 

16 

3000 

8 

%.00 

68.00 

1.60 

2.08 

19| 

19 

4000 

9 

112.00 

85.00 

1.68 

3.40 

24 

21 

6000 

10 

144 00 

127.50 

2.40 

3.74 

32 

25 

0000 

10 

176.18) 

161.50 

2.56 

4.08 

37 

29 

HHNH) 

12 

224.00 

238 00 

3,44 

5.10 

45 

31 

12000 

12 

264.o» 

300.00 

3.44 

6.38 

46 

33 

16000 

12 

320.00 

357 on 

4.32 

6.80 

51 

36 

20000 

12 

384 00 

467.50 

5.20 

7.23 

57 1 

45 


Dhcoutil- _ 

•"Extra Hoist Per Font" includes sufficient hand and load chain to in¬ 
crease the travel of the lower hook one foot. 



Dt'errx Block 
Hoist 
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RICHARDS-WILCOX MFC CO., 


AURORA, ILLINOIS, U S A 


R-W Peerless Spur-Geared Hoists 



The Peerless Hoist is de¬ 
signed and built to give the 
most satisfactory service possible 
to all users. Its construction 
embodies the latest develop¬ 
ments in practical chain hoist 
design, covering strength, light 
weight, ease of operation and 
protection against wear. 

In many cases it is desirable 
ro lift light loads at much faster 
speed than is attainable with 
the regular gearing. To ac¬ 
complish this the “Quick Speed 
Peerless" is furnished with 
gears of a higher ratio. Since 
the pull on the hand chain is in¬ 
creased in direct ratio to the 
speed of the gearing it is ad¬ 
visable not to handle more than 
one-half the rated load for con¬ 
tinuous lifting. 



PRICES AND DATA ON PEERLESS HOISTS—REGULAR STYLE 


Capacity in 
Pounds 


Phi-* ol Holst 

Price of Extra 
Lilt, per 
Fool 

Distance Between 
Hnokl 

WeirM ol Htiixi IRveular 
Lim io Pouit. 

Pull on Hand 
Cbtit to Lilt 

PtelO< V. hlin 

Hand It’d to 

Lilt Load 
Unr Pool 

Number ol 
bliandi 
of Load 
Chain 

Lift In 
Feet 

Regular 

Lilt 

Shortest 

llKfe«S 

Reach 

<R*c Lilti 

Net 

C.io*$ 

IRoti-fi 

Poll Load 
in Pound* 

500 

8 

$45.00 

$1.28 

13 

9 1 * 

48 

65 

50 

14.0 

1 

. . . 

8 

52.50 

1.35 

14 

o 2 * 

52 

72 

64 

20.3 

i 

2000 

8 

67.50 

1.43 

16 

9 4 - 

80 

too 

81 

31.5 

i 

3000 

8 

90.00 

1 -I 

19 

9 7 ' 

114 

147 

114 

34.5 

i 

4000 

9 

105.00 

1.58 

221 

io ior 

158 

202 

124 

40.5 

i 

6000 

10 

135.00 

1.88 

24 

12 0 ' 

236 

301 

130 

59.0 

i 

8000 

10 

165.00 

2.40 

29 

12 5 ' 

328 

392 

128 

M 0 

2 


QUICK SPEF.D 


500 

8 

45.00 1.28 

13 

•i i 

48 

65 

47 6* 

7.5 

1 

1000 

8 

52.50 1.35 

14 

9 2 ‘ 

52 

72 

65.9* 

10.0 

1 

2000 

8 

67.50 1.43 

16 

9' 4 * 

80 

100 

85.9* 

16.8 

1 



•Pull is given to 

raise only 

one-half the rated load on Qu 

irk Speed. 




Diicount 
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RICHARDS-WILCOX MFG. CO.. AURORA, ILLINOIS. U. S.A. 



LkaU 


R-W Fire Door Hardware 


Where mentioned in the following pages that hardware is approved, same will he found in¬ 
cluded in the list of fire-door hardware examined under standard requirements of the National 
Board of Fin- Underwriters, after exhaustive investigation by the Underwriters’ Laboratories, 
(Inc.), and approved for use. These fixtures bear their label and are made in accordance with 
their rules governing the various types of standard equipment. We can also furnish hardware 
to meet special requirements, prices of which will be quoted on application. 

DIRECTION’S FOR ORDERING 
Slating Poor Fixtures —In ordering state: 

First—Number of openings and number of doors; whether doors are on one side or both 
sides of wall. If latter, mention if fixtures can be bolted together and state thickness of wall. 
Do not say Anon when you mean openings, as doors must lap four inches on each side and at top. 
Second—Width and height of opening, (mention width first). 

Third—Thickness of doors, if two-ply (lj inches), or three-ply ( 2i inches). 

Fourth—Thickness of wall, when trail bolts arc required, or when doors are used on both 
sides of wall, in which case special U wall plates are required for guide rollers. 

Fifth—Distance from edge of opening to wall at right angles, if any, to provide for suffi¬ 
cient space for wall binders. State distances from highest points of openings to nearest obstruc¬ 
tions overhead. 

Sixth—If opening is square or arched top. 

Notf.—W all bolts arc not furnished unless specified. List prices are based on width of open¬ 
ings, not doors. Necessary counterbalance weights are included in all sets. 

Swinging Door Fixtures — In ordering state: (Note—S ize of door is always required). 

First—If doors or shutters arc tin-clad of steel. 

Second—Width of DOORS and height, if doors or shutters are single or double, ami thick¬ 
ness. two-ply C1 J inches), or three-ply (2j inches). 

Third—Whether Hush with wall or overlap, and if angle iron or rahbetted frames are used 
for flush doors. (Sec page 183 for different types of frames.) 

Fourth —If opening is square or arched top. 

Note—U nless specified on order, fixtures complete with hinges, pintels and triple latches will 
he sent for three-ply (2jj-inch) doors, and two-ply (l j-inch) shutters. 

Frrtitnl Stilling Poor Fixtures —In ordering state: 

Information asked for under sliding door fixtures, first, second, third, fourth and sixth 
paragraphs. Always state amount of wall room on each side of opening. 

Note—C ounterbalance weights are not included in list prices of fixtures. 
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RICH ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, C. S. A. 


R-W Fire Door Hangers 


No. 642-5 Adjustable Round Tb.u k 
Hanc.iii— tied Where Adjust¬ 
able Feature is D«ired 

ti«l 


No. 542-C. I 1 * I veil Hanuer 
With Backing-Ovt Plate 
Tsrd With No. 601 Fixture* 


Fixtures 














RICH ARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U.S.A. 


No. 102 

R-W Monarch-A Fire Door Fixtures 

(Wilcox No. 501 A) 

Two-Link Fixtures for Three-Ply (24-Inch) Doors 


Illustrated Flat Track 
Hardware included in list of 
Fire Door Hardware ap¬ 
proval and labeled by Na¬ 
tional Board of Fire Under¬ 
writers. 

We recommend No. 102 
Fixtures where head-room 
exceeds 3 feet. 

This arrangement of au¬ 
tomatic device provides two 
fusible links—one constantly 
in opening and exposed from 
both sides, and one link near 
ceiling. If either link fuses, 
door is released and closes by 
gravity. If doors are used 
on both sides of wall, the 
cord can be made to pass 
through wall near ceiling at 
point where it is shown at¬ 
tached in illustration, and 
same arrangement continued 
on other side, thus providing I.NsrscTro Ilv Uhdkr writers' Laboratories, (Inc.). Under Direction or mr 
four links. The fusing of National Board or Finn Undcrwritckr 

any one releases both doors. PRICE LIST 

Price list includes non-adjustablc hangers, track and fixtures complete for doors when used on 
one side of wall only. If doors are to be used on both sides of wall, double sets will be required 
and the price will be doubled. Fixtures packed complete with all bolts and screws for attach¬ 
ing parts to door, heavy cast washers for wall bolts and necessary counterbalance weights. Wall 
bolts are not included, but will be furnished at a moderate price if thickness of wall is given. 


Width at OptniitK with 

1 pt. Hi’ifvr. 

p., „ t Ur p»t 

P'ke Liu L „ s 

4 Wiilli of Oppninc with 

1 4 (It. HallUk-l. 

| Pricr Li|l 

Weiet't p*» 
Set. Lbs. 

3 feet . 

$19.00 

170 

6| feet ... .... 

$23.70 

250 

34 feet . 

19.40 

178 

7 feet 

24.00 

258 

4 feet. 

19.70 

187 

7} feet. 

24.30 

266 

41 feet . 

20.09 

195 

8 feet ... . 

24.70 

282 

5 feet. 

20.30 

205 

8J feet ... . 

25.00 

288 

55 feet . 

20.70 

215 

9 feel. 

25.30 

297 

6 feel .. 

21.00 

225 

9} feet . 

10 feet . 

25.70 

20.00 

305 

315 



No. 102 Fixtures only, per set, (less track and hangers)... 

No. 102-84 Track only, with brarkets, weight 4* pounds, per fool. 

No. 102 Hangers only, (Page 149), weight JO pounds, per pair.. 

No. 202 Adjustable Hangers only, (Page 149), weight 36 pounds, per pair.... 

♦For openings, (not doors), over 6 feet wide, Underwriters require three hangers. 


$12.00 

.40 

4.10 

7.00 


Directions for Ordering —See Page //$, and give all dinrcniioiti asked for. 


Discount 


Ncrrr—Squire top opening requires 14 inches of head-room for non-adjustahlc hangers and 17 inches for 
adjustable hangers at edge of opening inward which the door slides in closing and 2 inch mote for each 
additional foot of track. Arched top opening requires 14 inches head-room above ihe top of arch and 3 
inch more for each foot the track extends beyond the center. Fixtures require 131 inches of side wall room 
on side toward which door slides in closing and opposite side the width of opening plus 22 inches. To 
determine length of ttack. double width of opening and add 21 inches. 

Detail of parts shown on Pages 152 and 153. See page 189 for Standard Approved and Labeled Tin-clad 
Fire Doors. Approved hardware, suitable for Saino doors, furnished when required. 
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RICHARDS-WILCOX MFG. 


CO., AURORA. ILLINOIS, U.S. A. 



No. 201 

R-W Monarch Fire Door Fixtures 

{Wilcox No. 502A) 

ONE-UNK Fixture for Three-Ply (2S-InciiI Doors 


I 



Illustrates Flat Track 
Hardware included in list of 
Fire Door Hardware op- 
proved ond labeled by Na¬ 
tional Board of Fire Under¬ 
writers. 

Diis fixture is the same 
style as No. 102 shown on 
opposite page, except that the 
overhead cord arrangement 
is omitted. This type has 
hut one fusible link which is 
exposed in the opening. 


PRICE LIST 


Price list includes non- 
ad justable hangers, track and 
fixtures complete for doors 
when used on one side of 
wall only. If doors are to 
be used on both sides of wall, 
double sets will be required 
and the price will be doubled. 
Fixtures packed complete with all bolts and screws for attaching parts to door, heavy cast 
washers for wall bolts and necessary counterbalance weights. 

Wall bolts are not included, but will be furnished at moderate price if thickness of wall is 
given. 


Nsrzc-rcD Hr t’s-nr rvtoitfk*' Laborsiomifs, IInc.), I’ndfr Dmrrrtov of the 
National Board or Firs I'ndi*uriter* 


Width of Opening with 

1 pi. Hangrti 

Pric# Lift 

Wright p*r 
Sri, Uq. 

* Width 04 Op««i m t with 

I) pr Hang*** 

Pike List 

Wright per 
Set. Lbs. 

3 feet . 

$17.70 

165 

6} feet . 

S22.40 

232 

31 feet .... . 

18.05 

170 

7 feet . 

22.70 

238 

4 feel. . 

18.40 

176 

7} feet . 

23.00 

247 

4i tcct .. 

18.70 

183 

8 feet . 

25.40 

258 

5 feet 

10.05 

191 

8$ feet . 

23.70 

268 

5J feet . 

10.40 

202 

9 feet .. 

24.00 

276 

6 feet. 

19.70 

208 

9f feet. 

24.40 

282 




10 feet . ... 

24.70 

292 


No. 201 Fixture* only, per set (less track and hanger*}.$10.70 

No. I02-S4 Track only, with brackets weight 4$ pounds, per foot.40 

No. 102 Hanger* only, (Page 149}, weight 30 pound*, per pair. . . 4. Ill 

No. 202 Adjustable Hangers only, (Page 149}, weight 36 pounds, per pair.. 7.00 


♦For openings, (not door*), over 6 feet wide. Underwriters require three hangers. 

Discount ... 

Directions for Ordering —See Page and give all dimensions asked for. 

Note —Square top opening requires 14 inches of head-room for non-adjustable hangers and 17 inche* nf 
head-room for adjustable hangers at edge of opening toward which the door slide* in closing, and $ 
inch more for each additional font the track extend* beyond the center. Fixtures require 13$ inche* of 
side-wall room on side toward which door slides in closing and opposite side the width of opening, plus 
19 inches. 

Detail of parts shown on Pages 152, 153. See Page 189 for Standard Approved and Labeleil Tin-clad Fire 
Doors. Approved hardware, suitable for Saino doors, furnished when required. 
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RICH ARDS-WILCOX MFC. Co. AURORA, ILLINOIS. f.S. A 


Price List 


Detail of Parts for Sliding FtRt Hour Fixtures Iiiimkmio on Oitoiiti: Page 


No. DESCRIPTION—PART NO. I Price Us 

70- 2 Flush Door Pull, each. \> .2 

71- 2 Steel Handle to match No. 70-2, each .... 1 

96 Fusible Link, each. .3 

103*14 Cm d Pull.- . r i. ■ 

102-14 Aawmblcd with No I 2-41 Rope Anglo, each.... 4 

102-61 Cast Washer for nail bolts, each . .1 

102*41 Rope Angle, each...,,. I 

102-72 Steel Bumper Shoes, for three-ply (24-inch' Doors, each. 1 

102*805 Guide Roller for Angle Iron Frames each. . . . .2.(i 

102-82 Flat Strins for front of door, each . -I 

102-84 Track, 3:- x g-inch, per foot, i including cone brackets). -I 

102*85 Cone Bracket, for three*ply (22-inch) Doors, each . 2 

102-86 Rope Pulley and back stop with trigger (to attach io track), each. 1.7 

102-86] Cord Pulley and Frame, I for doors on both sides of wall), each.... .. M 

102-87 Front Door Stop, (to attach to track), each l.C 

Guide Roller Strip, each 

102*89 Half-oval Chafe Strips, each. ■( 

102-91 Wdght Holder. MCh. 1 

102*95 Wall Binder for three-ply (2*-inch> Doors, each . 8 

102-97 Link Bracket, each. 2 

102-9$ Cast Wedge, each. I 

102-99 No. I Light Weight, 3 pounds, each. - 

102-99 No. 2 Heavy Weight, 9 pounds, each. 7 

102 SC No. 7 Sash Cord, per foot. 

107 Expansion Bolt, g x 3 inches, each . - 

156 Guide Roller, for three-ply 121-inch i Doors, each. 2.* 

I Guide Roller, for twn-plv (11-inch) Doors, each. 2X 

156 U U-Plate for Guide Roller, (used with doors on both sides of wall, for nails under 17 

inches thick), each... . Li 

171-3 Double Floor Stop for three-ply (2£-inch| Doors, each. 

201-86 Rope Pulley and back-stop, fto attach to track), each. I ! 

204-94] Double Center Stop, with double washer, each. L* 

301-72 Steel Bumper Shoes, for two-ply (12-inch) Doom, (See illustration No 102*72), each .1 

301-95 Wall Binder for two-ply (if-inch) Doors, (See illustration No. 102-95), each 

303 STC Steel Chain, (for closing weights), per foot.] 

304-85 High Cone Bracket, each.. 

304-86 Rope Pulley and back-stop, (to attach to track), each . Li 

304*87 From Door Stop, (to attach to track), each. L< 

304 DB Drop Bracket*, (for track), each 1. 

304 SB Sheave and Bushing, (for closing weights), each . 


PART NO. 2 

Center Bracket for three-ply (22-inch) Doors, each 16 

Joint Bracket, (for track joints i, Rich M 

Round Track, per foot, (including brackets)... 3" 

Center Bracket for two-ply (ll-inchl Doors (See illustration No. 542CB), each It. 

End Bracket, rope pulley and bumper, each..,. . L5«i 

Front End Bracket and Bumper, each. I I" 

Double Center Stop, each. . ... . 1-75 

End Bracket, rope pulley and bumper with trigger, each. L7" 

Front End Bracket and Bumper, each . 11" 

End Bracket, rope pulley and bumper, each. .. . .... 1.5" 


542-CB Center Bracket for 

542-CJ Joint Bracket, (for 

542-C TK Round Track, per 

601-CB Center Bracket for 

601*86 End Bracket, rope 

601-87 Front End Bracket 

604-945 Double Center Sto 

645-86 End Bracket, rope 

645- 87 Front End Bracket 

646- 86 End Bracket, rope 

Note—A lways specify by number. 


Disiouni 
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RICH ARDS-WILCOX MFG. CO.. AURORA, ILLINOIS, U.S.A. 




Wall Bolt List 

Showing Number of Wall Bolts Required to Erect Fixtures Complete 


For Nos. 102-201 and 301 Fixtures For Nos. 601-645 and 646 Fixtures 


Total 

N umbei 
of Bolts 

Track Bolts 

Binder 

Bolls 

Gaide 

Rutter 

Bolts 

Sim of Opening 

Tout 

Number 
o4 Boll* 

Track Bolts 

Binder 

Bolls 

Gold* 

Roller 

Bolls 

Inttmnltiie 

End 

Fm>«i 

Intrimeiiale 

Rp*r 

10 

3 

2 

4 

i 




3 ft. 




u 

i 

4 

i 

4 

l 

10 

3 

2 

4 

i 




3 ft., 3 in, 




12 

i 

5 

i 

4 

l 

10 

3 

2 

4 

i 




3 ft., 6 in. 




12 

i 

5 

i 

4 

l 

10 

3 

2 

4 

i 




3 ft., 9 in. 




12 

i 

5 

i 

4 

l 

10 

3 

2 

4 

1 




4 ft. 




12 

i 

5 

1 

4 

l 

10 

3 

2 

4 





4 ft., 3 in. 




12 

i 

5 

i 

4 

l 

10 

3 

o_ 

4 

i 




4 ft., 6 in. 




12 

i 

5 

1 

4 

i 

11 

4 

2 

4 

i 




4 ft , 9 in. 




12 

i 

5 


4 

i 

11 

4 

2 

4 





5 ft. 




13 

i 

6 


4 

i 

12 

5 

2 

4 





5 ft., 3 in. 




13 

i 

6 

i 

4 

l 

12 

5 

2 

4 





5 ft., 6 in. 




13 

i 

6 

i 

4 

l 

12 

5 

2 

4 





5 ft., 9 in. 




13 

i 

6 

i 

4 

l 

12 

5 

2 

4 





6 ft. 




13 


6 

i 

4 


12 

5 

2 

4 





6 ft., 3 in. 




15 

i 

8 

i 

4 

l 

12 

5 

2 

4 





6 ft., 6 in. 




15 

i 

8 

i 

4 


12 

5 

2 

4 

i 




6 ft., 9 in. 




15 

i 

8 


4 

i 

12 

5 

2 

4 

i 




7 ft. 




15 

i 

8 

i 

4 

i 

12 

5 

2 

4 





7 ft., 3 in. 




16 

1 

9 

i 

4 

i 

12 

5 

2 

4 

1 




7 ft., 6 in. 




16 

1 

9 


4 

] 

14 

7 

2 

4 

i 




7 ft.. 9 in. 




16 

i 

9 

i 

4 

i 

14 

7 

2 

4 

1 




8 ft. 




16 

i 

9 

1 

4 

1 

14 

7 

2 

4 





8 ft., 3 in. 




16 

i 

9 


4 


14 

7 

2 

4 

i 




8 ft., 6 in. 




16 

i 

9 


4 


15 

8 

2 

* 

i 

• 



8 ft., 9 in. 




16 

i 

9 

i 

4 


15 

8 

2 

4 

l 

I. , , 

9 ft. 




16 

i 

9 

i 

4 

l 


Up to 11-Foot Opening Same as 9-Foot 
Opening 


For Fixtures on One Side of ft'all —Estimate two 
end track holts 4 inches longer than thickness of 
wall and intermediate track holts 4 inches longer 
than thickness of wall; binder bolts thickness of 
wall plus 2 inches and guide roller bolt, thickness 
of wall plus 1 inch. 

For Fixtures ort Roth Sides of H’all —Estimate as 
follows: For track, two end bolts 6 inches longer 
than thickness of wall and intermediate holts 5 
inches longer than thickness of wall. For binders, 
all bolts 2 inches longer than thickness of wall For 
guide roller, bolts same length as thickness of wall. 


tJpening* 9 Feet J Inches to 11 Feet Rcquin 
10 Bolts for Intermediate Track Brackets. 


For Hardware Used on One Side of It’atl —Front 
track holt should he 6 inches longer than thickness 
of wall; No. 601 only, 5 inches, Rear track bolt 7 
inches longer than thickness of wall; No. 601 only, 
6 inches. Intermediate track bolts and hinder bolts 
2 inches longer than thickness of wall. Guide roller 
bolt 1 inch longer than thicknevs of wall. 

IVhen Hardware is Used on Roth Sides of H'all — 
The front track holt should he 9 inches longer than 
thickness of wall; No. 601 only, 8 inches, Rear 
track bolt 12 inches longer than thickness of wall; 
No. 601 only, 11 inches. Intermediate track bolts 
and binder bolt^ 2 inches longer than thickness of 
wall Guide roller holt same thickness as wall. 
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RICHARDS-WILCOX MFC. CO, Al’RORA. ILLINOIS, U.S.A. 



No. 64:> 

R-W Round 1 rack Fire Door Fixtures 

( Wilcox So. 645) 

Two-Link Fixture for Three-Ply (J;-Inch) Doors 



Illustrate- Round Track 
Hardware included in list of 
Fire Door Hardware ap¬ 
proved and labeled by Na¬ 
tional Board of Fire Under¬ 
writers. For use where 
head-room exceeds 3 feet. 

This arrangement of auto¬ 
matic device provides two 
fusible links—one constantly 
in opening and exposed from 
both sides, and one link near 
ceiling. If either link fuses, 
door is released and closes 
by gravity. If doors are 
used on both sides of wall, 
the cord can be made to pass 
through wall near ceiling at 
points where it is shown at¬ 
tached in illustration, and 
same arrangement continued 
on other side, thus providing 
four links. The flisini! of LNsncrm Bv UrrtitRWiuTeB** Labor atonies, (Inc.), Lender Direction or the 
, , , National Board or Fine Cniurmritfrs 

anv one releases born doors. 

PRICE LIST 

Price list includes non-adjustable hangers, track and fixtures complete for doors when used 
on one side of wall only. If doors are to be used on both sides of wall, double sets will be re¬ 
quired and tile price will be doubled. Fixtures packed complete with all bolts and screws for 
attaching parts to door, heavy cast washers for wall holts and neces>ary counter balance weights. 

Wall bolts are not included but will be furnished at moderate price if thickness of wall is 
given. 


Widlh of OIICMIIIK villi 

1 i»r. 

Price Llti 

W«>tht per 
So. Lb* 

* W ill ill o4 Okttioi wilh 
l| pr. H.in<?rs 

Price Lilt 

WriRhl per 
Set. Lb*. 

3 feet . 

*14.30 

147 

feet. 

$17.80 

203 

34 feel . 

14.55 

154 

7 feet. 

18.05 

210 

4 feel . 

14.80 

IbO 

7y feet. 

18.30 

217 

41- feet . .. 

15.05 

lf.7 

8 feet. 

18.55 

223 

5 feet . 

15.30 

175 

84 feet . 

18.81) 

220 

5J feel . 

15.55 

181 

V feet . 

10.05 

236 

6 feet . 

15.SO 

185 

9| feet .. 

10.30 

242 




10 feet. 

10.55 

250 


No. 645 Fixture* only, prr set, <le*s track and hangers).$9.nfl 

No. 542-C Track only, with brackets, weight 21 pounds, per foot. .25 

No. 645 Hangers only, I Page 149), weight 20 pounds, per pair. . J.$U 


r For openings, (not doom), over 6 feet wide, Underwriters require three hangers. 

Diaonni ___ 

Dirtciioiti for OrJrring —Sec Pajff /jS , and give all Jirrtt'Nsionf asked for. 

Note—S quare top opening requires 12 inches of head-room for non-adjustable hangers at edge nf opening 
toward which the door slides in closing and f inch more for each additional font of track Arched lop 
opening requires 12 inches head-mom above the top of arch and ? inch more for each foot the track ex¬ 
tends beyond the center. Fixtures require I3i inches of side-wall room on side toward which door slide* 
in rlo*ing and opposite side the width of opening plus 13 inches. To determine length of track, double 
width of opening and add 15' inches. 

Detail of Parh —With the exception of Malleable hangers, brackets, front and back door stop*, (to at¬ 
tach to track), ami round track, the balance of these fixture* are the same a* No. 102. See page* 152, 153. 
See Page 189 for Standard Approved and Labeled Tin-Clad Fire Doors. Approved hardware suitable for 
Saino door* furnished when required 

















































RICH ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U. S. A. 



No. 646 

R-W Round Track Fire Door Fixtures 

(WtLcnx No. 646) 

One-Link Fixture for Three-Ply (22-Inch) Doors 


Illustrates Round Track 
Hardware included in list of 
l ire Door Hardware af 
proved tint/ Ittbt It'ti 111 Na¬ 
tional Board of Fire Under¬ 
writers. 

This fixture is flic same 
style as No. 645 shown on 
opposite paste, except that the 
overhead cord arrangement 
is omitted. This type has 
hut one fusible link which is 
exposed in the opening. 


IUMUL 


PRICE LIST 

Price list includes non- 
adjustable hangers, track and 
fixtures complete for doors 
when used on one side of 
wall only. If doors are to 
be used on both sides of wall, 
double sets will be required 
and the price will be doubled. Fixtures packed complete with all bolts and screws for attach¬ 
ing parts to door, heavy cast washers for wall bolts and necessary counterbalance weights. 

Wall bolts are not included, but will be furnished at moderate price if thickness of nail is 
given. 


Under Direction or me 


No. 646 Fixtures only, per set (less track and hangers).. . $8 nil 

No. 542-C Track only, wilh brackets, weight 21 pounds, per foot. . .25 

No. 645 Hangers only, (Page 1491, weight 20 pounds, per pair. . 5.5'1 

‘For openings, (not doors I, over 6 feet wide, Underwriters require three hangers. 

Distouitt .... 

Directions for Ordering —See Page igS, and give all dimensions asked for. 

Note —Square top opening requires 12 inches of head-room for non-adju«tahle hangers at edge of opening 
toward which the door slides in closing and * inch more for each additional foot of track. Arched top 
opening requires 12 inches head-room above the top of arch and ? inch more for each foor the track ex¬ 
tends beyond the center. Fixtures require 111 inches of side-wall room on side toward which door slides 
in closing and opposite side the width of opening plus 15 inches. To determine length of track, double 
width of opening and add 154 inches. 

Detail of Parts —With the exception of Malleable hangers, brackets front and back door stops, (to at¬ 
tach to track), and round track, the balance of these fixtures are (he same as No. 201 See Pages 152, 153. 
See page 189 for Standard Approved and Labeled Tin-dad Fire Doors. Approved hardware, suitable for 
Saino doors, furnished when required. 


Width of Opening with 

1 pr- Hmcttj 

Price Lin 

Weight p«» 
Sal, Lhi. 

* Width o* Openine irith 

l| pi. Hangar. 

me List 

Wright par 
Set. I. S'. 

3 feet. 

S13.30 

142 

6| feet. 

$16.80 

185 

3] feet . 

13.55 

140 

7 feet . 

17.05 

141 

4 feet . 

13.80 

152 

7$ feet. 

17.30 

147 

4i feet 

14.05 

155 

8 feet . . . .. 

17.55 

201 

5 feel . 

14.30 

160 

Nj feet . 

17.80 

204 

5$ feet. 

14.55 

164 

9 feet . . 

18.05 

210 

6 feet .. 

14.80 

170 

9? feet. 

1 10 feet .... 

18.30 

18.55 

214 

218 


1 


ft 
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RICHARDS-W1LC0X MFG. CO, AURORA. ILLINOIS, U.S.A. 


No. 301—R-W Monarch Fire Door Fixtures 

Oke-Link Fixture for Two-Ply 03-Inch) Doors 


Inspected Bv Underwriters' Larora rORies, (Inc.), Under Direction or the 
National Board or Fire Underwriters 

Illustrates Flat Track Hardware included in list of Fire Door Hardware approved and 
labeled by National Board of Fire Underwriters. 

This fixture is the same style as No. 201 shown on page 151, except that it is for two-ply 
(lj-inch) doors. This type has but one fusible link which is exposed in the opening. 

PRICE LIST 

Price list includes hangers, track and fixtures complete for doors when used on one side of 
wall only. If doors are to be used on both sides of wall, double sets will be required and the 
price will be doubled. Fixtures packed complete with all bolts and screws for attaching parts 
to door, heavy cash washers for wall holts and necessary counter balance weights. 

Wall bolts are not included, but will be furnished at moderate price if thickness of wall is 
given. 


Width id Opening trilh 

1 p*. 

Pike List 

Wvi|ht per 
Set. 1 • 

* Width pi Ow’i»i with 

If p». Martens 

Prke List 

Wvigfcl |irt 
Set, Lb$. 

3 feet . 

$17.70 

165 

6$ feet . 

$22.40 

232 

35 feet . 

18.05 

170 

7 feet . 

22.70 

238 

4 feet. 

18.40 

176 

75 feet. 

23.00 

247 

feet .. 

18.70 

18.3 

8 feet .... 

23.40 

258 

5 feet . 

19,05 

191 

85 feet. 

23.70 

268 

5| feet • • • . 

19 40 

302 

9 feet . 

24. Otl 

276 

6 feel . 

19.70 

208 

9| feet . 

10 feet . 

24.40 

24.7(1 

282 

292 


No. 301 Fixtures only, per set (less track ami hangers).$10.70 

No. 102-84 Track only, with brackets, weight 4} pounds, per foot. .40 

No. 301 Hangers only, (Page 149), weight 30 pounds, per pair. . 4.10 

No. 202 Adjustable Hangers only, weight 36 pounds, per pair. 7.00 

•For openings (nnt doors), over 6 lect wide. Underwriters require three hangers. 

Direrltous lor Ordering —See Page tgS, and give all dimensions asked for. Diseount . 

Note —Dimensions of head-room and side-wall room required on this fixture are the same as No. 201, illus¬ 
trated on Page 151. 

Detail of parts shown on Pages 152. 153. See Page 189 for Standard Approved and Labeled Tin-clad Fire 
Doors. 
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RICH ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U.S. A. 



No. 601—R-W Round Track Fire Door Fixtures 


One-Link Fixture for Two-Pi.v (iJ-Ikch) Doors 





Inspected Bt Underwriters' Laboratories, (Inc.), Under Direction OF THE 
National Board or Fire Underwriters 

Illustrates Round Track Hardware included in list of Fire Door Hardware approved and 
labeled by National Board of Fire Underwriters. 

This fixture is the same style as No. 64t> shown on page 157, except that it is for two-ply 
(lj-inch) doors. This type has but one fusible link which is exposed in the opening. 

PRICE LIST 

Price list includes hangers, track and fixtures complete tor doors when used on one side of 
wall only. If doors arc to be used on hoth sides of wall, double sets will be required and the 
price will be doubled. Fixtures packed complete with all bolts and screw’s for attaching parts 
to door, heavy cast w’ashers for wall bolts and necessary counterbalance weights. 

Wall bolts are not included, but will be furnished at moderate price if thickness of wall is 
given. 


Width o< Opening with 

1 |»r. Hintfti 

w ,asr| 

* Width ol Opening wilh 

14 pt. Mangers 

Pi»«ip List 

Wright p*« 

Set, Lbs 

3 feel . 

S13.30 

142 

6l feet ... . . 

Slfi.80 

185 

3] feet . 

13.55 

149 

7 feet .... 

17.05 

101 

4 feet . 

13.80 

152 

71 feet 

17.30 

197 

41 feet . 

14.05 

155 

1 8 feet .. 

17.55 

201 

3 feet . ... 

14.30 

160 

| 8} feet. 

17.80 

204 

feet.. . 

14.55 

164 

9 feet . . 

18.05 

210 

6 feel . 

14.80 

170 

feet. 

| 10 feet. 

18.30 

18.55 

214 

218 


No. 601 Fixtures only, per set (less track and hangers I. .$8.00 

No. 542-C Track only, with brackets, weight 2} pounds, per foot.. .25 

No. 542-C Hangers only, with backing plate, (Page 149), weight 22 pounds, per pair . 5,50 

*For openings, (not doors), over 6 feet wide, Underwriters require three hangers. 

Discount. ... 

DirectionI for Ordering —See Pa fit //S, ami give all dimension! asked for. 

Note —Dimensions of head-room and side-wall room required on this fixture same as No. 646, on Page 157. 

Detail of Parts —With the exception of Malleable hangers, brackets, front and hack door stops, (to at¬ 
tach to track), and round track, the balance of these fixtures are the same as No. 201. See pages 152, 155. 
See Page 189 for Standard Approved and Labeled Tin-clad Fire Doors. 
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RICHARDMVII.CuX MFG. CO., AURORA. ILLINOIS, U.S.A. 


No. 204 

R-W Fire Door Fixtures for Double Doors 

(Wilcox No. 20+5) 

FlITl'in Fur Three-Ply (2J-Inchi n* Two-Ply (11-Inch) Doors 
Hardware S vme Style as No, 201 Monarch 





This fixture is the same as No. 201, except that it is applied to double doors. 

Designed to niert special conditions, such as not sufficient pocket room on one side to slide 
a large door, or if an overhead carrier system track passes through the opening. 

Made regularly for three-ply (2J-inch) doors, but can be furnished for two-ply (lj-inch) 
doors on application. 

This type has one fusible link on each door and both are exposed in the opening. 


PRICE LIST 

The following price list includes non-adjustablc hangers, track and fixtures complete for 
doors when used on one side of wall only. If doors are to be used on both sides of wall, double 
sets will be required and the price will be doubled. Fixtures packed complete with all bolts and 
screws for attaching parts to door, heavy cast washers for wall oolts and necessary counter bal¬ 
ance weights. 

Wall bolts not included, but will be furnished at moderate price if thickness of wall is given. 


Width ol Opening u ith 

2 pi. Hintttt 

Hrii - # l.iil 

Wrtffci per 1 
&#t. LIh, 

Width ol Opening with 

2 pi. Hjtc»ti 

hitf Li»t 

Wright prr 
Sri, Liu. 

3 feet . 

$31.40 

230 


7 feet . 

. $37.40 

292 

3! feet . 

32.10 

235 


1 \ feet. 

38.10 

297 

4 feet . 

32. 80 

241 


cH feet. 

38.80 

303 

4f feel . 

33.50 

258 


8f feel 

39.50 

308 

5 feet. 

34.20 

264 


9 feet . 

40.20 

326 

3} feet . 

34.00 

260 


feet . . . 

40.90 

331 

6 feet . 

35.00 

275 


10 feet . 

41 60 

337 

fcj feet. 

36.70 

286 






No. 204 Double Fixtures only, per set I less trac k ami bangers) . 

No. 2u4-84 Track only, with bracket*, weight 4| pounds per foot. 

No. 102 Hangers unl>, (Page 149), weight 30 pounds, pei pair . 

No. 202 Adjustable Hangers only, (Page 149), weight 36 pounds, per pair 


$ 17.50 

.40 

4.10 

7.00 


Dired'ons for (JrJfriNg —See Pagr /^, and give all tiimmuons asked for. 

NOTE—Dimensions of head-room and side-wall room required on this fixture are the sirne as No. 2o| illus¬ 
trated on Page HI. To determine length of track for each door, add X inches to actual width «*f ..jUning, 

Detail of parts shown on Pages 152, 153. See Page 189 for Standard Appnwrd and Labeled Tin-clad Fire 

Doors. 
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RICHARDSAVILCOX MFG. Co., AURORA, ILLINOIS, lS A 



No. 604 

R-W Round Track Fire Door Fixtures for Double Doors 


Fixtures for Three-Ply (18-Inch) Doors 
Hardware Same as Stile No. 646 



This fixture is the same as No. 204, illustrated on opposite pace, except that it operates on 
round track. Made regularly tor three-ply (2i-inch) Doors, but can be furnished for two-ply 
(lj-inch) Doors on application. 

This type has one fusible link on each door and both are exposed in the opening. 

PRICE LIST 

The following price list includes non-adjustable hangers, track and fixtures complete for 
doors when used on one side of wall only. If doors are to be used on both sides of wall, double 
sets will be required and the price will be doubled. Fixtures packed complete with all bolts 
and screws for attaching parts to door, heavy cast washers for wall bolts and necessary counter¬ 
balance weights. 

Wall bolts are not included, but will be furnished at moderate price if thickness of wall is given. 


Width ol Opening vith 

3 p». Hin|vts 

Lilt 

We>ch» prr 
$«t, Lila. 

Width of Opening with 

2 pt. Hinset. 

Pile* 1.8*1 

W**l£h| p*» 
Sri, Lti*. 

3 feet . 

$23.55 

195 

7 feet. 

. $28.05 

242 

3) feet. 

24.10 

198 

feel . 


255 

4 feet. 

24.60 

206 

8 feet . 

29.10 

257 

4j feet. 

25.10 

209 

Kj fret . . .... 

. 29.60 

261. 

5 feel . . . 

25.65 

216 

9 feet . . . . 

30.15 

268 

5J feet. 

26.15 

220 

9) feet . 

30.65 

280 

6 feet . 

feet . 

26.70 

27.50 

224 

240 

10 feet . 

31.20 

282 


No. 604 Double Fixtures only, per set, (less track and hanger.).$14 .Oh 

No. 542C Track only, with brackets, weight 21 pounds, per foot. . .25 

No. 645 Hangers only, (Page 149), weight 2U pounds, per pair. 5.SO 


No. 604 Double Fixtures only, per set, (less track and hangrrs).$14.0o 

No. 542C Track only, with brackets, weight 21 pounds, per foot. . .25 

No. 645 Hangers only, (Page 149), weight 20 pounds, per pair. J.50 


Diteounl .... 

Direction for Ordering —Sec Page igS, and give all dimensions asked for. 

Note— Dimensions of head-rnom and side-wall room required on this fixture arc the same as No. 646, illus¬ 
trated on page 157. 

To determine length of track for each door, add 7 inches to actual width of opening 
Detail of parts shosvn on pages 152, 15J. 

See page 189 for Standard Approved and Labeled Tin-clad Fire Doors. 
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RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U. S. A. 


No. 303 

R-W Level Track Fire Door Fixtures 

Fixtures for Three-Ply (25-Isch) or Two-Ply (H-Inch) Doors 
Hardware Same as Stair No. -01 Monarch 



This style fix¬ 

ture is used for 

openings 

where 

there i 

s not 

enough 

head- 

room to 

place 

track on 

an in¬ 

dine of } 

inch to 

the foot. 

T wo 

sets of w 

eights 

are used 

to bal- 

ancc the 

door. 

The back 

weights 

are held i 

in posi- 

tion by a 

fusible 

link. In 

case of 

fire this link fuses 

and allow 

.’s back 

weights to drop 

and the 

front 

weights then pull 

the door t 

shut. 


This fixture is the same style as No. 201, shown on Page 151, except that it operates on 
level track. This type has but one fusible link which is exposed in the opening. 


PRICE LIST 

The following price list includes non-adjustablc hangers, track and fixtures complete for 
doors when used on one side of wall only. If doors are to be used on both sides of wall, double 
sets will be required and the price will be doubled. Fixtures packed complete with all bolts and 
screws for attaching parts to door, heavy cast washers for wall bolts and necessary counter¬ 
balance weights. 

Wall bolts are not included, but will be furnished at moderate price if thickness of wall is given. 


Wtillh of Oprtnn* vs i III 

1 |»r Ndtitn 

P»ke L**t 

Wclffcl 

tn. Lfc? 

* W Idth o! Of*ni ft* »ilh 
l| pi Hunger? 

Pits* Liu 

l’*l 

Sri, Ltw 

3 feet . 

$19.95 

182 

feet.. 

$26 10 

254 

34 feet. 

20.55 

l&H 

7 feet . 

26 65 

259 

4 feet. 

21 10 

202 

71 feet . 

27.20 

265 

4f feet. 

21.60 

208 

N feet . 

27.80 

273 

5 feet . 

22.15 

213 

KV feet. 

28.40 

279 

5f feet . 

22.75 

225 

9 feet. . 

29.05 

293 

6 feet . 

25.40 

233 

! 9| feet . 

10 feet. 

29.70 

30.30 

299 

304 


No. 103 Fixtures only, per set, (less track and hangersi..$12.00 

No. 303-84 Track only, with bracket., weight 4* pounds, per font ..40 

No. 303-102 Hangers only, (Page 149), weight 30 pounds, per pair .. 4 10 

No. 103-202 Adjustable Hangers only, (Page 1491, weight 36 pounds, per pair. . 7.00 

•For openings, not doors, over six feet wide. Underwriters require three hangers. 

Dirttliont for Ordering —See Pagr lj$. and give all dimennont asked for DiteounI 

Note —This fixture requires 14 inches of head-room for non-adjustable hangers and 17 inches for the ad¬ 
justable hanger Side-wall room required on side toward which door slides in closing 19 inches and on 
opposite side the width of opening plus 19 inches 
To determine length of track, double width of opening and add 29 inches. 

Detail of pans shown on pages 152, 155. 

See page 189 fur Standard Approved and Labeled Tin-clad Fire Doors. 
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RICH ARDS-W1LCUX MFG. CO, AURORA, ILLINOIS, I S A 



No. 304 

R-W Special Level Drop Bracket Track Fire-Door Fixtures 

Designed F.spechi.i.y Fur Low IIf ad-Rodm 
Fixtures for Three-Ply (13-Inch) or Two-Pi.v (11-Inch) Dinks 
Hardware Same as Seyi.f No. JOl Monarch 

This style fix¬ 
ture is operated 
the same as No. 
303, ilustrated on 
opposite pane, ex¬ 
cept tile track is 
dropped down in 
front of door, 
reducing the 
amount of head¬ 
room required. 

This type has 
but one fusible 
link, which is ex¬ 
posed in the open¬ 
ing. 

PRICE LIST 
The follow¬ 
ing price list in¬ 
cludes non - ad¬ 
justable hangers, 
track and fixtures 
complete for 
doors when used 
on one side of 
wall only. If 
doors are to be 

used on both sides of wall, double sets will be required and the price will be doubled. Fixtures 
packed complete with all bolts and screws for attaching parts to door, heavy cast washers for wall 
bolts and necessary counter-balance weights. 

Wall bolts are not included, but will be furnished at moderate price if thickness of wall is given. 


WxJtk of 0?«ni»c with 

1 p t. Hingi'tx 

Plies* Litl 

Wripht per 
S«t. LI*. 

* WMlh ol Oprninc tritlt 

Dpi Han*»t. 

P»ic» Lilt 

Wfight prr 
Si t. Lbs 

3 feet. 

$23.70 

211 

61 feet . 

$32.33 

299 

3», feet . 

24.30 

217 

7 feet. 

32.90 

304 

4 feet. ... 

24.80 

227 

7J feet . . 

33.45 

310 

4f feet . 

25.35 

235 

8 fees .... . 

36.55 

344 

5 feet... 

27.15 

250 

feet . 

37.15 

350 

5+ feet . 

29.00 

268 

9 feet ... . .... 

37.70 

377 

6 feet . 

29.65 

278 

9] feel . 

10 feet. 

39.05 

40.30 

383 

388 


No. 504 Fixtures only, per set, (less track and hangers) . .$1200 

No. 504-84 Track only, with brackets, weight 5 pounds, per foul.... .65 

No. 505-102 Hangers only, (Page 149), weight 30 pounds, per pair . . 4.10 

•For openings, not doors, over six feet wide. Underwriters require three hangers. 

Discount ..... 

Directions for Ordering —See Page tgS and give all dimensions asked for. and sketch showing loca¬ 
tion of obstructions overhead and state amount of head-room above top of opening 

NOTE—This fixture requires 9 inches of head-room. Can furnish for head-room as low as 75 inches on ap¬ 
plication. Side-wall room required on side toward which door slides in closing 19 inches and on op¬ 
posite side the width of opening plus 19 inches. 

To determine length of track, double width of opening and add 29 inches. 

Detail of parts shown on pages 152, 153. 

See page 189 for Standard Approved and Labeled l'in-clad Fire Duors. 














































































RICHARDS-WILCOX MFC. CO, AURORA, ILLINOIS, U.S.A. 




No. 203 — R-W Flat Track Vertical Sliding Fire Door Fixtures 

(Wilcox No. 20$) 

Fixtures Made Regularly for Three-Ply (28-Inch) Doors, 

Bur Can be Furnished for Two-Ply (U-Inch) Doors 


This type of fixture is recommended 
only for openings where slide or swing fix¬ 
tures cannot he used on account of obstruc¬ 
tions. The vertical balance fire-doors and 
fixtures arc made to act by gravity and close 
automatically at the approach of lire. Two 
sets of weights are used on doors weighing 
up to 300 pounds; three sets on doors 
w eighing more than 300 pounds. As shown 
in the illustration, the fusible link is in the 
circuit which supports the light weight. 
Heavy countrr-halancc weights are attached 
by wire cable to the top of door, and are 
adjusted to prevent sudden dropping of the 
door, allowing same to close slowly when 
link fuses, which releases the small weights. 
Illustration shows fixtures for doors weigh¬ 
ing up to 300 pounds. The same fixture- 
are furnished for doors weighing over 300 
pounds, except an extra set of cable pulleys, 
weights, cable and cable brackets are added 
a- shown on opposite page. 


PRICE LIST 

The following price list includes guides, 
track and fixtures complete with all bolts 
and screws for attaching parts to door, drop 
washers for track and heavy cast washers 
for wall bolts. 

Counter-balance ffeights are \nl I ri¬ 
el mini in Price List or If eight of Fixtures. 

Wall bolts also are not included, but 
will be furnished at moderate price if thick¬ 
ness of wall is given. 




| Door* iii> to km pnundi , 

IKmii. ox ft 340 pouiti* 

1 Pike List 

MV-clit Lb. 

Price Li* 

Weiftl, Lbs. 

5 feet . 


. $28.05 

2241 

$37.90 

260 

(> feet 



245 

4U.20 

285 

7 feet 


. 32.15 

272 

42.50 

312 

8 leet . 


. 34.20 

300 

44.85 

340 

9 feet . 


. 36.16 

329 

47.15 

370 

10 teet . 


. 38.3H 

360 

49.45 

405 


*N<x 203 Fixtures only, for doors up to 300 pounds, per set.$17.90 

•No. 203 Fixtures only, for doors over 300 pounds, per set. 26.35 

No. 20S-S4 Track only, with hrackets, weight 4) pounds, per foot. 40 

No. 203 Counter-Balance Weights, per pound. . .08 

•Fixtures only do not include track, ruble, sasli cord or weights. 

Directions (or Ordering —Sec Page lfS, and give all dimensions asked for. Discount ... 

Note —This fixture requires double the height of opening plus 19 inches of head-room. Weight of door 
govern, amount of weights necessary to balance same. Heavy weights should be specified equal to seven- 
eighths weight of door and small counter-balance weights to one-eighth weight of door. This fixture re¬ 
quires on doors less than 300 lbs, 15 and 21 inches of side-wall room; over 300 lbs, 21 and 28 inches. 
Detail of parts shown on pages 166, 167. 

For weights of standard tin-dad fire doors, see page 189 . 

See page 189 for Standard Approved and Labeled Fin-clad Fire Doors. 
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RICH ARDS-WILCOX MFC. CO, AURORA, ILLINOIS, ISA. 



No. 603 

R-W Round Track Vertical Sliding Fire Door Fixtures 

Fixtures Made Only ior Three-Ply (2S-Inck) Doors 



This type of fixture is used for 
openings where obstructions do not 
permit the use of slide or swing 
fixtures. 

Fixtures are the same as shown 
on opposite page, except that round 
track and guides are used. 

Illustration shows fixtures for 
duors weighing more than 300 
pounds. 

On account of the necessity of 
heavy weights to balance vertical 
doors, the hardware must be made 
extra heavy, and the fixtures, there¬ 
fore, much more expensive than 
for the ordinary sliding or swing 
tire-doors. 


PRICE LIST 

The following price list in¬ 
cludes guides, track and fixtures 
complete with all bolts and screws 
for attaching parts to door, drop 
washers for track and heavy cast 
washers for wall bolts. 

Counter-balance H eights are 
Not Included in Price List or 
H eight of Fixtures. 

Wall bolts also are not in¬ 
cluded, but will be furnished at 
moderate price if thickness of wall 
is given. 


Height of Opening 


5 feet 

6 feet 

7 feet 

8 feet 
'» feel 

10 feet 


IliMMS up to Ml* pounds Don*? I»»rr Ml# p«Mind* 


Price Ltil 

Weiglit. Lbt. 

Prtte Lisi 

WruM. Lt»J, 

<•28.05 

175 

$37.00 

215 

.III. 10 

200 

40.20 

24m 

32.15 

227 

42.50 

267 

34.20 

255 

44.85 

2**5 

36.25 

284 

47 15 

325 

38.30 

315 

4^.45 

360 


•No. 60S Fixtures only, for doors up to 500 pounds, per sec . . . . . . .. .$17.90 

•No. 605 Fixtures only, for doors over 300 pounds, per set. 26.35 

No. 603-TK Track only, with brackets, weight 21 pounds per font. .4" 

No. 203 Counter-Balance Weights, per pound. .OS 

•Fixtures only do not include track, cable, sash cord or weights. 

Directions for Ordering —See Page IjS, and give all dimensions a*ked for. Discount 


NOTE—This fixture requires double the height of opening plus 19 inches of head-room. Weight of door 
governs amount of weights necessary to balance same. Heavy weights should be specified equal to seven- 
eighths weight of door and small counter-balance weights to one-eighth weight of door. This fixture re¬ 
quires on doors less than 300 lbs. 16 and 22 inches of side-wall room; over 300 lb*., 22 and 29 inches. 

Detail of parts shown on pages 166, 167. 

For weights of standard tin-clad fire doors, see page 189. 

See page 189 for Standard Approved and Labeled Tin-clad Fire Doors. 
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RU HARDS-W1LC0X MFG. CO., AURORA, ILLINOIS. U.S.A. 



Detail of Parts for No. 2U3 and 603 Vertical Sliding 
Fire Door Fixtures 



102-SC 

Non—For description and prices, lee opposite page. 


WALL BOLT LIST 

Suuwinc Number or Wall Bolts Required to Erect Fixtures Complete 


No. 203 Fixtures No. 603 Fixture* 


at 

Opening 

N umbel ol 
Truk 
Bolts 

For Cash Pvllbys 

total 

Fuller 

Meijjfct ol 
Opening 

| 1 

NiimI.i'I nt | 

Pulleys 

fw Rope 
Puller 

Douo ap li> 

" 

Doin’, ovn 
'l** pounds 

T'j,* Door* ap to 

***** 1 SO* pound* 

E>i*or-- avei 
100 pounds 

4 7* to 5 

3* 

12 

4 

A 

4 

4 10-to 59 

14 4 

8 

4 

5 4 ' to 7 

11 

14 

4 

8 

4 

5 10’to 6 9 

16 4 

8 

4 

» r to •> 

0 

1ft 

4 

A 

4 

6 10‘tu 79' 

18 4 

8 

4 

9T toltl 

5' 

18 

4 

8 

4 

7 10'to 8 9' 

2« 4 

8 

4 

10 6 ' toll 


20 

4 

8 

4 

8 10'to 99' 

22 4 

8 

4 







9 10'tolO 9' 

24 4 

8 

4 


Track bolls: For three-ply doors—Thickness of wall 
plus five inches. 

Track bolts' For two-ply doors—Thickness of wall 
plus four inches. 

Cable and Rope Pulley holts—Thickness of wall plus 
three inches. 


Track bolts. For three-ply doors—Thickness of wall 
plus six inches 

Cable and Rope Pulley bolts—Thickness of wall plu9 
three inches. 


Note —All track and Cable Pulley bolls are if-iiwh; Rope Pulley bolts are 8-inch diameter. 

[««] 

















RICH ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U.S.A. 


Price List 

Detail of I*>«is for Vertical Sliding Fire Door Fixtures, 
Illustrated on Deposit* Page 


No. 203 


llrm* im*4 
for 4oor& lest 
than W lb*. 

lira*' Uird 

It* duoh. 'till* 
lbs. ind oi«« 

Number 

DESCRIPTION 

Fuss* Litl 

i 

i 

70-2 

Flush pull, each ... 

*.25 

i 

i 

71-2 

Door Handle, each .... . 

15 



85-1 

Low 'track Cones, for 2-ply (ID Doors, each . 

.14 



85 3 

High Track Cones, for 3-ply 12} ) Doors, each. 

.18 

2 

2 

96 

Fusible Links, each. . . 

.30 

8 

12 

102-61 

Cast Washers, (for wall bolts of pulleys additional required for 
track) each. 

.15 

2 

2 

102-82 

Binder Strips, each .. 

.4(1 

2 

2 

102-89 

Chafing Strips, each . 

.40 



102-99 No. 1 

Light Weight, 3 pounds each, per pound . . . . . . 1 

,0H 



102-99 No. 2 

Heavy Weight, 9 pounds each, per pound. 

.OH 



102-SC 

No. 7 Sash Cord, (length, 3 times height of door) per foot . . 

.05 

4 

4 

203-A 

Track Guides, each . 

.51) 

2 

4 

203 B 

lul-inch Cable Pulleys, each . . . . 

3.50 

2 

2 

203-C 

6-inch Rope Pulleys, for link cord, each . 

1.75 

I 

2 

203-D 

Cable Brackets, each . 

.25 

I 

1 

203-E 

Link Brackets, each . . 

.25 

.... 

.... 

203-CA 

2-inch Steel Cable, (length, 1 piece twice height of door, over 

3(H> pounds requires 2 pieces) per foot . . 

.14 

2 

4 

203-CL 

Cable Clamp, each . . 

.20 



203-DW 

Drop Washers, lone for each track bracket) each. 

.10 



203-EW 

E»ua Weights, <25 pounds) per pound . . 

.08 

1 

2 

203- MW 

Master Weight <50 pounds) per pound . 

.08 

2 

4 

203- 1 H 

Cable Thimble, each . 

.10 

2 Runt. 

2 Runs. 

203-84 

3}x}-tn, Track and Brackets, <length twice height of opening 
less four inches) per foot . 

.40 

i 

i 

203-91 

Weight Holders, each . . 

.20 




No. 603 


i 

i 

70-2 

Flush Pull, each . 

.25 

i 

i 

71-2 

Doot Handle, each ... . . 

.15 

2 

2 

96 

Fusible Links, each . . 

.30 

I 

12 

102-61 

Cast Washers, <for wall bolts of pulleys—additional required for 
track leach .... . 

.15 

2 

2 

102-82 

Binder Strips, each . 

.40 

2 

2 

102-89 

Chafing Strips, each . 




102-99 No 1 

Light Weight, 3 pounds each, per pound. 

06 



102-99 No. 2 

Heavy Weight, 9 pounds each, per pound . . 

No. 7 Sash Cord, (length, 3 times height of door! per foot . . 

08 



102-SC 

.I-, 

2 

4 

203 15 

KM-mch Cable Pulleys, each . 

3.50 

2 

2 

203-C 

6-inch Rope Pulleys, for link cord, each . 

1.75 

1 

2 

203-D 

Cable Brackets, each . 

.25 

1 

1 

203-E 

Link Brackets, each . • 

.25 


203-CA 

2-inch Steel Cable, (length 1 piece twice height ot door, over 

300 pounds requires 2 pieces) per foot . 

.14 

2 

4 

203-CL 

Cable Clamp, each . 

, 20 



203- EW 

Extra Weights, (25 pounds) per pound 

. 08 

i 

2 

203-MW 

Master Weight, <511 pounds) per pound. 

.08 

2 

4 

203-TH 


. 10 

I 

1 

203-91 


10 

4 

4 

603-A 

Track Guides, each. 

,50 



603-CB 

Center Track Bracket, for 3-ply <28 ) Doors, each. 

80 



603-TB 

Top Track Bracket, for 3-plv <24 ‘ 1 Doors, each. 

.30 


2 Runs. 

603-TK 

Round Track and Brackets, (length twice height of door) per ft. 

40 


603-DW 

| Drop Washers, (one for each track bracket) each 

. 10 


Discount 


Note— Items on which no quantity is shown in above table, are determined according to weight of door and 
sire of opening. Specify heavy weights equal to seven-eights weight of door and counter balance weights 
equal to one-eighth weight of doot. Always specify by number. 
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RICH ARPS-WILCOX MFC. CO., AURORA, ILLINOIS, U.S. A. 
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RICH ARDS-WILCOX MFG. Co., AIRORA, ILLINOIS, IJ.S.A. 


No. 649 

R-W Round Track Horizontal Fire and Warehouse 

Door Fixtures 


(Wilcox No. 649 


The R-\V Horizontal Trolley Door meets a long-felt want for a practical warehouse and fire 
door. This door is applicable to openings of all kinds, hut is especially adapted for use where 
ceilings prevent the use of a vertical door, anil w here obstructions at the side of the oprning 
prohibit the use of the ordinary sliding door. The R-W Horizontal Door, when open, is en¬ 
tirely out of the way. When used as a Fire Door, it is equipped with our automatic closing device. 

PRICE LIST 

The following price list includes hangers, track, fixtures and counter-balance weights com¬ 
plete tor the different openings listed, in the non-automatic type for warehouse doors. These 
prices arc based on openings having sufficient head-room and side-wall space, so it is not neces¬ 
sary to compound counter-balance weights. Fixtures packed complete with all bolts and screws 
for attaching parts to door and heavy cast washers for wall twits. 

Wall holts are not included, but will be furnished at moderate price it thickness of wall is given. 


Size of Optstng 
rect 

Spice required Above 
open me wit»<oui compound- 

Price List 

Size ol Osmioe 

F..1 

Since requited ibore 
opening w ithout compound- 

Price List 

in( waifklr. Irubf 


him w eiglii., loclitf* 


4x7 

50 

$48.00 

4 x 9 

35 

*51.25 

5x7 

34 

49 90 

5*9 

39 

53.75 

6x7 

37 

51.80 

6 X 9 

431 

56.25 

7x7 

40) 

53.70 

7 x 9 

471 

58.75 

8x7 

44 

55.60 

8 x 9 

52 

61.25 

9x7 

47 

57.50 

9 x 9 

56 

63.25 

10x7 

501 

59.30 

10 x 9 

60} 

66.25 

4x8 

33 

49.00 

4x10 

37 

52.25 

5x8 

361 

51.20 

5x10 

41} 

55.05 

6x8 

40] 

53.40 

6x10 

46 

57.85 

7x8 

44 

55.60 

7x10 

5! 

60.65 

8x8 

471 

57.80 

3 x 10 

56 

63.45 

9x8 

?H 

60 00 

9x 10 

60} 

66.25 

10x8 

55 

62 20 

10 x 10 

65 

69.05 


Diuounl 


Note —When above fixtures are required for tire doors, add $3.00 per set to net price, 

Note —Head-room given in table above applies to three-ply, 2jf-inch, tin-clad doors. 

Directions for Ordering —State width and height of opening (mention width first), thick¬ 
ness of doors, lap of doors at side and top, available wall space at both sides and above opening: 
if doors are located in outside walls or partition walls, also if locks are to be operated from one 
side or both sides of door. 

State if hanger rods for horizontal track arc to be attached to roof, ceiling or beams, giving 
distance from top of door to supporting members and show location of joist or beams if hanger 
roil is to be attached to beams. If to he attached to roof, describe same, stating thickness and 
material from which it is built. If to be attached to concrete Hours above, state thickness of 
same. 

State if fixtures are for warehouse or fire doors. 

For weights of standard tin-clad fire doors, sec page ISO. 

Note —On warehouse doors, side-wall space required equals lap of door plus 3} inches one side 
and lap of door plus 16 inches on weight side when not necessary to compound weights; on 
fire doors same as above, except on weight side 27 inches arc required for the automatics. 

When there is insufficient space above the opening as shown in the second column of the 
table above, it is necessary to compound the weights, in which case the exact condition should be 
submitted to our Engineering Department showing actual available space on both sides and 
above the opening. Special fixtures can be made to meet most requirements. 

Detail of parts shown on pages 170. 171. 

See page 180 for Standard Approved and Labeled I in-clad Fire Doors. 


[ 169 ] 





RICH ARDS-WILCOX MFG CO., AURORA, ILLINOIS, U. S. A 


Detail of Parts for No. 649 Fixtures 

(Wilcox No. 649) 


6492101 


649 0/04C 649 0H3C 649-MS41 


Notf— For description in<3 prices. lee opposite pipr 





























RICHARDS WILCOX MFG. CO.. AURORA, ILLINOIS, U. S.A. 


Price List 

Detail of Parts fur Horizontal Sliding Fire Door Fixtures, 
Illustrated on Opposite Page 


71-2 

96} 

102-61 

102-SC 

203-CA 

203-B 

303-St. C 

542-C 

542-C 

649-2102 

649-2103 

649-2104 

649-2105 

649-2106 

649-2107 

649-2108 

649-2109 

649-2110 

649-2111 

649-2112 

649-2113 

649-2118 A 

649-2118B 

649 2119A 

649-2119B 

649-2120 

649-2121 

649-2122 

649-2123 

649-2124 

649-2125 

649-2126 

649-2131 

649-2132 

649-2133 

649-2134 

649-2135 

649-2136 

649 2137 

649-220C 

649-294C 

649-402C 

649-403C 

649 404C 

649-405C 

649-42IC 

619-422C 

649-423C 

649-434C 

649-0103C 

649-0104C 

649-0105C 

649-0113C 

649 HR 

649-SR 

648- MP18 

649- MS47 
649-MWI5 


Steel Handle . 

Fusible Link . . ... 

Cast Washer tlor wall bolts on tire rlootsl 
No. 7 Sash Cord . . 

{•inch Steel Cable. 

Single Cable Pulley . . 

No. 2 Steel Chain. . . . . 

Track Steel for Horizontal Track . . 

Ttack Steel for Vertical Track 

Main Keeper. .... 

Ceiling Pulley tOld No. MW 4) 

Needle. . . 

Chain Ring.. . . 

Weight Trip Ring 

Side Chain Pulley. .... . . 

Cable Bracket . 

Cable Clamp. . . 

Double Weight Holder ..... 

Weight Hook for single set ot weights. 

Weight Hook for double set of weights. ... 

Ceiling Chain Pulley . 

Top Hanger for 2{-inch Doors (right and left) , . ...... 

Top Hanger for 11-inch Doors (right and left). 

Bottom Hanger for 2J-inch Doors tright and left) 

Bottom Hanger for lj-inch Doors (right and left). 

Door Bolt. 

Latch Handle (For both sides of door) ... . 

Latch Handle (For one side of door). 

Four Point Latch, less keepers . . 

Keeper for Four Point Latch (4 pieces to set) .... 

Angle Keeper for No. 2120 Bolt (to attach to face of wall). Made 
four sizes, for l}-in., 2-in., 2j-in. and 2J-in. doors ... 
Keeper for No. 2120 Bolt (to attach to bottom of lintel) . . 

Double Cable Pulley ... 

Pulley for single compounded weight. 

Pulley for double compounded weight . . . 

Pulley for triple compounded weight 
Main 50 pound weight with trip 
Main 100 pound weight with trip 

Main 150 pound weight with trip . . ... 

Cast Washer (For wall bolts on warehouse doors) ... 

Trip Weight . .... . 

Main 50 pound weight ... ... . 

Auxiliary 10 pound weight 
Auxiliary 25 pound weight . . 

Auxiliary 50 pound weight. 

Drop off 100 pound weight . ... 

Drop off 150 pound weight. 

Main 100 pound weight 
Main 150 pound weight . 

Center Bracket for Vertical Track. 

Center Bracket for Horizontal Track 
End Bracket for Horizontal Track 
Top Bracket for Vertical Track 
Hanger Rod J-inch Round 

Spreader Rod }-inch Round. .... 

Side Pulley (old No. M-ll). 

Latch Spring (old No. M-10) . 

No. 20 Bright Wire.. . ■ ■ ■ ■ 


. each 

i 

i 

1. 15 

«*ach 

A 

20 

each 

U 

.15 

. per foot 


.05 

per foot 

... 

11 

. . . each 

17 

| 2.70 

. per foot 


.10 

prr foot 

ig 

19 

per foot 

If 

19 

. . eac h 

21 

1 10 

each 

• 

.20 

each 

A 

16 

eac h 

A 

.06 

each 

t 

t« 

.08 

each 

1 

,50 

each 

2 

.60 

each 

a 

s 

.60 

each 

5S 

2.00 

. . each 

1 

.80 

each 

If 

.80 

. . . each 

1 

.50 

. eac 1 

10 

2 60 

. . . each 

9f 

2 60 

each 

8 

1.80 

each 

7f 

1.80 

each 

3f 

1.30 

each 

2 

90 

each 

If 

.80 

per set 

35 

6.00 

. . each 

2{ 

.50 

in 



. . . each 

5 

.80 

. each 

2f 

.40 

. . each 

24 

3.25 

each 

15 

2.50 

. each 

18 

3.00 

each 

34 

7.01) 

each 

50 

4.50 

each 

100 

8.50 

each 

150 

12.50 

each 

i 

.10 

each 

8J 

.70 

each 

50 

4.00 

each 

10 

.80 

each 

2.8 

2.00 

each 

50 

4.01) 

each 

104) 

8.50 

each 

150 

13.00 

each 

100 

8.00 

s . each 

150 

12.00 

each 

1 

18 

each 

1 

.28 

each 

If 

24 

each 

1 

.50 

pef fool 

If 

.18 

per foot 

1 

22 

each 

i 

4 

20 

each 

\ 

16 

.14 

per pound 


.10 


Note—A lways specify by number. WALL BOLT LIST Discount --- 

Showing number of wall bolts required to erect fixtures complete. Five bolts for pulleys, length equals 
thickness of wall plus three inches. Two bolts for horizontal track end brackets, length equals thickness of 
wall plus three inches. Six holts for vertical track brackets, length equals thickness of wall plus five inches 
for doors up to eight feet high; over eight feet require eight bolts. 


Discount. 
























































RICH ARDS-WILCOX MFC. CO, AURORA, ILLINOIS, IT. S. A. 




4SP 


No. 406 

R-W New Automatic Swinging Fire Door Fixtures 
for Tin Clad Single Doors 


Iv.rtcitu »v l snmw.irf •»' La>o«ato«U9 (Iwc.), I'sjii Dihiction or iki 
Nasiovu ItoASB or Fixr 



The above illustrated su ing door Hardware included in list of Fire Door Hardware ap¬ 
proved and labeled by National Board of Ftre Underwriters after exhaustive tests by the Under¬ 
writers' Laboratories, (Inc.). 

The automatic link and cord arrangement on this fixture extends above the opening to ceil¬ 
ing and when used with doors on both sides of wall same extends through, so that the fusing 
of link on cither side wilt cause the doors to close. Fixtures furnished for either flush or lap 
doors. 

PRICE LIST 

The following price list includes a set of fixtures complete consisting of multiple pintels, mul¬ 
tiple latches, multiple latch keepers, binge straps, handles, automatic closing attachments, alt 
bolts (except pintel and keeper bolts) for attaching hardware and heavy washers for multiple 
pintels and latch keeper. 

Wall bolts for multiple pintels and latch keepers will be furnished at a moderate price, if 
thickness of wall is given. State if doors are used on one or both sides of wall. 

No. 406 Fixtures complete, fnr doors up to 5 ft. 4 in, high, (with 2 hinges), per set .$17.00 

No. 406 Fixtures complete, for doors 5 ft 10 in. to 8 ft. 9 in. high, (with 3 hinges), per set.. 20.00 
No. 406 Fixtures complete, for doors 8 ft. 10 in. to 10 ft. 4 in. high, (with 4 hinges), per set 24.00 


No. 406 Fixtures less hinges pintels and latch, per set. 8.00 

Weight—Complete set, about 10S pounds; fixtures only, 70 pounds. Dhawnt 


OirertioKi for Ordering —See 1‘apr IfS, and give all Jtmcnuons asked fnr. 

Unless otherwise specified on order, fixtures complete will he sent for 2£-inch doors. 

N'llt—This lixtore requires 9 inches of head-room above top of door and II inches of xide-ivall space be¬ 
yond door on hinge side and 3-i inches on latch side. 

Detail of parts shown on pages 174, 175 

See page IK9 for Standard Approved and Labeled Tin-dad Fire Door*. 
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RICH ARDS-WILCOX MKG. CO., AURORA, ILLINOIS, I SA. 


No. 506 

R-W New Automatic Swinging Fire Door Fixtures 
for Fin Clad Double Doors 

Ixsfxctsd »T UMDr.w.urm 1 Lbho* iroitirs (Ixc.l. I niw« Dm.riios or T m 
National Uoabu or Fire Chkiwriiiiii. 



The above illustrated swing door Hardware included in list of Fire Door Hardware ap¬ 
proved and labeled by National Board of Fire Underwriters after exhaustive tests by the Under¬ 
writers' Laboratories, (Inc.). 


The automatic link and cord arrangement on this fixture extends above the opening to ceil¬ 
ing and when used with doors on both sides of wall same extends through, so that the fusing 
of link on either side will cause the doors to close. Fixtures furnished for cither flush or lap 
doors. 

PRICE LIST 


The following price list includes a set of fixtures complete, consisting of multiple pintels. 
multiple latches, multiple latch keepers, hinge straps, handles, automatic closing attachments, all 
bolts (except pintel bolts) for attaching hardware and heavy cast washers for multiple pintels. 

Wall bolts for multiple pintels will be furnished at a moderate price, if thickness of wall 
is given. State if doors are used on one or both sides of wall. 


No. 506 Fixtures complete, for doors up to 5 ft. 9 in. high, (with 4 hinges), per set.$ 55.00 

No. 506 Fixtures complete, for doors 5 fr. 10 iti. to 8 ft. 9 in. high, (with 6 hinges), per set. . 39.00 

No. 506 Fixtures complete, for doors 8 ft. 10 in. to 10 ft. 4 in. high, (with 8 hinges), per set 44.00 

No. 506 Fixtures, less hinges, pintels and latch, per set. 18.00 

eight—Complete set, about 180 pounds; fixtures only. 100 pounds. hist mint 

Directions lor Ordering —See Page tgS, and give all dimensions asked fnr. 


Unless otherwise specified on order, fixtures complete will be sent for 2i-inch doors, with Standing 
Door Bolt for Partition Walls. 

Note —This fixture requires 10 inches of head-room above top of door and II inches of side-tvall space on 
each side of door. 

Detail of parts shown on pages 174, 175. 

See page 189 for Standard Approved and Labeled Tin-clad Fire Doors. 
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RICHARDS-WILCOX MFC. CO 


AURORA, ILLINOIS, U. S. A. 


Detail of Parts for Nos. 406 and 506 Swing Fixtures 



a 



• 

M. • , 



Noir—F«>r description and prices, see opposite pace 

I he above hardware included in the list nf Fire Door hardware examined under standard requirements of 
the National Hoard of Fire Underwriters, after exhaustive investigation by the Underwriters* Laboratories 
(lnr.|, and approved for use. 
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Price List 

Detail of Putts for Nos. 4ua am. 506 Swing Fire Door Fixtures. 
Illustrated on Opposite Pace 


No 44ft 

No. Mift 

Number 

DESCRIPTION 

Piicr ll.i 

2 

5 

ur. 

Fu.ihl- l.mk. » jcli 

\ in 

15 

15 

III 

50 

1 so 

25 

1 

» 

2 

1U2-4I 

102-41 

102-72 

Bop* An|l* laid N.. .*U7blH rjvli 

Can Washer ll«it pintel and lap door keeper) rath 

M .mi j.ri Shoe. rich 

1 

2 

204-020 

Weigh! <3 -malll with weight holder, each 

1 

2 

201.020 

Chain Ptallry. iii h 

1 

2 

206 0311 

Cham Angle. rat* 



204.052 

Wall Shalt* with Cranks. rich 

1 


20O-U45 

Center Pul lev nltli Bu-lu c, rich 

25 

10 

20 II. 

55 It 

343-5T.C 

No. 2 Steel Sash Chain. pel loot 


1 


Doul Control, vi. L ... 


1 

366-051 

Door Control LUtet. am 4 , . 


1 

2 

444*065 

Puller and Trip each . . 

2 04 


Doors wp id 1 '* high 
•"liiij# Double Latch 
10 o • 0 

Ulcfc _ 

« lb’ to I* 4' Duid 


4,. I I, N 

I 

m-i. 5<27 

I 

406-1. 3x1 •• 
40*-1. 4*30 
1 4 x 14 


Miaiini LaTrmbB—Rok lj or 2l Doom* 

With 2 Latch Bat- on 3li-in Centrn, ckIi 
W itfc 2 Lit. ti Km on 42 in. Cenleti. «.ii li 
With 1 L.jirh Ban on 27-in. Ceotet*. each 
Wln 1 Lit. h Bilk on I'-in. tfitflv pji h 
Wilfc ’• Lit* »> Bits on 5 * In. C«n|pn,tji h 
Wilh 4 Lit. h Bin on '♦-in Centers, eat b 
Will 4 Lit* It Bit. on 54-in. L Vntrrt, »i< li 



Mi i riPLB La 

<H Kcei'CRs—L ap Door Llfibl. Mai»b »«>n li ahv 28* Doom* 

— 

1 1 

406 2. L.2*30 

With 2 Keeperr .»* 10-U, Centers lor Lap Door.. . ash 



406-2 F 2x50 
406-2. L.2%«2 

With 2 k.-r|M ti on 161a. Center* (nr Flush Door,. eiih 

With 2 Keep-r, on 42 -n. C«ntri- lot Lip Doom rj. h 

2 on 

2 iiii 

Doots up to 5 *' high 

406 2. r.2x4I 

Witfc 2 Kerpery iya 42-in Centers lor M«A Doors, each 


40ft 2 L.JTl? 

With 3 Keeper, un 2“-.n Center* t *i Lap Dm.ii, each 



401.-2 1 .1x27 

With 5 Keepers on ?"-in Ceniii. lor Flu>5 Duor*, »a.h 

2 5* 

5’W* l© 0 o* Triple 

406-2 L.3»35 

Wilh 5 Keeper- tin '’-in On ten lor 1 -it. Door-, -i-.li 

2.50 

keeper* 

401,-2 h 3x51 

With ’ Krrpris on '3-In. Centers Inr Flu * Doors. ea< h 

2 5* 


401.-2. L.3%5* 

Wilh 5 Keepers on v *-in, Center, lor |.jp Doors, ra*.li 

2 54 

ruple Keepers 

406-2. F.JgJft 

Wilh ) Keeper* on V«-in. Centers ior Flush Doors, exit 

2 ?• 

404-2. L.4x1'* 
44ft 2. F 4xlo 

With 4 Keepers on 30 In. Centeia lor Lap Dour*, each 

With 4 Keeper* on 10-in, Centers lot Flush Doots each 

5 4* 

5 40 


446-2 L *xi1 

With 4 Keepeik on ’4-in. Crnlet* frt Lap O'miis, e ith 

5 011 

_j_ 

406-2 F 4x34 

With 4 Keepers nn 34-m Center, lor Flush [>>.i» ea.h 

5 00 


Multiple Piktlrv—Lap Dour Pint lbs Maps m»m If and 2f Doom* 


1 

2 

4061 L.2x'“ 

For 2 Hing-• nn 3i. m. C-r l- r. Un Lap [k«in, each 

2 up 



40ft ’ R» 2*36 

For 2 Hinges on in Centers Inr Kabbeued Flu.h Uooi>. each 

2.00 



406-3. L 2\4h 

Firi 2 Hincex on 46-in. Centers lot Lap Doors, each 

2 on 



406-1. RK. 2x4* 

For 2 Hina-, on *-• In Cenirts h* Rabheiud Hu*h lloon, each 

2 oo 



44ft-' L 2x60 

For 2 Hinges on r.o-in Centers lor Lip Duott. ra.h 

2 00 



*♦6 3. RF 2*1.0 

Fur 2 Hinge, on 60 in. Ceateri ftu Rabhetted Flush Doors each 

2 40 



44ft-'. L '«l* 

For 3 Hinges oo l*-ln Centers tor Lip Doom, each 

5 — 



44ft- MF 1x1* 

Fur 1 H nge- on l*-in < enr-rs Inr kabhetted Flo.h Doors, each 

3 «0 



44ft 3. L. 1*24 

For 5 Hinge, on 2* in Cenltii fur Lap Door*, e.n li 

3 40 


tin.-’ RR 3x21 

For ’ Hir.pes o - 24 in Centers 6u kabhetted Floth Dom . t ach 

5 un 

Duor determine* 

40ft-3. L 5x30 

For ' Hingex nn '0-in. Center* lor Lap Dno«i. each . 

3 Oil 


406-3. KF. 3*10 

Fm 3 Hintrs tin 3b in. Centers loi Ral>b« IU--4 Flnili [turn-, each 

1 DU 



406-1 L 3*36 

For i Hinges on 3c-m Centers for Lap Doors, -ach 

1 DM 



406-1 RF .5x16 

Fne 1 Hi«e--on 36-m, Center. Ir»i Mahheired F'linh Doors, eat* 

3 0D 



406 3. L 3x42 

Fot 1 Hinges oo 42-in. Centers Inr Lap Dour-, eitli 

3 Dll 



401.-3 R M 1*42 

For 1 Hinges on 4!-in. Centers lot KaNettr* Flush Itoot'. each . 

1 DU 



406-3 L 4x?M 

For 4 Hinge* tin 26-in. Center* hit Lap liunrt, ea»‘H 

4 HU 



406 3 RF Ix2h 

For 4 Hinges on 2-1 in. Centers fur Rilitsetted 1 l*.b Dih/u, i-a.li 

4 DO 



40V-5 L 4x32 

For 4 Hinges on 32-in. Center?, on l.aii Dootl. each 

4 un 



406-1 RF 4v'2 

Fur 4 Hinge* «.n 32-in Center* nn Kahln il«i! 1 link Dnoes. ea- li 

4 !*• 

2* 3 or 4 

4, 4 or « 

44ft * 

Fiat--; fur Flush Duor null Arigh- Don Frame, tier pair 

1 fft 





10-42 4*-4k 

2. 3 or 4 

4, 4 or K 

44ft-S 

Frame, per pair SI III SI 4'i SI ’0 %] tin 

»2 1ft M 60 

2 t 5 or 4 

4. 4 or 0 

*46 6 

Hinge birap lor Rabhrtird Flush Door. oe< pair 1 ID 1 40 1 70 2 till I 

2 14 2 60 

Whbk OttPHMI 

ic Hinc-c Strap* 

. Stath Width anu Hbicht or Door—Hikck Strain aiim Madr or 2<xi Stbri. 



4«»ft-6| 

Si|iaa*e Steel Washer-., T.'«2J’x}J* xA', each 

ID 




(Pol lush duor Ceeprii •lieu Used W ith Rabtniod Fiiim-.l 



1 

506044 

Top and Ucttum llntt for si i»4i»t dour a i h.indle lur l< nr iV»or- .nutpletr.e.n h 

3 511 


1 

506-045 

Keeper lor lop xla*4ing duor Null Ip.iriiiinn trailt eaih 

5U 


1 

506-041. 

ktvptt lot bottom -landing boor hull, each 

1 oo 



506047 

Sill box tor bottom standing door bolt when used with concrete sill, each 

*♦ 


2. 3 ot 4 

506-01* 

Keep, m lor Miilliple laKhei, each 

50 


1 

506-04'* 

Keeper for t-*p .ij'-diA* dour bolt toulside lap 6e.tsl 1/ nr 2^ dunrs. each 

*ft 

. 

1 

506-050 

Keeper for top standing door boll (outside dosh doofs3 each 

*♦ 

1 

2 

606-4 

Heavy Weight, 6 pound* laid numlxr 2DK-4I each 

i.O 

2 

4 

1 

Extra Weigbt, 2 pounds fold buanber 20B-EC) eaili 

2ft 


*ll«d ftith doors on b«xl> side* ol will. Now-AUitt ipetil* bj iiutnhi-t *ml >lit« .iit o* door. 


Discount 
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RICH ARDS-WILCOX MFG. CO., AURORA, ILLINOIS. C. S. A 



No. 206 

R-W Automatic Swinging Fire Door Fixtures 
for Tin Clad Single Doors 


The above illustrated swing door hardware designed to meet the demand for a less expen¬ 
sive outfit than the Approved Labeled No. 406 Fixture illustrated on page 172. 

This fixture will meet the requirements of Underwriters in certain territories. 

The automatic link and cord arrangement on this fixture extends above the opening to ceil¬ 
ing and when used with doors on both sides of wall same extrnds through, so that the fusing of 
link on either side will cause the doors to close. When link fuses at 160 degrees Fahrenheit 
it rrleascs the heavy weight, which drops onto the small weight and closes the door. The small 
weight merely maintains tension of chain. Fixtures furnished for either flush or lap doors. 

PRICE LIST 

The following price list includes a set of fixtures complete consisting of pintels, latches, latch 
keepers, hinge Straps, automatic closing attachment, all holts (except pintel bolts) for attaching 
hardware and heavy cast washers for pintels and latch keepers. 

Wall bolts for pintels will be furnished at a moderate price if thickness of wall is given. 
State if doors arc used on one or both sides of wall. 


No. 206 Fixtures complete, for doors up to 7 ft. 3 in. high, (with 2 hinges), per set $l6.nn 

No. 206 Fixtures complete, for doors 7 ft. 4 in. to S ft. 3 in. high, (with 3 hinges), per set.. 17.50 

No. 206 Fixture* complete, for door* S ft. 4 in. to 10 ft. 3 in. high, (with 4 hinge*), per *rf.. 19.00 

No. 206 Fixture*, less hinges and pintrl*. per *et. 12.75 

N«- 206 Fixtures, less hinges, pintels and triple latch, per set . .... 7.75 


Weight—Cumplete set, about 90 pounds; fixture* only, 60 pounds. Discount .... 

Directions for Ordering —See Vctge t/S and give all Jimrnsiosu asked for. I 7 nless otherwise specified 
nn order, fixtures complete will he vent for doors up to 7 fret 3 inches high and 2\ inches thick. 

NorE—This fixture requires 9 inches of head-room above rop of door and )'• inches of side-wall space be¬ 
yond door on hinge side and $!• inches on latch side- 

Peiail of parts shown on page* ITS, 179. See page 1S9 for Standard Approved and Lal»eled Tin-clad Fire Door*. 
[176] 


































































































RICH ARDS-WII-COX MFC. CO.. AURORA. ILLINOIS. I S A 


No. 306 

R-W Automatic Swinging Fire Door Fixtures 
for Tin Clad Double Doors 



The above illustrated swing door hardware designed to meet the demand tor a less ex¬ 
pensive outfit than the Approved Labeled No. 506 Fixture illustrated on page 173. 

This fixture will meet the requirements of Underwriters in certain territories. 

The automatic link and cord arrangement on this fixture operates in the same manner as No. 
206. illustrated on opposite page. The fixtures are so constructed that it is impossible for the 
wrong door to close first. Fixtures furnished for either flush or lap doors. 


PRICE LIST 

The following price list includes a set of fixtures complete, consisting of pintcls. latches, 
latch keepers, hinge straps, automatic closing attachment, all bolts (except pintcl bolts) for at¬ 
taching hardware and heavy cast washers for pintels. Wall bolts for pintcls will be furnished at a 
moderate price if thickness of wall is given. State if doors are used on one or both sides of wall. 


No. 306 Fixtures cumplete, for doors up to 7 ft. 3 in. high, (with 4 hinges), per set ■ 

No. 306 Fixtures complete, for doors 7 ft. 4 in. to S ft. 3 in. high, (with 6 hinges), per set. 37."" 

No. 306 Fixtures complete, for doors 8 ft. 4 in. to 10 ft. 3 in. high, (with 8 hinges), per set 35.00 

No. 306 Fixtures, less hinges and pintels. per set. . - 3300 

No. 306 Fixtures, less hinges, pintels and triple latch, per set. Is 

Weight—Complete set, about 155 pounds; fixtures only, 100 pounds. Discount . 

Dirt, Horn tor Ordering—Sto Pave 14 S. and give all J,mentions asked for. 

State Stvlr of latch desired for standing door. No. 306-026 latch is attached (o side of door which clows 
into the opening. No. 306-054, as shown in illustration, is attached to opposite side of door and requires a 
wider sill. Unless specified. No. 106-026 will be sent. Unless otherwise specified on order, fixtures complete 
will be sent for doors up to 7 feet 3 inches high and 2j inches thick. ... ,, 

N'crrtr_This fixture requires 10 inches of head-room above top of door and 10 inches of side-wall space on 


each side of door. 

Detail of parts shown on pages 


178 179 See page 189 for Standard Approved and l abeled Tin-clad Fire Doors. 

[1771 













































































RICHARDS-WILCOX MFC. CO, AURORA, ILLINOIS, U.S.A. 


Detail of Parts for Nos. 206 and 306 Swinging 
Fire Door Fixtures 


SINGLE FLU5H 
OR DOUBLE 
ODORS 


SINGLE 
LAP OOOR 


206-030 


mm fop^F 

SINGLE 
FLUSH 000RS 


Detail of Pintles and Hinge for Swing Fixtures 


PINTEL 
FOR 
Wk 024, 


Not*—F or description and price*, »ee opposite page. 
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RICH ARDS-WILCOX MFC. Co., AURORA, ILLINOIS, IT. 8 . A 




Price List 

Detail of Parts for Nos. 204 and 306 Swing Fire Door Fixilko, 
Illustratfd on Opposite Page 


No. 206 

No. 306 

Nuinbrt 

DESCRIPTION 

Price l-t»i 

2 

3 

96 

Fusible Link, each. 

$ ,30 

1 

l 

102-41 

Rope Angle (old No. 207-4)411 each. 

15 

, , . . 

2 

102-72 

Bumper Shoe, each. 

. 1(1 

3 j ^ 

3 

206-09 

Latch Keeper (single Hush or double doors) each . 

.30 

>•' i inc to 

... a 

206 - 0 X 1 

Latch Keeper (single lap doors) each 

.60 

3 I require- 

.... 

206-012 

I.atch Keeper (single Hush door?) eaih . . 

.40 

3 J 

.... 

206-013 

Latch Keeper (single Hush doors, made R. and L.> each . . . 
Illustration opposite shows keeper for left hand door. 

.40 

i 

2 

206-020 

Weight <3 small! with weight holder, each ... 

30 

i 

2 

206-021 

Master Weight, 7 pounds, each .. 

.75 

2 

4 

206-022 

Extra Weight, 2 pounds, each. 

20 

I 

2 

206-027 

Pulley and Trip, each. 

1.50 

1 

2 

206 020 

Chain Pulley, each ... . 

1.50 

1 

2 

206-030 

Chain Angle, each. 

.25 

• 

* 

206-032 

Shaft and Cranks for connecting through wall, each . . 

.60 

1 

.... 

206-043 

Center Pulley with Bushing, each.. 

.25 

3 j Arcori- 

| 3 It spccifol 

206 0115 

Latch Keeper (single Hush or double doors) each . 

15 

3 , r isc ■*> 

l icqulie 

7 menu 


206-0119 

Latch Keeper for 3-ply (2£> or 2-ply (1]') (single lap doors) 
each . . 

.20 

20 ft 

35 ft. 

303-ST. C 

No. 2 Steel Sash Chain, per foot. 

.10 


1 

306-026 

Inside Latch <for standing door) complete, each .... 

2.5» 


1 

306-028 

Door Control, each. 

1.50 


1 

306 031 

Door Control Liftei, each. 

.25 

.... 

111 >p»ci<W 

306-034 

Top and Bottom Latch (with Hush or lap door keepers) complete, 
each. . 

2.50 

1 

1 

309 

Triple Latch, (with Hush or lap door keepers) complete, each . . 

5.60 


*l T sed with doors on both sides of wall. Discount 


Price List 

Detail of Pistels and Hinges tor Nos. 206 and 306 Swing Fire Door Fixtures 
Illustrated on Opposite Pace 

Underwriters require hinges to cover three-fourths the width of door. All hinge 
straps are made of 2 ]x£-inch steel. 


Numbft 

DESCRIPTION 

P*i«ri» l-iil 

206-03 

Hinge Straps, 18-iuch or under, per pair. 

$ 1.00 

206-03 

Hinge Straps, 24-inch, per pair... ... 

1.20 

206-03 

Hinge Straps, 30-inch, per pair ... . .... 

1.50 

206-03 

Hinge Straps, 36-inch, per pail. . 

1.80 

206-03 

Hinge Straps, 42-inch, per pair. . 

2 in 

206-03 

Hinge Straps, 48-inch, per pair. . 

2.40 

206-04 

Hinge Pintels for 12-inch wall or under (Flush or Lap doors) per pair. 

1 

206-04 

Hinge Pintels for 18-inch wall (Flush or Lap dnors) per pair. 

2.20 

206-04 

Hinge Pintels for 24-inch wall (Flush or Lap doors) per parr. 

2.40 

206-05 

Hinge Pintels with pmtel pins (Lap doors) per pair. 

1.20 

•206 06 

Hinge Pintels with pintcl pins (Flush doors) per pair ... .... .... 

1.20 

206-07 

Hinge Pintels (Flush or Lap doors) per pair. 

1.50 

206-08 

Hinge Pintels (Flush or Lap doors) per pair. 

1 Ull 

206-023 

Hinge Pintels with pintel pins (Flush doors) per pair. . 

1.20 

*206 024 

Hinge Pintels with pintel pins (Flush doors) per pair. 

I Ml 

206-025-1 

Hinge Pintels (old No. B25-I) (Flush doors) per pair 

1 . oo 

206-025-2 

Hinge Pintels (old No. B25-2) (for 3-ply <21 t or 2-ply <1J > Lap doors) per pair . . . 

1 25 

•206-025-3 

Hinge Pintels (old No. B25-3) (Flush doors) per pair . 

1.00 

*206-025-4 

Hinge Pintels (old No. IS25-4) (for 3-ply 12|'> or 2-ply (lj'l Lap doord per part . 

1.25 


Note— Always specify by number and state sire of door. Discount ... 

•No. 206-06, No. 206-024, No. 206-025 No. 3 and No. 206-025 No. 4 Pintels are used with angle iron frames. 


[179] 












































RICHARDS-WILCOX MFG. CO,. AURORA. ILLINOIS, V. S.A. 


No. 606 

R-W Automatic Swinging Fire Door Fixtures 
for Tin Clad Single Doors 

(Wilcox No. 208) 



The above illustrated swing door hardware is designed to meet the demand for an inex¬ 
pensive outfit and will meet the requirements of Underwriters in certain territories. 

This fixture is particularly adaptable where conditions do not permit the attaching of pul¬ 
leys on the wall on account of insufficient head-room and lack of space between door and ad¬ 
joining wall. When link fuses at 160 degrees Fahrenheit it releases the heavy weight, which 
drops onto the small weight and closes the door. The small weight merely maintains tension 
of chain. 

To conform strictly to Underwriters' requirements, triple bar latch is always furnished. 
•Single bar latch can be furnished on application. Fixtures furnished for either flush or lap doors. 

PRICE LIST 

The following price list includes a set of fixtures complete, consisting of pintels, latches, 
latch keepers, hinge straps, automatic closing attachment, all bolts (except pintel bolts) for at¬ 
taching hardware and heavy cast washers for pintels and latch keepers. 

Wall bolts for pintels will be furnished at a moderate price if thickness of wall is given. 
State if doors are used on one or both sides of wall. 


No. 604 Fixtures complete, for doors up to 7 ft. 5 in, high, (with 2 hinges), per set. . $12.00 
No. 606 Fixtures complete, for door9 7 ft. 4 in. to 8 ft. 3 in. high, (with 3 hinges), per set.. 14.00 
No. 606 Fixtures complete, for doors 8 ft. 4 in. to 10 ft. 3 in. high, (with 4 hinges), per set.. 16.00 

No. 606 Fixtures less hinges and pintels, per srt. .. . 9.00 

No. 606 Fixtures, less hinges, pintels and triple latch, per set . 4 00 


Discount .... 

•If single bar latch is desired instead of triple latch, deduct $4.00 from list price of fixtures complete 
Weight—Complete set, about 80 pounds; fixtures only, SO pounds. 

Directions /or Ordering —See Page tgS. and give all dimensions asked for. 

Unless otherwise specified on order, fixtures complete will be sent for doors up to 7 feet 3 inches high 
and 2 i inches thick. 

Note —This fixture requires no head-room above tnp of door and only 35 inches of side-wall space on each 
side of door. 

Detail of parts shown on pages 182. 183. See page 189 fnr Standard Approved and Labeled Tin-clad Fire Doors. 

fiso) 























No. 706 

R-W Automatic Swinging Fire Door Fixtures 
for Tin Clad Double Doors 

(Wilcox No. 208*) 


,i n* 1 ea 

D 1 designed to 

I] ¥ UJJJJJ demand tor 

■ '° ** ClSE^M-UIuSMI inexpensive 

nHi 

■GLf l| yjj^9S the 

fa; KH B5n nients of t'nder- 

IHit ■' ■$ - 

p; * »’■■ ^ESSn| territories. 

iH^srri hi This 

■ Hni ■ hi ^HSg 

5* l[ ; I ■ Jjp |U Hn adaptable where 

* IEp) | I B conditions do not 

d Permit the at- 

19 “ I Hn ot pui- 

r JsSS^^B levs on thr wall 

I ^BHb "ii account 

I sufficient head- 

^HR|.-' |[| lack of 

■p-Vj , jl HWB space between 

| L BEES^fl door and adjoin- 

• I - ^ p I I^b^bS 

i j J7. ! ' ~T -i and cord arrange- 

j. mrntarethe 

I^MHBM^- 1 [ same as No. 606. 

illustrated on op¬ 
posite page, excepting that it is for double doors. Fixture is so constructed that it is impossible 
for the wrong door to close first. To conform strictly to Underwriters' requirements, triple bar 
latch is always furnished. ‘Single bar latch can be furnished on application. Fixtures fur¬ 
nished for either flush or lap doors. 

PRICE LIST 

The following price list includes a set of fixtures complete, consisting of pintels, latches, latch 
keepers, hinge straps, automatic closing attachment, all bolts (except pintel bolts) for attach¬ 
ing hardware and heavy cast washers for pintels and latch keepers. 

Wall bolts for pintels will be furnished at a moderate price if thickness of wall is given. 
State if doors are used on one or both sides of wall. 

No. 706 Fixtures complete, for doors up to 7 ft. 3 in. high, (with 4 hinge* l, per set .$25.00 

No. 706 Fixtures complete, for doors 7 ft- 4 in. to 8 ft. 3 in. high, (with 6 hinges), per set.. 27.50 

No. 706 Fixtures complete, for doors 8 ft. 4 in. to 10 ft. 3 in. high, (with 8 hingesi. per set . 30.00 

No. 706 Fixtures, less hinges and pintels, per set. 20.00 

No. 706 Fixtures, less hinges, pintels and triple latch, per set. 15.00 

Discount .. 

*If single bar latch is desired instead of triple latch, deduct $4.00 from list price of fixtures complete 
Weight—Complete set, about 110 pounds; fixtures only, 60 pounds. 

Directions for Ordering —See Page 14 S, and give all dimensions asked for Unless otherwise specified on 
order, fixtures complete will be sent for doors up to 7 feet 3 inches high and 28 inches thick. 

Note — This fixture requires 3i inches head-room above top of door and only 3= inches of side-wall space on 
each side of door. 

Detail of parts shown on pages 182, 183. See page 189 for Standard Approved and Labeled Tin-clad Fire Door* 

[IS.] 








RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U-S. A 


Parts for Nos. 606 and 706 Swinging Fire Door Fixtures 


DETAIL OF PINTELS AND HINGE FOR SWING FIXTURES 


PINTEL 

FOR 

FA 024,1 


prices, see opposite page. 
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RICHARDS-WILCOX MFC. CO„ AURORA, ILLINOIS, It. S, A 


Price List 


Detail of Parts for Noe 606 and 706 Swing Fire Door Fixtures, Illustrated on Oitmmte Pace 


No. 606 

No. 7 0». 

Nonber 

uesut irriow —parts 

Prut* l.irl 

1 

1 

•M. 

Fusible Link, rich 


I 

2 

102-41 

Rope Ancle told So. 2*»* \V»I eavli 




102-41 

C-i'l Wa-het l|‘i*» pintel brsRst eai t. 



1 

102-72 

Bumpei Slur, rich 


in ' 

2ft ft 

in-sc 

No 7 Sisb Coed, per tool 


2 

2 

107 

E*pao«ion Bull, J*S inches, ejcli 



3 

204*09 

Latch Kecoer hill dnulil< ilmirif e.u h 


I 

2 

204-020 

We ght il-tmilll vu|6 vcrl<V| holder. rj.h 

Mr 

3 


204411 IS 

Latch Keeper line tingle HhsIi i._»..r*l rj h 

IS 

3 


204-0119 

LiKh Keeper 4luf t pis <23 • UI i>lj I 1 1 1 Sine 1 * Lap Ikwits, rai 1' 

2II 

•When 

specified 

225-1 

Single Latch, told No. WIMli u<Mplei. . ei.li 

1 nu 

t* n. 

20 It. 

303 ST C 

No. 2 Sire 1 vi.li i * jin, liil.l No WIV p,-r lool 

in 

i 

1 

30“ 

Triple Likh loitli flush I »1 lap A<xit keeper-1 , itii. Ir-ie, e.u 1. 

i nn 

i 


406-4 

Hear? Weight. pound-. told So. 208 W ii rich 

r.u 

i 


404-7 

Pulley and Trip told No ?lik-W'7 teach 

1 sir 

i 

1 

404 7“ 

Expifliioii kfru Et* «t illi Ptillrf told Nis 2llK- W 7v and W Ml pj.;lt . . 

25 

i 

5 

404-EC 

Extra Weight. 2 pound*, each 

2m 

y 

l 

644-220C 

704 3 

Ca*t Washer lor Keei^t Bohr, each .... 

Hea* • W rid' i. Sj psiii c. <•»!u 208-W-5 1 »•» It 

In 

AM 


l 

704-4 

Pul lev and 1 rip »o»d No WM each 

2 nn 


t 

704-420 

Do»si L.-altiil, each 

1 50 


t 

306 431 

Dooi Control LI Iter. rKk 

. . 34 

3 

-- 

306-411 

Latch Keeper 'for single lip doors• each 

. ._60 


•Note—K eeper shown with latch in cut is used only for double doors. Discount ... 


Number 

DESCRIPTION — PIS'TELS AND HINGES 



Price LiM 

304*09 

Hinge Straps, l»-t6rh oc under. «r pair . 



SI 00 

206-43 

Hinge Strap*. 24-i»c4, per pair 



1 30 

206-43 

Hinge Strips. 3n-ieiti. per pair .... 



1 50 

206-43 

Hmge Strips, 'i.-inch, per parr 



| «M 

206-43 

Hinge St»lpi. 43-inrh, per piir 



2 10 

3*14-4) 

Hinge strain, 44-1 nth. per pair 



2 40 

204-44 

Hinge Plrt-ls for 12-mch « ill or under Iplo-h or l-ip do.»t*t per pan 



2 o-i 

206-04 

Hinge Pintlef h>- IH-ie. t> wall ' Fluik or Lip d.io'tf pel pail . . 



2 20 

346-04 

Hint* Pintle* lt>- 24 i-ih wail »P u * nr La. :oor<l per pair 



2 40 

246-05 

Hiige Pintles wnh pintel pin* <Lipduce«> per pan 



1 20 

•204-06 

ffllK i . .h doortl per pai r 



1 24 

364-117 

Hi-ge Pintles <Plush Ol Lip dOOtl) per pair 



1 54 

246-11* 

Hinge Pintles 1 Flush or Lap doors 1 pe« pair ... 



1 w 

204-023 

Hinge Pintles with pintle pint IFlush doofti per pair. 



1 36 

•mint 

Hidge PioiL** with pintle pins tPlosb doorsl per pan 



1 *4 

206-025 1 

Hinge Pintles totd So B25-D • Flash doors) per pair . . 



1 *+ 

204-025*3 

Hinge Pintles'ole -Sii B25 2> Hoi 3-ply 12S »o#2-plr f l< » Lap doo«»> pei pur 



1 25 

♦5W-IUS-1 

Hinge Pintle, told No RI'- 31 ff’lush doorst per pail 



1 06 

•204-025-4 

Hinge Pintles 'old So B2*-4t ffot S-pl> 122 > oi 3-ptr «11 • Lap doors) per pair 

.—- 


1 21 


Note —Always specify by number and state size of door. Discount .... 

Hinges must cover three-fourths the width of door. All hinge straps are made of 2jxl-inch steel. 

•No. 206-06, No. 206-024, No. 206-025 No. 3 and No. 206-025 No. 4 Pintels are used with angle iron frames. 


Sectional Views of Over-Lap, Flush and Rabbetted Flush Tin-Clad Doors 

Unless Otherwise Specified it is Understood that Doors Are 28 Inches Thick 



An overlap door with suing fix¬ 
tures using No. 206*03 hinge, 206-04 
pintcl, 206-011 keeper and 309 triple 
latch. 


Plan or Lap Doop 


A flush door with angle iron 
frame and swing fixtures, using No. 
206*03 hinge, 206-09 keeper, 206-025 
No. 3 pintel and 309 triple latch. 


A rabbetted flush door with 
swing fixtures, using No. 206-03 
hinge, 206-09 keeper, 206-025 No. 1 
pintel and 309 triple latch. 


Plan or RAiirmo Flush Doo« 
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No. 307 

R-W Swinging Fire Shutter 
Fixtures for Single Tin 
Clad Shutters 

Fire Shutters are one of the greatest 
protections against fire that can be applied 
to a building, and all buildings within the 
reach of a possible fire from other buildings 
should be equipped with lire shutters. 

These fixtures designed to meet the re- 
quirements of Underwriters, for protecting 
window openings. 

For Pxicl Lim, Sr» Table Below 



No. 407 

R-W Swinging Fire Shutter Fixtures for Double 
Fin Clad Shutters 

PRICE LIST 

The following pi ice list includes a set of fixtures Com¬ 
plete, consisting of hinge*, pinrcls, latches latch kceprrs, 
hinge straps and all bolts (except pintel bolts) for at¬ 
taching hardware to shutter. 

Wall bolts tor pintel* will be furnished at a moderate 
price if thickness of wall is given. 

No. 507 No. 407 

Fixtures complete, for shutter* up to 7 ft. 

5 in. high, (with double latch >, per set $6.50 $10.80 

Fixture* complete, for shutters 7 ft. 4 in. to 
S ft. 3 in. high, (with triple latch), per 
set . .. 8.90 14*25 

D mount .... 

Note—U nderwriter* require three hinges on shutters over 
7 feet 4 inches in height and to covet three-fourths of 
the width of each shutter. 



t |_ BS LI Weight*—No. 307 complete with double latch, about 45 

t BJ l r —pounds; with triple latch, 50 pound*. No. 407 com- 

plete with double latch, about 60 pounds; with triple 
5JHH55 KgS latch, 65 pound*. 

■tmwiMiBBMMMaaa Directions for Ordering —Sec Page f/S, and give all 

dimentionr asked for. 

I nlcss otherwise specified on order, fixture* complete will he sent fur shutter* up to 7 feel 3 inches 
It ami 1 , inches thick. Detail of parts shown on opposite page, 
ge I S'* fur Standard Approved and Labeled Tin-Ulad Fire Shutters. 
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Detail of Parts for Nos. 307 and 407 R-W Swinging 
Fire Shutter Fixtures 



PRICE LIST 

Detail of Parts foe Nos. 307 AND 407 Suing Fire Shutter Fixtures 
Illustrated Above 

Underwriter* require hinge* to cover three-fourths the width of 
shutter. Hinge straps are made of ifxi^-inch steel 


Nambrr DESCRIPTION | Price LiM 

307-035 Hinge Straps, IS inches or under, per pair $1.10 

307-035 Hinge Straps, 24 inches long, per pair .... .... . I 20 

307-035 Hinge Straps, 30 inches long, per pair. 1.30 

307-035 Hinge Straps, 36 inches long, per pair. 1.40 

307-036 Pintel with pintel pin (for flush shutters! per pair. ... 1.40 

307-037 I Pintel with pintel pin <for lap shutters) per pair ... . 1.00 

307-040 Stay Rod, each. I 00 

307-050 Stay Rod Keeper, each. .50 

307-051 Double Latch, with No. 307 033 or 054 Keepers complete, each ... 2.50 

307-052 | Triple Latch, with No. 307-053 or 054 Keepers complete, each . . 3.50 

307-053 Keeper (for single lap shutter) each .... ... . ... .60 

307-054 Keeper (for single flush shutter) each . .60 

307-61 Square Steel Washer for pintle bolts, each. . . . . ! 

407-039 Latch Bar Keeper (double shutter) each. .... 30 

407-055 Duulde Latch, with No. 407-039 Keeper (double lap or flush shutter) complete, each 2.50 

407-056 Tri ple Latch, with No. 407-0 39 Keeper (double lap or flush shutter) complete, each 3.30 


Note—A lways specify by number and state size of shutters. 


Uiscou nt 
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No. 212 

R-VV Automatic Trap Fire Door Fixtures 

(Wu.cox No. 212) 



"I his fixture specified and endorsed by Underwriters is applicable to trap fire doors. When 
open, the door is counter balanced by the weight and when link fuses door closes by gravity. 

The arrangement shown in cut is suitable for ordinary doors, but for heavy doors a double 
pulley and an extra set of balance weights should be used, as the link would not sustain the en¬ 
tire weight. Twelve pounds of weights furnished with single pulley sets; twenty-one pounds 
with double pulley sets. Wright, fixtures, per set, single, twenty-two pounds; double, thirty- 
seven pounds. 

PRICE LIST 

The following price list includes a set of fixtures complete, consisting of rope, pulleys, weights, 
sash cord and all bolts for attaching hardware to door and wall. 

Hinges are not included, but will be furnished at a moderate price if width and thickness of 
door is given and the material of which same is constructed. 


No. 212 Fixtures complete, with single pulley, (less hinges), per set. $4.10 

No. 212 Fixtures complete, with double pulley, (less hinges), per srt.5.50 


Dtscount ...— 

Directions for Ordering —State width, height and thickness of door, also material of which 
same is constructed, and weight. 

When hinges are desired, give above dimensions and state if same are to be attached to floor 
or side wall, and in cither case the material of which same is constructed. 

Note —Unless otherwise specified on order, fixtures complete will be sent with a single pulley. 
Detail of parts shown on opposite page. 

See page 189 for Standard Approved and Labeled Tin-clad Fire Doors. 

[186] 
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Nos. 96 and 96i 

R-W Fusible Link for Fire Doors 

Each I.isk Stamped 160 Decrees 




Fi 11 Sift Cpt No. 16! i 


Thoe fusible link, arc used for tire door fixtures anJ are adapted for use on all doors and 
windows, which arc constructed to close automatically by heat. These links melt at ltd) decrees 
Fahrenheit. J a ^ 

PRICE LIST 


No. 96 Fusible Link, each. ..$ .So 

No. 96} Fusible Link, each . ....20 


Disfount 


[ 188 ] 






R-W Standard Tin Clad Fire Doors and Shutters 

A PHOT to 1*11 Lutm iv National Boaeh n, Fi«t Arri* 

Exhaustive Tests by ihi I\»h».mh.' I *■..|( v , | 



Standard three-ply (23-inch) Doors arc made of three thicknesses of boards, dressed to 13 16 
inch full, the outside layers vertical and inner layer horizontal; thoroughly fastened together by 
wrought iron clinch nails not over 8 inches apart, extending clear through the door and clinched 
on the back side, leaving both surfaces of the door smooth; double lock joints in the tin covering 
as required under the rules of the National Board of Fire Underwriters. Weight, 8 pounds 
per square foot. 

Standard two-ply (lj-inch) Doors arc made of two thicknesses of hoards, dressed to 13 16 
inch full, with one layer vertical and one horizontal; thoroughly fastened together by wrought 
iron clinch nails not over S inches apart, extending clear through the door and clinched on the 
back side, leaving both surfaces of the door smooth: double lock joints in the tin covering as re¬ 
quired under the rules of the National Board of Fire Underwriters. Weight, 6 pounds per 
square foot. 

Standard Fire Shutters are made in the same manner as two-ply (lj-inch) doors and arc 


of the same thickness. 

Standard Fire Shutters are used on the outside of buildings to protect window openings. 

PRICE LIST 

Standard three-ply (2i-inch) Fire Doors square or incline top, per square fool.$ .9il 

Standard two-plv (li-inch) Fire Doors, square or incline top, per square foot SO 

Standard Fire Shutters, square or arched top, per square foot.SO 

Discount 


Directions for Ordering —Stale following: First —If openings are square or arched top. Second —If doors 
are incline or square top. Third —If doors nr shutters are flush with or overlap the opening fourth —If 
doors slide or swing. Fifth —If they are used single or in pairs. Sixth —If they are used on fire-wall, ver¬ 
tical shaft, corridor or room partition, exterior wall or an opening on to lire escape 

Note —Always specify where door will he used, sn that wc can attach the proper Underwriters* label with number. 

[IS9] 






New "Diamond N” 
Expansion Shields 


No. 107 


New "Diamond N’ 
Expansion Bolt 


m 




\\\ 





NOTE —For Price List see table below l*nless otherwise specified on order Long Standard Shield? 
.Style onlv will be sent. 

I X *-tLi No. VV-206 

"Sebco" Expansion Shields 


Material 
to be | 
Fattened y 


r 




'Sebco” Expansion Bolts 


This illustratton given here shows how N'orr-—Inless otherwise specified on order Long Standard Shields only, 

to determine the measurements of the lag sent. 

Ktrn t Jr * with shield. PRICE LIST—NO. 107 OR NO. W-206 

Shielm Onlv. per 100—Two-Part Malleable—Bvsed os Diameter of Screw 


Diameter of Lag Screw 

i 

inch 

A 

inch 

i 

inch 

tV 

inch 

i 

inch 

inch 

a 

i 

inch 

1 

inch 

1 

inch 

i; 

inch 

Price . 

S9.40 

10.50 

13.35 

17.75 

22.00 

27. SO 

39.95 

* 

«*■> 

hr. 

60.60 

100.00 

Length of Shield —Long Standard . . , 

1} 

2 

21 

3 

34 

3i 

34 

5 

5 

8 

Length of Shield—Shott Standard . . 


n 

2 

2 

2 

2 

2 




Outside Diameter of Shield. 

A 


1 

U 

1 

i 

1 

n 

li 

12 

Diameter of drill requited lor No. 107 , 

4 

A 

i 

H 

l 1 

i 

li 

H 

li 

12 

Diameter of drill required for No W206 

A 

i 

i 

ii 

i 

i 

1 

li 

li 

12 


Note —In ordering Male whether Diamond N or Sebco Shields Discount _ 

are wanted, also specify by number, stating size and if Long or Short Standard are desired. 

_ Shields, With Square Head Bolts, per 100_ 

Diameter or Lao $c«w 


1 loch 

iVlQCtl 

2-inch 

7.-inch 

i-incti 

12 

inches .... 

. . *10.13 

$11.60 




2 

inches . 

10. *5 

11.65 




21 

inches .... 

. . 11.00 

11.85 

*15.90 

*20.30 

$24.15 

3 

inches .... 

11.25 

12.00 

16.10 

20.50 

24.45 

4 

inches .... 

. . 11.50 

13 35 

16.40 

20.80 

25.35 

5 

inches .... 

. . 11,M 

13 65 

16 90 

21.15 

25.90 

6 

inches .... 

. . 12.20 

13 no 

l » 

21.50 

26.45 

7 

inches .... 


13.30 

17 65 

21.80 

27 no 

N 

inches . . 



IV OH 

22.15 

27.55 

9 

inches .... 




22.50 

2*.10 

10 

inches .... 






11 

inches .... 






12 

inches .... 


_ 

_ 

_ 



i-i ncli 

l-i*ch 

*68.90 

$79,55 

70.00 

81.65 

71.10 

83.70 

72.20 

S5.75 

73.30 

87.75 

74.40 

89.90 

75.55 

92.00 

Discount . 


$174.45 

1 * 1.10 

1*7.75 

194.45 

201.10 


In figuring lists for longer bolts than Discount. .. 

those given above, make same advance per inch as on list. Ten per cent extra for hexagon heads. 
Note—D rills for above shields shown on page 193. Instructions for using shown on opposite page. 
[190] 
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sre THAT BULB CATtNTEO 



. No. 1074 ^ 

fi Diamond Screw ^trrrn.^ 

» Anchors 

Note —Fo» Pair* List, Sre Tabi r Know 


No. W-206J 
'Sebco” Screw 
Anchors 

Screw anchors are made of Composition Metal in one piece, and are so constructed that the 
screw cuts its own thread. This enables its use with any wood, machine or special screw, its 
efficiency with all styles being equal. 

Will not break, chip, mark or deface the finest marble or tile. The Lead Composition is 
non-rusting. Adapted especially for plumbing and electrical work on tile, marble or stone. 




Price List —No. 107a or No. W-206* 

(Screws Are Not Included in Following Price List) 



Six* 


$<r*w Mo. 

Ler>c't> o» Shield 

Inch*'* 

ln<h*» 

Pm* t>vr 10* 

4x4 

inches . 


.... 5- 6- 7 

1 

4 

f>4.40 

4*4 

inches . 


.... 5-6-7 

a 

4 

4.40 

A »i 

inches. 


... 8- 9-10-11 

f 

A 

5.00 

A * i 

ihehes . 


8- 9-10-11 

i 

A 

5.00 

4x1 

inches . 


12-13-14 

4 

i 

5.60 

4*1 

inches . 


12-13-14 

1 

5 

5.60 

4*1 

inches . 


12-13-14 

1 

1 

5.60 

A * i 

inches . 


. . 15-16-17-18 

1 

T 

T8 

6.25 

A * l 

inches ........ 


.... 15-16-17-18 

1 

A 

6.25 

Ax 1J inches. 

. .. 

. . 15-16-17-18 

U 

A 

7.50 

Put up 100 in a box. 




Dtuourt!.. . 



Note—A ll list prices given in previous catalogues are void. In ordering, always specify by number and 
give both dimensions. 

Note —Drills for above screw anchors shown on page 195. 


Instruction for Using 

No. 107 and No. 206 F-xpaksion Shields and Bolts 

Drill a hole the same size as the given outside diameter of the shield to be used, place the 
shield in wall and set well back. 



Run the Screw 
through the 
material or ar¬ 
ticle to be fast¬ 
ened, then in¬ 
to the insert¬ 
ed Shield and 
fasten tight. 



To Use No. 1071 and No. 2065 Screw Anchors 

Drill a hole the same size as given outside diameter of Anchor to be used. 

Insert the Anchor flush with the surface; put the Screw through the article or material to 
be attached, then on into the Anchor and fasten tight. The Anchor is made of soft lead 
composition; the Screw when forced through the Anchor cuts its own thread. 


[ 191 ] 
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No. 108 


Keystone Double Machine 
Expansion Shields 

For Machine Bolts 



Keystone Double Machine 
Expansion Bolt 



Shield above illustrated is the double expan>ion type, and is far superior to the single type, as it gives 
a parallel expansion. These are especially recommended lor fastening into brick or cement, when Machine 
Bolts are preferred to our Standard Lag Screw Shields. 

Price List 


SHIELDS ONLY, PER 1<M) 


Diameter of Bolt .... 

__ 1 

1 * 
inch 

1 ^ 
inch 

\ 

inch 

i T » 

inch 

* 1 

inch 

i 

1 inch 

l 

inch 

i 

inch 

1 

inch 

u 

inch 

U 

inch 

H 

inch 

Price per 100. 

$8.00 

9.00 

11.00 

15.01) 

18.00 

24.00 

35.00 

44.00 

63.00 

140.00 

150.00 

220.00 

Length of Shield .... 

1J I 

IT 

Ti 

21 

23 

3* 

4 

43 

1 5 

6i 

6i ’ 

7i 

Size Hole to Receive i 

Expansion , . . . j 

1 

•• 

nr 

H 

1 

3 

1 

H 

1* 

li 

2i 

21 

2i 

Diam. of Drill Required . 

i 

T«; 

H 

l _ 1 

i 

1 

li 

li 

li 

2i 

o» 

2( 


SHIELDS, WITH SQUARE HEAD MACHINE BOLTS, PER 100 


DIAMETER 



Liarfc 

A'iiuli 

iS-inch 


4-inch 

!-4ocH 

Idecli 

Mach 

H»ct 

li inch 

l|-iiuli 14 -tncfc 

1«inches . 

$8.95 











2 inches . 

9.00 

$10.00 










2 i inches . , . 

9.03 

10.05 

$12.40 









3 inches . 

9.10 

10.10 

12 50 

$16.60 

$20.00 







3} inches .... 

9 15 

10.15 

13.00 

16.80 

20.15 

$27.25 






4 inches. 

9.20 

10.20 

13.70 

17.00 

20.20 

27.50 

$40.00 





4Jinches . 

9.25 

10.25 

13.80 

17.25 

20.45 

27 75 

4ii 30 





5 inches . 

9.30 

10.30 

13.90 

17.50 

20.6(1 

28 0(1 

40.60 

$52.00 




5jinches . 

9.35 

10.35 

14.0U 

17.75 

20.75 

28.25 

40.90 

52.43 

$74.45 



6 inches . 

9.40 

10.40 

14.10 

18 00 

20.9(1 

28.50 

41.20 

52.86 

75.00 



inches. 



14.20 

18.10 

21.05 

28.75 

41.50 

53.29 

75.55 



7 inches . 



14 3o 

18.20 

21.20 

29.00 

41 80 

53.72 

76.10 

$172.00 

$192.00 $284,181 

74 inches. 



14.40 

18.30 

21 35 

29.25 

42.10 

54,15 

76.65 

173.50 

194 no 286.00 

8 inches ...... 



14 50 

18.40 

21.50 

29.50 

42 40 

54.58 

77.20 

175.00 

196.00 289.00 

9 inches. 





21.65 

29.75 

42 70 

55.01 

77.75 

178.00 

200.00 295.(81 

10 inches ..... 





21.80 

30.00 

43 on 

55.44 

78.30 

181.00 

204.1)01 302.00 

11 inches . 





22.00 

30.50 

43.50 

56.00 

70.00 

184.01) 

208.00 308.00 

12 inches. 

... 




23.50 

31.00 

44 00 

57.00 

80.00 

187.00 

212.00 314.00 

13 inches . 





. . . 





i9o.no 

216.001 320.00 

14 inches. 










193.00 

220.01) 326.00 

15 inches. 






. . . 




196. (M) 

224.18) 332.(81 

16 inches. 

. • « 




. . . 





199.00 

228 00 339.00 

17 inches . . 

. • . 









202.00 

232.00 345.U0 

18 inches . . 









. . . 

205.00 

236.W)! 352.00 


Discount .... 

Note —Always specify by number and state size. Unless otherwise specified on order, shields only will he 
sent. Drills for above shown on opposite page. 

Directions for Ordering —The Diameter of the Expansion Bait i* understood to he the size of the Bolt 
itself and not the outside of the Expansion Parts The Length of the Balt is found by adding the thickness 
of material to length of the Shield, unless sleeve or collar is used. 

instructions for Using —U?e a drill same size a* hole to receive the expansion; sizes are given in table 
above, insert shield in hole, run holt through hole in object to he fastened, and on into shield and tighten. 



































For Dkiu.ivc Brick snd Stone 



Self centering cutting edge. Highest grade crucible tool steel. Upset and forged to allow 
proper degree of clearance oil the blades to prevent choking. Every drill guaranteed. 


PRICE LIST. PER DOZEN 


Di * mi i L r no Cutting F t>< 

B 


I-inch iVi»<h 1 

Finch wi nil. J-'"ch Finch }-»nch Finch 

1 I-. «h 1Vinch 1 pinch iFinch 

l|-lmh 

8 . $ 8.25$ 8.25 

12 . 8.50 8.50 

18.10.58 1" 50 

24 12.50 12.50 

* 8.25 * 8.70 * 9.65 $11.65 $13.70 $15.30 

8.50 9 on 10.00 12.00 14.00 16.00 

10.50 11 50 1 2 So 15.00 17.50 20.00 

12.50 13.75 is nn i; sn 2».on 22.5n 

*17.00 . 

18. oo * 20 . oo *22. oo *23 no 
22.50 25.00 27.50 28 25 
25.00 27.50 30,00 31 25 

$24.00 
>1) 011 
32 *i> 


Discount 


No. 187 

R-W Pipe Drills 

For Quick Drilling of Brick Walls Where Material Is Sorr and Will Pass Out 
Through Sioe of Drill, Causing Same to Cur Rapidly 



CurriM Milled Like a Reamer. Every Drill is Made From a 
Solid B*r or Fine Tool Steel 


PRICE LIST, PER DOZEN 


DlAMPTRR Of CUTTINO EDOR 

Length -j----- 

I Finch Inch Finch ic *tu ft |-i*ch j l-i»c% Finch Finch 1-incb I Finch l|-»nch I Finch I Finch 


12.* 8.50* 8.50 * 8.50 S 9,00 SIO.OO S12.00 $14.00 *16.00 *18.00 $30.01) *22.1N> *24.00 *20.00 

18 . 10.50 10.50 10.50 11.50 12.50 15.00 17.50 20.00 22.50 25.00 27.50 30.00 32.50 

24 . 12.50 12.50 12.50 13.75 15.00 17.50 20.00 22.50 25.00 27.50 30.00 32 50 35.00 


Discount --- 

Drills to suit expansion shields, expansion bolts and screw anchors. 

Note —The diameter given above is the measurement acros- the face of the drill. For the size 
of drill to use with various expansion shields, sec “Dimensions of Shields.” given on previous 
pages. 
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No. 629 

R-W Tubular Adjustable Shelving 



For use where a simple, economical and substantial system of unit shelving is desired. 

Shelves can be suspended from ceiling, utilizing valuable wall space above stock on floor. 

Adjustable shelf brackets and supports permit any desired spacing. Brackets are malleable 
iron and steel. Supports are steel angles, to which the brackets are riveted. 

Upright supports arc slotted steel tubing, furnished in any length up to 15 feet. 

Bottom sockets are malleable iron and arc attached to floor to hold uprights in place. When 
uprights reach from floor to ceiling, a bottom socket is placed in each end of the tubing, making 
the shelving absolutely rigid. All parts finished rustless, dead black. 


PRICE LIST 

N«- 629-BS. Bottom Socket* (1-3 pound I, each... $ .08 

No. 629-CS. Center Supports, 12 inches long (If pound*), each.SO 

No. 629-CS. Center Supports, 24 inch** long (2i pounds), each.60 

No. 629-CS. Center Support*, 36 inches long <3* pounds), each.70 

No. 629-ES. End Supports, 12 inches long (li pound*), each. .50 

No. 629-ES. End Supports, 24 inrhes long (21 pounds), each.60 

No. 629-ES. End Supports 36 inches long (3* pounds), each.70 

l - Shelf Bracket! (4 pound), each.. is 

No 629-ST. Slotted Shelf Tubing, for uprights (14 pounds), per foot.20 


Discount ___ 

Directions for Ordering —Always send sketch showing layout with all dimensions inserted. 
If desired, we will upon request forward a sketch showing exactly what will be furnished. 

Notf. —If shelving is used for heavy hardware, paints and articles of any great weight, we recom¬ 
mend the use of center and end supports instead of shelf brackets only. 

[194] 
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R-W Rolling Store Ladders 

No. 113 No. 109 

No. 114-B No. 114 No. 2l>9 

No. 115-B No. 115 No. Sl>9 



For Bent Side Ladder For Straight Side Ladder For Cfiiing Ladder 


On bent side ladders state following: 1st, distance from floor to ledge, (Sec A) : 2nd, width 
of ledge, (See B) ; 3rd, distance from ledge to point where track will be attached, (See C) ; this 
dimension should be taken to bottom of track; 4th, if oak or pine ladder, (Unless specified, oak 
ladder will be sent); 5th, finish desired, (Unless specified, regular golden oak will be sent.) 

On straight side ladders state following: 1st, Distance from floor to point where track will lie 
attached, (See D) ; this dimension should be taken to bottom of track; 2nd, if oak or pine ladder: 
(Unless specified, oak ladder will he sent) ; 3rd, finish desired; (Unless specified, regular golden 
oak will be sent) ; 4th, if rubber-tired or fibre-tired bottom fixtures; (Unless specified, rubber-tired 
bottom fixtures will be sent.) 

On ceiling ladders state following: 1st, distance from floor to ceiling, ( See E) ; 2nd, If oak or 
pine ladder; (Unless specified, oak ladder will be sent); 3rd, finish desired; ( L nless specified, 
regular golden oak will be sent) ; 4th, if rubber-tired or fibre-tired bottom fixtures; (l nless speci¬ 
fied, rubber-tired bottom fixtures will be sent. 

Ladder Track —State following for bent or straight side ladders: 1st, entire length of 
each run of track; 2nd, number of uprights for each run; 3rd, if uprights arc straight faced or 
turned spindle; 4th, give dimensions of same, also distance of uprights from center to center. 

Note _On ceiling ladders, the entire length of each run of track only is necessary. 
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No. 113 

R-W Climax Ball-Bearing Store Ladder 

(Wilcox No. 192) 

This Top Fixture Will Require SI Inches op Head Room Above. Bottom of Track 



As shown in the illustra¬ 
tion the weight is carried en¬ 
tirely by the upper fixtures, 
the lower rollers acting as a 
guide against the edge of 
ledge. 

Ladders are made of oak 
or pine, selected and kiln 
dried. Steps are let into the 
sides and held by screws 
passing through the sides of 
ladder; made perfectly rigid 
with steel bracer. 

Ladder sides are 3’, inches 
tvide and steps 4 inches wide 
on ladders up to 14 feet; 
over 14 feet, sides are 4 
inches wide and steps 5 inches 
wide. Steps are 12 inches 
long between ladder sides. 

Oak ladders will he fin¬ 
ished in dark golden oak un¬ 
less otherwise specified. Pine 
ladders arc filled and var¬ 
nished. We can furnish any 
finish to match your wood¬ 
work if you will submit 
sample. 

Track is attached to the 
uprights of shelving, edge of 
shelves or cornice as shown 
above. Not recommended for 
use with uprights wlirn more 
than 36 inches apart. Fix¬ 
tures, both top and bottom 
described on opposite page. 


PRICE LIST 

The following price list includes standard length ladders up to 14 feet complete with top and bottom 
fix Hi res. Track is not included. 


No. 113 Oak Bent Ladder (3f pounds per foot), complete..$22.00 

No. 113 Hard Pine Bent Ladder 13 pounds per foot), complete.. 20.00 

No. 113 Top and bottom fixtures only (7 pounds), per set. . ... 12.00 

No. 113 Ladder Track (I) pounds), per foot.. 30 


Discount 

Directions for Ordering —See Page 1*^5. Give all dimensions asked for and send sketch. 
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LADDER CARRIAGE 


BRACKET 


LEDGE GUIOE ROLLER 


Top Fixtures—Wheels, grey iron, lathe turned, 2\ inches diameter. Bearings, steel halls. 
Finish, aluminum bronze. 

Bottom Fixtures—Roller, wood and rubber tired. Frame, steel and properly braced. Finish, 
aluminum bronze. 

Track—Steel angle with grooved hard maple runway, securely attached to same. Finish, 
natural. 

PRICE LIST 

No. 113 Fixtures complete (7 pounds I, per set.$1.2.00 

No. 113 Ladder Track (U pound*), per foot.30 

Oiseounl . .. 

Directions for Ordering —See Page 193. Give all dimensions asked for and send sketch. 
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No. 114 and No. 114 B 
R-W Ball and Roller-Bearing Store Ladders 

(Wilcox No. 292 and No. 2924) 

These Top Fixtures Will Require Six Inches or Head-Room 
Above Bottom or Track 



No. 114 

Wilcox No. 292 


No. 114 H 
Wucox No. 29234 


As shown in the illustration, the bottom 
fixtures on the No. 114 and the ledge rol¬ 
lers on the No. 114-B carry the entire 
weight; the upper fixtures operating on the 
pole track act only as a guide. 

Ladders are made of oak or pine, se¬ 
lected and kiln dried. Steps are let into the 
sides and held by screws passing through 
the sides of ladder; made perfectly rigid 
with steel braces. 

Ladder sides are 31 inches wide and 
steps 4 inches wide on ladders up to 14 
feet; over 14 feet, sides are 4 inches wide 
and steps 5 inches wide. Steps are 14 inches 
long between ladder sides. 

Oak ladders will be finished in dark 
golden oak unless otherwise specified. Pine 
ladders are filled and varnished. We can 
furnish any finish to match your wood-work 
if you will submit sample. 

Straight ladders can be set close to shelv¬ 
ing when not in use, as the upper fix¬ 
ture has a self-adjusting vertical slide, 
which also conforms to unevenness in floor. 
Straight ladders furnished with ball-bear¬ 
ing rubber or fibre-tired wheels for bottom 
of ladder. Bent ladders have roller-bearing 
wheels running on half-round ledge track. 


Track is attached to the uprights of shelving, edge of shelves or to cornice as shown above. 
Brackets are not attached, so as to allow spacing according to location of uprights, etc. Fixtures, 
both top and bottom described on opposite page. 


PRICE LIST 

The following price list includes standard length ladders up to 14 feet, complete with top and bottom 
fixtures. Track is not included. 

Rvbiicn Tmco l : mr Turn 


No. 114 (Jak Straight Ladder (Si pounds per foot), complete. .$20.00 $21.00 

No. 114 Hard Pine Straight Ladder (3 lb*. per ft.), complete.. 18.00 19.00 

No. 114 Top and Bottom Fixtures only (20 pounds), per set . 12.00 13.00 

No. 114 Ladder Track with regular brackets (i pound), per foot.$ .30 

No. 114-B Oak Bent Ladder (3i pounds per foot), complete. . 22.00 

No. 114-B Hard Pine Bent Ladder (3 pounds per foot), Complete. . 20.00 

No. 114-B Top and Bottom Fixtures only (20 pounds), per set. . 12.00 


Discount ... 

Note —Ledge Track for No. 114-B is included with price of Indder complete. 

Directions for Ordering —See Page 195. Give all dimensions asked for and send sketch. 
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Fixtures for No. 114 and 114 B Store Ladders 

These Top Fixtures Will Rewire Six Inches or Head-Room 
Above Bottom op Track 





LEDGE 
ROLLER 
f OH NO 11*8 


BRACKET A 


BRACKET B 


BOTTOM FIXTURE 
FOR NO. MR 


TRACK‘"“BRACKET 


TOP 

FIXTURE 


Top Fixtures—Wheels, both track and guide, are gTcy iron and lathe turned. Adjustment, 
vertical, self-adjusting. Finish, aluminum bronze. 

Bottom Fixtures—For straight ladders. 

Wheels, grey iron, lathe turned. Made in two sections, permitting tires to be removed easily. 
Bearings, steel balls. Frames, grey iron. Furnished with rubber or fibre tires. Finish, aluminum 
bronze. 

For Bent Ladders: 

Wheels, grey iron, lathe turned, to fit half-round ledge track. Bearings, steel rollers. Frames, 
grey iron. Finish, aluminum bronze. 

Track, pole type, lf-inch diameter, selected ash and kiln dried. Furnished with steel brackets 
regular, spaced on 30-ineh centers. These are not attached so as to allow spacing according to 
location of uprights, etc. Special brackets can be furnished as illustrated above at extra cost. 


PRICE LIST 

No. 114 Top and Bottom Fixtures only (20 pounds), per set 


(Rubber Tired $12.00 
I Fibre Tired.. .. 13.00 


No. 114 Ladder Track with regular brackets (J pound), per foot. 

No. 114-B Top and Bottom Fixtures only (20 pounds), per set . 

No. 114 Track Bracket “A" (1 inch extension of pole track from shelf), each. 

No. 114 Track Bracket "13" (2 inches extension of pole track from shell), each. 
Note —Brackets “A" and "B" can be used on a shelf or fastened to top of cornice 


.30 

12.00 

.20 

.30 


Dinount _ 

Directions for Ordering —See Page 195. Give all dimensions asked for, and send sketch. 
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No. 115 and No. 115 B 
R-W Steel Ball-Bearing Store Ladders 

(Wilcox Nos. 529 S and 529 B) 

A Departure In Store I-aooers 

These Futures Will Require Five Inches of Head-Room Above Bottom of Track 



As shown in the illustration, the bottom fixtures both on the No. 115 and No. 115-B carry 
the entire weight. The upper fixtures operating on the track act only as a guide. 

Ladders arc a combination of steel sides and oak steps. Sides are slotted steel tubing and are 
furnished in one length up to 14 feet; steps are of selected oak arranged for adjustable attach¬ 
ment to sides at any desired angle or spacing through the slot in tubing. Steps are 4.1 inches 
wide and 14 inches long. 

Straight ladders can be set close to shelving when not in use, as the upper fixture has a self 
adjusting vertical slide which also compensates for unevenness in floor, permitting side ladder to 
be carried to vertical position and clear aisle. 

Bent ladders are furnished with joints of the proper degree of angle. 

Adjustment in pendant allows wheels to set perpendicular with track. 

Ladder sides are finished regularly in a rustless dead black. Steps are filled golden oak and 
waxed finish. Top and bottom fixtures in the rustless dead black finish. On special finishes, 
prices will be quoted on application. 

Bottom fixtures furnished with ball-bearing rubber or fibre-tired wheels. 

Track is attached to the uprights of shelving, edge of shelves or to cornice as showm above. 

Fixtures, both top and bottom described on opposite page. 


PRICE LIST 

The folotving price list includes standard length ladder up to 14 feet, complete with top and bottom 
fixtures: 

Rubber Tired Fibre Tired 

No. 115 Steel Straight Ladder (5? pound* per foot), complete .$18.00 $19.00 

No. 115 Top and Bottom Fixture* only (22 pounds), per *et... 12.00 13.00 

No. 11Ladder Trick (I pound i, prr foot. . .$ .so 

No. 115-B Steel Bent Side Ladder (31 pounds), complete . 20.00 21.00 

Dueount .. „ m MT 

Direftiont for Ordering —See Pace 195. Give all dimensions asked for and send sketch. 
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Fixtures for Nos. 115 and 115 H R-VV Steel Ball-Bearing 

Store Ladders 

These Fixtures Will. Regimre Five Inches of Head-Room Above Bottom of Track 


115*51 DE 
TRACK 


115 

TOP SIOE 
FIXTURES 




. C Top Fixtures—Wheel*, grey 

%Sik V\ iron, lathe turned. Bearings, steel 

rollers. Pendant, malleable iron, 
Mi . ‘ adjustable to keep the wheels per- 

5TEELTUBING "tori- 0 * pendicular to track. Finish, rust- 

_ T less dead black. 

Bottom Fixtures—Wheels, 
grey iron, lathe turned. Made in 
115 two sections, permitting tires to 

%Sl ^FIXTURE* be removed easily. Bearings, steel 

X*y balls. Frames, grey iron. Fur- 
nished with ruhirer or Fibre tires. 
Finish, rustless dead black. 

Track—Selected hard maple and 
1 J kiln dried. Furnished up to 14 

1 * , ^ = -~ feet in one length. I nlctt other* 

I I fcsL ^-— wise specified, we furnish the runs 

tIJ»® iis-step °f track in such lengths that work 

out to best advantage. Track can 
115-ANGLE fvc attached with wood screws or 

JO:NT i stove bolts according to existing 

J V*’ j I conditions. These are not fur- 

4 ^►' nished with track. Finish, natural. 

li5-BOTTOM FIXTURE , / . Steps—Selected oak and kiln 

I dried, 41 inches wide and 14 
wl&L ® inches long. Furnished complete 
with bracket, clamp and nut. Fin- 
S ish, gulden oak, filled and waxed. 

On special finishes prices will be 
quoted on application. 

Ladder Sides—Steel tubing, slotted to allow nut to be inserted. Steps can be attached at 
any angle and spaced any distance apart. Finish,rustless dead black. 

Ladder Joints—Of seamless steel tubing and made in five different shapes: No. 1, 5-degrec: 
No. 2, 10-dcgrce; No. 3, 15-degree; and No. 4. 20-degree angle; No. 5, straight joint used 
for splicing ladders longer than 14 feet. Finish, rustless dead black. 


115-STEP 


115-ANGLE 

JOINT 


115-BOTTOM FIXTURE 


O&L 


PRICE LIST 

,,, , D r . i i , , ^Rubber Tired.. .$12.00 

No. 115 lop and Bottom Fixture* only (22 pounds), per set. I Fibre Timl 

No. 115 Ladder Track (J pound), per foot.SO 

No. 115 Oak Step, assembled with clamps, each. .50 

No. 115 Steel Tubular Ladder Sides, per foot..'0 

No. 115-1 Ladder Joint, 5-degree, per pair. 1 00 

No. 115-2 Ladder Joint, 10-degrrc, per pair. 100 

No. 115-3 Ladder Joint, 15-degree, per pair. 1.00 

No. 115-4 Ladder Joint, 20-degree, per pair. 1-00 

No. 115-5 Ladder Joint, straight for splicing, per pair.. 1.00 

Discount 

Directions for Ordering —See Page 195. Give all dimensions asked for and send sketch. 
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No. 109 

R-W Roller-Bearing Ceiling Store Ladder 

(Wilcox No. 129) 

A Well Built, Smooth Running Ladder 



Ladders are made of oak or pine, selected and kiln dried. Steps are let into the sides and 
held by screws passing through the sides of ladder; made perfectly rigid with steel braces. 

Ladder sides are 34 inches wide and steps 4 inches wide on ladders up to 14 feet; over 14 
feet, sides are 4 inches wide and steps 5 inches wide. Steps are 12 inches long between ladder 
sides. 

Oak ladders will be finished in dark golden oak unless otherwise specified. Pine ladders are 
filled and varnished. We can furnish any finish to match your woodwork if you will submit 
sample. 

Bottom fixtures furnished with roller-bearing rubber or fibre-tired wheels. 

I rack is attached with brackets to ceiling. These brackets should be spaced not to exceed 
36 inches. Unless otherwise specified, parallel ear brackets as shown in cut on opposite page will 
be furnished. 

Fixtures, both top and bottom described on opposite page. 

PRICE LIST 

The following price list includes standard length ladders up to 14 feet, complete with top and bottom 
fixtures. Track is not included. 

Rubber Tircd FibieTibeo 

109 Oak Ceiling Ladder (3$ pounds per foot), complete.. .$22.00 $23.(M) 

No. 109 Hard Pine Ladder {3 pounds per fool)* complete. 20.00 21.00 

No. 109 Top and Bottom Fixture* only (9} pounds), per set.... 12.00 13.00 

No. 109 Ladder Track, with brackets (2 pounds), per foot...$ .50 

Discount .. . 

Directions for Ordering —See Page 195. Give all dimensions asked for and send sketch. 
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Fixtures for No. 109 R-W Roller-Bearing 
Ceiling Store Ladder 



LADDER CARRIAGE 


X TRACK 
BRACKET 


50T-0M 


ROLLERS 




T5—r rr -T ” 1 

TOP""BOTTOM CARRIAGE BRACKET M 


Top Fixtures—Wheels, vulcanized fibre, 2J inches in diameter. Bearings, steel rollers. 
Crescent and top step irons, heavy steel. Finish, aluminum bronze. 

Bottom Fixtures—Wheels, gTcy iron, lathe turned. Made in two sections, permitting tires 
to be removed easily. Bearings, steel rollers. Steel frames. Furnished with rubber or fibre tires. 
Finish, aluminum bronze. 

Track—Trolley type, 16-gauge steel. Furnished with No. 7x31 parallel ear center brackets 
on 36-inch centers and one 8x31 parallel car end bracket for each end. Finish, black enamel. 

PRICE LIST 

Rvbbex Tired Fibre Tibed 


No. 109 Top and Bottom Fixture* only (9i pounds), per *ct. . $12.00 $13-00 

No. 109 Ladder Track, with brackets (2 pounds.!, per foot. $ 30 


Discount. _ 

Directions for Ordering —See Page 195. Give all dimensions asked for and send sketch. 
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No. 209 

R-W Perfection Ball-Bearing Ceiling Store Ladder 


(Wilcox No. 429) 

Wood-Lined Track—A Well Built, Smooth Running Ladder 


Ladders are made of oak or pine, selected and kiln dried. Steps are let into the sides and 
held by screws passing through the sides of ladder; made perfectly rigid with steel braces. 

Ladder sides are 3d inches wide and steps 4 inches wide on ladders up to 14 feet; over 14 feet, 
sides are 4 inches wide and steps 5 inches wide. Steps are 12 inches long between ladder sides. 

Oak ladders will be finished in dark golden oak unless otherwise specified. Pine ladders are 
filled and varnished. We can furnish any finish to match your woodwork if you will submit 
sample. 

Bottom fixtures furnished with roller-bearing rubber or fibre-tired wheels. 

Track is attached with brackets to ceiling. These brackets should be spaced not to exceed 36 
inches. Unless otherwise specified, parallel ear brackets as shown in cut on opposite page will be 
furnished. 

Fixtures, both top and bottom described on opposite page. 

PRICE LIST 

The following price list includes standard length ladders up to 14 feet, complete with top and bottom 
fixtures. 1 rack is not included. „ _ 

fW r Tired Firre Tired 


No. 209 Oak Ceiling Ladder (5? pounds per foot), complete_$22.00 $23.00 

No, 209 Hard Pine Ladder (3 pounds per foot I, complete. 20.00 21.00 

No. 209 Top and Bottom Fixtutes only (10 pounds), per set . 12.00 13 00 

No. 209 Ladder Track, with brackets (24 pounds), per foot. . .... 


Discount _....... 

Directions for Ordering —Sec Page 195. Give all dimensions asked for and send sketch 
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Fixtures for No. 209 R-W Perfection Ball-Bearing 
Ceiling Store Ladder 



Top Fixtures—Wheels, grey iron, lathe turned, 1; inches diameter. Bearings, steel balls. 
Connecting bar, malleable iron. Top step irons, heavy steel. Finish, aluminum bronze. 

Bottom Fixtures—Wheels, grey iron, lathe turned. Made in two sections, permitting tires 
to be removed easily. Bearings, steel rollers. Steel frames. Furnished with rubber or fibre 
tires. Finish, aluminum bronze. 

Track—16-gauge steel and hard maple lined, clincher type. Furnished with No. 7x31 par¬ 
allel ear center brackets on 36-inch centers and one No. 8x31 parallel ear end bracket for each 
end. Finish, black enamel. 


PRICE LIST 

Ri.'nnrn Tinro Fi»*tr Ti*rn 


No. 209 Top and Bottom Fixtures only (10 pounds), per set .$12.00 $13.00 

No. 209 Ladder Track, with brackets (2* pounds), per foot.$ .30 


Diuount . 

Directions for Ordering —See Page 195. Give all dimensions asked for and send sketch. 
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No. 509 

R-W Steel Ball-Bearing Ceiling Store Ladder 

(Wilcox No. 529 C) 

A Departure in Store Ladders 



Ladders arc a combination of steel sides and oak steps. Sides are slotted steel tubing and 
are furnished in one length up to 14 feet; steps are of selected oak arranged for adjustable 
attachment to sides at any desired angle or spacing through the slot in tubing. Steps are 44 
inches w ide and 14 inches long. 

Ladder sides arc finished regularly in a rustless dead black. Steps arc filled golden oak and 
waved finish. Top and bottom fixtures in the rustless dead black finish. On special finishes, 
prices will be quoted on application. 

Bottom fixtures furnished with ball-bearing rubber or fibre-tired wheels. 

Track is attached w ith brackets to ceiling. These brackets should be spaced not to exceed 36 
inches. As shown in illustration brackets are placed between the two parallel runs of hard 
maple track. 

Fixtures, both top and bottom described on opposite page. 


PRICE LIST „ _ 

Kuiif * Tued 

No. 509 Steel Ceiling Ladder (34 pounds per foot), complete ,$20.00 
No. 5n9 Top and Bounin Fixtures only (24 pounds), per set... 12.00 
No. 509 Ceiling Ladder Track (11 pounds), per foot . 


Finm: Tired 
$ 21 . 01 ) 

13.00 

. i -30 


Diirounl... _ 

Direction for Ordering —See Page l*>s. Give all dimensions asked for and send sketch. 

[3MI 






[3=3_i 



®L_ 

RICHARDS-WILCOX MFC. Co., AURORA, ILLINOIS, U. s A. 


h 


lyssVJ - 1 

UsU 



Fixtures for No. 509 R-W Steel Ball-Bearing 
Ceiling Store Ladder 




Patin m> 


Top Fixtures—Wheels, grey iron, lathe turned. Bearings, steel rollers. Pendant, malleable 
iron. Finish, rustless dead black. 

Bottom Fixtures—Wheels, grey iron, lathe turned. Made in two sections, permitting tires to 
be removed easily. Bearings, steel balls. Frames, grey iron. Furnished with rubber or fibre tires. 
Finish, rustless dead black. 

Track—Selected hard maple and kiln dried. Furnished up to 14 feet in one length. Unless 
otherwise specified, we furnish the runs of track in such lengths that will work out to best 
advantage. Track is attached with brackets, which are placed between the two parallel runs of 
hard maple track and are held in place by two flat head stove bolts, which are furnished with each 
bracket. Finish, natural wood. 

Brackets—Made of steel, rustless dead black finish. 

Steps—Selected oak and kiln dried, 4?, inches wide and 14 inches long. Furnished complete 
with bracket, clamp and nut. Finish, golden oak filled and waxed. On special iinishes, prices 
will be quoted on application. 

Ladder Sides—Steel tubing slotted, to allow nut to be inserted. Steps can be attached at 
any angle and spaced any distance apart. Finish, rustless dead black. 


PRICE LIST 

No. 509 Top and Bottom Fixture* only (24 pounds), per set 

No. 509 Ladder Track (If pounds), per foot .. 

No. 115 Oak Step, assembled with clamps, each. 

No. 115 Steel Tubular Ladder Sides, per foot. 


j Rubber Tired.. $12.00 
(Fibre Tired.... 13,00 

.30 

.50 

.20 


Discount 


Directions for Ordering —See Page 195. Give all dimensions asked for and send sketch. 
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Nos. 430 and 430 S 
R-W Rapid Acting Vises 


PATENTED 


No. 4J0-S— Tail Vise With Bums Stop ipt Fponj J *w 


Fo* DESCRIPTION AND PlUCE LlSf, $FF OPPOSITE PACE 
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Nos. 430 and 430 S 
R-W Rapid Acting Vises 

Made In l'vvo Sues 


The vises illustrated on the opposite page arc equipped with our new two-piece cam-operated 
nut. 

This nut is a new invention, and being composed of only two pieces, its mechanism is simple 
and absolutely reliable in operation and will not get out of order, as there arc no small parts to 
wear out. The nut proper is phosphor bronze. The nut sleeve is made of grey iron. 

Instantaneous adjustment. Continuous in action. Operates entire length. Nut is released 
and completely disengaged when pressure on work is removed by slight reverse movement of 
handle. When pressure is applied nut engages and locks screw firmly and is held rigidly in 
position. 

No pawls, racks or triggers to break or wear. 

Guides arc of cold rolled steel. 

Jaws are of best grey iron with working surfaces ground and finished. Special design of ribs 
on jaws secures minimum deflection or spring under pressure, as well as minimum weight. 

Nos. 4.10 and 430S—Made in two sizes. 

No. 1—Jaws, 7 inches wide, 4 inches deep, open 10 inches; screw, 1-inch diameter, 4 threads 
to the inch; weight, 32 pounds. 

No. 2—Jaws, 10 inches wide, 5 inches deep, open 12 inches; screw, 1-inch diameter, 4 threads 
to the inch; weight, 42 pounds. 

Either type can be made specially to open any desired length. Jaws furnished with maple 
faces if wanted. Packed regularly six in a crate. If crated single, 10 cents extra. 

PRICE LIST 

No. 430-1, each . 

No. 430S-I, each . 

No. 430-2, each . 

No. 430S-2, each .. 

Maple-faced Jaws, per pair. 


.$6.0U 

. 6.A0 

. 7.20 

. 7 sm 

.50 

Diuounl 
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Nos. 230 and 230 S 
R-W Rapid Acting Vises 


No. 230 —Hfao o* Side Vim 


Patented 


For Description- and Price List, See Opposite Pace 
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Nos. 230 and 230 S 
R-W Rapid Acting Vises 

(Wilcox Nos. 210 AND 210 S) 

Made in Two Sizes 



Instantaneous adjustment. Continuous in action. 

Phosphor bronze nut operates entire length of screw. 

No pawls, racks, or triggers to break or wear. Nut is released and completely disengaged 
when pressure on work is removed by slight reverse movement of handle. No stripping or cutting 
of threads. 

When pressure is applied it causes the nut to engage and lock the screw' firmly and is not 
held in position by any external mechanism. 

Screw is cut with single thread four to one inch, hence has double the power or pressure of 
vises having screw cut with douhle thread. 

Guides are of cold rolled steel. 

Jaws are of best grey iron with working surfaces ground and finished. 

Special design of ribs on jaws secures minimum deflection or spring under pressure as well 
as minimum weight. 

Nos. 230 and 230S—Made in two sizes. 

No. 1_Jaws, 7 inches wide, 4 inches deep, open 10 inches; screw, I inch diameter, 4 threads 

to the inch; weight, 32 pounds. 

No. 2—Jaws, 10 inches wide, 5 inches deep, open 12 inches; screw, 1 inch diameter, 4 threads 
to the inch; weight, 42 pounds. 

Either type can be made specially to open any desired length. Jaws furnished with maple 
faces if desired. Packed regularly six in a crate. If crated single, 10 cents extra. 


PRICE LIST 

No. 250-1, each . 

No. 250S-I, each . 

No. 230-2, each . 

No. 230S-2, each ... 

Maple-faced Jaws, per pair. 


$< 5.00 

6.60 

7.20 

7.80 

.50 


Discount 
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No. 530 

R-W Midget Rapid Acting Vise 



PATENTED 


Designed especially for light pattern making, watch and clock repairing, etc. 

'1'he vise shown above is equipped with our new two-piece cam-operated nut, the same style 
as used with No. 430 and 430S vises on pages 208, 209, except that it is very much smaller. 

This nut is a new invention, and being composed of only two pieces, its mechanism is simple 
and absolutely reliable in operation and will not get out of order, as there are no small parts to 
wear out. The nut proper is phosphor bronze. The nut sleeve is made of grey iron. 

Instantaneous adjustment. Continuous in action. Operates entire length. Nut is released and 
completely disengaged when pressure on work is removed by slight reverse movement of handle. 
When pressure is applied nut engages and locks screw firmly and is held rigidly in position. 

No pawls, racks or triggers to break or wear. 

Guides are of cold rollrd steel. 

Jaws are of best grey iron with st orking surfaces ground and finished. Special design of ribs 
on jaws secures minimum deflection or spring under pressure, as well as minimum weight. 

Jaws, 31 inches wide, 2 inches deep, opening 5 inches. Handle, 53 inches long. Screw, 
\ inch in diameter, 8 threads to the inch. Weight, 3* pounds. Packed regularly 6 in a box. 

PRICE LIST 

No. 530, each...$3.50 

fJiuOMit . . 


f’l-’l 
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Ust 


No. 2(>0 

Manual Training Benches 

This PvrrutN H ts Bivk Aeraovro nv Ex-pears in Mim ii, I'iiimw; ud llu Oivin 
Berna Satisi-action Than Anv Orillia Known Type 



Made in one size, frame and top from selected kiln-dried hard maple; tool tray and back 
with tool rack front selected kiln-dried yellow pine. 

Furnished with both head (No. 4111-1) and tail (No. 4.KIS-I ) visrs, as shown, or with either 
as desired. 

More easily assembled than any other type. Benches are tilled and varnished. 

Height, 32 inches; length of top, 48 inches; total width of top, 21 inches; width of tool 
tray, 8 inches. 

Shipping weight: No. 260-1 K. I). and crated with I vise. 130 pounds; No. 260-2 K. D. and 
crated with 2 vises, 170 pounds; No. 260, bench only, K. I). and crated, 100 pounds. 

PRICE LIST 

No. 260-1 Bench with head vise only, each .. .$16.00 

No. 260-2 Bench with head and tail vises, each . ... 22.00 

No. 260 Bench only, each..,.,. .-..12.00 

Diitaiiut .. 

Note —All benches are equipped with No. 430 type vises. (Pages 208, 200.) 
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No. 260-4 

R-W Manual Training Bench 

This Pattern Has Been Approved bv Experts in Manual Training and Has 
Given Better Satisfaction Than Anv Other Known Type 



P.VTKMTKD 


Accommodates four pupils in less relative space than the single type. 

Made in one size, frame and top from selected kiln-dried, hard maple; tool tray and tool 
rack from selected kiln-dried yellow pine. 

Furnished with four vises as shown, viz.: two No. 4.10-1 and two No. 430S-1. 

More easily assembled than any other type. Benches are filled and varnished. 

Height, 32 inches; length of top, 48 inches; total width of top, 34 inches; width of tool tray, 
8 inches. 

Shipping weight: No. 260-4 K. D. and crated with 4 vises, 280 pounds. 

PRICE LIST 

No. 260-4 Bench with 4 vises, each.....$36.00 

Discount .... 

NuTli—AH benches are equipped with No. 430 type vises. (Pages 208, 209.) 
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No. 270 

R-W Manual Training Bench 

This Pattern Designed Especially to Meet the Demand for a 
Manual Training Bench with Drawers and Locker 



Paunuo 


Panel door and drawers furnished with lock and key to pass all locks. 

Bench made in one size, frame and top from selected kiln-dried, hard maple; tool trav and 
back with tool rack from selected kiln-dried yellow pine: drawers, panel door and panels from 
kiln-dried hardwood. 

Furnished with both head (No. 430-1) and tail (No. 430S-1) vises, as shown, or with either 
as desired. 

Benches are filled and varnished. 

Height. 32 inches; length of top, 48 inches; total width of top, 21 inches; width of tool 
tray, 8 inches. 

Shipping weight: No. 270-1, set up and crated with 1 vise, 200 pounds; No. 270-2, set up 
and crated with 2 vises, 230 pounds; No. 270, bench only, set up and crated, 165 pounds. 

PRICE LIST 

No. 270-1 Bench with head vise only, each.. 

No. 270-2 Bench with head and tail vise*, each 
No. 270 Bench only, each. 

Diuounl 

Note _All benches are equipped with No. 430 type vises. (Pages 208, 209.) 


$24.00 

JO.OO 

20.00 
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For Description and Price Li%r Sff Opposite Pace 
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Nos. 1236, 1836, 1848, 2448 
R-W Wire Cloth Machine 


Made in four sizes as shown in price list below. 

Requires minimum floor space and i- especially recommended n> a time-saver when waiting on 
customers, whose order is measured, cut, rolled up and tied without removing original roll from 
the rack. VY ill handle any width of wire cloth up to 48 inches. 

1 wine box convenient!) placed, measuring and cutting table adjustable to any shelf and locks 
automatically. Cutting blade adjustable, allowing for wear. 

Measuring device movable to operate on any width of cloth and is accurate on any mesh 
wire cloth. 

Wire cloth holder rings movable to fit any width wire. On the two larger sizes, Nos. 184S 
and 2448. on the upper shelves, two rolls of different width can be placed. For number of wire 
cloth holder rings furnished with each machine, see table below. 


PRICE LIST 


No. 

Capacity 

Win-V'-.lfcl 
Holdrr 1 
Kine* 


Floor Sj-ace 

Wright 

Lb* 

Each 


Wi4e 

Mich 

12.% 

Holds 12 rolls up lo % in wide . 

24 

30 in 

32 in 

3 ft 4 in. 

193 

$ 65.00 

18% 

Holds 18 rolls up to 36 in. wide . 

36 

37 in. 

52 in. 

3 ft. 9| in. 

236 

7.3.00 

1848 

Holds 2-4 rolls of \arious widths up to 4# in. wide 

48 

37 in. 

64 in. 

3 ft. 9) in. 

371 

8.3.00 

2448 

Holtls 32 rolls of various widths up to 48 in. wide 

64 

43 in. 

1 

3 ft. 91 in. 


100.00 


Uiifount . .. 


f-l"l 
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No. 600 

R-W Little Giant Folding Sled 

Novel, Practical, Simple, Strong 



Ready for lUt 



Folded (Patented August 10, *09) 


The folding feature permits of economy in handling, transportation and storage. The user can 
carry the sled under his arm when climbing hills or riding on street cars. These sleds can be 
hung on the wall, out of the way, when not in use. 

Runners—Bosemcr spring steel, f-inch round. Securely attached with corrugated clips to 
wood top with bolts. 

Braces—Malleable iron, -f^-inch round, with special design of ribs which secure minimum 
deflection or spring under pressure and weight. Securely attached to wood top with bolts. 

Top—Made of good quality, bone-dry, hardwood. 

Finish—Steel parts finished in finest black baked enamel. Wood top finished in red, blue or 
green enamel, well varnished and handsomely decorated. Each put in heavy express paper bag, 
retaining the lustre of finish. 

Speed—There are no braces to obstruct the speed of the sled, the only contact with the snow 
being the round steel runners which offer greater speed than any other type of runner. 

Dimensions—114 inches wide, 4J inches high. 35 inches long. 

Weight—8 pounds each. Packed one dozen in a crate. 

PRICE LIST 

No. 600 Little Giant Folding Sled, per dozen... SlS-00 

Discount .. 
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No. 610 

R-W Flexofold Folding Sleds 



Reaiiy row LUk 


Increased steering qualities of the Flexofold Sled are due to runners brnding through entire 
length (not just at the front part) of the sled. The most flexible sled on the market. Steering 
is effective at all times and under absolute control. 

Runners—Bessemer steel, securely attached with corrugated clips to wood top with bolts. Sizes 
shown in table below. 

Braces—Malleable iron with special design of ribs which secure minimum deflection or spring 
under pressure and weight. Securely attached to wood top with bolts. Sizes shown in table 
below. 

Top and Steering Bar—Made of good quality, bone-dry, hardwood. 

Finish—Steel parts finished in finest black baked enamel. Wood top finished in red, blue or 
green enamel, well varnished and handsomely decorated. Each sled put in heavy express paper 
bag, retaining the lustre of finish. 

Speed—There are no braces to obstruct the speed of the sled, the only contact with the snow 
being the round steel runners which offer greater speed than any other type of runner. 


Kuaiber 

WIZili, la. 

DlMBPSlOftS 

Helgftt. In. 

Length. It. 

Runeipit, In. 

Billet, In. 

Weight Edi t, 
founds 

Price List |»rr 
Dttzr n 

6101 

U* 

5 

36 

i 

fa 

10f 

524.00 

610-2 

12 

5} 

42 

fa 

fa 

17} 

30.00 

610-3 

13 

6 

48 

1 

l 

23i 

42.00 


Packed one dozen in a crate 

Discount . 


Note —As shown in illustration above, No. 610-1 sleds arc made with one brace for each runner; 
No. 610-2 and No. 610-3 sleds are made with two braces for each runner. No. 610-3 is 
equipped with a foot rest, making same a two-passenger sled. 
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We arc prepared to furnish loose grindstones of any desired grit in any quantity. The stones 
are from the Berea district in Ohio and arc the best known for general grinding. 

All diameters and thicknesses. Furnished regular with straight face. Can furnish bevel 
face when desired. All stones cut with parallel sides, permitting same to be piled, requiring but 
minimum storage space. 

Loose and mounted stones shipped in mixed cars either from quarry or from Aurora factory. 
Sold by the single stone, ton or carload. 

Can also furnish Nova Scotia Grit if desired. 

Prices quoted on application. 

Note —Stones not crated unless so ordered, in which case we add actual cost of crating. 

STANDARD TABLE 
WEIGHTS OF OHIO GRINDSTONES 

All stones over 200 pounds are sold by measurement weight; less than 200 pounds by cut 
weight, which is actual weight on scales as they come from the lathe and is always cut on the 
stone. 

Estimated Weight of Stoke, 140 Pounds Per Cubic Foot 


DlAMfcTfeK 

W«*icht of $rone 
On* Inch 

Thick 

DtAMKTER 

Weicht ol Sion? 
On* Inch 

Thick 


Wright «»< Slonw 
One Inch 
Thick 

Feet 

Inches 

Fc«l 

Iflllltl 

Feet 

Inches 

2 

0 

36.630 

4 

0 

146.603 

6 

0 

329.857 

2 

1 

39.768 

4 

1 

152.775 

6 

i 

339 084 

2 

2 

42.913 

4 

2 

159.075 

ft 

2 

348.437 

2 

3 

46.386 

4 

3 

165.501 

ft 

3 

357.918 

2 

4 

49.883 

4 

4 

172.055 

ft 

4 

367.526 

2 

5 

33.512 

4 

5 

178.736 

6 

5 

377.242 

2 

6 

57.267 

4 

ft 

185.545 

ft 

6 

387.124 

2 

7 

61.148 

4 

7 

192.480 

ft 

7 

397.114 

2 

8 

65.157 

4 

K 

19*1.543 

6 

8 

407 232 

2 

9 

69.293 1 

4 

9 

206.733 

ft 

9 

417.476 

2 

10 

73.556 

4 

10 

214.051 

ft 

10 

427.848 

2 

II 

77.946 

1 4 

11 

221.496 

ft 

11 

438.347 

3 

0 

82.464 

5 

0 

229.068 

7 

0 

448.973 

3 

1 

87 119 

5 

1 

236.767 

7 

1 

459.726 

3 

2 

91.881 

5 

2 

244.593 

7 

2 

470.607 

3 

3 

96.782 

5 

3 

252.547 

7 

3 

481.615 

3 

4 

101 80S 

5 

4 

260.628 

7 

4 

492.750 

3 

5 

106.962 

5 

5 

268.836 

7 

5 

504.013 

3 

6 

112 243 

5 

6 

277.172 

7 

6 

515.401 

3 

7 

117.651 

5 

7 

285.635 

7 

8 

52*. 921) 

3 

8 

123.187 

5 

8 

2**4.275 

7 

8 

538.564 

3 

9 

128.850 

5 

9 

302 942 

7 

9 

550.335 

3 

10 

134.641 

5 

10 

311.787 

7 

10 

562.234 

3 

n 

140.558 

5 

11 

320.758 

7 

11 

574.260 


To find ihe weight of Ohio Grindstones, multiply the weight given in table by the thickness in inches. 
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No. 025 

R-W King Tubular Steel Frame Grindstones 



P.MI Nl IU 


Tubular steel frame, slightly flexible, permitting same to adjust itself to uneven floors 
or surfaces. Easily set up. Frame is narrow at top, making it convenient to apply power and 
spread at base, giving greater rigidity’. Bi-treadle, with power properly applied. 

Stone movable horizontally on frame to suit convenience of operator. 

Rail-bearing journals and crank attachment. Fitted with detachable steel axle. Cranks arc 
held on axle with our positive, patented nut locking device. 

Seat made of steel, adjustable vertically 4 to S inches. 

Made in one size and furnished with stone guaranteed best quality Berea Grit for general 
grinding, 20 to 22 inches in diameter by IJ to 2\ inches face. 

Finish, red enamel with black trimmings. 

Shipped knocked down, well crated, with stone protected. Shipping weight, 110 pounds. 

PRICE LIST 

No. 015 Grindstone, complete, each.$6.90 

Discount ... 


[K2] 
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L7S 

U 


No. 400 

R-W Victor Tubular Steel Frame Grindstone 



Patintcd 


Tubular steel frame, strong and rigid. Built on up-to-date mechanical principles. Bi-treadle 
with power properly applied. 

Ball-bearing journals and crank attachment. Fitted with detachable steel axle. Cranks are 
held on axle with our positive, patented nut locking device. 

Made in one size and furnished with stone guaranteed best quality Berea Grit for general 
grinding, 19 to 22 inches in diameter by 1 j to 2j inches face. 

Seat, grey iron and adjustable. 

Finish, red enamel with black trimmings. 

Shipped knocked down, well crated, with stone protected. Shipping weight, 100 pounds. 

PRICE LIST 

No. 400 Grindstone, complete, each...$6.90 

Diicount .... 
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No. 05 

R-VV Vclox Ball-Bearing Steel Frame Grindstone 



P.STiN ILK 


Angle steel frame, well braced, strong anJ rigid. No vibration, bi-treadle with power prop¬ 
erly applied. 

Ball-bearing journals and crank attachment. Fitted with detachable steel axle. 

Made in one size ami furnished with stone guaranteed best quality Berea Grit for general 
grinding, 19 to 22 inches in diameter by 1J to inches face. 

Seat, steel and adjustable. 

Finish, black enamel. 

Shipped, knocked down, well crated, with stone protected. Shipping weight, 95 pounds. 

PRICE LIST 

$6.’n 


No. 05 Grindstone, complete, each 


Discount 
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IS 

RICHARDS-WILCuX MFC. Co, AURORA, ILLINOIS. U.s .V 



L?s?L 


No. 300 

R-W Cycle Ball-Bearing Steel Frame Grindstone 



1' m viro 


Angle steel frame, strong and most rigid, on account of its peculiar construction. The legs 
are made of one piece angle steel and the upper frame is constructed to form a brace for the legs. 
No vibration, bi-treadle with power properly applied. Built on up-to-date mechanical principles. 

Ball-bearing journals and crank attachment. Kitted with detachable steel axle. Cranks are 
held on axle with our positive, patented nut locking device. 

Made in one size and furnished with stone guaranteed best quality Berea Grit for general 
grinding, 19 to 22 inches in diameter by 1J to 21 inches face. 

Seat, grey iron and adjustable. 

Finish, red enamel with black trimmings. 

Shipped, knocked down, well crated, with stone protected. Shipping weight, 95 pounds. 

PRICE LIST 

Kio 


No. 300 Grindstone, complete, each 


Diicount 






RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U.S.A. 


No. 013 

R-W Gentleman Ball-Bearing Grindstone 



Tubular steel legs, attached to one piece grey iron water pan. Frame well braced and rigid. 
Water pan has drain cock. 

Pedal is extra wide, permitting machine to be operated with one font when standing or both 
feet when sitting. Counterweigh ted crank, so it will not stop on dead centers. 

Ball-bearing journals for axle with dust shields. Fitted with detachable steel axle. 

Adjustable tool rest and drip tray, draining water back into water pan. 

.Made in one size and furnished with stone guaranteed best quality Berea Grit for general 
grinding, 14 inches in diameter by 1 '[ inches face. 

Finish, black enamel. 

Shipped, knocked down, well crated, with stone protected. Shipping weight, 70 pounds. 

PRICE LIST 

No. 013 Grindstone, complete, each. 


Discount 


$7.50 
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Frame made of well seasoned hardwood, securely braced and boltrd. Folds up into compact 
package for shipment. Bi-treadle with power properly applied. 

Ball-bearing journals and crank attachments. Fitted with detachable steel a\le. Cranks 
are held on axle with our positive, patented nut locking device. 

Made in three sizes and furnished with stones guaranteed best Berea Cirit for general gi Hiding. 
No. 1 size, 19 to 21 inches in diameter by 1, to 2J inches face; No. 2 size, 22 to „4 inches in 
diameter by 2 to 21 inches; No. 3 size, 26 to 2S inches in diameter by 2 to 21 inches. 

Seat, grey iron, attached with screws. 

Finish, red paint with black enamel trimmings. 

Shipped, knocked down, well crated, with stone protected. Shipping weight; No. 1, 105 
pounds; No. 2, 120 pounds; No. 3, 135 pounds. 

PRICE LIST 

* 6.00 
6.50 
7.01) 


No. 310-1 Grindstone, complete, each 
No. 310-2 Grindstone, complete, eaeh 
No. 310-3 Grindstnne, complete, each 


Discount 
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No. 410 

R-W Challenge Steel Frame Ball-Bearing Grindstone 

Made in Thiiee Sizes 



Angle steel frame, 
heavy, rigid and well 
braced. Steel legs arc 
bolted to top bars. 

Ball-bearing journals 
for axle and one ball-bear¬ 
ing treadle crank. Fitted 
with detachable steel axle. 
Cranks are held on axle 
with our positive, patented 
nut locking device. 

Steel treadle rod and 
pedal. Hand crank fur¬ 
nished for opposite side. 

Made in three sizes 
and furnished with stone 
guaranteed best Brrea 
Grit for general grinding. 
No. 1 size, 18 to 21 inches 
in diameter by 15 to 2} 
inches face; No. 2 size. 22 
to 24 inches in diameter 
by 1] to 2} inches face; 
No. 3 size, 26 to 28 inches 
in diameter by 1$ to 2J 
inches face. 

Finish, red and black 
enamel. 


Shipped, knocked down, well crated with stone protected. Shipping weight, No. 1, 100 
pounds; No. 2, 120 pounds; No. 3, 13s pounds. 


PRICE LIST 

No. 410-1 Grindstone, complete, each. 

No. 410-2 Grindstone, complete, each. 

No. 41 0 .J Grindstone, complete, each.. 


fiS.SO 

5.80 

«.I0 


t”s] 


Dhtounl 
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No. 710 

Climax Ball-Bearing Grindstone 

(NVilcox No. 010) 

Caution Size Numbers Have Hun Ch ancfo, No. 010-1 is No. 710-3, Etc. 
M >oi: in Three Sizes 



Combination steel and hardwood frame. Top Liars made of well seasoned hardwood. Levs. 
1{ inches wide by ] inch thick steel, securely braced and attached with bolts and screws. 

Ball-bearing journals for axle, and one ball-bearing treadle crank. Fitted with detachable 
steel axle. Cranks are held on axle with our positive, patented nut locking device. 

Steel treadle rod and hardwood pedal. Hand crank furnished for opposite side. 

Made in three sizes and furnished with stone guaranteed best Berra Cirit for general grind¬ 
ing. No. 1 size, 18 to 21 inches in diameter by If to 2J inches face; No. 2 size, 22 to 24 inches 
in diameter by 1J to 2} inches face; No. 3 size, 26 to 28 inches in diameter by 1 j to 2| inches 
face. 

Finish, red paint and black enamel. 

Shipped, knocked down, well crated with stone protected. Shipping weight. No. 1, 100 
pounds; No. 2, 120 pounds; No. 3, 135 pounds. 

PRICE LIST 

No. 710-1 (Wilcox 010-3) Grindstone, complete, each. 

No. 710-2 (Wilcox 010-2) Grindstone, complete, each 

No. 710-3 (Wilcox 010-1) Grindstone, complete, each. 


Diicount 


$5.30 
3.HO 

«.m 
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No. 06 

R-W Niagara Wood Frame Power Grindstone 

(Wilcox No. os) 

Fl’hnishbo With Foot Pedm. When Desihed 



Frame built of well seasoned hardwood, strongly made and securely braced. Legs are bolted 
to top bar. 

Water box is made of well seasoned wood and is placed underneath the stone. Same can be 
removed to drain the water, as the stone should not stand in water any length of time on account 
of the submerged part becoming soft and wearing away rapidly. This throws the stone out of 
true and prevents efficient grinding. 

Ball-bearing journals for axle, which are dust and grit proof. Fitted with detachable steel 
axle. 

Steel treadle rod and hardwood pedal furnished only when ordered, and then at extra cost. 

Hand crank furnished with each machine. 

Made in one size and furnished with stone guaranteed best Berea Grit for farm or factory 
use. Size, 24 inches diameter by 3 inches face. 

Pulley, 6 inches diameter by 3 inches face, furnished with each machine. We recommend 
that stone run about 70 revolutions per minute for best results. ( Prices quoted on other sizes of 
pulleys on application.) 

Finish, red paint. 

Shipped, knocked down. Frame bundled and stone crated. Shipping weight: Frame 60 
pounds: stone, crated with lixtures, 140 pounds. Weight, complete, 200 pounds. 


PRICE LIST 

No. 0< Power Grindstone, without foot power attachment, each 
No. 06 Power Grindstone, with foot power attachment, each... 


$17.00 
124.30 


Note —Frames and stone sold separately when desired. 


Discount... 

I rices quoted on application. 
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No. 07 

R-W Mogul Steel Frame Power Grindstone 

Furnished With Li mi Ped.xl When Desired 



Heavy steel angle frame, strongly braced. One piece grex iron water pan, from which the 
water can be drained by simply removing the plug provided for this purpose at the bottom. This 
overcomes the necessity of removing the xxater pan to drain off the water. It is necessary to drain 
off the xvater xxhen the stone is not in use, for if the stone is allowed to stand in water any 
length of time, the submerged part becomes soft and wears away rapidly. I his throws the 
stone out of true and prevents ellieient grinding. 

Furnished with adjustable tool rest, with drip tray, draining into water pan. 

Ball-bearing journals for axle, which are dust and grit proof. Fitted with detachable steel 
axle. 

Steel treadle rod and stexl treadle furnished only when ordered, and then at extra cost. 

Hand crank furnished xvith each machine. 

Made in one size and furnished with stone guaranteed best Berea Grit for farm or factory 
use. Size, 22 to 24 inches in diameter by 2J to 3 inches face. 

Pulley, 6 inches diameter by 3 inches face, furnished xvith each machine. \\ e recommend 
that stone run about 70 revolutions per minute for best results. (Prices quoted on other sizes of 
pulleys on application.) 

Finish, red and black enamel. 

Shipped, frame knocked down, stone assembled to water pan, all crated with stone protected. 
Shipping xveight, complete, 220 pounds. 


PRICE LIST 

No. 07 Power Grindstone, without foot power attachment, each.$tS.O 

No. 07 Power Grindstone, with fool poxver attachment, each . -0 >l 

Discount. . 

Note —Frames and stone sold separately when desired. Prices quoted on application. 
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No. 09 

R-W Aurora Wood Frame Power Grindstone 



Frame built of well-seasoned hardwood, strongly made and securely braced. Legs arc bolted 
to top bar. 

Water box is made of well seasoned wood and is placed underneath the stone. Same can be 
removed to drain the water as the stone should not stand in water any length of time on account 
of the submerged parts becoming soft and wearing away rapidly. This throws the stone out of 
true and prevents efficient grinding. 

Babbitted bearings for axle. Furnished \\ ith detachable steel axle, which permits shipping 
of centered stone separate from frame and still have the stone run true when the axle is replaced, 
without redressing the stone. 

Made in seven sizes as shown in table below. Furnished with stone guaranteed best Berea 
Grit for factory and railroad use. 

Pulley, on first size. No. 09-5, is 6 inches diameter by .1 inches face; on all other sizes regular 
pulley furnished is 12 inches diameter by 3 inches face. (We will substitute any required size, 
charging only the actual different in price.) 

Finish, red paint. 

Shipped, knocked down, frame bundled and stone crated. Can be shipped set up, if desired. 

PRICE LIST 

NUMQSli WOkHi Si/c Of Sion,' Complete will) Putter 


0‘'- s m pounds 24 x 3 inches $24.00 

00-6 310 pounds 30x4 inches 28,80 

00-7 410 pounds 36x4 inches 35.20 

00-8 650 pounds 42 x 5 inches 40.00 

0O-O .................... 080 pounds 48x6 inches 56.00 

00-10. 1450 pounds 54 x 7 inches 72.00 

00-11 2000 pounds 60x8 inches 88.00 


[ 232 ] 


Discount 















RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U.S.A. 


No. 320 

R-W Ball-Bearing Kitchen Grindstone 

(Wilcox No. 020) 



Frame or trough, best grey iron, mounted on steel base. 

Furnished with ball-bearing journals for axle. 

Hand-crank is detachable. 

Made in six sizes as shown below, stones carefully selected Berea Grit, rubbed finish and 
accurately centered. 

Finish, trough, red enamel; base, black enamel. 

Packed one-half dozen in box. Each stone wrapped in heavy paper to protect finish. 

PRICE LIST 


Ncmvch and $*xh 

Shipping Wfitkl 

Prr Unlffl 

320-10-inch. 

320-11-inch. 

320-12-inch. 

140 pounds 

160 pounds 

190 pounds 

210 pounds 

240 pounds 

280 pounds 

tin .20 
lx.iiO 
20.00 
23.20 
25. MI 
27.‘MI 


Diicount 













RICH ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, O. S.A. 


No. 01 

R-W Ball-Bearing Grindstone Fixtures 

With Set Screws 


Jf & X sXs- . - Tn =-Made in one size. 

fF _ | ) 7 ' * — ^ Ball-bearing journals. 

Journals adjustable on 

f axle. Applicable to all 

¥ordinary frames. Sleeve 

in a boxx Shipping 

’wJtjS weight, 85 pounds. 

No. OP. fixtures same as No. 01 except that two short cranks arc furnished and hand crank 
is omitted. 


PRICE LIST 


No. 01 Fixtures, per dozen sets 
No. 01 1 Fixture*, per dozen sefs 


Discount 


No. 330 

R-W Ball-Bearing Grindstone Fixtures 

With Patented Nut Lockinc Device 


These fixtures are 
the same as No. 01 
shown above with the 
exception that both 
cranks are held on axle 
with our positive, pat¬ 
ented nut locking de¬ 
vice. 

Ball-bearing jour¬ 
nals also arc of a dif¬ 
ferent design, as shown 
above. 

Furnished with 
ballbearing short 
crank, instead of non¬ 
ball-bearing, as with 

No. 01. 

Axle Si inches 
long. 

Packed one dozen 
sets in a box. Shipping 
weight, 85 pounds. 


PRICE LIST 


No. 330 Grindstone Fixlures, per dozen sets 


Discount. 








RICH ARDS-WII-COX MFC. CO., AURORA. ILLINOIS, U.S.A. 


No. 018 

R-W Cyclone Ball-Bearing Steel Frame Grinder 



Designed especially to meet the demand for an inexpensive, dependable grinder for carpen¬ 
ters, plumbers, repair shops, garages, etc. , 

Angle steel frame* strong and most rigid, on account of its peculiar construction. The legs 
are made of one piece angle steel and the upper frame is constructed to form a brace for the legs. 
No vibration, bi-treadle with power properly applied. Built on up-to-date mechanical principles. 

As shown in the illustration, the machine is driven with bicycle chain, making the drive posi¬ 
tive and doing away with slipping on heavy grinding. This machine combines speed and power. 
Can attain speed of 2000 revolutions per minute with perfect ease. 

Ball-bearing journals and crank attachment. 

Cranks are held on axle with our positive, patented nut locking device. 

Made in one size and furnished with one 6 inches diameter by } inch face Carbo wheel and 
one sickle cone 31 inches long by 31 inches large diameter and 21 inches small diameter. This 
sickle cone is the correct shape for the grinding of sickle bars for mowers. (Sickle holder can be 
furnished, see No. 019 below.) 

Seat, grey iron and adjustable. 

Finish, red enamel with black trimmings. 

Shipped, set up and well crated. Shipping weight, 80 pounds. 

PRICE LIST 

No. 018 Grinder, complete, each. . . 

No. 019 Sickle Holder, each. . 

No. 020 Disc Holder, each... 

Discount .— 

No. 019—R-W Sickle Holder 

With this holder, sickle bar is held in 
correct position and angle for grinding. Has 
proven itself a very desirable attachment. We 
recommend one being attached to ever)' ma¬ 
chine. For price list, see above. 

No. 020—R-W Disc Holder 

msive and dependable holder to be used when grinding 
h cultivators, pulverizers and disc harrows, 
list, see above. 

[-553 










No. 

Dekcwii-i ION 

Weight 

Ihs. o*. 

Li»i Price 
Each 

C*lo 

X©. 019 Slrere lor •time** 1 1* thick, bored lot | round axle, used w ith 015. 

1 

i )n 

<; ii 

No. 01* Washer nut to ht G-l'i. uted * nh nix 

S 

.30 

G-IJ 

No oi Sli er*-, iqr tlowe* ll" to 2J thirk, hoard loti rouad Okie, u»ed wilk 00, 01,0||. 04. 05, 010,011,014 
MS. 340. 510. 400. 4in. 710. 

1 K 

50 

G-15 

No 01 M'-iilier mat to kt G-12, iced wilk u*. 01, OlJ, 04 nS. Otn nil. 01a. n25. 10n. 510. 400. 410. 710 . . 

14 

20 

G 14 

No. n: Sterne lor stones 33 ton thick, boied for l round axle, wed u ith *2. OK. irv ...... 

5 11 

70 

G*15 

No. 02 Wisher n©i to hr G-14. mm v-iih o2, nix itv 

5 

30 

G 10 

No. n: Slecie lor stune* 2 l© 3| IhnV. hored lor 2 r<w *4 axle, used with 0k. 07 . 

5 15 

6M 

GIT 

Vo, t»7 W.tiher n©l to 6tG-in. used with 06, o7 

2 7 

30 

G IK 

No. 520 Sleet t and axle wilk lapenrd end lor Family <Wi;d.ioue. u*ed u ith 020. 320 

7 

50 

G*I0 

Nn 3211 Washer mil In kl ti l*, iced vilh ItjO 3?0 

2 

111 


Axles 



No DO 'SC IIII* TI ON 


c.-?" N© *t Axle, I • rv. diameter x I? in. »on* with ipot tor in screw In mk *-nd. ©red with 01, 01) 

r. :i -No. »2 Axle. I in. duni«trt it 20 in Ion* u iih t**r lot irl wren in rax*- end. xa*rd uith 01, ** 

6-22 Nn. Axle. : in diann-ret \ 7l in. km* n ilk spoe 4or sei screw in »a. k end. ©ted vilh l*e, 05 

G-23 Xo. 05 Axle. 4 «n. diameter x ?| in lone u i«h datirmird ends, used n t h 05 i»ld fix I# 

C?« Xo «7 A tie. J in diameter * IS in. lone writ hum tel screw in one end. ©ted v iih OK, 07 

C 2i No. 0V Axle, 1 in. diantetri x J-4 in. lone, ult-d villi 4*t 

C-ln N>. HI* Axle. I in. djamricr x i» lose with spot lor Ml nrrew in each end, u.ei with 010 old Mvle 

G 27 NO. "I" Axle, « in diianeteft 10 In. lo / villi licwr-d ends and null. used with Olll, 011,014, 710 

« -7h No. n I Axle.i i> diameter X vj jn, l.m* *ith flailcned endt. uted with Oil i>ld -lxI,* 

c ’ K " ftS5 Axle. » m iii miner x hi in. lung with flattened end>. u.ed u iih o:y ©Id style 

No. 1110 Axle. 2 in. diamelrt « . 1 * in inn* with >pnt hir ».-t s.tev in each «»d, n*ed with 30k old il?le 
Ko 40k AxIh. * in. di i't»*-«et v 9f;, m. bin* *ith uwrl end* and not--. used villi 04, 025, *.nn. )|0 inn 

No. 410 Avle. - m. diameter x I4| in. Ion* with tapered endt and nul», n*ed with 410 

No 410 Axle. 4 in. diamrin i |1| in Ion* u uh spot lor -el x f »ew , n each end. u>*d - irh din old style 

No. Oil Axle. I in. diameter » <.f in. Ion* wnh tape ted nd and I mat. used w*lk 013 

Nuf e; Always fpetiry ki number md »tal* r.itjln* aiimber dl (lindttnne. report are requited for, aim il uld or ei 


I ' 
G 32 
G-V, 
G- 


' Weicht 
lb*. 02 

List Price 
BUh 

1 

S 20 

4 H 

50 

II 

.20 


.20 

1 u 

40 

5 » 

.60 

13 

20 

1$ 

30 

n 

21* 


20 

12 

.20 

15 

30 

1 5 

30 

1 5 

20 

in 

20 


*t>le. 


Discount, (for page) - 
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R-W Grindstone Repair List—Continued 

Pedal Cranks and Pedal Crank Casting Only 



C-JV I N«> 44 Pedal crank with I in uiwffi hole, used with W 14 | *40 

G-40 N \ 'll hdal t-iank villi M wr«*, villi luimi hol» f«r d io. ul*. lin'd >ilh Ml. Tin ’> Jo 

<.41 No "2 Pedal crank with vet screw, with round Vole lor I In. itle. used with 02, «. 14 40 

G 4? No. 07 Pedal crank with set screw. with round hole lot J in, axle, used wstfc ••<*. 07 It. 10 

fi4S No. OS Pedal tiank With *el k'ftn loliltri hole) jttrmblvd with G-1IJ Cuik loutaal, u.rd m iill ♦! old *l>le II 40 

• G-44 No. o\ Pedal {tank with set screw lobtong hoM as vein bird u illi U-II2 Crank |o*ji»jI. used u Ith OS ...Id -lyle 11 40 

* G-45 No 4* Pedal crank with sel ?<•**'lobtong hole I a*s***bl*d with €M 11 Crank s«u>nat, used with 44 old ptyl* II 40 

♦ G*46 No. 10*1 Ped.il frank u Ithwiklrt, (A m. round bo c. assembled «a illi CM 11 Crank |oui « *1, uu-4 w illi 340 old st* le II 40 

G-47 No ?44 Pedll crank will* set screw . |& i». round hole, assembled with G-II3 Crank lournal, used with *40 

Old ... o5 , U 

• Also o||. 014, 025, 310. 330. «W>. 4 1 410 old style I 

C-4K No. 404 Pedal crank <1 i» lapeted hole) assembled « ith C-U3 Crank loumjl. used ■ ith dll. 014, 42% 'do. 

11 

G-4 g No. 01' Pedjl crank with I in. tapered hole, used with 013 . ... I * 30 

G-$n No. Ped 1 1 crank canine w ith yet screw and ti»*t loMong hole!, nsed with G-43 ... * 10 

CM I No. 300 Pcd.il cTJCk casting wilk srl Kfcw and rivet • !A in. round hole*, used n ith G47 .... * .10 

G 52 No 444 Pedal crank castinc witk r vet, no mi screw <1 in. lapeted hole), used with G*4*. ‘ I" 

1 N.. 44 PrdiI crank tutiiwe eilh rivet, no <»et tcrew in. tapwred hotel, q.ed wi lli *~M4 _, I" . 10 


"Manufacture dis»x>nti»ued subsititute G 4' ‘Manufacture disconiinued. Mihstilwle G-47. 

Pedal Rods 



Discount t (for pape) 

For Prite LUt of Pedal Rods, see pare 23d 

Note Always specify by number and slate cat aloe number ol grinoyinne r*pau> an- iMmrrJ lor. also it old or new sirle. 

























RICHARDS-WILCOX MFG. CO, AURORA, ILLINOIS, U.S.A. 


R-W Grindstone Repair List—Continued 

Price List of Pedal Rods Illustrated on Pace 237 


Na 

DKSCRtrnoK 

M 

lbs. o*. 

List Price 
Each 

♦G-f.ii 

<;-> Pedal tod, G-5# Pedal crank and G-lII Crank loumal assembled. used with #5 old ftyl* 

G-43- ?0 

$.60 

*G.6| 

0.71 Pedal rod, G-9# Pedal crank and G-l 12 Oink journal assembled, ured with u5 r*1d Myl* 

G-43- 70 

.6# 

'G-r.2 

Pedal rod, G-51 Prial ciaak a t G ill Crank jour al u*ed with 05 old style 

G-47- 70 

6* 

♦g-m 

G-77 Prdal rod, G 51 Prill crank and G-Ill Crank lomnxl assembled, used with nil old style 

G-47- 77 

bO 

•G-44 

G-77 Fed if rod. G-50 Pedal crank ,md Gill c i.i k joumil assembled, used with oil old style 

G-43- 77 

.Ml 


G-7# Pedal roi, G 50 Pedal uank and G-l 12 Crank journal JMrmblcd, used w«i^ oil old strle . 

G-43- 77 

, t»# 

•G-df. 

r. '* Pedal rod, C-3» Pedal crank and G-l 12 Crank journal assembled, used wnb 025 old Hrle 

G-43- 70 

.60 

G-;# 

No o5 Prdal rod w»lk Iwo angle hrnd.. leattli 2lJ inches, used wilk 00, 04 . 

* 

20 

•C.-7I 

No *5 P*d*l tmi n lib ooe ancle bend and one ere. rnglh 24i imkrs, «»ed w Ith 05 old sltle 

G-« 0*119 «• 

2* 

G«72 


* 

.3# 

g-:i 

No «•* Pedal rod wilh On* loop and one eye. lencih 2#| inches, n**d with uc . .. 

5 

.3# 

G-74 

No #10 Pedal rod with one ancle Peod and one loop, lencih 1»| inches, used with 0IU-7IU 

S 

.2# 

G-TJ 

No, ■>!" Pedal rod with Iwo anti* t- . . UmP l”| inches. Ufed with 010 o*d *l« 1. 

5 

.20 


No 'Jl l I oiftl rod II Ik one ancle beud aod ooe eve, leocih |9f iachM, used with Oil old style 

C-77-113 5 

20 

G-77 

No. oi 1 Pedal tod with two ancle head., length Iff Inches, used w uh nil, OH 

5 

.2# 

♦«;-:» 

No #25 Pvdal rod wiih one ancle bend and ooe ne. senctk incKe», o*ed w iih *25 old style . . 

G70-II3 ♦ 

.2# 

G-7V 

No. *25 Pedal rod with two angle be*#*, ‘••ngth 25J in»k*., u.*d w ith 025 

| 

20 

C-nn 

No 3uo P*"Cil rr*J w ith om angle bend and one loop, length 7?i inches. used with Sun, 400 

* 

20 

GHI 

No. 310 Pedkl lOd with one angle bend and #»e loop, lengili 26 iiichea, used with 31# .... 

7 

20 

G-»2 

No 4|0 Pedal rod with Iwo angle bend*, lengik lkj inches, used wuk 41# ... 

S 

2# 

G-h3 

Nii. #13 Pedal mil. Wood ixik52 inches, used with op 


3# 


• Tlii■ ruaik brim* i number indicates that the manufacture that pan bis been discontinued and i* i.placed b> numbers siren In "hubsallutc'* column. 


Hand Cranks and Seats 




-:= 

- ' 

DisctiniOM 

Weight 

IKv nr. 

List Price 
Fach 

No. 05 Seat. Steel, used with •#. ox ... . 

N». QI4 Seat, Gray liow. uand with Oi l ... . .... 

No. 023 Seat, Gra» Iron, used with 024 . 

No 3l«i Seat. Gray Iron, wed w ith #11. 3W» . . 

No. Hit* Sen. Gray lion, used with No, aim . 

1 3 

3 1 

1 7 

7 2 

2 4 

f". 411 

40 

40 

.40 

40 

Noil Alwas, shelly b‘ number i*4 slat* iitiluc numht-r ol grindstone repairs are required lot. also it «>ld or new Kyle. 

Discount, (for 


L 


. 


OvscRimon 

M'eichl Li«l P»iif 

■In. ox. t,kl ' 

So 01 Hand crank Ji Inch lound bole and set screv, used with #1, olj. 01#, 930 old title 

No- 02 Hand crank 1 inch round hole and set screw, used with #3. Ok .. ..... 

No. 07 Hand crank | inch round bole and in »-!»*, u»ed with ♦*., 07 , . 

No 020 Hand crank soware hole, used with W-llJ*. . 

No. 120 Hand clank found tapered hoi* lor i inch diameter axle, used with '30 . . . 

Nr. 410 Hand crank tapered bole lor « inch diamrtes axle, no sri «rrw. used with 41#, 710 

12 $ 30 

2 14 50 

1 2 40 

4 20 

4 20 

1 2 






























RICHARDS-WILCOX MFC. Co , AUR( iRA, ILLINOIS, 0. S. A, 


R-W Grindstone Repair List—Continued 


Ball and Roller-Bearing Journals and Heavy Bearing Boxes 



$ © 

G 100 G 101 ( 


i 

G 104 

i 

l G107 

1 IS 

6102 G-.0C 

1 G108 ( 

m § 

bj nrw 

~j 106 G 103 

1 « 

if tt 

QUO Gill G112 G113 

1-—_ 




»• »?• Journal lor No. »!* »\im. * (Iii Mo**, u.d it ilk W•••?•• 

>. 320 Jouit a! l 0 « No in Family C.tiodrlonr. used m itli *2u 

► *1 Ball beano* iOurn.it. lot ! in. du»> axle and uood«ilnd(t<«’'e tune.*l;*l].*t». 011 u|a .in 

». *S Ball hearing loiirni*-. roilfld tO|i. toi l in. diameter axle and Meel imnr, n *d Midi lU old .t>le ». I«H 

>. os Ball hearing journal, ••ware top. »or l in. diameter a\le and >i«wl fume, u*ed with ihi, o* 
i. 02S Ball heirng joornjl, -111411 Inp for l in. diameter axle and teel o.nne. u-yj villi 

► 300 Bill brating tootnal. foil* u top (•« i 11 . <iain«tei ail* and *i*tI Iranie used <* l|h Slid old .|. le G-|n 
►. $0* Ball bearin/ Mutual. -u. top r«-»t « is diam .ixlc and .lerl fume. u.ed v ill. or, on, 'ao, r-m ate 

. *111 Ball bearing loom 1 '. tound lop (m . in. dntn. axle .md «no<l irrm . used •* Iih Mo old .ole |>|o'i 
-’In Bill tu-ir r inninjl are Oi i .tl in dim. avli and won name. u-#.| u I’h i|n 
1 . 500 Roller beirl r g jout-.il, lor i m dameter a>- and irel iramr*. used r. it U2-, inn anp, rm 

1. Of Rail hearing crank juurtil, old at< le-uMd with »< old tnle G-IH 

I. Ilf Ball bearing era*k journal fu» hinged pedal rod». It .^d villi+f old -Ixle (.IIS 

1 , Mm* Ball bearin crank journal. u.rd vut* no, (M •»$, n?«. r«*» * |n. t 4 ( , Wi 410 

I. 02 Bearing core*. used « irh 0?. ** ... 

1 . 02 Bearing base, u.»d with 02, *t« .... 

I. (I? Bearing roller wheel, used w Irh *2, Oh 
1 . 07 Ball heating, for po* er gr.ns'ones. used with *t, 0 : 
ov Ha phi led be.ii.ng, o.rd wth »v> 


•Fhlt mark before a number indicate* (bar the manulaitore onhai pin hi* been discontinued and is replaced br number* »i»rn in ' : utetltutr” .olutr 

Miscellaneous 



Distount. (for page)„„. ....... 

Not* Alvars specily by number and »tjte caulott number «>l griud-trme repair. are reunited for, alvr il ..Id 01 new style 
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No. 130 

R-W Tiger Sreel Wagon Jack 

Made in Three Sizes 
Locking Automatically 


The Tiger is a powerful jack, operated by pinion and 
lever, and is so constructed that the greatest possible 
leverage is obtained. When the load is lifted and the 
handle is down the jack becomes locked and holds load 
in position until lever is raised. 

Made in three sizes. Finish, japan. 

Weight, per dozen: No. 0, 70 pounds; No. 1, 130 
pounds; No. 2, 175 pounds. 

Capacity: No. 0, buggy size, 500 pounds; No. I, 
1000 pounds; No. 2, 1800 pounds. Packed in one dozen 
and half dozen crates. 


PRICE LIST 


No. 0, per dozen. $10.80 

No. 1, per dozen. 14.40 

No. 2, per dozen.21.60 


Diiiounl 



P<r. Avo., 1904 


[240] 








RICH ARDS-WILCOX MFC. Co., Al'RORA. ILLINOIS. I s \ 


No. 228 

R-W Steel Wagon Jacks 

(Wilcox No. "SI 
Made in Foux Sizfs 



Made entirely of steel, in four sizes. Operated by compound levers. Lifts perpendicularly. 
Finish, japan. 

Weight, per dozen: No. 1, 78 pounds; No. 2, 150 pounds; No. 3. 204 pounds; No. 4. '^0 
pounds. 

Capacity: No. 1, 500 pounds; No. 2, 1000 pounds; No. 3, 1500 pounds; No. 4, 2000 pounds. 
Packed in one dozen and half dozen crates. 


PRICE LIST 

No. 1, per dozen. 

No. 2, per dozen. 

No. 3, per dozen ... 

No. 4, per dozen. . 


$11.50 

14.00 

25.70 

57.00 


[241] 


foiuounl 










Patcntu .At *nil 6, 1912 Sictional View 


Most auto jacks have one particular strong feature. Such jacks are fairly good, but have 
weak points. Some are not positive in operation. Some complicated with a large number of 
parts to easily get out of order. Some are heavy and bulky, and require too much space in 
tool box. 

An auto jack is just as strong as its weakest point—not its strongest. 

There are no weak points in the Union. 

In the first place, it is composed of only five malleable iron pieces, while other jacks have 
tw ice this number of castings. This is why the Union is so much more simple in construction— 
easy and sure in operation—why it is light in weight—so handy and so neat in appearance. 

The Union gives better and longer service than any other jack on the market. 

Foot of jack is extra large and lifting bar is equipped with two lift brackets for use on high or 
low cars, or when cars are sunk in mud. Height of first lift bracket in low' position is 7J inches; 
height of second lift bracket in low position is 12 inches; lift, 6.1 inches. 

Weight, per dozen. 100 pounds. 

Packed, one-halt dozen in a crate. 


No. J2S Auto Jack, per dozen 


PRICE I.I8T 


$-4.00 


[ 2+21 


Discount 





RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, I s A 


This scat does not occupy more than 3 inches space between two persons, and affords a com¬ 


fortable seat for a third person. Folds up when not in use. 

Frame made of 3-inch round Bessemer steel. Carpet seat, made of good grade body-brussels 


carpet, in attractive designs. Finish, black enamel. Packed in bulk. Weight, per dozen, 40 pounds. 


PRICE LIST 

No. 156 Folding Third Buggy- Seat, per dozen. 


No. 236 

R-W Easy Folding Third Seat 

t 7 "7 


.$ 12.00 

Oil count _ 



The most comfortable, convenient and durable third scat on the market. 
Seat made of hardwood; frame, 3-inch round Bessemer steel. 

Seat finished, golden oak and mahogany; frame, black enamel. 
Adjustment to accommodate buggy seat, 14 to 18 inches high. 

Packed one dozen in a crate. Weight, per dozen, 55 pounds. 


PRICE LIST 


514.40 


[ 245 ] 


No. 236 Folding Third Scat, per dozen 


Discount _ 








Made of malleable iron and steel. No ratchets or parvis to be released. Quick and powerful. 
Will operate either right or left hand. 

Finish, japan. Packed one set in box with 8 feet BB Proof Tested Steel Chain. 

One set of No. .531 wooden clamps, complete with bolts, sent with each stretcher. Clamps 
are made from selected, well-seasoned hardwood. Six carriage bolts with tail nuts, furnished 
with each set. We recommend the use of the No. 385 Quick Acting Clamp, as illustrated and 
described above. 

No. 385 Quick Acting Clamp made from selected, well seasoned hardwood. Each clamp is 
equipped with four malleable iron tighteners. A half oval steel strip is attached on the inside 
face of each wooden clamp, which gives same a secure grip on the wire fencing. The tighteners 
can be attached and detached in an instant, no wrench being required. 

Weight, complete, with regular clamp, each, 50 pounds. With No. 385 clamp, 65 pounds. No. 
385 clamp only, 30 pounds. 

PRICE LIST 


No. 551 Fence Stretcher, regular clamp, each. .$6.50 

Nn. 551 Fence Stretcher, with No, 3S5 clamp, each . . ... 9.S0 

No. 3S5 Quick Acting Clamp uitly, each..... 4.50 


Discount 

Note— Unless otherwise specified, fence stretcher w ith regular clamp will be sent. 
[-’+*] 
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No. 731 

R-W Dragon Fence Stretcher and Hoist 



Made of malleable iron. Pawls have hardened roller bearings and arc operated by crank shaft. 
The lever handle can be operated continuously in one direction or backward and forward. Can 
be operated from cither side of fence. 

Can be used for pulling stumps, as a hoist when skinning beef, lifting a sick horse, pulling 
pipe from pumps, lifting heavy wagon boxes, etc. 

Finish, red enamel. Packed one set in box with 8 feet BB Proof 1 ested Steel Chain. 

One set of No. 331 wooden clamps, and bolts furnished with each stretcher. We recommend 
the use of the No. 385 Quick-Acting Clamp, as illustrated and described on opposite page. 

Weight, complete, with regular clamp, each 40 pounds. With No. 385 clamp, each nil 
pounds. No. 385 clamp only, 30 pounds. 


PRICE LIST 

No. 751 Fence Stretcher, regular clamp, each . ... 

No. 731 Fence Stretcher, with No. 385 damp, each. 

No. 385 Quick Acting Clamp, only, each. 

Discount 

Note _Unless otherwise specified, fence stretcher with regular clamp will be sent. 
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Made of nialleable iron and steel, No ratchets or pawls to be released. Quick and powerful. 
This fence stretcher has proven very popular with the trade. 

Finish, japan. Packed one set in box with 8 feet BB Proof Tested Steel Chain. 

One set of No. 331 wooden clamps, complete with bolts, sent with each stretcher. Clamps 
are made from selected, well-seasoned hardwood. Six carriage bolts with tail nuts, furnished 
with each set. \V c recommend the use of the No. 385 Quick Acting Clamp, as illustrated and 
described on page 244. 

Weight, complete with regular clamp, each, 50 pounds. With No. 385 Clamp, 65 pounds. 
No. 385 Clamp only, 30 pounds. 

PRICE LIST 


No. 531 Fence Stretcher, regular clamp, each. ..$6.00 

No. 551 Fence Stretcher, with No. JK5 clamp, each. 9.00 

No. 38$ Quick Acting Clamp only, each,....., ..... 4. 50 


Discount. 

Note Unless otherwise specified, fence stretcher with regular clamp will be sent. 
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No. 2341 

R-W Kllwood Wire Stretcher 

(Wilcox N'o .1411 



Matle of malleable iron and steel. 
Weight, per dozen, 70 pounds. 


Finish, natural. Wired one-half dozen in a bundle. 


Per dozen 


PRICE LIST 


$ 10.00 


Uiitoiint 


No. 240 

R-W Tackle Block and Wire Stretcher 

(Wilcox No. 235) 




Made of malleable iron and steel. Automatic lock or clamp disengaged by slight move¬ 
ment of hand rope. Swivel hook. Packed with 161 feet of §-inch rope. Weight, per dozrn, 55 
pounds. 

PRICE LIST 

$12.00 


[247] 


Per dozen. 
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Repair List—Fence and Wire Stretcher Parts 
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Price List—Fence and Wire Stretcher Parts 


U— I Chain. 28 inches long, for 232, 2J4|, 2341. 240, each..< .50 

I— 2 Wire clamp and hook, for 240, each. 20 

U— 3 Wire damp, for 252, 2341, 2341, 240. each. jn 

U— 4 Wire clamp, for 2341, each.20 

T— 5 Part of clamp, for 240, each... 15 

U— 6 Pan of damp, »..r 232, 254;, 2341 240, each .... . . il5 

l — i Part «f damp, tor 2 541. each ,, . I 

U— 8 L)og for wire damp, for 232. 234 j, 234.1. 24'L cadi .OS 

T— 9 Top block complete, for 240. each. 75 

T—10 Chain hook, for 240, each. .|0 

E — II End piece for bar, for 2344, 2341, each...|0 

U—14 S hook, for 232, each.. ,00 

T—15 Side plate, top block, for 240, each.08 

T—16 Main frame, top block, for 240, each.25 

T—17 Side plate, top block, ti t 240, each.10 

T—18 Rope guide, for 240, each. 15 

T—19 Rope dog or grip, for 240. each. 08 

T—20 Wheels, for 240, each...06 

T—21 Lower block, complete, for 240, each..50 

U—22 Slide bar sleeve, ratchets and handle, for 2341, 234.1, each .60 

C—23 Front comc-along, for 232, each.20 

C—24 Rear comc-along. for 232, each.20 

C—25 Right hand dog. for 232, each.10 

C—26 la-ft hand dog, for 232. each...10 


C—27 Bar Spring, for 232, each. 

C—28 Comc-along complete, for 232, each 

C—29 Short bar, for 232, each. 

C—30 I-ong bar, for 232, each. 


U—31 Bar sleeve, for 2344, 234.1, each. 


U—32 Left hand ratchet, for 2341, 234.1, each 


U—33 Right hand ratchet, for 234-j. 2341. each. 

U—34 Handle, for 234J, 234.1. each. 


C—35 Handle, for 232, each 


.12 

.50 

.10 

.15 

.15 

.10 

.10 

.30 

.30 


E—36 Ratchet bar, for 2344, each.50 

E—37 Ratchet bar, for 234J, each.50 

S— 1 Handle for 331. 531, each. LOO 

S— 2 Chain for 331, 531. each. 1-50 

S — 3 Bolt with tail nut, for 331, 531, each.20 

S— 4 Pawl for 331, each.20 

S— 5 Pinion for 331, each.70 

S— 6 Chain sprocket for 331, each.60 

S— 7 Gear wheel, for 331, each. L50 

S — 8 Pinion, for 531, each.60 

S— 9 Chain cog, for 531, each.70 

S—10 Cog wheel, for 531, each. L40 

V— 1 Sprocket, for 731, each.70 

V'— 2 Crank shaft, for 731, each.70 

V— 3 Frame, right hand, for 731, each.65 

V— 4 Frame, left hand, for 731, each.65 

V— 5 Chain guide, for 731, each.35 

V— 6 Pawl, for 731, each.20 

V— 7 Slip pin, for 731, each.20 

V— 8 Lever handle, for 731, each. L00 

V— 9 Chain, for 731, each. 1-50 

No. 331 Regular clamp, complete, for 331, 531, 731, each. L50 

No. 385 Quick acting clamp, complete, for 331, 731, 531, each..... 4.50 


Xotf.—A lways specify by number and state number of wire stretcher, repairs are required for. 




Discount 
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No. 510 

R-W Nobreak Sliding Door Lock 

Made in Two Sizes 

For Garages, Stabi.es, Warehouses, Factories, Boat Houses, Etc. 
For Both Sincle and Double Doors 



Made of steel with malleable jaws. 

The Nobreak Lock is made flush with the door on both sides and can be operated from both 
outside and inside. The act of closing the door latches it, and to unlatch it simply press back 
the hand-hole or flush pull cover with the fingers. This is a valuable feature, for svith other 
sliding door locks it is necessary to use a key not only to unlock the door but also each time it 
is unlatched. The key is used only to lock or unlock the door. To latch or unlatch no key is 
necessary, the action being automatic with the opening or closing of the door. 

The use of the blind screw studs on the outside makes lock practically burglar-proof. They 
are reversible, for either right or left hand doors, single or double. 

The Nobreak serves as a lock, latch, and door pull combined. The door, not the lock, 
receives the blow when door strikes jamb. There are no projections on which to catch harness 
or clothing. 

No. 1 size adjustable for doors lj to 2} inches: No. 2, 2i to 3 inches thick. VVidth of 
lock, 5} inches. 

Packed one in metal edge box, complete with screws, strike plate for doors, two keys and 
templet for setting lock. 

Special strike furnished for double doors. Keys arc numbered for twelve changes to each 
dozen locks. On panel doors outer stiles should be 6 inches wide. Weight, 70 pounds per dozen. 


PRICE LIST 

No. 510 No. 1 or No. 2 Lock, regular finish, dead black, per dozen. . , . , .$30.00 

No. 510 Nn. ] or No. 2 Lock, bronze plated or uld copper, per dozen . .... 48.00 

No. 510 No. I or No. 2 Lock, aolid brass, polished, per dozen. 54.00 


Discount 

Note—L ocks sent for single doors in No. 1 size, unless otherwise specified. 
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Made of steel with malleable jaws. The Nobrcak latch is made to fit Hush in the door and 
can be operated front both sides. They are reversible, for either right or left hand doors. 

The Nobrcak serves as a latch and pull combined and is indestructible. There arc no pro¬ 
jections on which to catch harness or clothing. Adjustable for doors 1 j to 21 inches thick. Width 
of latch, 5J indies. Height, 6;' inches. 

Packed one in metal edge box, complete with screws and templet for setting lock. Regularly 
furnished with strike for single doors. Can be furnished with strike for double doors if specified. 

On panel doors outer stiles should be no less than b inches wide. Weight, 55 pounds per 
dozen. 

PRICE LIST 

No. S20 Latch, regular finish, dead black, per doren. $IS00 

No. 520 Latch, bronze plated or old copper, per dozen . .24.00 

No. 520 Latch, solid brass, polished, per dozen. . . 27.00 


Note—L atches sent for single doors, unless otherwise spccilied. 


Discount 
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No. 525 

R-W Faultless Sliding Door Lock 

For Garages, Stables, Warehouses, Factories, Etc. 
For Both Single and Double Doors 
Mortise Type 



.Made of steel and malleable iron. 

For sliding doors I inches thick or thicker, also suitable for right angle doors. Thirty- 
three changes of keys. Lock, latch and Hush door pull combined. Operated front either side of 
door. For single or double doors. Latch is released and door pulled open by same movement. 

Latch piece and trip made of malleable iron. Steel flush cups. Steel keeper plate. 

Mortise case, 4,' inches high by .1 J inches wide by J inch thick. 

Finish, regular, rustless dead black. Other finishes can be furnished on application. Write 
for prices. 

Packed one lock in metal edge hox, complete with screws and templet for setting lock. 
Weight, 45 pounds per dozen. 

PRICE LIST 

Nn. 52S Lock, regular finish, dead black, per dozen.. 


.$50.00 

Diittoutf 














For Garages, Elevators, Warehouse Factories, Ere. For Horn Sinci.e and Doiriu.c Doors 
Half Mortise Tver. Made in Two Srviis 



No. 825 I 



No. S2> 2 



I 


No. 1 made of steel and malleable iron. No. 2 made of steel and malleable iron and furnished 
with brass handle bar. 

For sliding doors 1 J inches thick or thicker. Thirty-three changes of keys. Lock, latch and 
flush door pull combined. Operated from one side or both sides of door. For single or double 
doors. Latch is released and door pulled open by same movement. 

Latch-piece and trip made of malleable iron. Steel flush cup and door plate. Steel keeper plate. 

Mortise case inches high by 3;J inches wide by ’ inch thick. 

Finish, regular, rustless dead black; bronze plated or solid brass. 

Packed one lock in metal edge box. complete with screws and templet for setting lock. 
Weight, 45 pounds per dozen. 

No. 825-2 lock is covered by above description and in addition to which we furnish brass 
handle bar, extending entirely across the door. Handle reversible right or left. 

This type of lock is especially designed for use on elevator di>ors. Weight, 65 pounds per 
dozen. 

PRICE LIST 


No. 82S-1 Lock, regular finish, dead black, per dozen. $50.00 

No. 825-1 Lock, bronze plated, per dozen. 48 00 

No. 825-1 Lock, solid brass, polished, per dozen . - 54.00 

No. 825-2 Lock, regular finish, dead hlaek, per dozen 48.00 

No. 825-2 Lock, bronze plated, per dozen .. 66.00 

No. 825-2 Lock, solid brass, polished, per dozen. 72.00 


Otuon nl 

Directions for Ordering —State width of door when No. 825-2 locks are required. 
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No. 124 

R-W Arrow Steel Sliding Door Latch 

ADJUSTAiLI AND REVERSIBLE 



This latch is designed for sliding doors on barns, mills, warehouses, etc. Adjustment for 
doors from IjJ to 2£ inches thick. Latch, inches long, j inches wide, inch thick. Reversible 
for right or left doors, arranged for locking with padlocks. Finish, black enamel. Packed one 
dozen in wood box. Weight, per dozen, 26 pounds. 

PRICE LIST 

No. 124 Latches, per dozen.$4,SO 


Discount 


No. 152 

R-W Monarch Sliding Door Latch 

(Wilcox No. 152) (Richards No. 126) 


For swinging or sliding doors. Reversible for right or left hand doors. Made entirely of 
steel. Latch, 14 inches long, 14 inches wide, yfe inch thick. Adjustable for doors from lj 
inches to inches thick. Finish, japan. Packed one latch in metal edge box. Weight, per 
dozen, 70 pounds. 

PRICE LIST 

No. 152 Lalches, per dozen......$11.70 


Discount 
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For swinging doors only. Reversible for right or left hand doors. Can be operated from 
either side of door. Nos. 1, 2 and 3 adjustable for doors 1} to 2§ inches thick. No. 4 for doors 
up to 3 inches thick. Handles on No. 1 and 2, grey iron; No. 3 and 4, malleable iron. 

No. 4 is extra heavy in construction. 

Nos. 1 and 2 are for light doors; No. 3 for medium doors and No. 4 for extra heavy ware¬ 
house doors. 

Finish, japan. Packed, Nos. 1 and 2, one dozen in wood box; Nos. 3 and 4, one latch in 
metal edge box. 

PRICE LIST 




Sumter 


L;itvli Bat 
Iftttei 

W»i|bt 

Pom Li 

Pci Dozen 

225-1 




.10x1 x 1 

35 

$ 8.00 

225-2 




12 x 11 x $ 

42 

10 00 

225-3 




14x If x A 

75 

12.00 

225-4 


. 


14xllxi«i 

52 

14 40 

Discount ... 


No. 125 

R-W Bull Dog Steel Latch 

For Warehouses and Factory Doors 


lir;.' - M? 

doors. Reversible for 

right or left doors. Screw llT® 

adjustment on spindle to 

suit doors up to 3 inches thick. Dimensions of latch bar, 
14 x 14 x inches. 

PRICE LIST 

Price, per dozen. $12-00 

Discount .. 
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, Bolt, malleable 

ifT, iron. Staples, steel. 

A \ iCT , For swinging or 

J - - - ■ ii i m r ' sliding, inside or 

S ' -"•* ' r^nSi^f I IS* outside doors. Can 

fi -4J (57 III III be securely locked 

II ll\ with padlock. Es- 

ir y] pecially adapted lor 

box stalls, gates and 
inside doors, as it 

__ cannot be opened by 

No, 12*1. W„K Lac Sc«w Knr.. horses or catt | c . Re . 

versible for right or left hand doors. Latch bolt, i inch diameter, 8 inches long. Finish, black 
enamel. No. 128-2 same as No. 128-1 except latch-keeper. Finish black enamel. Packed one 
dozen sets in metal edge box with screws. Weight, per doz. sets, No. I. 13.1 lbs.; No. 2, 13 lbs. 

PRICE LIST 

No. 128-1 or 2 Gravity Latch, per dozen sets.$3.00 


No. 128-2. iW ilcox No. 215- 
With Flat Still Kttru 


Diuount 


Uisawnt 
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No. 194 

R-W Ericson Double Acting (late Hinge 




Made of steel and niallenldc iron. Can¬ 
not be incorrectly applied. Finish, japan. 
Packed complete with screws. One set in a 
box'. Weight, prr dozen sets, without latches, 

2U pounds. 

PRICE LIST 

No. 194 Hinges only, per dozen sets. .$7.60 

Diftot int ....... 


No. 196 

R-W Ericson Gate Latch 


Made of steel and malleable iron. Only adjustable gate latch 
made. Overcomes shrinking of gate posts, etc. Finish, japan. 
Packed complete with screws. One set in a box. Weight, per 
dozen sets, 16', pounds. 

PRICE LIST 

No. 196 Latches only, per dozen sets .. ....$5.00 

UhtOHMl 





No. 194-196 

R-W Ericson Gate Hinge 
anti hatch 

Made of steel and malleable iron. Cannot he 
incorrectly applied. Finish, japan. Packed com¬ 
plete with screws. One pair of hinges and one 
latch in a box. Weight, per dozen sets, with 
latches, .14 pounds. 

PRICE LIST 

No 194-196 Hinge and Latch, complete, per dozen 

sets . . . *'««• 

Discount - 

[-57] 










Made in Three Styles 



No, 03 I—Girr Thicksim or Wall 



No. 03-2 



No. 03-3 


No. 03-1—Pintcl Heads, heavy steel, with machine holt to pass through wall. Hinge straps, 
made of steel, f inch thick by 24 inches wide. Made for flush and lap doors. When ordering, 
state thickness of wall and thickness of door. Unless otherwise specified, pintels for lap doors will 
be sent. 

No. 03-2—Pintels, malleable iron, 43 inches high, 33 inches wide, measuring from center of 
eye. Hinge straps, made of steel, J inch thick by 24 inches wide. 

No. 03-3—Pintels, malleable iron, 7 inches high, 2J inches wide, measuring from center of eye. 
Hinge straps, made of steel, inch thick by 24 inches wide. 


PRICE LIST 

No. 03-1 Hinges, 18 inches or under, (21 Ihs.), per pair 

No. 03-1 Hinges, 24 inches (24 lbs.), per pair. 

No. 03-1 Hinges, 30 inches, 127 lb*.}, per pair 

Wan -12 -Inch 

. 3.20 

1 S-Inch 
$3.20 

3.40 

3.70 

24-Iptcm 

$3.40 

3.60 

3.90 

No. 05-1 Hinges, 42 inches, (33 lbs.), per pair 

No. 03-1 Hinges. 48 inches, (36 Ihs.), per pair 


. 4.40 

4.J0 

4.60 

4.50 

4.80 

No. 03-2 nr No. 05-3 Hinges, 18 inches or under, (18—14 
No. 03-2 or No. 03-3 Hinges, 24 inches, (21—17 lbs.), per 

No. 03-2 or No. 03-3 llinge9, 30 inches, (24—20 lbs ), per 

No. 03-2 or No. 03-3 Hinges, 36 inches, (27—23 lbs. 1, per 

No. 03-2 or No. 03-3 Hinges, 42 inches. (30—26 lbs.), per 

No. 03-2 or No. 03-3 Hinges, 48 inches, (33—29 lbs.), per 

Iks.). 

pair 

per pair.. 



pair. 




pair. 




pair. 




pair 





Disiount 
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No. 177—R-W Window Pivot 



Foa Thud 
Win now s 


Applied to 
Window 


Made of gray iron and steel, 
with screws. Weight, 12 pounds. 


Black enamel finish. 

PRICE LIST 


No. 177 Window Pivots, per dozen pairs 



Packed one dozen pairs in paper box 

.$5.60 

Discount— . 


No. 615 —R-W Eagle Surface Floor Spring Hinge 

Fn* Doors li To li Inches Thick 


The tension of this hinge 
is strongest at the closing 
point, and decreases as the 
door opens. 

The weight of the door 
rests on hardened ball bear¬ 
ings, which arc located on 
top of hinge, bring protected 
from water and dirt. 

Adjustment provided for 
aligning the door. 

Easily applied and ad¬ 
justed by any one. 

Packed complete one set 
in a box, with screws and di¬ 
rections. Weight complete, 
4 pounds. 




Shir haul Removed, Showing 
Ai*j usrM t n r 


PRICE LIST 


No. Unpolished Still 
615* 7 Dull Japanned.. .$1.60 

615* 027 Bronze Placed.... 1.90 
615- 037 Antique Copper.. 1.90 

615*0527 Lemon Brass. 1.90 

615-0537 Antique Brass ... 1.90 
615- 057 Imit- Bower Barff 1.90 


No. Polished Steel 

615- 27 Bronze Plated.$2.20 

615-37 Antique Copper.. 2.20 
615- 47 Ant. Copper Sand 2.20 

615-527 Lemon Brass. 2.20 

615-537 Antique Brass- 2.20 

615-547 Ant. Brass Sand . 2.20 


No. Blass Metal 

615*67 Brass or Bronze $3-60 
615-77 Lemon Brass or An¬ 
tique Copper 4.00 

615-S7 Antique Brass or 
Antique Copper, 

Sand Blast.4.00 


Special finishes will be made to order. 


Discount 
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No. 53 

R-VV Handy Steel Barn Door Stay Roller 

(Wilcox No. ISJ) 


No. 54 

R-W Favorite Steel Barn Door Stay Roller 


For inside and outside doors, from I t to 2\ inches thick. Two stats in one as illustrated. 
Adjustable and reversible. Wheels, gray iron, 2 inches diameter. Steel frame. Finish, japan. 
Packed in bulk. Weight per dozen, 9} pounds. 


$1.50 


Diubunt 


No. Si Stay Roller, per Horen 


PRICE LIST 


Commonly used on bu\ stalls anil all inside sliding door-, where stay can be attached to floor. 
Wheel, gray iron, 2J inches diameter and covered with steel frame. Packed one dozen in metal- 
edge box. Weight, 27 pounds. 

PRICE LIST 

No. 54 Stay Roller, per dozen. . ,$S.S0 

/J if count 

[-’40] 
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No. 55 

R-YV Lay: Screw Barn Door Stay Rollers 

(Wilcox No ISS) 

For Inside Doors Only 


Wheels, gray iron, 2 inches diameter. Lag screw, ,v inch diameter 
by 6 inches long. Finish, japan. Packed in hulk. Weight, per dozen, 5 j 
pounds. 

PRICE LISP 

No. 5S Slay Roller, per dozen . .$I.IMI 


No. 57 

R-YY Lag Screw Barn Door Stay Roller 


(Wilcox No. 1571 
For Outside Doors Only 



Wheels, gray iron, 2 inches diameter. Lag screw, yV.'inch diameter hy 8 inches long. Finish, 
japan. Packed in bulk. Weight per dozen, 61 pounds. 


No. 57 Stay Roller, per dozen. 


PRICE LIST 


No. 58 

R-YV O. K.. Steel Barn Door 
Stay Roller 



Adjustable and reversible. Suitable for inside or outside doors, 11 to 3 inches thick. \\ heels, 
gray iron, 2 inches diameter. Steel frame. Finish, japan. Packed in Imlk. \V eight per dozen, 
111 pounds. 

PRICE LIST 


No. 58 Stay Roller, per dozen 


Uiununt 


$1.50 
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No. 59 

R-VV Steel Warehouse Door Stay Rollers 

(Wilcox No. 81 ) 

With Back Brace 


Made extra high, to suit doors hung on inclined track. 
Suitable for use with warehouse and factor)' doors, also gates. 
Wheel, gray iron, 3j inches diameter. Steel frame, 2\ 
inches wide, VV inch thick, 73 inches high. Finish, japan. 
Packed in bulk. Weight per dozen, 50 pounds. 

PRICE LIST 

No. 59 Stay Roller, per dozen. $8,00 

Discount. .. 


No. 60 

R-W Steel Warehouse Door Stay Rollers 

(Wilcox No. 81i) 

Without Back Brace 

This stay roller is the same as No. 59, illustrated abose, 
with the exception that it is lower and back brace is removed. 

This type is frequently imbedded in concrete floors. Wheel, 
gray iron, 3} inches diameter. Steel frame, 2J inches wide, 
inch thick, 5i} inches high. Finish, japan. Packed in 
bulk. Weight, per dozen, 33 pounds. 

PRICE LIST 

No. 60 Slay Roller, per dozen . .$5.00 

Difctuut . 



No. 66 

R-W Barn Door Stay Roller 

Made in Two Sizes 

For inside doors only. Can be fastened to concrete 
floors, with expansion bolts. Wheel, gray iron, No. 1 size, 
2 inches diameter; No. 2 size, 3J inches diameter. Steel 
frame. Finish, japan. Packed in bulk. Weight, per dozen, 
No. 1 size, 6$ pounds; No. 2 size, 21 pounds. 

PRICE LIST 

No. 66-1 Slay Roller, per dozen. .. $1 60 

No. 66-2 Stay Roller, per dozen. 4,00 

Discount .. . . 
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No. 67 

R-W Adjustable Barn Door Stay Roller 


Adjustable for doors up to 2\ inches thick. Wheel, 
gray iron, 2 inches diameter. Steel frame. Finish, 
japan. Packed in bulk. Weight per dozen, 11 pounds. 

PRICE LISr 

No. 67 Stay Roller, per dozen. . Si 60 

Discount. ... 


No. 68 

R-W Adjustable and Reversible Stay Roller 

(Wilcox No. 154) 


Adjustable for doors up to 3 inches thick. Wheel 
gray iron, 24 inches diameter. Frame, heavy steel, 2 
inches wide, 7$ inches high, f inch thick. Stay roller 
wheel stands 44 inches high. Finish, japan. Packed in 
bulk. Weight per dozen, 39 pounds. 

PRICE LIST 

No. 68 Stay Roller, per dozen .$5.00 

Discount --- 

7 

No. 151 

R-W Safety Stay Roller 

( Wilcox No. 151) 


For inside doors only. Made of gray iron. As shown 
in illustration, wheel is protected and cannot be broken. 
Especially designed for use in small freight and ware¬ 
houses. Wheel, gray iron, 2 inches diameter. Finish, 
japan. Packed one dozen in metal-edge box. Weight, 
174 pounds. 

PRICE LIST 

No. 151 Stay Roller, per dozen. . .$3.50 







Discount 
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No. 69 

R-W Steel Bumper 

(Wilcox No. W-69) 



Made of steel, and suitable for any size door. Finish, japan. Packed in bulk. Weight 
per dozen, 13 pounds. 


No. 69 Steel Bumper, per dozen 


PRICE LIST 


.$2.00 

Discount .... .. 


No. 82 

R-W Steel Binder 

(Wilcox No. W-82) 
Made in Seven Sizes 



Made of steel, for seven thicknesses of doors, 
weight per dozen, 20 pounds. 


Finish, japan. Packed in bulk. Average 


PRICE LIST 

No. 82-1 Steel Binder for lf-inch door, per doxen... 

No. 82-S Steel Binder for ij-inch door, per dozen- 

No. 82-5 Steel Binder for 2 -inch door, per dozen 

No. 82-4 Steel Binder for 2f-inch door, per dozen- 

No. 82-5 Steel Binder for 21-inch door, per dozen 

No. 82-6 Steel Binder for 23-inch door, per doxen- 

No. 82-7 Steel Binder for 5 -inch door, per dozen- 


J2.70 
2.70 
2.80 
2.80 
2.90 
2.90 
. 3.00 


Discount 
















R1CHARDS-WILCOX MFC. CO., Al'RORA, ILLINOIS, U.S.A. 


No. 88 

R-VV Door Binder and Stop 



PATi-NTKD 


Made of two pirces steel. Brace is pivoted, allowing first lag screw to be inserted easily. 
Made for doors 1 ] inches thick. End is flared to readily receive the door. May be used at front 
or back of door. Should be attached with /.-inch lag screws or bolts. Finish, japan. Packed 
in bulk. Weight per dozen, 15$ pounds. 

PRICE LIST 

No. 88 Door Binder and Stop, per dozen.$2.50 

Discount .. 

No. 89 

R-W Adjustable Door Binder and Stop 


PtltN I tO 


Made of three pieces steel. Adjustable for doors 1} to 3 inches thick. Brace is pivoted, 
allowing first lag screw to be inserted easily. End is flared to readily receive the door. May 
be used at front or back of door. Should be attached with /j-inch lag screws or bolts. Finish, 
japan. Packed in bulk. Weight per dozen, .19 pounds. 

PRICE LIS'!’ 

No. 89 Adjustable Door Binder and Stop, per dozen.$ 4.00 
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Discount 







RICHARDS-WILCOX MEG. Cu., AlRoRA. ILLINOIS. 


I s. A. 




No. 72 

R-W Whole Bar Staple 

(Wilcox No. lit 11 


Made of steel for six h/cs of bars. 
Finish, japan. Packed in hulk. 


PRICE LIST 


Number. 72-1 72-2 72-3 724 72-3 72-6 

Sire Bar. 1 x2 in. Ux2fin. Ijx35in. 2 x4 in. 2 x4in 2 x4in. 

Sire Steel. ljxiin. If x 1 in. If x A in. H x l in I i x i in. It x Sin 

Weight, per iloren. 3! lbs 5 lbs. 10 lbs. 131 lbs. IK) lbs. 23) lbs. 

Price, per dozen ... El 00 El 20 El .41) $1.80 $2.00 $2.40 


IJtH OUUt 


No. 73 

R-W Half Bar Staple 

(Wilcox No. 163 > 

Made of steel lor six sizes of bars. Finish, 
japan. Packed in bulk. 



PRICE LIST 


Number . . 

. . . 

73-1 

73-2 

73.3 

734 

73-5 

73-6 

Size Bar . 

Size Steel . 

Weight, per dozen . 
Price, per dozen . . 

. . . 

1 X 2 in. 

If x i in 

3 lbs. 

. E-90 

11x2) in. 
lex 1 in. 
3) lbs. 

SI 10 

1 j x 3f in. 

If x A in. 

7 lbs. 
$1.30 

2 x -4 in. 

If x l in. 

101 lbs 

El .60 

2 x4 in. 

1 i x < in. 
145 lbs. 

El.90 

2 x4 in. 
1 \ x 1 in. 
19 lbs. 
$2.30 


Difiount 



PRICE LIST 


Number , , , 

Size Steel . . . 
Weight, per 100 
Price, per 100 . 


No. 74 

R-W Steel Stake 
Pocket 


Made of -teel for 1 J x .{-inch 
stakes. Furnisher! in three sizes of 
steel. Finish, japan. Packed in hulk. 


74-0 

74-1 

74-2 

If x A in. 

25 X in. 

2f x J in. 

,H0 lbs. 

I?S |h; 

175 lbs. 

$9.30 

$12.00 

$14.00 


Discount 
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No. 77—R-W Wrought Steel Corner Irons 

(Wilcox No. 165) 

_ Made of wrought steel. Finish, natural; wired in 

dozen lots or packed one dozen in metal-edge box at 
slight increase in price. 

PRICE LIST 


Price |ier Dozen 


Weight pet Dozen 
Pound* 


Thickness 


Width 

Inches 


L*o*:h ot ’fcfle* 
Inches 


Discount 


78 — R-W Wrought Steel Flat Corner Irons 

(Wilcox No. 265) 

Finish, natural: wired in dozen 
metal edge bo\ at .1 slight in- I ' £ . 


Made of wrought steel 
lots or packed two dozen 
crease in prices. 


PRICE LIST 


Discount 


^ R-W Wrought Steel 

Mending Plates 

Made of wrought steel. Finish, natural; wired in dozen lots or packed two dozen in metal 
edge box at a slight increase in price. 


PRICE LIST 


L*nclh, litvliwi 


Width. Inch** 


Tliivkaftt, laiift 


Discount 


Note—U nless olhenvite spririticd, No*. 77, 78 and 79 will be «<nt wired in dozen lots. 


Length ol 5idei 

1 Pinch 5-inch 

2)*inifc Minch 

Xj-mch 4-inch Viick 

6'incb 

Tticknesa 

lb Gauze lb Gauze 

in Cult* 14 Gauge 

Id Gave 14 Gm«i 13 Gauge 

11 Gauge 

Width Price 

Wi.rd Bovrd Wired Boxed Wired 

Boxed Wired Bov*4 

Wired Boxed Wired Boxed Wiled 

Boxed 

Wired 

Boxed 

$-»n. Per dor 

5.11 5.15 $.12 $.14 $ 15 

$15 $.14 $.17 

$.15 $.18 . 

. 

. 

, , 

i-in. Per do?. 

. . | . . I - . | . s 

.15 

17 16 1st 

.17 .20 . 

. . 


. * 

i-in. Per do? 



.18 .21 

.20 .23 $.21 $.24 

. . 


. . 

i-in. Per do/. 




.22 .25 .24 .27 . . 




J in. Per do?. 




.23 .32 $.32 $.36 

5.34 

$.38 

1-in. Per dor. 


• • 


.32 

.36 

.38 

.42 
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Nos. 70 and 71 

R-W Steel Flush Pulls and Steel Handles 


Made of steel. Finish, japan. Packed in bulk. The No. 2 size handles and pulls are the 
same as furnished with fire door fixtures. 

PRICE LIST 

No. 70-1 Flush Pull (9} Ibs.l, per dozen. 

No. 70-2 Flush Pull (13 lbs.), per dozen . . 

No. 71-1 Handle (3j lbs.), per dozen. 

No. 71-2 Handle (5 lbs.), per dozen. 

Nos. 282 and 382 
R-W Adjustable Malleable D’s 

For Shovels. Spading and Manure Fork Handles 
Handled Ice Shaves, Etc. 


Dutoun! 


Patzntzo 


Overcomes the old faulty ones that are always loose and cannot be tightened; have 3-inch 
strap ferrule. Adjustable to any size handle. No shoulders to trim down or any dressing to do. 
Can be kept tight, though wood shrinks. Is securely fastened on by two rivets. Easily removed, 
no burning or boring to do. 

No. 282 has wood handle. No. 382 is all malleable. 

Finish, agricultural blue. Packed 3 dozen in metal-edge box. Weight per dozen, No. 282, 
pounds; No, 382, 133 pounds. 

PRICE LIST 

.$2.00 


No. 282 Malleable D, per dozen... 
No. 382 All Malleable D, per dozen 


PRICE LIST 


Diuaunl 












RICH ARDS-WILCOX MFC. CO., AURORA, ILLINOIS, U.S.A. 



No. 91 

R-VV Packers Special Steel Hatchet 

Pi us' Octagon Head 



Built especially fur packer's use. Solid octagon head with smooth face. Half blade, made 
from high carbon steel, carefully tempered in oil, and carries a fine cutting edge. Nail pull in 
side milled to edge. Hollow steel handle, heavily reinforced. All riveting is done under heavy 
pressure, and it is impossible for head or handle to work loose. Baked black enamel finish, pol¬ 
ished blade. Packed one-half dozen in metal-edge bo\. Weight, per dozen, 18 pounds. 

PRICE LIST 

No. 91 Hatchet, |ier dozen .$5.SO 

DiiiOuHl. _ 

No. 92 

R-W Jim Dandy Steel Hatchet 


Pi. aim Head 



Built especially to meet the demand for half-blade hatchets, for general use. An ideal house- 
hold tool. Special design steel head with smooth face. Half blade, made from high carbon 
steel, carefully tempered in oil and carries a fine cutting edge. Nail pull in side. Hollow steel 
handle, heavily reinforced. All riveting is done under heavy pressure, and it is impossible for 
head or handle to work loose. Baked black enamel finish, polished blade. Packed one-half 
dozen in metal-edge box. Weight per dozen, 17 pounds. 

PRICE LIST 

No. 92 Hatchet, prr dozen. .....,.$4.20 


[27 0] 


Diuount 








RICHARDS- WILCOX MFG. CO, AURORA, ILLINOIS. U S A. 



No. 90 

R-VV Household Steel Hatchet 

Plain Hub 



Built especially to meet the demand tor a full blade moderate price household hatchet. Spe¬ 
cial design steel head with smooth face. Full blade, made from high carbon steel, carefully 
tempered in oil, and carries a fine cutting edge. Nail pull in side. Hollow steel handle, heas- 
ily reinforced. All riveting is done under heavy pressure, and it is impossible for head or handle 
to work loose. Baked black enamel finish, polished blade. Backed one-half dozen in metal-edge 
box. Weight per dozen, 17] pounds. 

PRICE LIST 

No. 90 Hatchet, per dn/rti. .$4.00 

Dinnunt . 

No. 93 

R-W All-Purpose Steel Hatchet 

Claw Head 



An all-purpose household tool. Solid claw head with smooth face. Full blade, made front 
high carbon steel, carefully tempered in oil. and carries a fine cutting edge. Hollow steel 
handle, heavily reinforced. All riveting is done under heavy pressure, and it is impossible for 
head or handle to work loose. Baked black enamel finish, polished blade. Backed otic-half 
dozen in metal-edge box. Weight per dozen, 20 pounds. 

PRICE LIST 

No. 9J Hatchet, per dozen.$6.00 


£) is coo iv/ 












RICHARDS-WILCOX MFG. CO.. AURORA, ILLINOIS, U.S.A. 



No. no 

R-W Steel Foot Scraper 



Made of two pieces of steel, securely riveted together. Can be attached with screws or 
bolts to sidewalk or porch steps. Scraper, 5j inches wide, 24 inches high. Finish, japan. 
Packed one dozen in metal-edge box. Weight per dozen, 8 pounds. 


No. 110 Foot Scraper, per dozen 


PRICE LIST 


No. Ill 

R-W Steel Foot Scraper 


.$1.50 

Dtjcount .... . 



Designed especially to meet the demand for a low price foot-scraper. Made of one piece 
of steel. Can be attached with screws or bolts to sidewalk or porch steps. Scraper, 5J inches 
long, 2 inches high. Finish, japan. Packed in bulk. Weight per dozen, 4 pounds. 


No. 111 Foot Scraper, per dozen 


PRICE LIST 


No. 195 

R-W Steel Foot Scraper 

(WUCOX No. 195) 



.$ 1.20 

Discount 


Made entirely of steel and m one p.ece. Strong, rigid and durable. Can be attached with 
screws or bolts to sidewalk or porch steps. Scraper, 6 inches wide, 2 inches high. Finish 
japan. Packed one dozen in metal-edge box. Weight, per dozen, 5 pounds. 

PRICE LIST 

No. 195 Foot Scraper, per dozen. 

[272] 


Discount 














For CoscRfT* Walks or Srtrs 



Showing Fool Scusrn I»uuniiu> 

- . --w- n~t| 

Designed especially to meet the demand for foot-scraper that can be imbedded in concrete. 
Made of two pieces of steel, securely riveted together. Strong and durable. Holes in scraper 
allow for binding contact of concrete while setting. Scraper, 5J inches wide, 4} inches high. 
Finish, japan. Packed one dozen in metal-edge box. Weight per dozen, 11 pounds. 

PRICE LIST 

No. 210 Foot Scraper, per dozen.$2.04 

Discount .. 


No. 211 

R-W Steel Foot Scraper 



Designed especially for public building. Made of three pieces of steel, securely riveted to¬ 
gether. Scraper bar made from A x 1 i-inch steel, uprights from W x » inch steel. Intended 
to be imbedded in cement, but can be bolted to sidewalk or porch steps, if desired. Scraper, 81 
inches long, 5} inches high. Finish, japan. Packed in bulk. Wright per dozen, 21 pounds. 

PRICE LIST 

$4.80 


No. 211 Foot Scraper, per dozen 


Discount 
























RICHARDS-WILCOX MFG. CO., AURORA, ILLINOIS, U.S.A. 




No. 317 

R-W Everready Door Holder 


This is a new, small, compact door holder, which, on account of its neat¬ 
ness. is recommended for residences, apartments or any other place where 
neatness is desired. 

It is a neat, strong and durable device that is operated by foot pressure. 

It can not injure any kind of floor or carpet, nor has it any projections 
to catch on garments. 

Will reach 1 h inches from door to floor. Finishes, as stated in price list 
below. Packed, "one-half dozen in metal-edge box. complete with all screws 
finished to match holder. Weight, per dozen, 91 pounds. 


PRICE LIST 

No. Ikon, L’sfoiishib 

317-1 Iron, unpolished, dull japanned. . 

317-031 Iron, unpolished, antique copper plated. 

317-0521 Iron, unpolished, dull brass plated..... ...... 

317-0531 Iron, unpolished, antique brass plated. 

Ikon, Polishid 

317-21 Iron, polished, bronze plated . 

317-31 Iron, polished, antique copper plated. . 

317-41 Iron, polished, antique copper plated, sand blast . 

317-51 Iron, polished, Bauer Barff. 

317-521 Iron, polished, dull brass plated.. 

317-531 Iron, polished, antique brass plated. . 

317-541 Iron, polished, antique brass plated, sand blast. 

BkONZK OK BhiSS MfTSL, PortSMCD 

317-61 Bronze metal, polished.... 

317-71 Bronae metal, polished, antique copper or dull brass plated 
317-81 Bronae metal, polished, antique copper plated, sand blast.. 
Extra rubbers for any of the above, per dozen. 


Pen Donv 

.$6.70 

. 7.90 

. 7.70 

. 7 . 7(1 


$9.00 

9.00 

9.00 

9.00 

9.00 

9.00 

9.00 


$12 30 
13.50 
13.50 
3.00 


Diuount .. 

Prices quoted on application. 
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R-W Economy Ladder Jack and Scaffold Support 


This jack can be used inside or out¬ 
side of any ladder, quickly adjusted to 
any pitch of ladder. With a pair of 
these jacks a strong and firm scaffold 
can be quickly arranged at any height 
and as close to building as desired. 
Easily applied, easily raised or low¬ 
ered. A very practical device, and every 
carpenter, painter, trimmer and farmer 
ought to have one. Finish, japan. 
Packed in bulk. Weight, per pair, 33 
pounds. 


No. 158 Ladder Jack*, per pair 


PRICE I-IST 


$3.60 



Diuounl 



No. 163 

R-W Post Hole Auger 

Made tv Three Sizes 


Genuine I wan Pattern Improved. Non-adjustable type. Im¬ 
provement is at the point. They are LOCK-HINGE, making 
augur stronger at the point, yet has all the cutting edges. No 
dead center. Blades are made of high-carbon shovel steel, each 
formed with two cutting edges and notched at the point, so form¬ 
ing the lock-hinge and preventing same being pulled apart. At 
the top they are riveted to strong malleable arch into which is 
screwed the gas-pipe connecting with the wood handle at top, mak¬ 
ing total length four feet. Where deeper holes are required, 
longer pipe can easily be attached. Steel parts finished in red and 
blue enamel; wood handle, natural. Tied three in a bundle. 


PRICE LIST 




Nl'MftR R 


Size. Incite! 

W«iikl pet Duron 
Founds 

Price per 

Itaxcn 

163-1 . . . 
163-2 . . . 
163-3 . . . 




6 

8 

10 

101) 

125 

ISO 

$33.60 

36.00 

43.20 


Diitount 
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No. 263 

R-W Adjustable Post Hole Auger 


Maof. in Three Sizes and Adjustable 



Three sizes of holes can be bored with the No. 263 R-W Adjustable Post Hole Augurs. 
These three illustrations show how augur can be adjusted to make three sizes, simply by loosen¬ 
ing and re-adjusting bolts in castings. 

Blades and form are the standard Iwan pattern with the adjustable feature added. 

Blades arc made of high-carbon shovel steel, each formed with two cutting edges and notched 
at the point, so forming the lock hinge and preventing same being pulled apart. At the top they 
are riveted to a strong malleable arch into which is screwed the gas pipe connecting with the 
wood handle at top, making total length 4 feet. Where deeper holes are required, longer pipe can 
easily be attached. Steel parts finished in red and blue enamel; wood handle, natural. Tied 
three in a bundle. 


PRICE LIST 


Number 

Size. J»cW» 

Wcljihi per Do*en 
Poiih4* 

Pike pf« 

Drr**n 

263-1 . 

263 2 . 

263-3 . 

5 and 6 

6, 7 and 8 

8, 0 and 10 

100 

125 

150 

$33.60 

36.00 

38.40 


Discount. 
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No. 165 

R-W Wizard Adjustable Ratchet Wrench 



P.tistib, Lix'.ht 8 t.vcit 
J ATT! OptM 1 INCH. 



The Wizard is the first and only practical adjustable ratchet «r- cz e- -r aroduced and 
meets a Ions felt want for a hand;, and quick acting tool in this line. Pertecv a: stable, with 
righc and left action. The most novel and useful wrench ever invented. A —a- of beauty, 
strength and utility. Combining all the good points r ,f the monkey wrench ,r id;.: :c to the 
ratchet feature. 

F.specially adapted for use in close quarters where no other wrench can be used. A per¬ 
fect tool for automobiles, engines and machinery of all kinds: especially convenient tor work 
around pulleys. When once applied to the nut the wrench need not be lifted until the nut is 
much as desired, and the wrench can be operate 1 with one han - it sight— 
every machinist, mechanic and farmer will buy it because it cases time, and time s mones. Out 
guarantee goes with every wrench. Mottled finish. Packed one in a box. Weight. 1; pound*. 

PRICE LIST 

No. Wrench, per dozen. . . . SJ4 00 


No. 168 

R-W Elgin Adjustable Wrench 



Du*. *unt 


The R-W Elgin Wrench is a high-grade tool. Made of wrought steel. Hardened jaws. 
Length, 7 inches, for 1 to 2-inch pipe, and } to 2-inch round bars. The upper part of wrench 
is adjustable and is held open by spring. It ran be closed by the thumb nut. until both jaws 
meet, giv ing the tool a wide range of work. The extra jaws are verv easily adjusted and they 
renew the wrench indefinitely. Finish nickel-plated and highly polished. Packed, one dozen 
in metal-edge bov. Weight per dozen. 7'. pounds. 


PRICE LIST 

N«. I6H Wrench, p«r dozen.. 

Extra jaw*, prr dozen 
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No. 169 

R-VV Nut Grip Wrench 

Few V CHICLES 
Mvde is Tiikce Sizes 



(Bonos View) 


The handiest, most popular vehicle w rench made. Absolutely no possibility of the w rench liv¬ 
ing off or the nut dropping out, as the spring controlled tongue grips the nut tightly, securely hold¬ 
ing it. Unbreakable. Made of malleable iron and in three sizes, for ;-mch, 1-inch and 1^-inch 
nuts. Finish, japan. Packed, one dozen in metal-edge ho\. Average weight per dozen, 61 pounds. 

PRICE LIST 

No. 169 Wrench, any size, per dozen.S--M 

Diiounl ... 



No. 190 

R-W Sure Grip Fruit Jar Wrench 

Most serviceable Fruit Jar Wrench on the market. Made en¬ 
tirely of steel. Finish, plain steel, japanned or galvanized. Packed 
one dozen in metal-edge carton. Weight, per dozen, 4 pounds. 

PRICE LIST 

No. 190-1 Wrench, plain steel, per dozen. 

No. 190-2 Wrench, japanned, per dozen ‘ 

No. 190-5 Wrench, galvanized, per dozen .. ~ w 

Dii< ount -—. 


[279] 












d 
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No. 217 

R-W Yankee Jaws 

(Wilcox No. 217-1 and 3) 
Made in Two Sizes 



Made entirely of tool steel and hardened. Applied to any monkey-wrench, converting same to 
perfect pipe wrench. Every set guaranteed. Polished finish. Packed, one dozen sets in metal- 
edge carton. Weight per dozen, No. 1 size, 6 pounds; No. 2 size, 5 pounds. 


PRICE LIST 

No. 217-1 Yankee Jaws for wrenches from 16 to 26 inches, per dozen sets . $5.00 

No. 217-2 Yankee Jaws for wrenches up to 16 inches, per dozen sets...4.00 


Discount 


No. 265 

R-W Shark Adjustable Wrench 

M»or in Two Sizes 



A quick action adjustable general purpose alligator wrench. Made of best quality drop forg¬ 
ings throughout. Makes a splendid pipe wrench and is equally good for bolts or nuts, either 
square or hexagon. With this wrench corners and angles are easily accessible. Good for any 
work—anywhere—any time. The “Shark" is an extra strong wrench with a “bull dog grip" that 
never slips or lets go. Built for service—built to last. Extra jaws renew the life of the wrench 
indefinitely. Jaws made of high-grade carbon steel, oil tempered. Surface of wrench polished 
and hardened. Mottled finish. Guarantee—any wrench found defective on account of poor 
workmanship or material will be replaced free of charge. Made in two sizes—No. 1, 8-inch, 
takes nut or pipe j*-inch to ^-inch; No. 2, 12-inch, takes nut or pipe | to If inches. Packed 
one-half dozen in metal-edge box. Weight, per dozen. No. 1 size, 5A pounds; No. 2 size, 7 
pounds. 

PRICE LIST 


No. 265-1 Wrench, per dozen............$14.40 

No. 265-2 Wrench, per dozen... 19.20 

Extra Jaws, per dozen. 3.60 


[2S0] 


Discount 
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No. 173 and 174 —R-W Halter Lead with One Snap 


, 


*** > ■iMaMMS* - ®***** 1 * 


Made of Sisal and Manila rope. Snap attached at 
one end and steel ferrule at other end. Packed one dozen 
in bundle. Weight per dozen, 9 pounds. 

PRICE LIST 

No. 171 Matter Lead, i-inch Sisal, ft ft. 4 in., per dozen... .$2.00 
No. 174 Halter Lead, i-inch Manila, 6 ft. 4 in., per dozen.. 2.50 

Note—A lways specify by number. Discount 


No. 183 and 184—R-W Halter Lead with One Ring 


Made of Sisal and Manila rope. Ring attached to 
one end and steel ferrule to other end. Packed one dozen 
in bundle. Weight per dozen. 8 pounds. 

PRICE LIST 'SSiSvs. jp 

No. 183 Halter Lead, }-inch Sisal, 4 ft. 6 in., per dozen-$1.70 

No. 1S4 Halter Lead, 1-inch Manila, 6 ft. 4 in , per dozen 2 20 

Note —Always specify by number. Discount ... 

No. 176 —R-W Neverslip Hammock Anchor Ropes 

Made of Sisal and Manila rope, in two sizes. Ham¬ 
mock ropes have a Neverslip Buckle at one end and loop 
securely fastened with steel ferrule at other end. Packed, 
jyjP' one dozen in bundle. Average weight per dozen, 6 pounds. 

7 Note —Always specify by number. 

PRICE LIST 

No. 174-1 Hammock Ropes, i-in. Sisal rope, 4 ft., per doz.$1.25 

No. 174-2 Hammock Ropes, 3-in. Manila rope, 4 ft-, per doz.. 1.50 

No- 174-3 Hammock Ropes, 1-in. Manila rope, 7 ft- per doz.. 1.75 

No. ,76 " + Hammock Ropes, J-in. Manila rope, 7 ft., per doz.. 1.85 

Discount ..- 

Prices on Neverslip Ruckles only quoted on application. 


No. 178—R-W Neverslip Cattle l ies 

and Manila rope, with Neverslip - i sSS8S&''*i&»vU 

I and steel ferrule at other end. ,-v-' 


Made of Sisal and Manila rope, with Neverslip 
Buckle at one end and steel ferrule at other end. 
Packed one dozen in bundle. Weight per dozen, 10 
pounds. 

PRICE LIST 

No. 178-1 Cattle Ties, 1-in, Sisal rope, 8} ft., per doz.$1.75 

No. 178-2 Cattle Ties, i-in. Manila rope, 8* ft- per doz... 3.00 
Note —Always specify by number. Discount . 




No. 179 —R-W Neverslip Horse Ties 

Horse Ties arc the same as Cattle Ties illustrated above. Made of Sisal and Manila rope, 
with Neverslip Buckle at one end and steel ferrule at other end. Packed one dozen in bundle. 
Weight per dozen, sizes No. 1 and 2, 11 pounds; sizes No. 3 and 4. 18 pounds. 

Note—A lways specify by number. 

—r- .z PRICE LIST 

No. 179-1 Horse Ties, }-inch Sisal rope, 10 feet, per dozen. . 

No. 179-2 Horse Ties, 3-inch Manila rope, 10 feet, per dozen. 

No. 179-3 Horse Ties, 3-inch Sisal rope, 10 feet, per dozen. 

No. 179-4 Horse Ties, 8-inch Manila rope, 10 feel, per dozen. . *• 


Discount 


[281] 












RICHARDS-W1LCUX \1FG. CO, AURORA, ILLINOIS, U.S.A. 


No. 192 

R-W Carpenter’s Hinge Gauge 



I'um 


u 




Tm Nrw Way Tiis Olo Way 

I he R-W Carpenter's Hinge Gauge is easily adjusted to fit the smallest as 
well as the largest hinges, and equally adapted for use on the smallest as well as 
the largest doors. 

For hanging blinds, casement windows and screen doors. 

A tram-rod for laying out all kinds of circle work, such as centers for brick 
work, or any purpose where circles or segments must be laid out with accuracy. 

To accurately transfer several marks from one piece to others. 

Convenient tool for locating lock mortises. 

(A) End Gauge Plate—Allows for proper top clearance of door. 

(B) Gauge Points—Adjustable on bar for small and large hinges. Hinge should 

fit tightly between points. 

< C) Clamps—Two clamps hold sections securely together. 

Made in three sections from solid oak. Each section 291 inches long. Clamps 
made of malleable iron and solid brass. Finish, oak, w axed. Metal parts, malleable 
iron, galvanized, brass, natural. Full instructions with each Hinge Gauge. 
Packed in bulk. Weight per dozen, 21 pounds. 


PRICE LIST 

No. 192-1 Hinge Gauge, galvanized metal parts, per dozen.$24.00 

No. 192-2 Hinge Gauge, solid brass metal parts, per dozen. 30.00 

Note—A lways specif) by number. 
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RICHARDS-WILCOX MFC. Co., AURORA. ILLINOIS, l r.s. A. 


No. 193 

R-W Connecting 
Plates 


These plates are especially adapted for coupling screens, sash, partitions, etc., holding them 
securely in position at joints. Note slots are tapered, which allows for drawing sections tight 
before screws arc locked. 

To disconnect, it is necessary to loosen only one screw and plates can he left attached to section. 
Used to join screen sections together, porch screens, summer cottages, sleeping porches, etc. 
Size, 1 j inches by 2J inches. Finish, black enamel. 

Packed one gross in carton with screws. 

Weight per gross, 6:j pounds. 

PRICE LIST 

No. 19} Connecting Plates, per gross..$J.OO 

Dim ount .. 


No. 197 
R-W 

Wind-Shield 

Ventilator 


Designed to meet the demand for moderate priced w ind-shield ventilators fur Ford cars. 1 he 
object of the device is to throw the wind-shield hack about 1 inches, thereby forcing a strong draft 
around the floor of the front compartment. The cut shows shield open and closed. I he ventd.i- 
tors hold the shield solid in either the open or closed positions. Ventilators are adjustable allow¬ 
ing wind-shield to be open as much as desired up to 2 inches. \V ind-sliield cannot rattle alter 
same is locked in position. Ventilators also hold the shield to the dash and prexent ram trom 

beating in when closed. , , , 

Can be attached in fifteen minutes’ time without drilling holes or doing any machine work 
W'hatever, as they fasten to the dash in place of the clips now holding the wind-shield. 

Made entirely of steel. Finish, black enamel. Packed one pair in metal-edge box. Weight 
per pair, J pound. 

PRICE LIST 

No. 197 Adjustable Wind Shield Ventilators, per pair. . * Sl> 
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RICH ARDS-WILCOX MFC. CO, AURORA, ILLINOIS, V.S.A. 

U^sXj 




No. 231 

R-W Steel Folding Builders Bracket 

Made in Two Sizes 



Patented 

SrtONC, CONVENIENT AND DvtABLC -CAN DE FoEDED COMPACTLY 


Provided with hook and tail screw for fastening bracket in studding, assuring positive safety 
Sway brace prevents swinging motion of bracket when in use. Convenient for handling and re¬ 
quires small storage space. The strongest bracket made and the most easily applied. These 
brackets cost no more than wood brackets and will last a lifetime. Save their cost on any job re¬ 
quiring two dozen or more brackets. Contractors are enthusiastic about them. 

Made entirely of steel in two sizes—No. 231-1, 3 feet long; No. 231-2, 4 feet long. All 

hinged joints securely riveted. Finish, japan. Packed, one dozen in wood crate. Weight per 

dozen, No. 1 size, 200 pounds; No. 2 size, 230 pounds. 

PRICE LIST 

No. 2? 1-1 Builders Brackets, per dozen . 

No, 231-2 Builders Brackets, per dozen . 


$34.00 

30.00 
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Discount 







Paunvid 

Strong, Convi Mtsr and Dl-rault—Can rf Fomin Comimi iiy 


Above Folding Builder’s Brackets are of same construction as No. 231, shown on oppo- 
site page, excepting that sway braces are riveted to side of top bar. This makes the bracket 
absolutely rigid and prevents any swinging motion of same when in use. Provided with hook 
and tail screw for fastening bracket to studding, assuring positive safety. 

Made entirely of steel, in three sizes. No. 261-1, 3 feet long; No. 261-2, 4 feet long; No. 
261-3, 5 feet long. All hinged joints securely riveted. Finish, japan. Packed one-half dozen 
in wood crate. Weight per dozen. No. 1 size, 240 pounds; No. 2 size, 280 pounds; No. 3 size, 
350 pounds. 


PRICE LIST 

.$28.00 

. 34.00 

.40.00 


No. 261*1 Builders Brackets, per dozen 
No. 261-2 Builders Brackets, per dozen 
No. 261-3 Builders Brackets, per dozen 


Discount. 
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Easily attached to any car. Illustration above shows carrier folded to receive suit-case or 
small packages. To hold a trunk, carrier is opened to flat position. Made entirely of steel in 
three sizes. No. 244-1 for 28-inch trunk; No. 244-2 for 30-inch trunk; No. 244-3 for 32-inch 
trunk. Frame made from -] x T \-inch sterl. Width, open, 18 inches; with hack raised, 12 inches. 
Finished in black baking japan. Packed one-halt dozen in wood crate. 


PRICE l.IST 


NvMncR 

Trunk Si** Wet^hl Each 

Inches Pounds 

Pei Doxi-u 

244-1 . 

244-2 . 

244-3 . 

28 lit 

30 lt| 

32 u; 

$24.00 

25.00 

26.00 


Discount . 

No. 245 

R-W Steel Folding Luggage Carrier 

Made in Fouk Sizes 


The No. 245 Luggage Carriers are the same construction as No. 244 described above, 
with the exception that the frame throughout is made of 1 x ,^-inch steel and an additional size 
is made for 26-inch trunks. Finished in black baking japan. Packed one-half dozen in wood 
crate. 

PRICE LIST 



Nr tuiBR 


Tiu nk Size 

twkn 

Wrlaiit Eni4 
PlMJtl.l* 

Per Ditttn 

245-n. 



. 26 

14 

$25.40 

245 1 



2* 

14k 

26.40 

245-2 . . . 



. 30 

15k 

27.40 

245-3 . . . 



32 

16i 

28.40 


Discount 












RICH ARDS-WILCOX MFG. CO_ 



AURORA, ILLINOIS. C. S.A. 


No. 344 

R-VV Steel Folding Luggage Carrier 

Made in Three Sizes 
For Ford Cars 



For Tirx», Sill Cases and Packages 

Manufactured especially for Ford cars. Easily attached. Simple, convenient and durable. 
Illustration shows carrier open for trunks. When it is desirable to carry suitcases or smaller 
packages, back of carrier may be raised, as shonwn on No. 244 on opposite page. 

Arms of carrier are attached to "goose-neck rod on which top rests when down. Made 
entirely of steel in thrre sizes, No. 344-0 for 26-inch trunk; No. 344-1 for 28-inch trunk: No, 
344-2 for 30-inch trunk. Frame made frnm , x y^-inch steel. Width, open, 18 inches; with back 
raised, 12 inches. Finished in black baking japan. Packed one-half dozen in wood crate. 

PRICE LIST 


Trunk Size Weight Eac* 

l«ch«5 Pott "4* 


Prt I h'ttti 


344-0 .. 26 134 $24.00 

344-1 . 28 13} 25.00 

144-2 . . 30 14 26.00 


No. 345 

Steel Folding Luggage Carrier 

Made in Three Sizes 
For Ford Cars 


Discount 


No. 345 Luggage Carriers are the same construction as No. 344, described above, with the 
exception that the frame throughout is made of 1 x y'j-inch steel. Finished in hlack baking ja- 


pan. 

Packed one-half dozen in wood crate. 

PRICE 

LIST 




N'VMtllt 

Trunk SI2f 

Im&cs 

tVfich! E-Je.Ii 
PmiiiIi 

Per Dozen 

345-0 

345-1 

345-2 


26 

28 

30 

16 

161 

17 

$26.40 

27.40 

28.40 


Discount 
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No. 238 

R-W Cutter Toggles 

(Wilcox No. 237} 



Qcmk ir r-Ivch Toggif, Halt Actual Sixr 


Pauxtid 



Mitmou or InIutina Toggle 


Unequalled for securing molding, brackets or any fixtures to wall or ceiling on which screws 
will not hold, such as tile, metal or marble. 

Can be used with the nut or thread outside; or with the nut inside, exposing only the 
slotted head of the bolt. Easy to put up. Simply bore or chip a hole (4-inch is large enough 
for the /jj-inch size, but Cutter’s Toggle holds firmly even in a $ or 1-inch hole). Insert the 
toggle as per illustration till the loose bar drops; then pull back and turn the bolt (or nut) 
till it binds the work. 

Has no tiny rivet to limit its strength, hence the regular size (with y\-inch shank) is as 
strong as the J-inch old style toggle bolt. Adapts itself to fastening objects of varying thick¬ 
nesses, the 4-inch size meeting most needs. 

Made in four sizes: Regular, (yVinch shank); Slender, (J-inch shank); Quarter-inch and 
Jumbo (iVinch). 

PRICE LIST 


Kunbrf 

Si x* 

Inches 

WrifcM Each 
Ounce. 


I'MICK P8P 

Pack .»cr 


Pulu«r of 10 

Box of 25 

Box of 100 

1000 

238-1 

i x 3 

A 

$ .40 

$ 90 

$3.40 

$32.00 

2.38-2 

i X 4 

a 

1 

.50 

1.00 

3.80 

35.00 

238-3 

i x 6 

i 

.60 

1.30 

4.40 

40.00 

238-4 

A X 3 

i 

.44 

1.00 

3.60 

34.00 

238-5 

A x 4 

i 

.50 

1.10 

4.00 

36.00 

238-6 

A x 6 

i 

.60 

1.40 

5.00 

4.5.00 

228-7 

1x4 

n 

.56 

1.20 

4.40 

40.00 

238-8 

1 x 6 

H 

.60 

1.40 

5.20 

48.00 

2.38-9 

A x 4 

2 

.70 

1.60 

6.00 

55.00 

238-10 

A x 6 

21 

.80 | 

1.90 

7.00 

65.00 


Add 20 P«I cent for blued heads; 50 per cent for nickeled heads. 

Note —Always specify by number. Discount 



The above illustration shows some uses of Cutter Toggles. The third illustration shows a 
Cutter I oggle in use on a tile wall. Note how the surplus thread docs not need to be cut off. 
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RICH ARDS-W1LCOX MFC. CO„ ACRORA, ILLINOIS, U S A. 


No. 366 

R-W Heavy Square Steel Washers 



PRICE LIST 


DlametM ol 

Bolt 

Dijuteui Htil* 
ia laches 

Sl2«. IftCWi 

Thick»«ee 

Inches 


Brice per 

100 

i 

ft 

2Jx2i 

ft 


♦3.50 

i 


3 x 3 

1 


4.50 

i 

\i 

31*34 

i 


5.00 


Non:—Always specify sire of boh. Packed in bulk. Discount .... 



No. 266 

R-W Steel Washers 


PRICE LIST 


Dimeter ol 

Bolt 

Diameter Hole 
in Inches 

Dimeter in 

Mil 

Tliicknoi tiidir 

Number 

Price pet ISO 
Pound. 

A 

i 

ft 

is 

♦14.00 

* 

A 

a 

4 

16 

12.20 

A 

i 

; 

16 

11.40 

i 

A 

i 

14 

10.50 

A 

I 

n 

14 

0.70 

i 

i'« 

li 

12 

9.20 


Packed in 200-pound kegs or in 5-pound boxes. 
Not*—A lways specify size of boll. 


Dixount 








R1CHARDS-WILC0X MFG. CO.. AVRORA. ILLINOIS, l’. S- A. 


No. 285 

R-W Savetime Screw Clamp 

Must in' Four Sizes 



Srr<ing, well designed. .Malleable iron frame. Steel screw. Bronze nut. Instantaneous 
adjustment. A slight movement of the nut causes it to engage with the screw. Reversing the 
movement releases the screw. 

Made in four sizes. 4 inches. 6 inches. 8 inches and 10 inches. 

Anti-rust finish. Packed in bulk. Weight per dozen. 4-inch size. 21 pounds; 6-inch size. 29 
pounds; 8-inch size. 4S pounds; 10-inch size, 60 pounds. 

PRICE LIST 


No. 285 4-i»cli Clamp, per dozen. .$ 5.00 

No. 285 6-inch Clamp, per dozen ... 7.50 

No. 285 S-inch Clamp, per dozen. . II.00 

No. 285 10-inch Clamp, per dozen.. .. . 14.00 


Dili«UNt 
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RICH ARDS-WILCOX MIC. Co., URnRA, ILLINOIS, C. S. A 


No. 460 

R-W Sensible (irass Catcher 

M u>f is Tivo Stzfs 



Made of strong galvanized w ire netting, 3 x 3-inch mesh. Bottom strongly reinforced with 
two metal strips. Metal strips also reinforce the top and front edges of basket, giving it great 
rigidity and strength. Can be quickly applied to any lawn mower, (irass can be dumped by 
simply raising end of catcher. Grass cannot work forward in catcher and clog knives, which is 
true of other catchers. Spring catch which holds supporting rod of basket can be attached to 
handle in proper position for convenience of tall or short operators. Lasts four times as long as 
ordinary cloth catchers. 

Made in two sizes. No. 460-1, for mowers 14 and 16 inches wide: No. 460-2, for mowers 
18 and 20 inches wide. Packed one dozen in a crate. Weight per dozen. No. I size. 72 
pounds; No. 2 size. 80 pounds, 

PRICE LIST 

No. 460-1 or No. 460-7 Grass Catcher, per rloren. .116 0" 


Oiffount 
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Index 


PACE 

ACCORDION DOOR HANGERS 

Hangers, Ball ami Roller Bearing, 

(trolley) .21, 22, 23, 92 

Tables, Details and Information... .18, 19, 20, 92 

AUTOMOBILE SPECIALTIES 

Jack .2+2 

Luggage Cartiers.236, 287 

Windshield Ventilator.283 

BARN DOOR HANGERS (COMMON 
FLAT TRACK) 

Ajax, Roller Bearing, (No. 37)..,....112 

Aurora, Roller Bearing, (No. 1143).119 

Aurora, Jr., Roller Bearing, (No. 8+3).11$ 

Erie, Anti-Friction. (No. 42).115 

Ever-On, Roller Bearing, (No. 2+7).117 

Ezy, Roller Bearing, (No. 43).112 

Flex, Roller Bearing. (No. 1+7).116 

Tandem, Roller Bearing, (No. 4+).120 

Universal, Roller Bearing. (No. 41).11+ 

World, Roller Bearing, (No. 38).113 

BARN DOOR HANGERS, (ROUND TRACK) 

Czar, Roller Bearing, (No. 6+2-5).10+ 

Hup, Roller Bearing, (No. 6+4). .107 

Nobalk, Roller Bearing, (No. 5+2-B).106 

Nobalk, Jr., Roller Bearing, (No. 5+2-A).106 

Nobalk, Sr., Roller Bearing, (No. 5+2-C).105 

Pony, Roller Bearing. (No. 3+3).108 

Red Runner, Roller Bearing, (No. 5+3).110 

Reo, Roller Bearing, (No. +62). 109 

Sure-On, Roller Bearing, (No. 2+3). 10$ 

BARN DOOR HANGERS. (TROLLEY) 

Acme, Roller Bearing, (No. 28-L). 71 

Adjustrite, Roller Bearing, (No. 921). 70 

Corn Belt, Roller Bearing, (No. +21). 67 

DuFlex, Roller Bearing, (No. 021). 5$ 

Economy, Roller Bearing, (No. 29-V). 75 

Expansion, Ball Bearing, (No. 27J-B). 62 

Flexajust, Roller Bearing, (No. 721). 69 

Flexo, Roller Bearing. (No. 21)... 59 

Gern, Roller Bearing, (No. 20). 56 

Heiculet, Roller Bearing (No. 29-L). 7+ 

JustaHex, Roller Bearing, (No. 621). 64 

King, Roller Bearing, (No. 120).... 77 

King-Bee, Roller Bearing, (No. 399). $7 

Nofault, Ball Bearing, (No. 29-5-B). 76 

Peerless, Roller Bearing. (No. 25).. 61 

Premium. Roller Bearing, (No. 2$-V). 72 

Red Jacket, Roller Bearing, (No. 821). 65 

Richcox, Roller Bearing, (No. 199).... $5 

Ridge-Wav, Roller Bearing, (No. 299).. 86 

[292] 


PACE 


Run-Free, Roller Bearing. (No. 521). 68 

Samson, Roller Bearing, (No. 121). 78 

Spattan, Roller Bearing, (No. 0521). 66 

Stayrite, Ball Bearing, (No. 20J-B). 57 

Superior, Roller Bearing, (No. 2+). 60 

Supreme, Ball Bearing, (No. 28+-B). 73 

Tip-Top, Roller Bearing, (No. 321).63 

Victor, Ball Bearing, (No. 123]-B). 79 

VVatrlite, Roller Bearing, (No. 99). 8+ 

BARN DOOR TRACK 

Common and Flat.122, 123 

Round (Tubular).Ill 

Trolley . 52 

BRACKETS 

Cones for Flat Track.123 

I-Beam, Drop..1+0 

I-Beam, Drop or Side, for Cranes.1+4 

Overhead Carrying Trolley Track.129 

Overhead Carrying Trolley Track Bracket 

Dimensions .12$ 

Round Track (Tubular).Ill 

Trolley Track.50, 51 

Trolley Track Bracket Dimensions.53, 54, 55 

CABINET, CLOSET AND CUPBOARD 
DOOR HANGERS 

Bantam, Ball Bearing, (trolley).+8 

Junior, (single track, brass). +9 

Trolley .+0, ++, +5, +6, 4$, +9 

DISPLAY RACK HANGERS 
Trolley, Ball Bearing. +7 

ELEVATOR DOOR HANGERS 

Ideal, for Single Doors, (No. 727-1). 32 

Ideal, for Two-Speed Doors, (No. 728-1). 33 

Ideal, for Doors in Pairs, (No. 730). 3+ 

Ideal, for Combination Swing and Slide 

Doors, (No. 723). 35 

Ideal, Door Lock, (No. 725). 36 

Invincible, for Combination Swing and Slide 

Doors, (trolley, wood-lined), (No. 72+). 37 

Invincible, Ball Beating, (trolley, wood- 

lined), (Nos. 526, 626).38, 39 

Trolley ..+0, +1,+2, +3, 46 

Flat Track ......+5 

FIRE DOOR HARDWARE 

Directions for Ordering. 148 

Hangers, both Flat and Round Track. 1+9 

Approved Monarch A Fixtures, (No. 102).150 
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Index — Continued 


Approved Monarch Fixtures, ( Nos. 201, 

204, 301).151, 158, 160 

Approved Fusible Link.188 

Approved Swing Fixtures, {Nos. 406, 506) . 172, 173 
Detail of Parts for Monarch Fixtures, 

(No*. 102, 201, 301).152, 153 

Detail o( Parts for Round Track Fix¬ 
tures, (Nos- 601, 645, 646).....152, 153 

Detail of Parts for Approved Swing 

Fixtures, (Nos. 406, 506). 174, 175 

Detail of Parts for Swing Fixtures. 

(Nos. 206, 306, 606, 706)_178, 179, 182, 185 

Detail of Parts for Vertical Sliding 

Fixtures, (Nos. 203, 603).166, 167 

Detail of Parts for Horizontal Fix¬ 
tures, (No. 649).170, 171 

Expansion Shields, also Bolts, (No. 107, 

Diamond N; No. W-206, Sebco).190 

Fire Doors, Tin Clad.189 

Fire Shutters, Tin Clad. .189 

Fusible Links.188 

Horizontal Sliding Fixtures, (No. 649).... 168, 169 

Illustration of Direction Sheet for Monarch 

A Fixtures, (No. 102).155 

Machine Expansion Shields, also Bolts, 

(No. 108, Keystone).192 

Pipe Drills, (No. 187).193 

Screw Anchors, (No. 1074, Lliamond; 

No. W-2064, Sebco).191 

Shutter Fixtures. Swing, (Nos. 307, 407)... 184. 185 

Shutters, Fire, Tin Clad.189 

Sliding Flat Track Fix¬ 
tures .150, 151, 158, 160, 162, 163 

Sliding Round Track Fixtures.. 156, 157, 159, 161 

Star Drills, (No. 186).193 

Swing Fixtures and Detail of 

Parts .176, 177, 178, 179, 180, 181, 182, 183 

Swing Shutter Fixtures and Lletail of 

Parts, (Nos. 307, 407).184, 185 

Tin-Clad Fire Doors and Shutters.189 

Trap-Door Fixtures and Detail of parts, 

(No. 212).186, 187 

Vertical Flat Track Sliding Fixtures, 

(No. 203).184 

Vertical Round Track Sliding Fixtures, 

(No. 603).165 

Wall Bolt List, (No*. 102, 201, 301, 601, 

645 and 646 Fixtures).154 

Wall Bolt List, (Nos. 203, 603 Fixtures).166 

Wall Bolt List, (No. 649 Fixtures).171 

FOLDING DOOR HANGERS 

Hangers, Ball and Roller Bearing, 

(trolley) .21, 22, 23, 92 

Tables, Details and Information.18, 19, 20, 92 

FLUSH DOOR HANGERS 

Hangers, Ball Bearing (trolley).28, 29 

Tables, Details and Information.24, 25, 26, 27 


GABLE Dm iR FIXTURES 


Trolley, Roller Bearing, (No. 278). 

Semi-Trolley, Plain Bearing, (No. 279). 


GARAGE DOOR EQUIPMENT 

Floor Plans and Information. 90 

Hangers for Parallel Doors, (trolley). 94 

Hangers for Right Angle Doors, (trolley). 91 

Hangers fur Sliding Folding Doors, (trolley)... 92 

Locks and Latches.250, 251, 252, 253 

Parallel Door Bolts and Flush Pulls...100, 101, 102 

Parallel Door Trolley Track... 95 

Top and Bottom Bolts. 93 

Weather Strips, Stops and Guides.98, 99 

GRINDSTONES 


Bi-Treadle Grindstones.222, 223, 224, 22S, 227 

Carbo Grinder....,. .235 

Combination Treadle and Power Grind¬ 
stones .ISO, 231 

Disc Grinder.,.215 

Family Grindstones.233 

Garage Grindstone*. •• .226, 230,231 

Fixtures, Grindstone, (Full and Semi-Ball 

Bearing .234 

Grindstone Fixtures, (Full Ball Bearing).234 

Grindstone Fixtures, (Semi-Ball Bearing).234 

Kitchen Grindstones.233 

Loose Grindstones.*220, 221 

Machinist's Grindstones .226, 230 

Mounted Grindstones.. 222-233 

Power Grindstones .230, 231, 232 

Repair List, (Covering all Grind¬ 
stones) . W, 239 

Sickle Grinder.235 

Single Pedal Grindstones.. .226, 228, 229, 230, 231 

HOISTS 

Peerless, regular and quick-speed. 147 

Yale, Triplex and Duplex.14* 

HOUSE DOOR HANGERS 

Advance, Ball Bearing, trolley, wood- 

lined. (No. 221). 14 

Champion, Ball Bearing, steel track, (No. 13).. 7 

Cross-Section View, showing application of 

Trolley House Door Hangers.. •> 

Hero, Ball Bearing, trolley, (No. 19). II 

Improved, wood track, (No. 3). 6 

I.eRoy, Ball Bearing, serni-trolley, wood- 

lined, (No. W-122). '3 

Model, Roller Bearing, steel track, (No. 12).... 7 

Rambler, Ball Bearing, strel track, wood- 

lined, (No. 9).*. ■ 
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PACE 

Rex, Brass. Bushed Bearing, semi-trolley, 

wood-lined, (No. 6). . ^ 

Roval, Ball Bearing, trollcv, wood-lined. 

i No R i - - 1 . 

Seal, steel track, (No. SI.. . 6 

Twin, Ball Bearing, trolley, (No. 161 . I® 

XXX, Brass Bushed Bearing, steel track, 

wood-lined, I No. II). # 

MANUAL TRAINING EQUIPMENT 

Rapid Acting Vises.208, 209, 210. 211, 212 

Work Benches. 213, 214, 215 


PACE 

PUBLIC AND GOVERNMENT BUILDING 
DOOR HANGERS 

Reliable, Roller Bearing, trolley, (No. 140),.... 17 
Trojan. Ball Bearing, trolley, (No. 4). 16 

ROLLING STORE LADDERS AND 
FIXTURES 

Ceiling Ladders.202, 203, 204, ?05, 206, 207 


Directions for Ordering, etc.195 

Shelving, (adjustable), and Fixtures.194 


Side Ladders. 196, 197, 198, 199, 200, 201 


OVERHEAD CARRIER EQUIPMENT 


Trolley Type 

Brackets, for Trolley Track.. 129 

Carriers, for Carved Track 111 

Carrier*, for Straight Track I3<t 

Cranes, Traveling 157 

Crossover ..156 

Dimension Tables of Brackets also spacing 

of same.128 

Illustration* showing attachment of track .127 

Illustrations of Equipment* in Service.124 

Knuckle-Jointed Carrier* for Curved Track....153 
Knuckle-Jointed Carrier* for Straight Track... 132 

Plans of Timber Super-Structure*.126 

Sliding Stub Switches .135 

Switches, Two and Three-Wav, also Detail 

ol Parr- .134, 135 

Table Showing Safe Concentrated Load* on 

Yellow Pine Beam* 126 

Traveling Crane.137 

Trolley Track*.12S 

Turn Table.137 


Standard I-Beam Typf 


Drop Brackets.140 

I-Beam Track.139 

Illustrations of Flquipment in Service. 158 

Jib Crane.145 

Switches, Two and Three-Way.142 

Track I-Beam.139 

Traveling Crane, with Piop and Side Brackets.. 144 

Trolleys .. .141 

Turn Fable.143 

Universal Clamp. .139 

PARALLEL DOOR EQUIPMENT 

Detail Drawing of Parallel Door Track .103 

Door Bolt* and Flush Pulls 100, 101, 102 

Guide* and Guide Plates. 98, 99 

Hangers, Round and Trolley 

Track .57, 62, 73, 76, 79, 80, 81, 97 

Track*, Round and Trolley..95. 96, 97 


SCHOOL HOUSE HANGERS, FLUSH 


Hanger*. Ball Bearing, (trolley).28, 29 

Table*, Detail* and Information.24, 25, 26, 27 

SLEDS 

Flcxnfold and Little Giant. 218, 219 

SWIVEL DOOR HANGERS 

Hangers, Ball and Roller Bearing, 

(trolley) .21, 22, 23, 92 

Table*, Details and Information ..18, 19, 20, 92 

TELEPHONE BOOTH DOOR FIXTURES 
Trolley ..30, 31 

TRACKS 

Common and Flat. 45, 122, 123 

Overhead Carrying Trolley.125 

Round (Tubular!.Ill 

Tvolley ....52 

TROLLEY TRUCKS ONLY 

Ball and Roller Bearing . 83 

Knuckle-Jointed, Ball Bearing.S3 

VISES 


Vises .208, 209, 210, 211, 212 

WAREHOUSE AND WHARF-DOOR 
HANGERS 

Cur, Roller Bearing, round track, (No. 642-5).. 104 
Horizontal Door Hanger*, Roller Bearing, 

(No. 649).168, 169, 170, 171 

Jumbo, Roller Beating, trolley, (No. 150). 80 

Nobalk, Sr., Roller Bearing, round track, 

(No. 542-C).105 

Overall, Ball Bearing, trolley, (No. 150'-B)_ 81 

Safety, Roller Bearing, flat track, (No. 101)_121 

Tandem, Roller Bearing, flat track, (No. 44) .120 

Trolles. Ball and Roller Bearing. (Nov 155, 

ISSftB) 82 
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I n dex — Conti n u ed 


PAGE 

WORK BENCHES 

Work Benches.213, 214, 215 


page 


Gravity Door Latches.256 

Guides Parallel Door, < FI«M»r i. M 


MISCELLANEOUS 

Augers, Post Hole. 276, 277 

Automobile Jacks. ...242 

Automobile Luggage Carriers, (folding 

steel) .286, 2*7 

Automobile Wind Shield Ventilator.. .2*3 

Barn Door Binders, (steel! 265 

Barn Door Binders and Stops, (steel I . ...266 

Barn Door Bumpers, (steel). 265 

Barn Door Stay Rollers..260, 261, 262, 263 

Bar Staples.267 

Benches, Manual Training. 213, 214, 215 

Binders, (steel).265 

Binder and Slop.266 

Buggy Nut Grip Wrench.279 

Buggy Seat, (folding).243 

Builders' Brackets (folding steel).. .284, 285 

Bumpers (steel)..265 

Cabinet Work Bench 215 

Carpenters’ Hinge Gauge.282 

Cattle Ties.281 

Center Floor Guide, (door). 99 

Clamp, Fence Stretcher, Quick Acting. ..244 

Clamp, Savetime Screw. 290 

Connecting Plates, Screen, Sash, etc 283 

Corner Iron*. . .268 

Door Bolts.93, 100, 101, 102, 256 

Door Catches, Screen Door and Gravity. .255, 256 

Door Center Floor Guide. 99 

Door End Floor Guide. 99 

Door Floor Guides, Parallel.99 

Door Guide Plates. .. 98 

Door Guide and Weather Strips. 98 

Door Handles.269 

Door Holders. 274, 275 

Door Locks.36, 250, 252, 253 

Door Latches.251, 254, 255, 256 

Door Pulls, (flush). 269 

Electricians' Toggle Bolts.288 

Elgin Wrench.278 

Expansion Bolts and Shields, (lag screw and 

machine bolt type).190, 192 

Floor Door Stops, (cast). 99 

Folding Builders' Brackets, (steel).284, 285 

Foot Scrapers.. 272, 273 

Ford Automobile Luggage Carriers, (folding 

steel I .287 

Fruit Jar Wrench.279 

Fusible Links.1*8 

Gale Hinge.2S7 

Gate Latches.257 

Grass Catcher. 291 


Halter leads.281 

Hammock Anchor Rope*.281 

Handlrs, Door and Shovel .269 

Hatchets . *70 271 

Hinges, Spring and Strap...257, 258, 259 

Hinge Gauge, Carpenters'.282 

Hoists, Yale and Peerless . 146, 147 

llorse Ties. .281 

Ladder Jack. 276 

Latches and Locks, 

(Door) .36, 250, 251, 252, 253, 254, 255, 256 

Luggage Carriers, (folding steel).286, 287 

Malleable D's.269 

Manual Training Benches. ...213, 214, 215 

Mending Plates.268 

Never-Slip Rope Specialties.2*1 

Parallel Door Gravity Bolts.102 

Peerless Hoists. 147 

Pipe Drills 19) 

Post Hole Augers.276, 277 

Roof Scaffold Bracket.292 

Scaffold Supports.276, 2*4, 285, 292 

Scrapers, Foot.272, 273 

Screw Anchors 191 

Screw Clamp, Savetime.290 

Shark Wrench.280 

Shovel Handles.269 

Sleds, (steel folding).218, 219 

sliding Door Locka 250, 252, 25$ 

Spring Hinge, Surface Floor .259 

Stake Pockets .267 

Star Drills.193 

Stay Rollers.260. 261, 262, 263, 264 

Stct I Folding Sltdi. 21$, 219 

Strap Hinges, (heavy).258 

Toggle Bolts.288 

Ventilator, Wind Shield. ..283 

Vises. Rapid Acting .208, 209, 210, 211, 212 

W - 240, 241 

Warehouse Stay Rollers, (steelI.262, 264 

Washers, I Heavy Square Steel).289 

Washers, ( Steel) .-89 

Weather Strip and Door Guide. 98 

Window Pivot 259 

Wire Cloth Machines. 216, 217 

Wire Stretchers.244, 245, 246, 247 

Wire Stretcher Rrpaii*. .248, 249 

Wizard Wrench. 278 

Wood-Workers' Rapid Acting 

Vises . .208, 209, 210, 211, 212 

Wrenches .278, 279, 280 

Yale Hoists. 146 

Yankee Jaws .280 
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Numerical Index 



Number 

Pine 

Numberr 

Pat* 

Number 

Page 

Number 

Pag* 

Numbor 

F «« 

0030 

49 

67 

263 

155JB 

82 

260.1 & 2 

213 

531 

246 

0521 

66 

68 

263 

163 

276 

260-4 

>14 

542-A Hgr. 

106 

01 

234 

69 

265 

165 

278 

261 

285 

542-B Hgr. 

106 

014 

234 

70 

269 

168 

278 

263 

277 

542-C Hgr. 

105 

03 

258 

71 

269 

169 

279 

265 

280 

542-A I'rk. 

111 

05 

224 

72 

267 

1 171 

99 

266 

289 

,542-B Trk. 

111 

IK. 

230 

73 

267 

172 

99 

270 

215 

542-C Ttk 

111 

07 

231 

74 

267 

173 

281 

271 

99 

54.3 

110 

09 

232 

75 

52 

174 

281 

272 

99 

600 

218 

013 

226 

77 

268 

175 

125 

275 

125 

601 

159 

018 

235 

78 

268 

176 

281 

>77 

31 

603 

165 

019 

235 

79 

268 

177 

259 

>78 

88 

604 

161 

020 

235 

82 

2h5 

178 

281 

279 

89 

606 

180 

021 

58 

85 

123 

179 

281 

281 

256 

610 

219 

025 

222 

88 

266 

181 

256 

>82 

269 

615 

259 

030 

47 

89 

266 

18,3 

281 

285 

290 

621 

64 

3 

6 

90 

271 

184 

281 

299 

86 

626 

39 

4 

16 

91 

270 

186 

193 

300 

225 

629 

194 

6 

9 

92 

270 

187 

193 

.301 Fix. 

158 

631 

292 

8 

6 

93 

271 

190 

279 

301 Her. 

149 

642 

104 

9 

8 

96 

188 

192 

282 

30.3 

162 

644 

107 

11 

8 

%J 

188 

193 

283 

304 

163 

645 Fix 

156 

12 

7 

99 

84 

194 

257 

306 

177 

645 Hgr. 

149 

13 

7 

100 - 1 to 6 

130 

194 196 

257 

307 

184 

646 

157 

16 

10 

10010 to 15 

131 

195 

272 

310 

227 

649 

169 

19 

11 

100-25 to 30 

132 

1 % 

257 

317 

>75 

706 

181 

20 

56 

100-31 to 36 

133 

197 

283 

520 

233 

710 

229 

204B 

57 

101 Her. 

121 

199 

85 

321 

63 

721 

69 

21 

59 

101 Trk. 

123 

201 

151 

326 

40 

723 

35 

24 

60 

102 Fix. 

150 

202 

149 

3>H 

242 

724 

37 

25 

61 

102 Hgr. 

149 

203 

164 

330 

234 

725 

36 

26 

42 

107 

190 

204 

160 

331 

214 

727 

32 

271B 

62 

1075 

191 

206 

176 

335 

>3 

728 

3.3 

281, 

71 

108 

192 

W-206 

190 

343 

108 

730 

.34 

28V 

72 

109 

202 

\V-206i 

191 

.344 

287 

731 

245 

28iB 

73 

no 

272 

209 

204 

345 

287 

736 

98 

29L 

74 

in 

272 

210 

273 

366 

289 

737 

98 

29V 

75 

113 

196 

211 

273 

375 

125 

738 

98 

29iB 

76 

114 

198 

212 

186 

382 

269 

821 

65 

30 Hgr 

48 

11411 

198 

214 

46 

385 

244 

825 

25.3 

30 Trk. 

52 

115 

200 

217 

280 

399 

87 

843 

118 

301 

52 

115B 

200 

220 

46 

400 

223 

900 

139 

31 

52 

118 

274 

221 

14 

406 

172 

901 

HO 

32 

52 

119 

274 

222 

45 

407 

184 

902 

140 

33 

52 

120 

77 

225 

255 

410 

228 

903 

140 

34 II gr. 

49 

121 

78 

226 

4.3 

420 

48 

904 

140 

34 Trk 

49 

R-122 

12 

228 

241 

421 

67 

905 

140 

35 

52 

W-122 

13 

230 

210 

426 

41 

906 

14«i 

37 

112 

123JB 

79 

2.30S 

210 

430 

208 

907 

140 

38 

113 

124 

254 

231 

284 

430S 

208 

910 

139 

41 

114 

125 

255 

232 

52 

432 

45 

911 

142 

42 

115 

126 

44 

234J 

247 

435 

92 

912 

143 

43 

112 

128 

256 

235 

91 

443 

28 

921 

70 

44 

120 

129 

256 

236 

243 

444 

29 

925 

141 

So 

122 

130 

210 

938 

288 

460 

291 

9.31 

134 

53 

260 

135 

21 

240 

>47 

462 

109 

932 

135 

54 

260 

136 

243 

243 llgr 

108 

506 

173 

933 

134 

55 

261 

137 

22 

213 Trk. 

in 

509 

206 

934 

135 

57 

261 

138 

276 

214 

>86 

510 

250 

935 

136 

58 

261 

140 

17 

245 

286 

516 

loo 

9.36 

136 

59 

262 

147 

116 

247 

117 

517 

93 

9.37 

137 

60 

262 

150 

80 

251 

90 

518 

mi 

938 

137 

61 

122 

1501B 

81 

253 

96 

519 

102 

114.3 

119 

62 

122 

151 

263 

255 

97 

520 

251 

1236 

217 

63 

122 

152 

254 

256 

95 

521 

68 

1836 

217 

64 

122 

153 

264 

257 

95 

525 

252 

1848 

217 

65 

123 

154 

264 

258 

95 

526 

.38 

>448 

217 

M 

262 

155 

82 

259 

95 

530 

212 




Numbers of Trolley Track Brackets, Overhead Carrying Track Brackets, Detail Parti applying to Fire Door 
Hardware, Grindstone Repair List and Wire Stretcher Repair List are not included in above index 
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